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[bookmark: _Toc368026310]<< Start of changes >>
[bookmark: _Toc13127572]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.101-1: “NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone”
[3]	3GPP TS 38.101-2: “NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone”
[4]	3GPP TS 36.101: “Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception”
[5]	3GPP TS 38.521-3: “NR; User Equipment (UE) conformance specification; Radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios"
[6]	Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000"
[7]	3GPP TS 36.211: "E-UTRA; Physical channels and modulation"
[8]	3GPP TS 36.331: " Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification"
[9]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification"
[10]	3GPP TS 38.213: “NR; Physical layer procedures for control”
[XX]	3GPP TS 38.306: "NR; User Equipment (UE) radio access capabilities"
<< Second of changes >>
[bookmark: _Toc13127609] 5.5B	Configuration for DC
[bookmark: _Toc13127610]5.5B.1	General
The operating bands and bandwidth classes are specified for operation with EN-DC, NGEN-DC, NE-DC or NR-DC configured. The EN-DC, NGEN-DC or NE-DC band combinations include at least one E-UTRA operating band.
For EN-DC or NE-DC configurations indicated by column “Single Uplink allowed” (e.g., problematic band combinations as defined in TS 38.306 [XX]) in tables in this section the UE may indicate capability of not supporting simultaneous dual and triple uplink operation due to possible intermodulation interference to its own primary downlink channel bandwidth of PCell or PSCell if the intermodulation order is 2 or if the intermodulation order is 3 for the combinations when both operating bands are between 450 MHz – 960 MHz or between 1427 MHz – 2690 MHz. 
In the case for the EN-DC or NE-DC configurations listed in tables in this section for which the intermodulation products caused by the dual and triple uplink operation fall into the receive band but do not interfere with theits own primary downlink channel bandwidth of PCell or PSCell as defined in Annex- I the UE is mandated to operate in dual and triple uplink mode. Single Uplink is also allowed for certain band combinations where intermodulation or reverse intermodulation products could create difficulty for meeting emission requirements.
For EN-DC combinations of order 3 or higher, “Single Uplink allowed” UL configurations captured in Table 5.5B.2-1, Table 5.5B.3-1, and Table 5.5B.4-1 apply.
If multiple UL DC configurations are listed for multiple DL DC configurations, valid uplink configurations are such that uplink does not have more carriers than downlink.
Non‑contiguous resource allocation and almost contiguous allocation are not applicable for E‑UTRA or NR carrier part of intra‑band EN‑DC configuration.
<< Third changes >>
[bookmark: _Toc13127614]5.5B.4.1	Inter-band EN-DC configurations within FR1 (two bands)
Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	[bookmark: _Hlk516090533]EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	Single UL allowed

	DC_1A_n28A
	DC_1A_n28A
	No

	DC_1A_n40A
	DC_1A_n40A
	No

	DC_1A_n51A
	DC_1A_n51A
	No

	DC_1A_n77A7
DC_1A_n77C7
	DC_1A_n77A
	DC_1_n77

	DC_1A_n78A7
DC_1A_n78C7
	DC_1A_n78A
	No

	DC_1A_n79A7
DC_1A_n79C7
	DC_1A_n79A
	No

	DC_2A_n5A
	DC_2A_n5A
	No

	DC_2A_n66A
	DC_2A_n66A
	DC_2_n66

	DC_2A_n71A
	DC_2A_n71A
	No

	DC_2A_n78A
	DC_2A_n78A
	DC_2_n78

	DC_3A_n7A
	DC_3A_n7A
	No

	DC_3A_n28A
	DC_3A_n28A
	No

	DC_3A_n40A
	DC_3A_n40A
	No

	DC_3A_n51A
	DC_3A_n51A
	No

	DC_3A_n77A7
DC_3A_n77C7
	DC_3A_n77A
	DC_3_n77

	DC_3A_n78A7
DC_3A_n78C7
DC_3C_n78A7
	DC_3A_n78A
	DC_3_n78

	DC_3A_n79A7
DC_3A_n79C7
	DC_3A_n79A
	No

	DC_5A_n40A
	DC_5A_n40A
	No

	DC_5A_n66A
	DC_5A_n66A
	DC_5_n66

	DC_5A_n78A7
	DC_5A_n78A
	No

	DC_7A-7A_n78A7
	DC_7A_n78A
	No

	DC_7A_n28A
	DC_7A_n28A
	No

	DC_7A_n51A
	DC_7A_n51A
	No

	DC_7A_n78A7
	DC_7A_n78A
	No

	DC_7C_n78A7
	DC_7A_n78A
	No

	DC_8A_n40A7
	DC_8A_n40A
	No

	DC_8A_n77A7
	DC_8A_n77A
	No

	DC_8A_n78A7
	DC_8A_n78A
	No

	DC_8A_n79A7
	DC_8A_n79A
	No

	DC_11A_n77A7
	DC_11A_n77A
	No

	DC_11A_n78A7
	DC_11A_n78A
	No

	DC_11A_n79A7
	DC_11A_n79A
	No

	DC_12A_n5A
	DC_12A_n5A
	No

	DC_12A_n66A
	DC_12A_n66A
	No

	DC_18A_n77A7
	DC_18A_n77A
	No

	DC_18A_n78A7
	DC_18A_n78A
	No

	DC_18A_n79A7
	DC_18A_n79A
	No

	DC_19A_n77A7
DC_19A_n77C7
	DC_19A_n77A
	No

	DC_19A_n78A7
DC_19A_n78C7
	DC_19A_n78A
	No

	DC_19A_n79A7
DC_19A_n79C7
	DC_19A_n79A
	No

	DC_20A_n8A
	DC_20A_n8A
	DC_20_n8

	DC_20A_n28A8,10
	DC_20A_n28A
	No

	DC_20A_n51A
	DC_20A_n51A
	No

	DC_20A_n77A7
	DC_20A_n77A
	No

	DC_20A_n78A7
	DC_20A_n78A
	No

	DC_21A_n77A7
DC_21A_n77C7
	DC_21A_n77A
	No

	DC_21A_n78A7
DC_21A_n78C7
	DC_21A_n78A
	No

	DC_21A_n79A7
DC_21A_n79C7
	DC_21A_n79A
	No

	DC_25A_n41A
	DC_25A_n41A
	No

	DC_26A_n41A
	DC_26A_n41A
	No

	DC_26A_n77A7
	DC_26A_n77A
	No

	DC_26A_n78A7
	DC_26A_n78A
	No

	DC_26A_n79A7
	DC_26A_n79A
	No

	DC_28A n51A
	DC_28A_n51A
	No

	DC_28A_n77A7
DC_28A_n77C7
	DC_28A_n77A
	No

	DC_28A_n78A7
DC_28A_n78C7
	DC_28A_n78A
	No

	DC_28A_n79A7
DC_28A_n79C7
	DC_28A_n79A
	No

	DC_30A_n5A
	DC_30A_n5A
	No

	DC_30A_n66A
	DC_30A_n66A
	No

	DC_38A_n78A7
	N/A
	No

	DC_39A_n78A5,7
	DC_39A_n78A
	No

	DC_39A_n79A7
	DC_39A_n79A
	No

	DC_40A_n77A
	N/A
	No

	DC_41A_n77A
DC_41C_n77A
	DC_41A_n77A

	No

	DC_41A_n78A
DC_41C_n78A
	DC_41A_n78A

	No

	DC_41A_n79A6,7
DC_41C_n79A6,7
	DC_41A_n79A

	No

	DC_42A_n51A
	DC_42A_n51A
	No

	DC_42A_n77A3,4,9
DC_42A_n77C3,4,9
DC_42C_n77A3,4,9
DC_42C_n77C3,4,9
DC_42D_n77A3,4,9
DC_42E_n77A3,4,9
	N/A
	N/A

	DC_42A_n78A3,4,9
DC_42A_n78C3,4,9
DC_42C_n78A3,4,9
DC_42C_n78C3,4,9
DC_42D_n78A3,4,9
DC_42E_n78A3,4,9
	N/A
	N/A

	DC_42A_n79A9
DC_42A_n79C9
DC_42C_n79A9
DC_42C_n79C9
DC_42D_n79A9
DC_42E_n79A9
	N/A
	N/A

	DC_46A_n78A2
DC_46C_n78A2
DC_46D_n78A2
DC_46E_n78A2
	N/A
	N/A

	DC_66A_n5A
	DC_66A_n5A
	DC_66_n5

	DC_66A_n71A
	DC_66A_n71A
	No

	DC_66A_n78A
	DC_66A_n78A
	No

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.
NOTE 3: 	The minimum requirements apply only when there is non-simultaneous Tx/Rx operation between E-UTRA and NR carriers. This restriction applies also for these carriers when applicable EN-DC cong\figuration is part of a higher order EN-DC configuration.
NOTE 4: 	The minimum requirements for intra-band contiguous or non-contiguous EN-DC apply. The intra-band requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 5:	The frequency range above 3600 MHz for Band n78 is not used in this combination.
NOTE 6:	The frequency range below 2506 MHz for Band 41 is not used in this combination.
NOTE 7:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability.
NOTE 8:	The frequency range in band n28 is restricted for this band combination to 703 - 733 MHz for the UL and 758-788 MHz for the DL.
NOTE 9:	The combination is not used alone as fall back mode of other band combinations in which UL in Band 42 is not used.
NOTE 10:		The maximum power spectral density imbalance between downlink carriers is within [6] dB. The power spectral density imbalance condition also applies for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.



[bookmark: _Toc13127615]5.5B.4.2	Inter-band EN-DC configurations within FR1 (three bands)
Table 5.5B.4.2-1: Inter-band EN-DC configurations within FR1 (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A_n28A
	DC_1A_n28A
DC_3A_n28A

	DC_1A-3A_n77A5
DC_1A-3A_n77C5
	DC_1A_n77A
DC_3A_n77A

	DC_1A-3A_n78A5
DC_1A-3A_n78C5
DC_1A-3C_n78A5
	DC_1A_n78A
DC_3A_n78A

	DC_1A-3A_n79A5
DC_1A-3A_n79C5
	DC_1A_n79A
DC_3A_n79A

	DC_1A-5A_n78A5
	DC_1A_n78A
DC_5A_n78A

	DC_1A-7A_n28A5
	DC_1A_n28A
DC_7A_n28A

	DC_1A-7A_n78A5
	DC_1A_n78A
DC_7A_n78A

	DC_1A-7A-7A_n78A5
	DC_1A_n78A
DC_7A_n78A

	DC_1A-8A_n78A5
	DC_1A_n78A
DC_8A_n78A

	DC_1A-18A_n77A5
	DC_1A_n77A
DC_18A_n77A

	DC_1A-18A_n78A5
	DC_1A_n78A
DC_18A_n78A

	DC_1A-18A_n79A
	DC_1A_n79A
DC_18A_n79A

	DC_1A-19A_n77A5
DC_1A-19A_n77C5
	DC_1A_n77A
DC 19A_n77A

	DC_1A-19A_n78A5
DC_1A-19A_n78C5
	DC_1A_n78A
DC_19A_n78A

	DC_1A-19A_n79A5
DC_1A-19A_n79C5
	DC_1A_n79A
DC_19A_n79A

	DC_1A-20A_n28A6
	DC_1A_n28A
DC_20A_n28A

	DC_1A-20A_n78A5
	DC_1A_n78A
DC_20A_n78A

	DC_1A-21A_n77A5
DC_1A-21A_n77C5
	DC_1A_n77A
DC_21A_n77A

	DC_1A-21A_n78A5
DC_1A-21A_n78C5
	DC_1A_n78A
DC_21A_n78A

	DC_1A-21A_n79A5
DC_1A-21A_n79C5
	DC_1A_n79A
DC_21A_n79A

	DC_1A-28A_n77A5
DC_1A-28A_n77C5
	DC_1A_n77A
DC_28A_n77A

	DC_1A-28A_n78A5
DC_1A-28A_n78C5
	DC_1A_n78A
DC_28A_n78A

	DC_1A_n28A-n78A5
	DC_1A_n28A
DC_1A_n78A

	DC_1A-28A_n79A
DC_1A-28A_n79C
	DC_1A_n79A
DC_28A_n79A

	DC_1A-41A_n77A
DC_1A-41C_n77A
	DC_1A_n77A
DC_41A_n77A


	DC_1A-41A_n78A
DC_1A-41C_n78A
	DC_1A_n78A
DC_41A_n78A


	DC_1A-41C_n79A
	DC_1A_n79A


	DC_1A-42A_n77A
DC_1A-42A_n77C
DC_1A-42C_n77A
DC_1A-42C_n77C
DC_1A-42D_n77A
DC_1A-42E_n77A
	DC_1A_n77A

	DC_1A-42A_n78A
DC_1A-42A_n78C
DC_1A-42C_n78A
DC_1A-42C_n78C
DC_1A-42D_n78A
DC_1A-42E_n78A
	DC_1A_n78A

	DC_1A-42A_n79A
DC_1A-42A_n79C
DC_1A-42C_n79A
DC_1A-42C_n79C
DC_1A-42D_n79A
DC_1A-42E_n79A
	DC_1A_n79A

	DC_1A_n77A-n79A
	DC_1A_n77A
DC_1A_n79A

	DC_1A_n78A-n79A
	DC_1A_n78A
DC_1A_n79A

	DC_1A_SUL_n78A-n84A5
	DC_1A_n78A,
DC_1A_n84A_ULSUP-TDM_n78A,
DC_1A_n84A_ULSUP-FDM_n78A

	DC_2A-5A_n66A
	DC_2A_n66A
DC_5A_n66A

	DC_2A-12A_n66A
	DC_2A_n66A
DC_12A_n66A

	DC_2A-30A_n66A
	DC_2A_n66A
DC_30A_n66A

	DC_2A-66A_n71A
	DC_2A_n71A
DC_66A_n71A

	DC_2A-(n)71AA
	DC_2A_n71A
DC_(n)71AA

	DC_3A_n3A-n77A
	DC_3A_n77A
DC_3A_n3A2

	DC_3A_n3A-n78A
	DC_3A_n78A
DC_3A_n3A2

	DC_3A-5A_n78A5
	DC_3A_n78A
DC_5A_n78A

	DC_3A-7A_n28A
	DC_3A_n28A
DC_7A_n28A

	DC_3A-7A_n78A5
DC_3C-7A_n78A5
	DC_3A_n78A
DC_7A_n78A

	DC_3A-7C_n78A5
DC_3C-7C_n78A5
	DC_3A_n78A
DC_7A_n78A

	DC_3A-7A-7A_n78A5
	DC_3A_n78A
DC_7A_n78A

	DC_3A-8A_n78A
	DC_3A_n78A
DC_8A_n78A

	DC_3A-19A_n77A5
DC_3A-19A_n77C5
	DC_3A_n77A
DC_19A_n77A

	DC_3A-19A_n78A5
DC_3A-19A_n78C5
	DC_3A_n78A
DC_19A_n78A

	DC_3A-19A_n79A5
DC_3A-19A_n79C5
	DC_3A_n79A
DC_19A_n79A

	DC_3A-20A_n28A5,6
	DC_3A_n28A
DC_20A_n28A

	DC_3A-20A_n78A5
DC_3C-20A_n78A5
	DC_3A_n78A
DC_20A_n78A

	DC_3A-21A_n77A5
DC_3A-21A_n77C5
	DC_3A_n77A
DC_21A_n77A

	DC_3A-21A_n78A5
DC_3A-21A_n78C5
	DC_3A_n78A
DC_21A_n78A

	DC_3A-21A_n79A5
DC_3A-21A_n79C5
	DC_3A_n79A
DC_21A_n79A

	DC_3A-28A_n77A
DC_3A-28A_n77C
	DC_3A_n77A
DC_28A_n77A

	DC_3A-28A_n78A5
DC_3A-28A_n78C5
	DC_3A_n78A
DC_28A_n78A

	DC_3A_n28A-n78A5
	DC_3A_n28A
DC_3A_n78A

	DC_3A-28A_n79A
DC_3A-28A_n79C
	DC_3A_n79A
DC_28A_n79A

	DC_3A-38A_n78A
	DC_3A_n78A

	DC_3A-41A_n78A
	DC_3A_n78A
DC_41A_n78A

	DC_3A-42A_n77A
DC_3A-42A_n77C
DC_3A-42C_n77A
DC_3A-42C_n77C
DC_3A-42D_n77A
DC_3A-42E_n77A
	DC_3A_n77A

	DC_3A-42A_n78A
DC_3A-42A_n78C
DC_3A-42C_n78A
DC_3A-42C_n78C
DC_3A-42D_n78A
DC_3A-42E_n78A
	DC_3A_n78A

	DC_3A-42A_n79A
DC_3A-42A_n79C
DC_3A-42C_n79A
DC_3A-42C_n79C
DC_3A-42D_n79A
DC_3A-42E_n79A
	DC_3A_n79A

	DC_3A_n77A-n79A
	DC_3A_n77A
DC_3A_n79A

	DC_3A_n78A-n79A
	DC_3A_n78A
DC_3A_n79A

	DC_3A_SUL_n78A-n80A5
	DC_3A_n78A
DC_3A_n80A_ULSUP-TDM_n78A
DC_3A_n80A_ULSUP-FDM_n78A

	DC_3A_SUL_n78A-n82A5
	DC_3A_n78A
DC_3A_n82A

	DC_3A_SUL_n79A-n80A5
	DC_3A_n79A,
DC_3A_n80A_ULSUP-TDM_n79A,
DC_3A_n80A_ULSUP-FDM_n79A

	DC_5A-7A_n78A
	DC_5A_n78A
DC_7A_n78A

	DC_5A-7A-7A_n78A
	DC_5A_n78A
DC_7A_n78A

	DC_5A-30A_n66A
	DC_5A_n66A
DC_30A_n66A

	DC_7A-20A_n28A6
	DC_7A_n28A
DC_20A_n28A

	DC_7A-20A_n78A5
	DC_7A_n78A
DC_20A_n78A

	DC_7A-28A_n78A5
	DC_7A_n78A
DC_28A_n78A

	DC_7C-28A_n78A5
	DC_7A_n78A
DC_28A_n78A

	DC_7A_n28A-n78A5
	DC_7A_n28A,
DC_7A_n78A

	DC_7A-46A_n78A3
DC_7A-46C_n78A3
DC_7A-46D_n78A3
DC_7A-46E_n78A3
	DC_7A_n78A

	DC_8A_SUL_n78A-n81A5
	DC_8A_n78A,
DC_8A_n81A_ULSUP-TDM_n78A,
DC_8A_n81A_ULSUP-FDM_n78A

	DC_8A_SUL_n79A-n81A5
	DC_8A_n79A,
DC_8A_n81A_ULSUP-TDM_n79A,
DC_8A_n81A_ULSUP-FDM_n79A

	DC_12A-30A_n66A
	DC_12A_n66A
DC_30A_n66A

	DC_18A-28A_n77A5
	DC_18A_n77A
DC_28A_n77A

	DC_18A-28A_n78A5
	DC_18A_n78A
DC_28A_n78A

	DC_18A-28A_n79A5
	DC_18A_n79A
DC_28A_n79A

	DC_19A-21A_n78A5
DC_19A-21A_n78C5
	DC_19A_n78A
DC_21A_n78A

	DC_19A-21A_n79A5
DC_19A-21A_n79C5
	DC_19A_n79A
DC_21A_n79A

	DC_19A-21A_n77A5
DC_19A-21A_n77C5
	DC_19A_n77A
DC_21A_n77A

	DC_19A-42A_n77A
DC_19A-42A_n77C
	DC_19A_n77A

	DC_19A-42A_n78A
DC_19A-42A_n78C
	DC_19A_n78A

	DC_19A-42A_n79A
DC_19A-42A_n79C
	DC_19A_n79A

	DC_19A-42C_n77A
DC_19A-42C_n77C
	DC_19A_n77A

	DC_19A-42C_n78A
DC_19A-42C_n78C
	DC_19A_n78A

	DC_19A-42C_n79A
DC_19A-42C_n79C
	DC_19A_n79A

	DC_19A_n77A-n79A
	DC_19A_n77A
DC_19A_n79A

	DC_19A_n78A-n79A
	DC_19A_n78A
DC_19A_n79A

	DC_20A_n8A-n75A6
	DC_20A_n8A

	DC_20A_n28A-n75A6
	DC_20A_n28A

	DC_20A_n28A-n78A5,6
	DC_20A_n28A
DC_20A_n78A

	DC_20A_n75A-n78A5
	DC_20A_n78A

	DC_20A_n76A-n78A5
	DC_20A_n78A

	DC_20A_SUL_n78A-n82A5
	DC_20A_n78A
DC_20A_n82A_ULSUP-TDM_n78A
DC_20A_n82A_ULSUP-FDM_n78A

	DC_20A_SUL_n78A-n83A5
	DC_20A_n78A
DC_20A_n83A

	DC_21A-28A_n77A
DC_21A-28A_n77C
	DC_21A_n77A
DC_28A_n77A

	DC_21A-28A_n78A
DC_21A-28A_n78C
	DC_21A_n78A
DC_28A_n78A

	DC_21A-28A_n79A
DC_21A-28A_n79C
	DC_21A_n79A
DC_28A_n79A

	DC_21A-42A_n77A
DC_21A-42A_n77C
DC_21A-42C_n77A
DC_21A-42C_n77C
	DC_21A_n77A

	DC_21A-42A_n78A
DC_21A-42A_n78C
DC_21A-42C_n78A
DC_21A-42C_n78C
	DC_21A_n78A

	DC_21A-42A_n79A
DC_21A-42A_n79C
DC_21A-42C_n79A
DC_21A-42C_n79C
	DC_21A_n79A

	DC_21A_n77A-n79A
	DC_21A_n77A
DC_21A_n79A

	DC_21A_n78A-n79A
	DC_21A_n78A
DC_21A_n79A

	DC_28A-42A_n77A
DC_28A-42A_n77C
DC_28A-42C_n77A
	DC_28A_n77A

	DC_28A-42A_n78A
DC_28A-42A_n78C
DC_28A-42C_n78A
	DC_28A_n78A

	DC_28A-42A_n79A
DC_28A-42A_n79C
DC_28A-42C_n79A
	DC_28A_n79A

	DC_28A_SUL_n78A-n83A5
	DC_28A_n78A, DC_28A_n83A_ULSUP-TDM_n78A,
DC_28A_n83A_ULSUP-FDM_n78A

	DC_41A-42A_n77A
DC_41A-42C_n77A
DC_41C-42A_n77A
DC_41C-42C_n77A
	DC_41A_n77A

	DC_41A-42A_n78A
DC_41A-42C_n78A
DC_41C-42A_n78A
DC_41C-42C_n78A
	DC_41A_n78A

	DC_41A-42A_n79A
DC_41A-42C_n79A
DC_41C-42A_n79A
DC_41C-42C_n79A
	DC_41A_n79A

	DC_66A_(n)71AA
	DC_66A_n71A
DC_(n)71AA

	DC_66A_SUL_n78A-n86A5
	DC_66A_n78A
DC_66A_n86A_ULSUP-TDM_n78A
DC_66A_n86A_ULSUP-FDM_n78A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported in Rel-15
NOTE 3:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.
NOTE 4:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier can be up to 140us and placed in SUL resources.
NOTE 5:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 6:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.



[bookmark: _Toc13127616]5.5B.4.3	Inter-band EN-DC configurations within FR1 (four bands)
Table 5.5B.4.3-1: Inter-band EN-DC configurations within FR1 (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A-5A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A

	DC_1A-3A-7A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A

	DC_1A-3A-7A_n78A2
DC_1A-3C-7A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A

	DC_1A-3A-7A-7A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A

	DC_1A-3A-8A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_8A_n78A

	DC_1A-3A-19A_n77A2
DC_1A-3A-19A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A

	DC_1A-3A-19A_n78A2
DC_1A-3A-19A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A

	DC_1A-3A-19A_n79A2
DC_1A-3A-19A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A

	DC_1A-3A-20A_n28A3
	DC_1A_n28A
DC_3A_n28A
DC_20A_n28A

	DC_1A-3A-20A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_20A_n78A

	DC_1A-3A-21A_n77A2
DC_1A-3A-21A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A

	DC_1A-3A-21A_n78A2
DC_1A-3A-21A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A

	DC_1A-3A-21A_n79A2
DC_1A-3A-21A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A

	DC_1A-3A-28A_n77A2
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A

	DC_1A-3A-28A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A

	DC_1A-3A-28A_n79A2
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A

	DC_1A-3A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A

	DC_1A-3A-42A_n77A
DC_1A-3A-42A_n77C
DC_1A-3A-42C_n77A
DC_1A-3A-42C_n77C
	DC_1A_n77A
DC_3A_n77A

	DC_1A-3A-42A_n78A
DC_1A-3A-42A_n78C
DC_1A-3A-42C_n78A
DC_1A-3A-42C_n78C
	DC_1A_n78A
DC_3A_n78A

	DC_1A-3A-42A_n79A
DC_1A-3A-42A_n79C
DC_1A-3A-42C_n79A
DC_1A-3A-42C_n79C
	DC_1A_n79A
DC_3A_n79A

	DC_1A-5A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-5A-7A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-7A-20A_n28A3
	DC_1A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_1A-7A-20A_n78A2
	DC_1A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_1A-7A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_1A-18A-28A_n77A
	DC_1A_n77A
DC_18A_n77A
DC_28A_n77A

	DC_1A-18A-28A_n78A
	DC_1A_n78A
DC_18A_n78A
DC_28A_n78A

	DC_1A-18A-28A_n79A2
	DC_1A_n79A
DC_18A_n79A
DC_28A_n79A

	DC_1A-19A-21A_n77A
DC_1A-19A-21A_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-19A-21A_n78A
DC_1A-19A-21A_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-19A-21A_n79A
DC_1A-19A-21A_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-19A-42A_n77A
DC_1A-19A-42A_n77C
DC_1A-19A-42C_n77A
DC_1A-19A-42C_n77C
	DC_1A_n77A
DC_19A_n77A

	DC_1A-19A-42A_n78A
DC_1A-19A-42A_n78C
DC_1A-19A-42C_n78A
DC_1A-19A-42C_n78C
	DC_1A_n78A
DC_19A_n78A

	DC_1A-19A-42A_n79A
DC_1A-19A-42A_n79C
DC_1A-19A-42C_n79A
DC_1A-19A-42C_n79C
	DC_1A_n79A
DC_19A_n79A

	DC_1A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-21A-28A_n77A2
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A

	DC_1A-21A-28A_n78A2
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A

	DC_1A-21A-28A_n79A2
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A

	DC_1A-21A-42A_n77A
DC_1A-21A-42A_n77C
DC_1A-21A-42C_n77A
DC_1A-21A-42C_n77C
	DC_1A_n77A
DC_21A_n77A

	DC_1A-21A-42A_n78A
DC_1A-21A-42A_n78C
DC_1A-21A-42C_n78A
DC_1A-21A-42C_n78C
	DC_1A_n78A
DC_21A_n78A

	DC_1A-21A-42A_n79A
DC_1A-21A-42A_n79C
DC_1A-21A-42C_n79A
DC_1A-21A-42C_n79C
	DC_1A_n79A
DC_21A_n79A

	DC_1A-28A-42A_n77A
DC_1A-28A-42C_n77A
	DC_1A_n77A
DC_28A_n77A

	DC_1A-28A-42A_n78A
DC_1A-28A-42C_n78A
	DC_1A_n78A
DC_28A_n78A

	DC_1A-28A-42A_n79A
DC_1A-28A-42C_n79A
	DC_1A_n79A
DC_28A_n79A

	DC_1A-41A-42A_n77A
DC_1A-41A-42C_n77A
DC_1A-41C-42A_n77A
DC_1A-41C-42C_n77A
	DC_1A_n77A
DC_41A_n77A

	DC_1A-41A-42A_n78A
DC_1A-41A-42C_n78A
DC_1A-41C-42A_n78A
DC_1A-41C-42C_n78A
	DC_1A_n78A
DC_41A_n78A

	DC_1A-41A-42A_n79A
DC_1A-41A-42C_n79A
DC_1A-41C-42A_n79A
DC_1A-41C-42C_n79A
	DC_1A_n79A
DC_41A_n79A

	DC_2A-66A-(n)71AA
	DC_2A_n71A
DC_66A_n71A
DC_(n)71AA

	DC_3A-5A-7A_n78A
	DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_3A-5A-7A-7A_n78A
	DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_3A-7A-20A_n28A3
	DC_3A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_3A-7A-20A_n78A2
	DC_3A_n78A
DC_20A_n78A
DC_7A_n78A 

	DC_3A-7A-28A_n78A2
DC_3A-7C-28A_n78A2
	DC_3A_n78A
DC_7A_n78A
DC_28A_n78A

	DC_3A-7A_n28A-n78A2
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_3A-19A-21A_n77A2
DC_3A-19A-21A_n77C2
	DC_3A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_3A-19A-21A_n78A2
DC_3A-19A-21A_n78C2
	DC_3A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_3A-19A-21A_n79A2
DC_3A-19A-21A_n79C2
	DC_3A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_3A-19A-42A_n77A
DC_3A-19A-42A_n77C
DC_3A-19A-42C_n77A
DC_3A-19A-42C_n77C
	DC_3A_n77A
DC_19A_n77A

	DC_3A-19A-42A_n78A
DC_3A-19A-42A_n78C
DC_3A-19A-42C_n78A
DC_3A-19A-42C_n78C
	DC_3A_n78A
DC_19A_n78A

	DC_3A-19A-42A_n79A2
DC_3A-19A-42A_n79C2
DC_3A-19A-42C_n79A2
DC_3A-19A-42C_n79C2
	DC_3A_n79A
DC_19A_n79A

	DC_3A-20A_n28A-n78A2,3
	DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_3A-21A-42A_n77A
DC_3A-21A-42A_n77C
DC_3A-21A-42C_n77A
DC_3A-21A-42C_n77C
	DC_3A_n77A
DC_21A_n77A

	DC_3A-21A-42A_n78A
DC_3A-21A-42A_n78C
DC_3A-21A-42C_n78A
DC_3A-21A-42C_n78C
	DC_3A_n78A
DC_21A_n78A

	DC_3A-21A-42A_n79A
DC_3A-21A-42A_n79C
DC_3A-21A-42C_n79A
DC_3A-21A-42C_n79C
	DC_3A_n79A
DC_21A_n79A

	DC_3A-28A-42A_n77A
DC_3A-28A-42C_n77A
	DC_3A_n77A
DC_28A_n77A

	DC_3A-28A-42A_n78A
DC_3A-28A-42C_n78A
	DC_3A_n78A
DC_28A_n78A

	DC_3A-28A-42A_n79A
DC_3A-28A-42C_n79A
	DC_3A_n79A
DC_28A_n79A

	DC_7A-20A_n28A-n78A2,3
	DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_19A-21A-42A_n77A
DC_19A-21A-42A_n77C
DC_19A-21A-42C_n77A
DC_19A-21A-42C_n77C
	DC_19A_n77A
DC_21A_n77A

	DC_19A-21A-42A_n78A
DC_19A-21A-42A_n78C
DC_19A-21A-42C_n78A
DC_19A-21A-42C_n78C
	DC_19A_n78A
DC_21A_n78A

	DC_19A-21A-42A_n79A
DC_19A-21A-42A_n79C
DC_19A-21A-42C_n79A
DC_19A-21A-42C_n79C
	DC_19A_n79A
DC_21A_n79A

	DC_21A-28A-42A_n77A
DC_21A-28A-42C_n77A
	DC_21A_n77A
DC_28A_n77A

	DC_21A-28A-42A_n78A
DC_21A-28A-42C_n78A
	DC_21A_n78A
DC_28A_n78A

	DC_21A-28A-42A_n79A
DC_21A-28A-42C_n79A
	DC_21A_n79A
DC_28A_n79A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.



[bookmark: _Toc13127617]5.5B.4.4	Inter-band EN-DC configurations within FR1 (five bands)
Table 5.5B.4.4-1: Inter-band EN-DC configurations within FR1 (five bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A-5A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-3A-5A-7A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-3A-7A-20A_n28A3
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_1A-3A-7A-20A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_1A-3A-7A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_1A-3A-19A-21A_n77A2
DC_1A-3A-19A-21A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-3A-19A-21A_n78A2
DC_1A-3A-19A-21A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-3A-19A-21A_n79A2
DC_1A-3A-19A-21A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-3A-19A-42A_n77A
DC_1A-3A-19A-42A_n77C
DC_1A-3A-19A-42C_n77A
DC_1A-3A-19A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A

	DC_1A-3A-19A-42A_n78A
DC_1A-3A-19A-42A_n78C
DC_1A-3A-19A-42C_n78A
DC_1A-3A-19A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A

	DC_1A-3A-19A-42A_n79A
DC_1A-3A-19A-42A_n79C
DC_1A-3A-19A-42C_n79A
DC_1A-3A-19A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A

	DC_1A-3A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-3A-21A-42A_n77A
DC_1A-3A-21A-42A_n77C
DC_1A-3A-21A-42C_n77A
DC_1A-3A-21A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A

	DC_1A-3A-21A-42A_n78A
DC_1A-3A-21A-42A_n78C
DC_1A-3A-21A-42C_n78A
DC_1A-3A-21A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A

	DC_1A-3A-21A-42A_n79A
DC_1A-3A-21A-42A_n79C
DC_1A-3A-21A-42C_n79A
DC_1A-3A-21A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A

	DC_1A-3A-28A-42A_n77A
DC_1A-3A-28A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A

	DC_1A-3A-28A-42A_n78A
DC_1A-3A-28A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A

	DC_1A-3A-28A-42A_n79A
DC_1A-3A-28A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A

	DC_1A-7A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-19A-21A-42A_n77A
DC_1A-19A-21A-42A_n77C
DC_1A-19A-21A-42C_n77A
DC_1A-19A-21A-42C_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-19A-21A-42A_n78A
DC_1A-19A-21A-42A_n78C
DC_1A-19A-21A-42C_n78A
DC_1A-19A-21A-42C_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-19A-21A-42A_n79A
DC_1A-19A-21A-42A_n79C
DC_1A-19A-21A-42C_n79A
DC_1A-19A-21A-42C_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-21A-28A-42A_n77A
DC_1A-21A-28A-42C_n77A
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A

	DC_1A-21A-28A-42A_n78A
DC_1A-21A-28A-42C_n78A
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A

	DC_1A-21A-28A-42A_n79A
DC_1A-21A-28A-42C_n79A
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A

	DC_3A-7A-20A_n28A-n78A2,3
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL



[bookmark: _Toc13127618]5.5B.4.5	Inter-band EN-DC configurations within FR1 (six bands)
Table 5.5B.4.5-1: Inter-band EN-DC configurations within FR1 (six bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A-7A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL


<< Fourth changes >>
[bookmark: _Toc13127619]5.5B.4a	Inter-band NE-DC within FR1
[bookmark: _Toc13127620]5.5B.4a.1	Inter-band NE-DC configurations within FR1 (two bands)
Table 5.5B.4a.1-1: Inter-band NE-DC configurations within FR1 (two bands)
	NE-DC
configuration
	Uplink NE-DC
configuration
(NOTE 1)
	Single UL allowed

	DC_n1A_28A
	DC_n1A_28A
	No

	NOTE 1:	Uplink CA NE-DC configurations are the configurations supported by the present release of specifications.


<< Fifth changes >>
[bookmark: _Toc13127621]5.5B.5	Inter-band EN-DC including FR2
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.101 [4] and for NR operating bands and CA configurations in TS 38.101-1 [2], TS 38.101-2 [3] and TS 38.101-3.
[bookmark: _Toc13127622]5.5B.5.1	Inter-band EN-DC configurations including FR2 (two bands)
Table 5.5B.5.1-1: Inter-band EN-DC configurations including FR2 (two bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A_n257A
DC_1A_n257D
DC_1A_n257E
DC_1A_n257F
	DC_1A_n257A

	DC_2A_n257A
DC_2C_n257A
	DC_2A_n257A

	DC_2A_n257(2A)
	DC_2A_n257A

	DC_2A-2A_n257A
	DC_2A_n257A

	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_2A_n260J
DC_2A_n260K
DC_2A_n260L
DC_2A_n260M
DC_2C_n260A
	DC_2A_n260A

	DC_2A_n260(2A)
	DC_2A_n260

	DC_2A-2A_n260A
DC_2A-2A_n260G
DC_2A-2A_n260H
DC_2A-2A_n260I
DC_2A-2A_n260J
DC_2A-2A_n260K
DC_2A-2A_n260L
DC_2A-2A_n260M
	DC_2A_n260A

	DC_3A_n257A
DC_3A_n257D
DC_3A_n257E
DC_3A_n257F
	DC_3A_n257A

	DC_3A_n258A
	DC_3A_n258A

	DC_5A_n257A
DC_5B_n257A
	DC_5A_n257A
DC_5B_n257A

	DC_5A-5A_n257A
	DC_5A_n257A

	DC_5A_n260A
DC_5A_n260B
DC_5A_n260C
DC_5A_n260D
DC_5A_n260E
DC_5A_n260F
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260J
DC_5A_n260K
DC_5A_n260L
DC_5A_n260M
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q
DC_5B_n260A
	DC_5A_n260A
DC_5B_n260A

	DC_5A_n260(2A)
DC_5A_n260(3A)
DC_5A_n260(4A)
DC_5A_n260(A-I)
DC_5A_n260(D-G)
DC_5A_n260(D-H)
DC_5A_n260(D-I)
DC_5A_n260(D-O)
DC_5A_n260(D-P)
DC_5A_n260(D-Q)
DC_5A_n260(E-O)
DC_5A_n260(E-P)
DC_5A_n260(E-Q)
DC_5A_n260(G-I)
	DC_5A_n260A

	DC_5A-5A_n260A
	DC_5A_n260A

	DC_5A_n261A
DC_5A_n261B
DC_5A_n261C
DC_5A_n261D
DC_5A_n261E
DC_5A_n261F
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I
DC_5A_n261J
DC_5A_n261K
DC_5A_n261L
DC_5A_n261M
DC_5A_n261O
DC_5A_n261P
DC_5A_n261Q 
	DC_5A_n261A

	DC_5A_n261(2A)
DC_5A_n261(3A)
DC_5A_n261(4A)
DC_5A_n261(D-G)
DC_5A_n261(D-H)
DC_5A_n261(D-I)
DC_5A_n261(D-O)
DC_5A_n261(D-P)
DC_5A_n261(D-Q)
DC_5A_n261(E-O)
DC_5A_n261(E-P)
DC_5A_n261(E-Q)
	DC_5A_n261A

	DC_7A_n257A
	DC_7A_n257A

	DC_7A-7A_n257A
	DC_7A_n257A

	DC_7A_n258A
	DC_7A_n258A

	DC_8A_n257A
	DC_8A_n257A

	DC_8A_n258A
	DC_8A_n258A

	DC_11A_n257A
	DC_11A_n257A

	DC_12A_n260A
DC_12A_n260G
DC_12A_n260H
DC_12A_n260I
DC_12A_n260J
DC_12A_n260K
DC_12A_n260L
DC_12A_n260M
	DC_12A_n260A

	DC_12A_n260(A-I)
DC_12A_n260(G-I)
	DC_12A_n260A

	DC_13A_n257A
	DC_13A_n257A

	DC_13A_n260A
	DC_13A_n260A

	DC_18A_n257A
	DC_18A_n257A

	DC_19A_n257A
DC_19A_n257D
DC_19A_n257E
DC_19A_n257F
	DC_19A_n257A

	DC_20A_n258A
	DC_20A_n258A

	DC_21A_n257A
DC_21A_n257D
DC_21A_n257E
DC_21A_n257F
	DC_21A_n257A

	DC_26A_n257A
	DC_26A_n257A

	DC_28A_n257A
DC_28A_n257D
DC_28A_n257E
DC_28A_n257F
	DC_28A_n257A

	DC_28A_n258A
	DC_28A_n258A

	DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_30A_n260J
DC_30A_n260K
DC_30A_n260L
DC_30A_n260M
	DC_30A_n260A

	DC_30A_n260(A-I)
DC_30A_n260(G-I)
	DC_30A_n260A

	DC_39A_n258A
	DC_39A_n258A

	DC_41A_n257A
DC_41C_n257A
	DC_41A_n257A
DC_41C_n257A

	DC_41A_n258A
	DC_41A_n258A

	DC_42A_n257A
DC_42C_n257A
DC_42A_n257D
DC_42A_n257E
DC_42A_n257F
DC_42C_n257D
DC_42C_n257E
DC_42C_n257F
DC_42D_n257A
DC_42E_n257A
	DC_42A_n257A
DC_42C_n257A

	DC_48A_n257A
DC_48C_n257A
	DC_48A_n257A
DC_48C_n257A

	DC_48A-48A_n257A
	DC_48A_n257A

	DC_48A_n260A 
DC_48C_n260A
	DC_48A_n260A 
DC_48C_n260A

	DC_48A-48A_n260A
	DC_48A_n260A

	DC_66A_n257A
DC_66A_n257(2A)
DC_66A_n257G
DC_66A_n257H
DC_66A_n257I
DC_66A_n257J
DC_66A_n257K
DC_66A_n257L
DC_66A_n257M
DC_66C_n257A
	DC_66A_n257A

	DC_66A-66A_n257A
	DC_66A_n257A

	DC_66A_n260A
DC_66A_n260D
DC_66A_n260E
DC_66A_n260F
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260J
DC_66A_n260K
DC_66A_n260L
DC_66A_n260M
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q
	DC_66A_n260A

	DC_66A_n260(2A)
DC_66A_n260(3A)
DC_66A_n260(4A)
DC_66A_n260(A-I)
DC_66A_n260(D-G)
DC_66A_n260(D-H)
DC_66A_n260(D-I)
DC_66A_n260(D-O)
DC_66A_n260(D-P)
DC_66A_n260(D-Q)
DC_66A_n260(E-O)
DC_66A_n260(E-P)
DC_66A_n260(E-Q)
DC_66A_n260(G-I)
	DC_66A_n260A

	DC_66A-66A_n260A
DC_66A-66A_n260G
DC_66A-66A_n260H
DC_66A-66A_n260I
DC_66A-66A_n260J
DC_66A-66A_n260K
DC_66A-66A_n260L
DC_66A-66A_n260M
	DC_66A_n260A

	DC_66A_n261A
DC_66A_n261D
DC_66A_n261E
DC_66A_n261F
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I
DC_66A_n261J
DC_66A_n261K
DC_66A_n261L
DC_66A_n261M
DC_66A_n261O
DC_66A_n261P
DC_66A_n261Q 
	DC_66A_n261A

	DC_66A_n261(2A)
DC_66A_n261(3A)
DC_66A_n261(4A)
DC_66A_n261(D-G)
DC_66A_n261(D-H)
DC_66A_n261(D-I)
DC_66A_n261(D-O)
DC_66A_n261(D-P)
DC_66A_n261(D-Q)
DC_66A_n261(E-O)
DC_66A_n261(E-P)
DC_66A_n261(E-Q)
	DC_66A_n261A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability for all of the above combinations



[bookmark: _Toc13127623]5.5B.5.2	Inter-band EN-DC configurations including FR2 (three bands)
Table 5.5B.5.2-1: Inter-band EN-DC configurations including FR2 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n257A2
DC_1A-3A_n257D2
DC_1A-3A_n257E2
DC_1A-3A_n257F2
	DC_1A_n257A
DC_3A_n257A

	DC_1A-5A_n257A2
	DC_1A_n257A
DC_5A_n257A

	DC_1A-7A_n257A2
	DC_1A_n257A
DC_7A_n257A

	DC_1A-7A-7A_n257A2
	DC_1A_n257A
DC_7A_n257A

	DC_1A-8A_n257A2
	DC_1A_n257A
DC_8A_n257A

	DC_1A-18A_n257A2
	DC_1A_n257A
DC_18A_n257A

	DC_1A-19A_n257A2
DC_1A-19A_n257D2
DC_1A-19A_n257E2
DC_1A-19A_n257F2
	DC_1A_n257A
DC_19A_n257A

	DC_1A-21A_n257A2
DC_1A-21A_n257D2
DC_1A-21A_n257E2
DC_1A-21A_n257F2
	DC_1A_n257A
DC_21A_n257A

	DC_1A-28A_n257A2
DC_1A-28A_n257D2
DC_1A-28A_n257E2
DC_1A-28A_n257F2
	DC_1A_n257A
DC_28A_n257A

	DC_1A-41A_n257A
DC_1A-41C_n257A
	DC_1A_n257A
DC_41A_n257A
DC_41C_n257A

	DC_1A-42A_n257A
DC_1A-42A_n257D
DC_1A-42A_n257E
DC_1A-42A_n257F
DC_1A-42C_n257A
DC_1A-42C_n257D
DC_1A-42C_n257E
DC_1A-42C_n257F
DC_1A-42D_n257A
DC_1A-42E_n257A
	DC_1A_n257A
DC_42A_n257A

	DC_2A-5A_n257A2
	DC_2A_n257A
DC_5A_n257A

	DC_2A-5A_n260A
DC_2A-5A_n260G
DC_2A-5A_n260H
DC_2A-5A_n260I
DC_2A-5A_n260J
DC_2A-5A_n260K
DC_2A-5A_n260L
DC_2A-5A_n260M
	DC_2A_n260A
DC_5A_n260A

	DC_2A-12A_n260A
DC_2A-12A_n260G
DC_2A-12A_n260H
DC_2A-12A_n260I
DC_2A-12A_n260J
DC_2A-12A_n260K
DC_2A-12A_n260L
DC_2A-12A_n260M
	DC_2A_n260A
DC_12A_n260A

	DC_2A-13A_n257A2
	DC_2A_n257A
DC_13A_n257A

	DC_2A-13A_n260A2
	DC_2A_n260A
DC_13A_n260A

	DC_2A-30A_n260A
DC_2A-30A_n260G
DC_2A-30A_n260H
DC_2A-30A_n260I
DC_2A-30A_n260J
DC_2A-30A_n260K
DC_2A-30A_n260L
DC_2A-30A_n260M
	DC_2A_n260A
DC_30A_n260A

	DC_2A-66A_n257A2
	DC_2A_n257A
DC_66A_n257A

	DC_2A-66A_n260A
DC_2A-66A_n260G
DC_2A-66A_n260H
DC_2A-66A_n260I
DC_2A-66A_n260J
DC_2A-66A_n260K
DC_2A-66A_n260L
DC_2A-66A_n260M
	DC_2A_n260A
DC_66A_n260A

	DC_3A-5A_n257A2
	DC_3A_n257A
DC_5A_n257A

	DC_3A-7A_n257A2
	DC_3A_n257A
DC_7A_n257A

	DC_3A-7A-7A_n257A2
	DC_3A_n257A
DC_7A_n257A

	DC_3A-19A_n257A2
DC_3A-19A_n257D2
DC_3A-19A_n257E2
DC_3A-19A_n257F2
	DC_3A_n257A
DC_19A_n257A

	DC_3A-21A_n257A2
DC_3A-21A_n257D2
DC_3A-21A_n257E2
DC_3A-21A_n257F2
	DC_3A_n257A
DC_21A_n257A

	DC_3A-28A_n257A2
DC_3A-28A_n257D2
DC_3A-28A_n257E2
DC_3A-28A_n257F2
	DC_3A_n257A
DC_28A_n257A

	DC_3A-41A_n257A
	DC_3A_n257A
DC_41A_n257A

	DC_3A-42A_n257A2
DC_3A-42A_n257D2
DC_3A-42A_n257E2
DC_3A-42A_n257F2
DC_3A-42C_n257A2
DC_3A-42C_n257D2
DC_3A-42C_n257E2
DC_3A-42C_n257F2
DC_3A-42D_n257A2
DC_3A-42E_n257A2
	DC_3A_n257A
DC_42A_n257A

	DC_5A-7A_n257A2
	DC_5A_n257A
DC_7A_n257A

	DC_5A-7A-7A_n257A
	DC_5A_n257A
DC_7A_n257A

	DC_5A-30A_n260A
DC_5A-30A_n260G
DC_5A-30A_n260H
DC_5A-30A_n260I
DC_5A-30A_n260J
DC_5A-30A_n260K
DC_5A-30A_n260L
DC_5A-30A_n260M
	DC_5A_n260A
DC_30A_n260A

	DC_5A-66A_n257A
	DC_5A_n257A
DC_66A_n257A

	DC_5A-66A_n260A
DC_5A-66A_n260G
DC_5A-66A_n260H
DC_5A-66A_n260I
DC_5A-66A_n260J
DC_5A-66A_n260K
DC_5A-66A_n260L
DC_5A-66A_n260M
	DC_5A_n260A
DC_66A_n260A

	DC_12A-30A_n260A
DC_12A-30A_n260G
DC_12A-30A_n260H
DC_12A-30A_n260I
DC_12A-30A_n260J
DC_12A-30A_n260K
DC_12A-30A_n260L
DC_12A-30A_n260M
	DC_12A_n260A
DC_30A_n260A

	DC_12A-66A_n260A
DC_12A-66A_n260G
DC_12A-66A_n260H
DC_12A-66A_n260I
DC_12A-66A_n260J
DC_12A-66A_n260K
DC_12A-66A_n260L
DC_12A-66A_n260M
	DC_12A_n260A
DC_66A_n260A

	DC_13A-66A_n257A2
	DC_13A_n257A
DC_66A_n257A

	DC_13A-66A_n260A2
	DC_13A_n260A
DC_66A_n260A

	DC_18A-28A_n257A2
	DC_18A_n257A
DC_28A_n257A

	DC_19A-21A_n257A2
DC_19A-21A_n257D2
DC_19A-21A_n257E2
DC_19A-21A_n257F2
	DC_19A_n257A
DC_21A_n257A

	DC_19A-42A_n257A2
DC_19A-42A_n257D2
DC_19A-42A_n257E2
DC_19A-42A_n257F2
DC_19A-42C_n257A2
	DC_19A_n257A
DC_42A_n257A

	DC_21A-28A_n257A2
DC_21A-28A_n257D2
DC_21A-28A_n257E2
DC_21A-28A_n257F2
	DC_21A_n257A
DC_28A_n257A

	DC_21A-42A_n257A2
DC_21A-42A_n257D2
DC_21A-42A_n257E2
DC_21A-42A_n257F2
DC_21A-42C_n257A2
	DC_21A_n257A
DC_42A_n257A

	DC_28A-42C_n257A2
DC_28A-42A_n257A2
	DC_28A_n257A
DC_42A_n257A

	DC_30A-66A_n260A
DC_30A-66A_n260G
DC_30A-66A_n260H
DC_30A-66A_n260I
DC_30A-66A_n260J
DC_30A-66A_n260K
DC_30A-66A_n260L
DC_30A-66A_n260M
	DC_30A_n260A
DC_66A_n260A

	DC_41A-42A_n257A
DC_41A-42C_n257A
DC_41C-42A_n257A
DC_41C-42C_n257A
	DC_41A_n257A
DC_42A_n257A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability



[bookmark: _Toc13127624]5.5B.5.3	Inter-band EN-DC configurations including FR2 (four bands)
Table 5.5B.5.3-1: Inter-band EN-DC configurations including FR2 (four bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A

	DC_1A-3A-7A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_7A_n257A

	DC_1A-3A-7A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_7A_n257A

	DC_1A-3A-19A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A

	DC_1A-3A-21A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A

	DC_1A-3A-28A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A

	DC_1A-3A-42A_n257A
DC_1A-3A-42C_n257A
DC_1A-3A-42C_n257D
DC_1A-3A-42C_n257E
DC_1A-3A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_42A_n257A

	DC_1A-5A-7A_n257A2
	DC_1A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-5A-7A-7A_n257A
	DC_1A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-18A-28A_n257A2
	DC_1A_n257A
DC_18A_n257A
DC_28A_n257A

	DC_1A-19A-21A_n257A
DC_1A-19A-21A_n257D
DC_1A-19A-21A_n257E
DC_1A-19A-21A_n257F
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_1A-19A-42A_n257A
DC_1A-19A-42C_n257A
DC_1A-19A-42C_n257D
DC_1A-19A-42C_n257E
DC_1A-19A-42C_n257F
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_1A-21A-28A_n257A2
	DC_1A_n257A
DC_21A_n257A
DC_28A_n257A

	DC_1A-21A-42A_n257A
DC_1A-21A-42C_n257A
DC_1A-21A-42C_n257D
DC_1A-21A-42C_n257E
DC_1A-21A-42C_n257F
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-28A-42A_n257A
DC_1A-28A-42C_n257A
	DC_1A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_1A-41A-42A_n257A
DC_1A-41A-42C_n257A
DC_1A-41C-42A_n257A
DC_1A-41C-42C_n257A
	DC_1A_n257A
DC_41A_n257A
DC_42A_n257A

	DC_3A-5A-7A_n257A2
	DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_3A-5A-7A-7A_n257A2
	DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_3A-19A-21A_n257A2
	DC_3A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_3A-19A-42A_n257A
DC_3A-19A-42C_n257A
DC_3A-19A-42C_n257D
DC_3A-19A-42C_n257E
DC_3A-19A-42C_n257F
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_3A-21A-42A_n257A
DC_3A-21A-42C_n257A
DC_3A-21A-42C_n257D
DC_3A-21A-42C_n257E
DC_3A-21A-42C_n257F
	DC_3A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_3A-28A-42A_n257A
DC_3A-28A-42C_n257A
	DC_3A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_19A-21A-42A_n257A2
DC_19A-21A-42C_n257A2
DC_19A-21A-42C_n257D2
DC_19A-21A-42C_n257E2
DC_19A-21A-42C_n257F2
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_21A-28A-42A_n257A2
DC_21A-28A-42C_n257A2
	DC_21A_n257A
DC_28A_n257A
DC_42A_n257A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability



[bookmark: _Toc13127625]5.5B.5.4	Inter-band EN-DC configurations including FR2 (five bands)
Table 5.5B.5.4-1: Inter-band EN-DC configurations including FR2 (five bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-3A-5A-7A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-3A-19A-21A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_1A-3A-19A-21A_n257D
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_1A-3A-19A-21A_n257E
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_1A-3A-19A-21A_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_1A-3A-19A-42A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-19A-42A_n257D
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-19A-42A_n257E
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-19A-42A_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-19A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-19A-42C_n257D
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-19A-42C_n257E
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-19A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-21A-42A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-3A-21A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-3A-21A-42C_n257D
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-3A-21A-42C_n257E
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-3A-21A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-3A-28A-42A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_1A-3A-28A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42A_n257A
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42A_n257D
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42A_n257E
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42A_n257F
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42C_n257A
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42C_n257D
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42C_n257E
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42C_n257F
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-19A-28A-42C_n257A
	DC_1A_n257A
DC_19A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_1A-21A-28A-42A_n257A
	DC_1A_n257A
DC_21A_n257A
DC_28A_n257A
DC_42A_n257A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Void



<< Sixth changes >>
[bookmark: _Toc13127627]5.5B.6	Inter-band EN-DC including FR1 and FR2
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.101 [4] and for NR operating bands and CA configurations in TS 38.101-1 [2], TS 38.101-2 [3] and TS 38.101-3.
[bookmark: _Toc13127628]5.5B.6.1	Void
[bookmark: _Toc13127629]5.5B.6.2	Inter-band EN-DC configurations including FR1 and FR2 (three bands)
Table 5.5B.6.2-1: Inter-band EN-DC configurations including FR1 and FR2 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A_n77A-n257A
DC_1A_n77A-n257D
DC_1A_n77A-n257E
DC_1A_n77A-n257F
DC_1A_n77C-n257A
DC_1A_n77C-n257D
DC_1A_n77C-n257E
DC_1A_n77C-n257F
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A

	DC_1A_n78A-n257A
DC_1A_n78A-n257D
DC_1A_n78A-n257E
DC_1A_n78A-n257F
DC_1A_n78C-n257A
DC_1A_n78C-n257D
DC_1A_n78C-n257E
DC_1A_n78C-n257F
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A

	DC_1A_n79A-n257A
DC_1A_n79A-n257D
DC_1A_n79A-n257E
DC_1A_n79A-n257F
DC_1A_n79C-n257A
DC_1A_n79C-n257D
DC_1A_n79C-n257E
DC_1A_n79C-n257F
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A

	DC_3A_n77A-n257A
DC_3A_n77A-n257D
DC_3A_n77A-n257E
DC_3A_n77A-n257F
DC_3A_n77C-n257A
DC_3A_n77C-n257D
DC_3A_n77C-n257E
DC_3A_n77C-n257F
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A

	DC_3A_n78A-n257A
DC_3A_n78A-n257D
DC_3A_n78A-n257E
DC_3A_n78A-n257F
DC_3A_n78C-n257A
DC_3A_n78C-n257D
DC_3A_n78C-n257E
DC_3A_n78C-n257F
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A

	DC_3A_n79A-n257A
DC_3A_n79A-n257D
DC_3A_n79A-n257E
DC_3A_n79A-n257F
DC_3A_n79C-n257A
DC_3A_n79C-n257D
DC_3A_n79C-n257E
DC_3A_n79C-n257F
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A

	DC_5A_n78A-n257A2
	DC_5A_n78A
DC_5A_n257A

	DC_7A_n78A-n257A
	DC_7A_n78A
DC_7A_n257A

	DC_7A-7A_n78A-n257A
	DC_7A_n78A
DC_7A_n257A
DC_7A_n78A-n257A

	DC_19A_n77A-n257A
DC_19A_n77A-n257D
DC_19A_n77A-n257E
DC_19A_n77A-n257F
DC_19A_n77C-n257A
DC_19A_n77C-n257D
DC_19A_n77C-n257E
DC_19A_n77C-n257F
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A

	DC_19A_n78A-n257A
DC_19A_n78A-n257D
DC_19A_n78A-n257E
DC_19A_n78A-n257F
DC_19A_n78C-n257A
DC_19A_n78C-n257D
DC_19A_n78C-n257E
DC_19A_n78C-n257F
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A

	DC_19A_n79A-n257A
DC_19A_n79A-n257D
DC_19A_n79A-n257E
DC_19A_n79A-n257F
DC_19A_n79C-n257A
DC_19A_n79C-n257D
DC_19A_n79C-n257E
DC_19A_n79C-n257F
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A

	DC_21A_n77A-n257A
	DC_21A_n77A
DC_21A_n257A

	DC_21A_n78A-n257A
	DC_21A_n78A
DC_21A_n257A

	DC_21A_n79A-n257A
	DC_21A_n79A
DC_21A_n257A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability



[bookmark: _Toc13127630]5.5B.6.3	Inter-band EN-DC configurations including FR1 and FR2 (four bands)
Table 5.5B.6.3-1: Inter-band EN-DC configurations including FR1 and FR2 (four bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A

	DC_1A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A

	DC_1A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-5A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A

	DC_3A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_5A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_5A-7A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc13127631]5.5B.6.4	Inter-band EN-DC configurations including FR1 and FR2 (five bands)
Table 5.5B.6.4-1: Inter-band EN-DC configurations including FR1 and FR2 (five bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A

	DC_1A-3A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-3A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-5A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-5A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-5A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc13127632]5.5B.6.5	Inter-band EN-DC configurations including FR1 and FR2 (six bands)
Table 5.5B.6.5-1: Inter-band EN-DC configurations including FR1 and FR2 (six bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	NOTE 1:	Uplink CA EN-DC configurations are the configurations supported by the present release of specifications.


<< End of changes >>


