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>>>>>Start of Change 1<<<<<
10.1.16	SINR report mapping
10.1.16.1	SS-SINR measurement report mapping
The reporting range of SS-SINR for L3 reporting is defined from -23 dB to 40 dB with 0.5 dB resolution. The reporting range of SS-SINR and CSI-SINR for L1 reporting is defined from -23 dB to 40dB with 0.5dB resolution. The mapping of measured quantity is defined in Table 10.1.16.1-1. The range in the signalling may be larger than the guaranteed accuracy range.
The reporting range of differential SS-SINR and CSI-SINR for L1 reporting is defined from 0 dBm to -15 dB with 1 dB resolution. The mapping of measured quantity is defined in Table 10.1.16.1-2. The range in the signalling may be larger than the guaranteed accuracy range.
Table 10.1.16.1-1: SS-SINR and CSI-SINR measurement report mapping
	Reported value
	Measured quantity value (L3 SS-SINR, L1 SS_SINR and L1 CSI-RS)
	Unit

	SS-SINR_0
	SS-SINR<-23
	dB

	SS-SINR_1
	-23≤ SS-SINR<-22.5
	dB

	SS-SINR_2
	-22.5≤ SS-SINR<-22
	dB

	SS-SINR_3
	-22≤ SS-SINR<-21.5
	dB

	SS-SINR_4
	-21.5≤ SS-SINR<-21
	dB

	..
	..
	…

	SS-SINR_123
	38≤ SS-SINR<38.5
	dB

	SS-SINR_124
	38.5≤ SS-SINR<39
	dB

	SS-SINR_125
	39≤ SS-SINR<39.5
	dB

	SS-SINR_126
	39.5≤ SS-SINR<40
	dB

	SS-SINR_127
	40≤ SS-SINR
	dB



Table 10.1.16.1-2: Differential SS-SINR and CSI-SINR measurement (for L1 reporting) report mapping
	Reported value
	Measured quantity value (difference in measured SINR from largest SINR)
	Unit

	DIFFSINR_0
	0≥ΔSINR>-1
	dB

	DIFFSINR_1
	-1≥ΔSINR >-2
	dB

	DIFFSINR_2
	-2≥ΔSINR >-3
	dB

	DIFFSINR_3
	-3≥ΔSINR >-8
	dB

	DIFFSINR_4
	-4≥ΔSINR >-10
	dB

	DIFFSINR_5
	-5≥ΔSINR >-12
	dB

	DIFFSINR_6
	-6≥ΔSINR>-14
	dB

	DIFFSINR_7
	-7≥ΔSINR >-16
	dB

	DIFFSINR_8
	-8≥ΔSINR >-18
	dB

	DIFFSINR_9
	-9≥ΔSINR >-20
	dB

	DIFFSINR_10
	-10≥ΔSINR >-22
	dB

	DIFFSINR_11
	-11≥ΔSINR >-24
	dB

	DIFFSINR_12
	-12≥ΔSINR >-26
	dB

	DIFFSINR_13
	-13≥ΔSINR >-28
	dB

	DIFFSINR_14
	-14≥ΔSINR >-30
	dB

	DIFFSINR_15
	-15≥ΔSINR
	dB
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