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************************************ Start of changes *****************************************
[bookmark: _Toc21344445]7.3A.4	Reference sensitivity exceptions due to UL harmonic interference for CA
Sensitivity degradation is allowed for a band in frequency range 1 if it is impacted by UL harmonic interference from another band in frequency range 1 of the same CA configuration. Reference sensitivity exceptions are specified in Table 7.3A.4-1 with uplink configuration specified in Table 7.3A.4-2.
Table 7.3A.4-1: Reference sensitivity exceptions due to UL harmonic for NR CA FR1
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n1
	n771,2
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n773
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n2
	n481, 2
	27.1
	23.9
	22.1
	20.9
	
	
	17.9
	16.912
	16.112
	14.812
	14.312
	13.812

	
	n483
	1.9
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n3
	n771,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.9
	16.1
	14.8
	14.3
	13.8

	
	n773
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	
	n781,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.9
	16.1
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n5
	n784,5
	
	10.5
	8.9
	7.8
	
	
	5.4
	
	
	
	
	

	n8
	n311
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	
	
	
	
	
	

	
	n418,9
	
	13.0
	11.3
	10.1
	
	
	7.0
	6.1
	5.5
	4.3
	3.9
	3.5

	
	n784,5
	
	10.8
	9.1
	8.0
	
	
	5.1
	4.2
	3.5
	2.3
	2.1
	1.4

	
	n796,7
	
	
	
	
	
	
	[6.8]
	6.2
	[5.6]
	4.9
	
	4.4

	n28
	n18,9
	10.2
	7.6
	6.2
	5.3
	
	
	
	
	
	
	
	

	
	n501,2
	
	19.8
	18.0
	16.8
	
	
	13.8
	12.8
	12.0
	10.8
	
	

	
	n751,2
	28.1
	25.3
	24.0
	22.8
	
	
	
	
	
	
	
	

	
	n776,7
	
	10.4
	8.9
	7.8
	
	
	4.7
	3.7
	3
	1.7
	1.2
	0.7

	
	n786,7
	
	[10.4]
	[8.9]
	[7.8]
	
	
	[4.7]
	[3.7]
	[3]
	[1.7]
	[1.2]
	[0.7]

	n66
	n481, 2
	27.1
	23.9
	22.1
	20.9
	
	
	17.9
	16.912
	16.112
	14.812
	14.312
	13.812

	
	n483
	1.9
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n71
	n2510
	10
	7.5
	6
	5.1
	
	
	
	
	
	
	
	

	
	[bookmark: OLE_LINK48]n414,5
	
	10.8
	9.1
	8.0
	
	
	5.1
	4.2
	3.5
	2.3
	2.1
	1.4

	
	n708,9
	9.9
	7.1
	6.7
	4.9
	4.1
	
	
	
	
	
	
	

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range ∆FHD above and below the edge of this downlink transmission bandwidth. The value ∆FHD depends on the band combination: ∆FHD = 10 MHz for CA_n1-n77, CA_n3-n77, CA_n3-n78, CA_n2-n48, CA_n48-n66.


NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 3:	The requirements are only applicable to channel bandwidths no larger than 20 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 4:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a high band.
NOTE 5:	The requirements should be verified for UL NR‑ARFCN of a low band (superscript LB) such that [image: ]in MHz and [image: ] with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.
NOTE 6:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a high band.
NOTE 7:	The requirements should be verified for UL NR‑ARFCN of a low band (superscript LB) such that [image: ]in MHz and [image: ] with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.
NOTE 8:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 3nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.

NOTE 9:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that [image: ]in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.
NOTE 10:	These requirements apply when the lower edge frequency of the 10 MHz, 15 MHz, or 20 MHz uplink channel in Band 71 is located at or below 668 MHz and the downlink channel in Band n25 is located with its upper edge at 1995 MHz.
NOTE 11:	No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity for all active downlink component carriers is only verified when this is not the case (the requirements specified in clause 7.3.2 apply unless otherwise specified).
NOTE 12:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration.



Table 7.3A.4-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for NR CA, FR1
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n1
	n77
	
	25
	36
	50
	
	
	100
	100
	100
	100
	100
	100

	n2
	n48
	25
	50
	50
	50
	
	
	50
	50
	50
	50
	50
	50

	n3
	n77
	
	25
	36
	50
	
	
	50
	50
	50
	50
	50
	50

	n3
	n78
	
	25
	36
	50
	
	
	50
	50
	50
	50
	50
	50

	n5
	n78
	
	16
	25
	25
	
	
	25
	
	
	
	
	

	n8
	n41
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n8
	n78
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n8
	n79
	
	
	
	
	
	
	25
	25
	25
	25
	
	25

	n28
	n1
	8
	16
	25
	25
	
	
	
	
	
	
	
	

	n28
	n50
	
	25
	25
	25
	
	
	25
	25
	25
	25
	
	

	n28
	n75
	12
	25
	36
	50
	
	
	
	
	
	
	
	

	n28
	n77
	
	10
	15
	20
	
	
	25
	25
	25
	25
	25
	25

	n28
	n78
	
	10
	15
	20
	
	
	25
	25
	25
	25
	25
	25

	n66
	n48
	12
	25
	36
	50
	
	
	100
	128
	160
	200
	200
	200

	n71
	n25
	84
	84
	84
	84
	
	
	
	
	
	
	
	

	n71
	n41
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n71
	n70
	8
	16
	20
	20
	20
	
	
	
	
	
	
	

	NOTE 1:	15 kHz SCS is assumed for UL band.
NOTE 2:	The UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.2-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2-3 applies.
NOTE 3:	Unless stated otherwise, UL resource blocks shall be centred within the transmission bandwidth configuration for the channel bandwidth.
NOTE 4:	These requirements apply when the lower edge frequency of the uplink channel in Band n71 is located at or below 668 MHz and the downlink channel in Band n25 is located with its upper edge at 1990 MHz.



[bookmark: _Hlk515991191]Table 7.3A.4-3: Void
Table 7.3A.4-3a: Void
Sensitivity degradation is allowed for a band if it is impacted by receiver harmonic mixing due to another band part of the same CA configuration. Reference sensitivity exceptions are specified in Table 7.3A.4-4 with uplink configuration specified in Table 7.3A.4-4a.
[bookmark: _Hlk515991175]Table 7.3A.4-4: Reference sensitivity exceptions due to harmonic mixing for CA in NR FR1
	NR Band / Channel bandwidth of the affected DL band

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n7
	n781
	
	8.3
	8.0
	6.9
	
	3.9
	3
	2.3
	1.2
	
	0.4

	n25
	n713,4
	26.5
	23.3
	20.9
	15.3
	
	
	
	
	
	
	

	n41
	n781
	
	8.3
	8.0
	6.9
	
	3.9
	3
	2.3
	1.2
	
	0.4

	n78
	n412
	
	10.4
	10.4
	10.4
	
	7.2
	6.2
	5.5
	4.5
	
	4.5

	

NOTE 1:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor (high) band (superscript HB) such that in MHz and  with carrier frequency in the victim (lower) band in MHz and  the channel bandwidth configured in the higher band.
NOTE 3:	These requirements apply when there is at least one individual RE within the downlink transmission bandwidth of the victim (lower) band for which the 3rd harmonic is within the uplink transmission bandwidth or the uplink adjacent channel's transmission bandwidth of an aggressor (higher) band.


NOTE 4: The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that  in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.



Table 7.3A.4-4a: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for CA in NR FR1
	NR Band / SCS / Channel bandwidth of the affected DL band

	UL band
	DL band
	SCS
(kHz)
	5 MHz

	10 MHz

	15 MHz

	20 MHz

	25 MHz

	40 MHz

	50 MHz

	60 MHz

	80 MHz

	90 MHz
	100 MHz


	n7
	n78
	15
	
	16
	25
	32
	
	64
	80
	100
	100
	100
	100

	n25
	n71
	15
	25
	50
	50
	50
	
	
	
	
	
	
	

	n41
	n78
	30
	
	24
	24
	24
	
	24
	24
	24
	24
	
	24

	n78
	n41
	30
	
	50
	50
	50
	
	50
	50
	50
	50
	
	50

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band unless the UL resource blocks exceed that specified in Table 7.3.2-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2-3 applies.



[bookmark: _Toc21344446]7.3A.5	Reference sensitivity exceptions due to intermodulation interference due to 2UL CA
For inter-band carrier aggregation with uplink assigned to two NR bands given in Table 7.3A.5-1 and Table 7.3A.5-2 the reference sensitivity is defined only for the specific uplink and downlink test points specified in Table 7.3A.5-1 and Table 7.3A.5-2. For these test points the reference sensitivity requirement specified in Table 7.3.2-1 and Table 7.3.2-2 are relaxed by the amount of the corresponding parameter MSD given in Table 7.3A.5-1 and Table 7.3A.5-2.
Table 7.3A.5-1: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations
	 Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1A-n8A
	n1
	1965
	5
	25
	2155
	6.0
	FDD
	IMD4

	
	n8
	887.5
	5
	25
	932.5
	N/A
	FDD
	N/A

	CA_n1A-n78A
	n1
	1950
	5
	25
	2140
	8.0
	FDD
	IMD4

	
	
	
	
	
	
	10.75
	
	

	
	n78
	3710
	10
	50
	3710
	N/A
	TDD
	N/A

	CA_n2A-n48A
	n2
	1852.5
	5
	25
	1932.5
	[12]
	FDD
	IMD4

	
	n48
	3625
	20
	100
	3625
	N/A
	TDD
	N/A

	CA_n3A-n8A
	n3
	1755
	10
	50
	1850
	N/A
	FDD
	N/A

	
	n8
	900
	5
	25
	945
	8
	FDD
	IMD44

	
	n3
	1747.5
	10
	50
	1842.5
	6.4
	FDD
	IMD5

	
	n8
	897.5
	5
	25
	942.5
	N/A
	FDD
	N/A

	CA_n3A-n41A
	n3
	1740
	5
	25
	1835
	8.2
	FDD
	IMD4

	
	n41
	2657.5
	10
	50
	2657.5
	N/A
	TDD
	N/A

	CA_n3A-n78A
	n3
	1740
	5
	25
	1835
	[26]
	FDD
	IMD24

	
	
	
	
	
	
	[28.75]
	
	

	
	n78
	3575
	10
	25
	3575
	N/A
	TDD
	N/A

	CA_n3A-n78A
	n3
	1765
	5
	25
	1860
	[8.0]
	FDD
	IMD44

	
	
	
	
	
	
	[10.75]
	
	

	
	n78
	3435
	10
	25
	3435
	N/A
	TDD
	N/A

	CA_n5A-n78A
	n5
	844
	5
	25
	889
	8.3
	FDD
	IMD4

	
	n78
	3421
	10
	50
	3421
	N/A
	TDD
	N/A

	CA_n7A-n66A
	n7
	2535
	10
	50
	2655
	15
	FDD
	IMD4

	
	n66
	1730
	5
	25
	2130
	N/A
	FDD
	N/A

	CA_n8A-n41A
	n8
	882.5
	5
	25
	927.5
	12.1
	FDD
	[bookmark: OLE_LINK30]IMD34

	
	n41
	2685
	10
	50
	2685
	[bookmark: OLE_LINK20]N/A
	TDD
	N/A

	CA_n8A-n78A
	n8
	897.5
	5
	25
	942.5
	8.3
	FDD
	IMD4

	
	n78
	3635
	10
	50
	3635
	N/A
	TDD
	N/A

	CA_n8A-n79A
	n8
	897.5
	5
	25
	942.5
	4.8
	FDD
	IMD5

	
	n79
	4532.5
	40
	216
	4532.5
	N/A
	TDD
	N/A

	[bookmark: OLE_LINK29]CA_n28A-n50A
	n28
	730
	10
	50
	775
	15.3
	FDD
	IMD2

	
	n50
	1500
	10
	50
	1500
	N/A
	TDD
	N/A

	CA_n28A-n50A
	n28
	740
	10
	50
	785
	6.0
	FDD
	IMD44

	
	n50
	1500
	10
	50
	1500
	N/A
	TDD
	N/A

	CA_n28A-n77A, CA_n28A-n78A
	n28
	705.5
	5
	25
	760.5
	5.5
	FDD
	IMD5

	
	n77/n78
	3582.5
	10
	50
	3582.5
	N/A
	TDD
	N/A

	CA_n48A-n66A
	n48
	3660
	5
	25
	3660
	N/A
	TDD
	N/A

	
	n66
	1730
	5
	25
	2130
	5.0
	FDD
	IMD5

	NOTE 1:	Both of the transmitters shall be set min(+20 dBm, PCMAX_L,f,c) as defined in subclause 6.2A.4
NOTE 2:	RBSTART = 0, 15 kHz SCS is assumed.
NOTE 3:	No requirements apply when there is at least one individual RE within the intermodulation generated by the dual uplink is within the downlink transmission bandwidth of the FDD band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3 apply).
NOTE 4:	This band is subject to IMD5 also which MSD is not specified.
NOTE 5:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.



Table 7.3A.5-2: 3DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations
	 Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n3A-n8A-n78A
	n3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	n8
	910
	5
	25
	955
	N/A
	FDD
	N/A

	
	n78
	3550
	10
	50
	3550
	16.1
	TDD
	IMD3

	CA_n3A-n8A-n78A
	n3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	n8
	910
	5
	25
	955
	N/A
	FDD
	N/A

	
	n78
	3370
	10
	50
	3370
	4.5
	TDD
	IMD5

	CA_n3A-n8A-n78A
	n3
	1725
	5
	25
	1820
	15.7
	FDD
	IMD3

	
	n8
	910
	5
	25
	955
	N/A
	FDD
	N/A

	
	n78
	3640
	10
	50
	3640
	N/A
	TDD
	N/A



[bookmark: _Toc21344447]7.3A.6	Reference sensitivity exceptions due to cross band isolation for CA
For unsynchronized operation, Rx de-sensing in one band will be caused by another band due to lack of isolation in the band filters. Reference sensitivity exceptions for cross band are specified in Table 7.3A.6-1 with uplink configuration specified in Table 7.3A.6-2.
Table 7.3A.6-1: MSD for the CA configuration for asynchronous operation and cross band isolation for CA
	NR Band / Channel bandwidth of the affected DL band

	NR CA Configuration
	UL band
	DL band
	5
MHz (dB)
	10
MHz (dB)
	15
MHz (dB)
	20
MHz (dB)
	25
MHz (dB)
	30 MHz (dB)
	40 MHz (dB)
	50 MHz (dB)
	60 MHz (dB)
	80 MHz (dB)
	90 MHz (dB)
	100 MHz (dB)

	CA_n3A-n41A
	n41
	n3
	0.6
	0.6
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	

	CA_n25A-n41A
	n41
	n25
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	
	

	CA_n41A-n66A
	n411
	n66
	3.5
	3.5
	3.5
	3.5
	
	
	
	
	
	
	
	

	CA_n41A-n78A
	n78
	n411
	
	4.5
	4.5
	4.5
	
	
	4.5
	4.5
	
	
	
	

	NOTE 1:	Applicable only when harmonic mixing MSD for this combination is not applied.
NOTE 2:	Void



Table 7.3A.6.2: Uplink configuration for reference sensitivity exceptions due to cross band isolation for CA
	NR Band / SCS / Channel bandwidth of the affected DL band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n41
	n3
	30
	160
	160
	160
	160
	160
	160
	
	
	
	
	
	

	n41
	n25
	15
	160
	160
	160
	160
	
	
	
	
	
	
	
	

	n41
	n66
	30
	128
	128
	128
	128
	
	
	
	
	
	
	
	

	n78
	n41
	30
	
	270
	270
	270
	
	
	270
	270
	
	
	
	

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band unless the UL resource blocks exceed that specified in Table 7.3.2-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2-3 applies.
NOTE 2:	Refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth in Table 5.3.2-1.



[bookmark: _Toc21344448]7.3B	Void
[bookmark: _Toc21344449]7.3C	Reference sensitivity for SUL
[bookmark: _Toc21344450][bookmark: _Hlk508786557]7.3C.1	General
The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
[bookmark: _Toc21344451]7.3C.2	Reference sensitivity power level for SUL
For SUL operation, the reference receive sensitivity (REFSENS) requirement for downlink bands specified in Table 7.3.2-1 and Table 7.3.2-2 shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-3 or supplementary uplink transmission bandwidth less than or equal to that specified in Table 7.3C.2-1 with reference measurement channels as specified in Annexes A.2.2.2, A.2.3.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1), unless sensitivity degradation is allowed in this section of this specification. These exceptions also apply to any higher order CA or DC combination containing one of the exception combinations in this section as subset.
Table 7.3C.2-1: Supplementary uplink configuration for reference sensitivity
	DL band
	UL band
	SCS of UL band
(kHz)
	5
MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n41
	n80
	15
	
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n41
	n81
	15
	
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n77
	n80
	15
	
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n77
	n84
	15
	
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n78
	n80
	15
	25
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n78
	n81
	15
	25
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n78
	n82
	15
	25
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n78
	n83
	15
	25
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n78
	n84
	15
	25
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n78
	n86
	15
	25
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n79
	n80
	15
	25
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n79
	n81
	15
	25
	50
	75
	100
	
	
	100
	100
	
	
	
	

	n79
	n84
	15
	
	
	
	
	
	
	100
	100
	100
	100
	
	100



For the UE that supports any of the SUL operation given in Table 7.3C.2-2, exceptions to the requirements specified in Table 7.3.2-1are allowed when the uplink is active in a lower frequency band and is within a specified frequency range such that transmitter harmonics fall within the downlink transmission bandwidth assigned in a higher band as noted in Table 7.3C.2-2. For these exceptions, the UE shall meet the requirements specified in Table 7.3C.2-2 and Table 7.3C.2-3.
[bookmark: _Hlk515991283]Table 7.3C.2-2: Reference sensitivity for SUL operation (exceptions due to harmonic issue)
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n80
	n771,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n773
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n80
	n781,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	0
	0
	0
	0
	0
	0

	n81
	n418,9
	
	13
	11.3
	10.1
	
	
	7.0
	6.1
	5.5
	4.3
	3.9
	3.5

	
	n784,5
	
	10.8
	9.1
	8
	
	
	5.1
	4.2
	3.5
	2.3
	1.5
	1.4

	
	n796,7
	
	
	
	
	
	
	[6.8]
	6.2
	[5.6]
	4.9
	
	4.4

	n82
	n784,5
	
	10.8
	9.1
	8
	
	
	6
	4.0
	3.2
	2.0
	1.5
	1.0

	n83
	n786,7
	
	10.4
	8.9
	7.8
	
	
	4.7
	3.7
	3
	1.7
	1.2
	0.7

	n84
	n771,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n773
	
	1.1
	0.8
	0.3
	
	
	0
	0
	0
	0
	0
	0

	n86
	n781,2
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range ∆FHD above and below the edge of this downlink transmission bandwidth. The value ∆FHD depends on the band combination: ∆FHD = 10 MHz for SUL_n78-n80, SUL_n78-n86.


NOTE 2:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 3:	The requirements are only applicable to channel bandwidths no larger than 20 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 4:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 5:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.
NOTE 6:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 7:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.
NOTE 8:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 9	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LBsuch that  in MHz and  with the carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the low band.



Table 7.3C.2-3: Supplementary uplink configuration (exceptions due to harmonic issue)
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz (NRB)
	10 MHz (NRB)
	15 MHz (NRB)
	20 MHz (NRB)
	25 MHz (NRB)
	30 MHz (NRB)
	40 MHz (NRB)
	50 MHz (NRB)
	60 MHz (NRB)
	80 MHz (NRB)
	90 MHz (NRB)
	100 MHz (NRB)

	n80
	n77
	
	25
	36
	50
	
	
	50
	50
	50
	50
	50
	50

	n80
	n78
	
	25
	36
	50
	
	
	50
	50
	50
	50
	50
	50

	n81
	n41
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n81
	n78
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n81
	n79
	
	
	
	
	
	
	25
	25
	25
	25
	
	25

	n82
	n78
	
	16
	20
	20
	
	
	20
	20
	20
	20
	20
	20

	n83
	n78
	
	10
	15
	20
	
	
	25
	25
	25
	25
	25
	25

	n84
	n77
	
	25
	36
	50
	
	
	100
	100
	100
	100
	100
	100

	n86
	n78
	
	25
	36
	50
	
	
	100
	100
	100
	100
	100
	100

	NOTE 1:	15 kHz SCS is assumed for UL band.
NOTE 2:	The UL configuration applies regardless of the channel bandwidth of the low band  
NOTE 3:	Unless stated otherwise, UL resource blocks shall be centered within the transmission bandwidth configuration for the channel bandwidth.



Sensitivity degradation is allowed for a band if it is impacted by UL of another band part of the same SUL configuration due to cross band isolation issues. Reference sensitivity exceptions are specified in Table 7.3C.2-4 with uplink configuration specified in Table 7.3C.2-5.
Table 7.3C.2-4: Reference sensitivity exceptions due to cross band isolation
	UL band
	DL band
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	25 MHz
(dBm)
	40 MHz
(dBm)
	50 MHz
(dBm)
	60 MHz
(dBm)
	80 MHz
(dBm)
	90 MHz
(dBm)
	100 MHz
(dBm)

	n80
	n41
	
	[4.3]
	[4.0]
	[3.9]
	
	[3.9]
	[3.5]
	[3.3]
	[3.2]
	[3.1]
	[3.0]

	NOTE 1:	The B41 requirements are modified by -0.5dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2515 – 2690 MHz.



Table 7.3C.2-5: Uplink configuration for reference sensitivity exceptions due to cross band isolation
	UL band
	DL band
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	25 MHz
(dBm)
	40 MHz
(dBm)
	50 MHz
(dBm)
	60 MHz
(dBm)
	80 MHz
(dBm)
	90 MHz
(dBm)
	100 MHz
(dBm)

	n80
	n41
	
	50
	50
	50
	
	50
	50
	50
	50
	50
	50

	NOTE:	15 kHz SCS is assumed for UL band.



************************************ No changes *****************************************
[bookmark: _Toc21344481]7.6A.3.1	Out-of-band blocking for Intra-band contiguous CA
For intra-band contiguous carrier aggreagation the downlink SCC(s) shall be configured at nominal channel spacing to the PCC. For FDD, the PCC shall be configured closest to the uplink band. All downlink carriers shall be active throughout the test.
The UE shall fulfil the minimum requirement in presence of an interfering signal specified in Table 7.6A.3-1 and Table 7.6A.3-2 being on either side of the aggregated signal. The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
Table 7.6A.3-1: Out-of-band blocking parameters for intra-band contiguous CA
	RX parameter
	Units
	CA bandwidth class

	
	
	B
	C
	D
	E

	Power in transmission bandwidth configuration
	dBm
	REFSENS + CA bandwidth class specific value below

	
	dB
	9
	9
	[9]
	[9]

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.



************************************ End of changes *****************************************
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