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1. Introduction

In RAN4#92bis, a way forward has been agreed on NR HST PRACH demodulation requirements [1]. In this contribution, we provide some initial simulation results according to the following setup based on the way forward.
	format
	0 typeA
	0 TypeB
	A2
	B4
	C2

	Channel
	TDLC300-400、awgn
	TDLC300-400、awgn
	TDLC300-400、awgn
	TDLC300-400、awgn
	TDLC300-400、awgn

	scs
	1.25k
	1.25k
	30k
	30k
	30k

	Ue speed
	34.286m/s、97.222m/s
	34.286m/s、97.222m/s
	34.286m/s、138.889m/s
	34.286m/s、138.889m/s
	34.286m/s、138.889m/s

	Ncs
	15
	15
	46
	46
	46

	 logical
	384
	384
	0
	0
	0

	V_preamble
	36
	36
	0
	0
	0

	Carrier frequency
	3.5GHz
	3.5GHz
	3.5GHz
	3.5GHz
	3.5GHz


2. Discussion
Initial simulation results are shown below.
	Format
	0
	A2
	B4
	C2

	
	Type A
	Type B
	
	
	

	
	TDLC300-400
	AWGN
	TDLC300-400
	AWGN
	TDLC300-400
	AWGN
	TDLC300-400
	AWGN
	TDLC300-400
	AWGN

	SNR
	-9.5
	-16.1
	-10
	-16.5
	-7.8
	-13.9
	-11
	-17.1
	-8.1
	-13.7
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