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[bookmark: _Toc21020117]4.1.1	Transmitter exclusion band
For testing of radiated immunity there shall be no transmitter exclusion band. 
The transmitter exclusion band is defined as:
	FDL,low – ΔfOBUE<f < FDL,high + ΔfOBUE
Where:
The value of FUL_low and FUL_high are defined for each operating band in TS 37.104 [33].
Depending on RAT capability sets supported by the hybrid AAS BS, the following requirements for ΔfOBUE apply: 
-	For hybrid AAS BS in single RAT UTRA operation, the value of ΔfOBUE is 2.5 x BWChannel  MHz, where BWChannel is the channel bandwidth as defined in TS 37.104 [33].
-	For hybrid AAS BS in single RAT E-UTRA operation, the value of ΔfOBUE is 2.5 x BWChannel  MHz, where BWChannel is the channel bandwidth as defined in TS 37.104 [33].
-	For hybrid AAS BS in MSR operation, the value of ΔfOBUE is defined in TS 37.113[4], subclause 8.2.1.3.
-	For hybrid AAS BS in single RAT NR operation, the value of ΔfOBUE for the BS type 1-H is defined in TS 38.104 [2], subclause 6.6.2.
In case the spatial exclusion zone (as discussed in subclause 9.2.2 and depicted in figure 9.2.2-1) is not used during the EMC RI testing, the receiver exclusion band for OTA AAS BS and BS type 1-O is defined as:
FUL_low – ΔfRIexclusion < f < FUL_high + ΔfRIexclusion
Where the values of ΔfRIexclusion are defined in table 4.1.2-2.
For BS capable of multi-band operation, the total transmitter exclusion band shall be the combination of the exclusion bands for each operating band supported by AAS BS.
NOTE 1:	The transmitter exclusion bands do not apply for SUL bands.
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