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1. Overall Description 

RAN4 thanks RAN2 for the LS on BCS reporting for EN-DC BC.

RAN2 had observed that the following types of BCS need to be signalled:

1)	BCS for LTE CA component
2)	BCS for NR CA component
3)	BCS for intra-band EN-DC component

RAN2 was not sure the generic principle for what condition these three fields have to be included for an EN-DC band combination, and RAN2 asked RAN4 to clarify how to report BCS for EN-DC BC including:

1. Intra-band EN-DC without LTE CA or NR CA, e.g. DC_(n)41AA, DC_3A_n3A
2. Intra-band EN-DC with LTE CA and/or NR CA inside, e.g. DC_(n)41CA, DC_41C_n41A
3. Intra-band EN-DC with additional inter-band LTE CA and/or NR CA, e.g. DC_2A-(n)71AA, DC_(n)41AA_n77C

2. RAN4 reply

For the examples given (1. 2. and 3. above), there is only need for one BCS to be signaled, and thus no need for signaling of multiple BCS’s. This since all examples above use explicit BCS definitions for its Intra-band EN-DC part and does not for any of its sub-components refer to BCS’s defined in LTE CA, NR CA or EN-DC.


3. Date of Next TSG-RAN WG4 Meetings:
3GPP RAN4#94		24 – 28 February 2020	Athens, Greece
3GPP RAN4#94-bis		20 – 24 April 2020		China

