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1 Introduction
In the RAN4#92bis the TP’s [1],[2] were approved for the BS RF parameters. Now this text has been approved the summary in the summary tables has been added in this text proposal.
In addition a TP [3] to clarify the conducted reference sensitivity (which was missed from the previous TPs) is submitted in this meeting and the summary of that has also been included in this table update.
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[bookmark: _Toc5938269][bookmark: _Toc22912423]7.4.2	Receiver requirements
[bookmark: _Toc5938270][bookmark: _Toc22912424]7.4.2.1	Rx requirements overview
Summary of the conducted and radiated Rx requirements specified in Rel-15 for the NR BS is presented in this subclause. More detailed elaboration on the motivation on selected requirements is provided in dedicated subclauses below. 
All the findings captured for the conducted requirements in table 7.4.2.1-1 and related subclauses below are considered to be applicable to the (sub)-range of the 7 – 24 GHz for which the conducted requirements will be found to be feasible during related WI.
While radiated requirements are considered to be applicable to the whole 7 – 24 GHz range, their definitions, values and levels may differ across the 7 – 24 GHz range. 
Table 7.4.2.1-1: Overview of conducted Rx requirements for NR BS in 7 – 24 GHz range
	Rx requirement
	Conclusions from SI
	Items to be completed in related WI

	Reference sensitivity level
	Based on CBW, reference measurement channel and NF assumptions.
	CBW and reference measurement channels to be confirmed.
Frequency specific NF assumptions to be confirmed.

	Dynamic range
	Requirement will have to be re-calculated to account for an updated NF, IM and the supported set of NRB and SCS. Required SNR for the wanted signal to be re-simulated. 
For the derivation of the requirement: reuse the 95% throughput threshold, reuse the 16QAM-based FRC (if possible).
	Value(s) of the NF, IM and required SNR.


	In-band selectivity and blocking
	ACS
	
	

	
	In-band blocking
	
	

	Out-of-band blocking
	General out-of-band blocking
	
	

	
	Co-location
	
	

	Receiver spurious emissions
	
	

	Receiver intermodulation
	
	

	In-channel selectivity
	
	



Table 7.4.2.1-2: Overview of radiated Rx requirements for NR BS in 7 – 24 GHz range
	OTA Rx requirement
	Conclusions from SI
	Items to be completed in related WI

	OTA sensitivity
	May not be needed for 7 to 24GHz systems
	Confirm if minimum sensitivity can be supplied by OTA REFSENS requirement.

	OTA reference sensitivity level
	The 7 to 24GHz BS is expected to require beam forming and whilst there may be conducted requirements there is no legacy so there is no need to provide equivalence between OTA and conducted requirements. As such the FR2 type of OTA REFSENS requirement may be used even if conducted specifications are specified. 
	The appropriate NF and ranges of expected antenna gain can be agreed when the exact operating bands are known.

	OTA dynamic range
	For FR1-like (sub)-range: reuse FR1 approach of deriving the OTA requirement.
For FR2-like (sub)-range: further investigation will be required to decide if the OTA dynamic range requirement in the FR2-like (sub)-range of 7 – 24 GHz range can be skept.

Value(s) of the NF, IM and required SNR to be reused from the conducted requirement for 7 – 24 GHz.
For the derivation of the requirement: reuse the 95% throughput threshold, reuse the 16QAM-based FRC (if possible).
	Evaluations for the FR2-like (sub)-range.

	OTA in-band selectivity and blocking
	OTA ACS
	
	

	
	OTA in-band blocking
	The delta value for the 7 to 24 GHz range would be expected to be between the FR1 and FR2 values (58.7 to 33 dB), however the precise values would have to be found by blocking simulation once the operating frequencies ate known and co-existence simulation parameters have been defined.
Over the 7 to 24 GHz range it is possible there are multiple in-band blocking deltas covering different frequency ranges.
	System scenarios defined and blocking simulations to be implemented during WI.

	OTA out-of-band blocking
	General out-of-band blocking
	
	

	
	Co-location
	
	

	OTA receiver spurious emissions
	
	

	OTA receiver intermodulation
	
	

	OTA in-channel selectivity
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