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[bookmark: _Toc13081876]4.6	Manufacturer’s declarations
The following BS manufacturer’s declarations listed in table 4.6-1, when applicable to the BS under test, are required to be provided by the manufacturer for radiated requirements testing for BS type 1-H, BS type 1-O and BS type 2-O.
For the BS type 1-H declarations required for the conducted requirements testing, refer to TS 38.141-1 [3], subclause 4.6.
Table 4.6-1 Manufacturers declarations for BS type 1-H, BS type 1-O and BS type 2-O radiated test requirements
	Declaration identifier

	Declaration
	Description
	Applicability
(Note 1)

	
	
	
	BS type 1-H
(Note 2)
	BS type 1-O
	BS type 2-O

	D.1
	Coordinate system reference point
	Location of coordinated system reference point in reference to an identifiable physical feature of the BS enclosure.
	x
	x
	x

	D.2
	Coordinate system orientation
	Orientation of the coordinate system in reference to an identifiable physical feature of the BS enclosure.
	x
	x
	x

	<<Unchanged Items Skipped>>

	D.59
	Relation between supported maximum RF bandwidth, number of carriers and Rated maximum TRP 
	If the rated transmitter TRP and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:
-	The reduced number of supported carriers at the rated transmitterTRP;
-	The reduced total output power at the maximum number of supported carriers.
	x
	x
	x

	D.60
	Inter-band CA 
	Declaration of operating band(s) combinations supporting inter‑band CA. Declared per operating band combination (D.52). 
	c
	x
	x

	D.61
	Intra-band contiguous CA 
	Declaration of operating band(s) supporting intra-band contiguous CA. Declared per operating band with CA support.
	c
	x
	x

	D.62
	Intra-band non-contiguous CA 
	Declaration of operating band(s) supporting intra-band non‑contiguous CA. Declared per operating band with CA support. 
	c
	x
	x

	D.100
	PUSCH mapping type

	Declaration of the supported PUSCH mapping type for FR1 as specified in TS 38.211 [20], i.e., type A, type B or both.
	c
	x
	n/a

	D.101
	PUSCH additional DM-RS positions
	Declaration of the supported additional DM-RS position(s) for FR2, i.e., pos0, pos1,  or both.
	n/a
	n/a
	x

	D.102
	PUCCH format
	Declaration of the supported PUCCH format(s) as specified in TS 38.211 [20], i.e., format 0, format 1, format 2, format 3, format 4.
	c
	x
	x

	D.103
	PRACH format and SCS
	Declaration of the supported PRACH format(s) as specified in TS 38.211 [17], i.e., format: 0, A1, A2, A3, B4, C0, C2.
Declaration of the supported SCS(s) per supported PRACH format with short sequence, as specified in TS 38.211 [17], i.e.: 
- For BS type 1-O: 15 kHz, 30 kHz or both.
- For BS type 1-O: 60 kHz, 120 kHz or both.
	c
	x
	x

	D.104
	Additional DM-RS for PUCCH format 3
	Declaration of the supported additional DM-RS for PUCCH format 3: without additional DM-RS, with additional DM-RS or both.
	c
	x
	x

	D.105
	Additional DM-RS for PUCCH format 4
	Declaration of the supported additional DM-RS for PUCCH format 4: without additional DM-RS, with additional DM-RS or both.
	c
	x
	x

	D.106
	PUSCH PT-RS 
	Declaration of PT-RS in PUSCH support: without PT-RS, with PT-RS or both.
	n/a
	n/a
	x

	D.107
	PUCCH multi-slot 
	Declaration of multi-slot PUCCH support.
	c
	x
	n/a

	D.108
	UL CA
	For the highest supported SCS, declaration of the carrier combination with the largest aggregated bandwidth. If there is more than one combination, the carrier combination with the largest number of carriers shall be declared.
	c
	x
	x

	NOTE 1:	Manufacturer declarations applicable per BS requirement set were marked as “x”. Manufacturer declarations not applicable per BS requirement set were marked as “n/a”.
NOTE 2:	For BS type 1-H, the only radiated declarations are related to EIRP and EIS requirements. For BS type 1-H declarations required for the conducted requirements testing, refer to TS 38.141-1 [3]. For declarations marked as ‘c’, related conducted declarations in TS 38.141-1 [3] apply.
NOTE 3:	Depending on the capability of the system some of these beams may be the same.
NOTE 4:	These operating bands are related to their respective single‑band RIBs.
NOTE 5:	As each identified OSDD has a declared minimum EIS value (D.27), multiple operating band can only be declared if they have the same minimum EIS declaration.
NOTE 6:	If the BS type 1-H or BS type 1-O is not capable of redirecting the receiver target related to the OSDD then there is only one RoAoA applicable to the OSDD.
NOTE 7:	Although EISREFSENS_50M level is based on a reference measurement channel with BWChannel = 50 MHz, it does not imply that BS has to support 50 MHz channel bandwidth.
NOTE 8:	Not applicable for BS type 2-O.
NOTE 9:	For an OSDD without receiver target redirection range, this is a direction inside the sensitivity RoAoA.
NOTE 10:	OTA coverage range is used for conformance testing of such TX OTA requirements as occupied bandwidth, frequency error, TAE or EVM.
NOTE 11:	The OTA coverage reference direction may be the same as the Reference beam direction pair (D.8) but does not have to be.
NOTE 12:	If a BS type 2-O is capable of 64QAM DL operation then two rated output power declarations may be made. One declaration is applicable when configured for 64QAM transmissions and the other declaration is applicable when not configured for 64QAM transmissions.
NOTE 13:	If D.57 and D.58 are declared for certain frequency range (D.56), there shall be no “Rated beam EIRP” declaration (D.11) for the operating band containing that particular frequency range.
NOTE 14:	If a BS type 1-H or BS type 1-O is capable of 256QAM DL operation then two rated output power declarations may be made. One declaration is applicable when configured for 256QAM transmissions and the other declaration is applicable when not configured for 256QAM transmissions.
NOTE 15:	Parameters for contiguous or non-contiguous spectrum operation in the operating band are assumed to be the same unless they are separately declared.
NOTE 16:	If BS is declared to support Band n20 (D.4), the manufacturer shall declare if the BS may operate in geographical areas allocated to broadcasting (DTT). Additionally, related declarations of the emission levels and maximum output power shall be declared.




