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[bookmark: _Toc21097175][bookmark: _Toc21097276]4.7.1	Definition of Capability Sets (CS)
Capability set is defined as the BS capability to support certain RAT combinations in an operating band.
The manufacturer shall declare the supported capability set(s) according to Table 4.7.1-1 and Table 4.7.1.-2 for each supported operating band.
Table 4.7.1-1 Capability sets
	Capability Set supported by the BS
	CS1
	CS2
	CS3
	CS4
	CS5
	CS6
	CS7
	CS16

	Supported RATs
	UTRA
(MC)
	E-UTRA
(MC)3
	UTRA, 
E-UTRA3
	GSM, UTRA
	GSM, E-UTRA3
	GSM, UTRA, E-UTRA
	GSM, UTRA, E-UTRA3
	NR, E-UTRA3

	Supported configurations
	SR UTRA (SC, MC)

	SR 
E-UTRA3 (SC, MC, CA)
	MR UTRA + E-UTRA3

SR UTRA (SC, MC)

SR E-UTRA3 (SC, MC, CA)
	MR GSM + UTRA

SR GSM (MCBTS)

SR UTRA (SC, MC)
	MR GSM + E-UTRA3

SR GSM (MCBTS)

SR E-UTRA3 (SC, MC, CA)
	MR GSM + UTRA + 
E-UTRA

MR GSM + UTRA

MR GSM + E-UTRA

MR UTRA + E-UTRA

SR GSM (MCBTS)

SR UTRA (SC, MC)

SR E-UTRA (SC, MC, CA)
	MR GSM + UTRA2

MR GSM + 
E-UTRA3

MR E-UTRA3 + UTRA2

SR UTRA (SC, MC)2

SR E-UTRA3 (SC, MC)
	 MR E-UTRA3 + NR 

SR NR 
(SC, MC, CA)

SR E-UTRA3 (SC, MC, CA)

	Applicable BC
	BC1, BC2 or BC3
	BC1, BC2 or BC3
	BC1, BC2 or BC3
	BC2
	BC2
	BC2
	BC2
	BC1, BC2 or BC3

	NOTE 1:	MC denotes multi-carrier in single RAT;
SC denotes single carrier;
MR denotes multi-RAT;
SR denotes single-RAT.
NOTE 2:	For this configuration related to BC2 bands, the support of UTRA in band 3 is declared by the manufacturer.
NOTE 3:	Includes optional (declared by the manufacturer) support of NB-IoT in-band and/or NB-IoT guard band operation within E-UTRA carrier(s).
NOTE 4:	Void
NOTE 5:	Void



[bookmark: OLE_LINK56][bookmark: OLE_LINK57]Table 4.7.1-2 Capability sets with NB-IoT standalone operation
	Capability Set supported by the BS
	CS8
	CS9
	CS10
	CS11
	CS12
	CS13
	CS14
	CS15
	CS17

	Supported RATs
	NB-IoT standalone
	GSM,
NB-IoT standalone
	UTRA, 
NB-IoT standalone
	E-UTRA, 
NB-IoT standalone
	GSM, UTRA,
NB-IoT standalone
	GSM, E‑UTRA, 
NB-IoT standalone
	UTRA, E‑UTRA,
NB-IoT standalone
	GSM, UTRA, E-UTRA, 
NB-IoT standalone
	NR, E-UTRA3, NB-IoT standalone

	Supported configurations
	SR NB-IoT standalone (SC, MC)

	MR GSM + NB-IoT standalone

SR GSM (MCBTS)

SR NB-IoT standalone (SC, MC)

	[bookmark: OLE_LINK97][bookmark: OLE_LINK98][bookmark: OLE_LINK75][bookmark: OLE_LINK76]MR UTRA +
NB-IoT standalone

[bookmark: OLE_LINK86][bookmark: OLE_LINK87][bookmark: OLE_LINK68][bookmark: OLE_LINK69]SR UTRA (SC, MC)

SR NB-IoT standalone (SC, MC)

	MR E-UTRA + NB-IoT standalone

SR E-UTRA (SC, MC, CA)

SR NB-IoT standalone (SC, MC)


	MR GSM + UTRA + NB‑IoT standalone

SR GSM (MCBTS)

SR UTRA (SC, MC)

SR NB-IoT standalone (SC, MC)

MR GSM +
NB-IoT standalone

MR UTRA +
NB-IoT standalone

MR GSM +
UTRA

	MR GSM + E‑UTRA + NB-IoT standalone

SR GSM (MCBTS)

SR E-UTRA (SC, MC, CA)

SR NB-IoT standalone (SC, MC)

MR GSM +
NB-IoT standalone

MR E-UTRA + NB-IoT standalone

MR GSM +
E-UTRA

	MR UTRA + E-UTRA + NB-IoT standalone

SR UTRA (SC, MC)

SR E-UTRA (SC, MC, CA)

SR NB-IoT standalone (SC, MC)

MR UTRA +
NB-IoT standalone

MR E-UTRA + NB-IoT standalone

MR UTRA +
E-UTRA

	MR GSM + UTRA2 + NB‑IoT standalone

MR GSM + E‑UTRA + NB-IoT standalone

MR UTRA2 + E-UTRA + NB-IoT standalone

MR GSM +
NB-IoT standalone

MR UTRA2 +
NB-IoT standalone

MR E-UTRA + NB-IoT standalone

MR GSM + UTRA2

MR GSM + 
E-UTRA

MR E-UTRA + UTRA2 

SR UTRA (SC, MC)2

SR E-UTRA (SC, MC)

SR NB-IoT standalone (SC, MC)

	MR E-UTRA3 + NR

SR NR
(SC, MC, CA)

SR E-UTRA3 (SC, MC, CA)

SR NB-IoT standalone 
(SC, MC)

MR E-UTRA + NB-IoT standalone

MR NR + NB‑IoT standalone

MR NR + E‑UTRA + NB‑IoT standalone

	Applicable BC
	BC1, BC2 or BC3
	BC2 
	BC1, BC2 or BC3
	BC1, BC2 or BC3
	BC2
	BC2
	BC1, BC2 or BC3
	BC2
	BC1, BC2 or BC3

	NOTE 1:	MC denotes multi-carrier in single RAT;
SC denotes single carrier;
MR denotes multi-RAT;
SR denotes single-RAT.
NOTE 2:	For this configuration related to BC2 bands, the support of UTRA in band 3 is declared by the manufacturer.
NOTE 3:	Includes optional (declared by the manufacturer) support of NB-IoT in-band and/or NB-IoT guard band operation within E-UTRA carrier(s).
NOTE 4:	Void
NOTE 5:	Void



The applicable test configurations for each RF requirement are defined in sub-clause 5.1 and 5.2 for the declared capability set(s). For a BS declared to be capable of multi-band operation, the applicable test configurations for each RF requirement are defined in sub-clause 5.3 for the declared capability set(s).
NOTE:	Not every supported configuration within a CS is tested, but the tables in sub-clause 5.1, 5.2 and 5.3 provide a judicious choice among the supported configurations and test configurations to ensure proper test coverage.
------------------------------------------------------------ NEXT CHANGE -------------------------------------------------------
4.8.23	TC22: Contiguous operation in CS17
[bookmark: _Toc21097277]4.8.23.1	TC22 generation
TC22 is constructed using the following method:
-	The Base Station RF Bandwidth shall be the declared maximum Base Station RF Bandwidth.
-	Place a standalone NB-IoT carrier at the upper Base Station RF Bandwidth edge.
-	If NB-IoT guard band operation is supported, place a 10 MHz E-UTRA carrier adjacent to the lower Base Station RF Bandwidth edge. Place the NB-IoT PRB at the outermost guard-band position eligible for NB-IoT PRB (according to subclause 4.5.3) at the lower Base Station RF Bandwidth edge and adjacent to the E-UTRA PRB edge as close as possible (i.e., away from the lower Base Station RF Bandwidth edge). The specified FOffset-RAT shall apply. Place a 5MHz / 15kHz SCS NR carrier adjacent to the 10 MHz E-UTRA carrier.
-	If NB-IoT guard-band operation is not supported and NB-IoT in-band operation is supported, place a 5 MHz E-UTRA carrier adjacent to the lower Base Station RF Bandwidth edge. Place the NB-IoT PRB at the outermost in-band position eligible for NB-IoT PRB (according to subclause 4.5.3) at the lower Base Station RF Bandwidth edge. The specified FOffset-RAT shall apply. Place a 5MHz / 15kHz SCS NR carrier adjacent to the 5 MHz E-UTRA carrier.
-	If neither NB-IoT guard-band nor NB-IoT in-band operation is supported, pPlace a 5MHz/15kHz SCS NR carrier adjacent to the lower Base Station RF Bandwidth edge. The specified FOffset-RAT shall apply. Place a 5 MHz E-UTRA carrier adjacent to the 5MHz / 15kHz SCS NR carrier.
-	For transmitter tests, alternately add 5MHz E-UTRA carriers at the low end and NB-IoT standalone carriers at the high end adjacent to the already placed carriers until the Base Station RF Bandwidth is filled or the total number of supported carriers is reached. The nominal carrier spacing defined in subclause 4.5.1 shall apply.
-	If NR 5MHz and/or E-UTRA 5/10 MHz channel bandwidth is not supported, the narrowest carrier shall be selected. If 15kHz SCS is not supported for particular NR operating band, the smallest supported SCS declared per operating band shall be selected.
[bookmark: _Toc21097278]4.8.23.2	TC22 power allocation
Set the power of each carrier to the same power so that the sum of the carrier powers equals the rated total output power according to the manufacturer's declaration in subclause 4.7.2.
