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[bookmark: _Toc28897][bookmark: _Toc10103][bookmark: _Toc17336][bookmark: _Toc6033][bookmark: _Toc16090][bookmark: _Toc16758][bookmark: _Toc5038][bookmark: _Toc19201][bookmark: _Toc478463326][bookmark: _Toc788][bookmark: _Toc497395449]--------------Start of text change-------------
[bookmark: _Toc20994228]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AC	Alternating Current
AMN	Artificial Mains Network
BC	Band Category
BS	Base Station
CA	Carrier Aggregation
CDN	Coupling/Decoupling Network
CS	Capability Set
DC	Direct Current
EIRP	Equivalent Isotropic Radiated Power
EMC	Electromagnetic Compatibility
e.r.p.	Effective Radiated Power
ESD	Electrostatic Discharge
EUT	Equipment Under Test
FR	Frequency Range
FRC	Fixed Reference Channel

NC	Non Contiguous
NG	Next Generation
NGC	Next Generation Core
NR	New Radio
NR-ARFCN	NR Absolute Radio Frequency Channel Number
NRTC	NR Test Configuration
NTC	Test Configuration for Non-contiguous operation
RAT	Radio Access Technology
RF	Radio Frequency
RIB	Radiated Interface Boundary
rms	root mean square
SC	Single Carrier
SDL	Supplementary Downlink
TC	Test Configuration
UL	Uplink
--------------End of first change-------------
[bookmark: _Toc20994260]--------------Start of second change-------------
[bookmark: _Toc20994238]5.1	General
The following information shall be recorded in or annexed to the test report:
-	the primary functions of the radio equipment to be tested during and after the EMC testing;
-	the intended functions of the radio equipment which shall be in accordance with the documentation accompanying the equipment;
-	the method to be used to verify that a communications link is established and maintained;
-	the user-control functions and stored data that are required for normal operation and the method to be used to assess whether these have been lost after EMC stress;
-	the ancillary equipment to be combined with the radio equipment for testing (where applicable);
-	the information about ancillary equipment intended to be used with the radio equipment;
-	information about the common and/or band-specific active RF components and other HWhardware blocks for a communication link in BS capable of multi-band operation;
-	an exhaustive list of ports (and RIBs), classified as either power or signal/control. Power ports shall further be classified as AC or DC power.
Performance assessment of a BS with multiple enclosures may be done separately for the BS part with the Radio digital unit and the Radio unit respectively, according to the manufacturer's choice.
A communication link used by more than one operating band, shall be assessed on all operating bands. Communication link(s) and/or radio performance parameters for the operating bands can during the test be assessed simultaneously or separately for each band, depending on the test environment capability.
-------------End of change-------------

