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1 Introduction

This contribution is a text proposal for TR 37.716-11-11 to create DC_3A_n77(2A). Since DC_3A_n77A has been completed in TR 37.863-01-01, specifications of protected band, co-existence studies, MSD and ∆TIB and ∆RIB can refer to the corresponding section (6.4 DC_3A_n77) in TR 37.863-01-01.
2 Text Proposal
<Start of TP>
----- Unchanged sections omitted -----
6.1.x
DC_3_n77
6.1.x.1
Operating bands for DC
Table 6.1.x.1-1: DC band combination of 1 LTE band + 1 NR band

	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_3_n77
	3
	n77
	DC_3_n77


6.1.x.2
Configuration for DC
Table 6.1.x.2-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_3A_n77(2A)
	DC_3A_n77A
	3A
	n77(2A)


6.1.x.3
Maximum output power for DC
Table 6.1.x.3-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	DC configuration
	Power class 3

(dBm)
	Tolerance

(dB)

	DC_3A_n77A
	23
	+2/-3


6.1.x.4
Spurious emission band UE co-existence for DC

Refer to TR 37.863-01-01 section 6.4.3 for DC_3A_n77.
6.1.x.5
MSD analysis for DC
Refer to TR 37.863-01-01 section 6.4.5 for DC_3A_n77.
6.1.x.6
∆TIB and ∆RIB values
Refer to TR 37.863-01-01 section 6.4.4 for DC_3A_n77.
----- Unchanged sections omitted -----
<End of TP>
