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--------- start of changes -------
[bookmark: _Toc21101020]4.1.2.2	Measurement of transmitter
The maximum OTA Test System uncertainty for OTA transmitter tests minimum requirements are given in tables 4.1.2.2-1 and 4.1.2.2-2. Details for derivation of OTA Test System uncertainty are given in corresponding subclauses in TR 38.817-02 [17].
Table 4.1.2.2-1: Maximum OTA Test System uncertainty for FR1 OTA transmitter tests
	Subclause
	Maximum OTA Test System uncertainty

	6.2 Radiated transmit power
	Normal condition:
±1.1 dB, f ≤ 3 GHz
±1.3 dB, 3 GHz < f ≤ 6 GHz

	
	Extreme condition:
±2.5 dB, f ≤ 3 GHz
±2.6 dB, 3 GHz < f ≤ 6 GHz

	6.3 OTA base station output power
	±1.4 dB, f ≤ 3.0 GHz
±1.5 dB, 3.0 GHz < f ≤ 4.2 GHz
±1.5 dB, 4.2 GHz < f ≤ 6.0 GHz

	6.4.2 OTA RE power control dynamic range
	N/A

	6.4.3 OTA total power dynamic range 
	±0.4 dB

	6.5.1 OTA transmitter OFF power
	±3.4 dB, f ≤ 3.0 GHz
±3.6 dB, 3.0 GHz < f ≤ 6 GHz
(NOTE)

	6.5.2 OTA transmitter transient period
	N/A

	6.6.2 OTA frequency error
	±12 Hz

	6.6.3 OTA modulation quality
	±1 %

	6.6.4 OTA time alignment error
	±25 ns

	6.7.2 OTA occupied bandwidth
	±100 kHz, BWChannel 5 MHz, 10 MHz
±300 kHz, BWChannel 15 MHz, 20 MHz, 25 MHz, 30 MHz, 40 MHz, 50 MHz
±600 kHz, BWChannel 60 MHz, 70 MHz, 80 MHz, 90 MHz, 100 MHz 

	6.7.3 OTA ACLR/CACLR
	f ≤ 3.0 GHz
±1 dB, BW ≤ 20MHz
±1 dB, BW > 20MHz

3.0 GHz < f ≤ 6.0 GHz
±1.2 dB, BW ≤ 20MHz
±1.2 dB, BW > 20MHz

Absolute power ±2.2 dB, f ≤ 3.0 GHz
Absolute power ±2.7 dB, 3.0 GHz < f ≤ 4.2 GHz
Absolute power ±2.7 dB, 4.2 GHz < f ≤ 6.0 GHz

	6.7.4 OTA operating band unwanted emissions
	Absolute power ±1.8 dB, f ≤ 3.0 GHz
Absolute power ±2 dB, 3.0 GHz < f ≤ 4.2 GHz
Absolute power ±2 dB, 4.2 GHz < f ≤ 6.0 GHz

	6.7.5.2	OTA transmitter spurious emissions, mandatory requirements
	±2.3 dB, 30 MHz < f ≤ 6 GHz
±4.2 dB, 6 GHz < f ≤ 26 GHz

	6.7.5.3	OTA transmitter spurious emissions, protection of BS receiver
	±3.1 dB, f ≤ 3 GHz
±3.3 dB, 3 GHz < f ≤ 4.2 GHz
±3.4, 4.2 GHz < f ≤ 6 GHz
(NOTE)

	6.7.5.4 OTA transmitter spurious emissions, additional spurious emissions requirements
	±2.6 dB, f ≤ 3 GHz
±3.0, 3 GHz < f ≤ 4.2 GHz
±3.5, 4.2 GHz < f ≤ 6 GHz

	6.7.5.5	OTA transmitter spurious emissions, co-location
	±3.1 dB, f ≤ 3 GHz
±3.3 dB, 3 GHz < f ≤ 4.2 GHz
±3.4, 4.2 GHz < f ≤ 6 GHz
(NOTE)

	6.8 OTA transmitter intermodulation
	The value below applies only to the interfering signal and is unrelated to the measurement uncertainty of the tests (6.7.3, 6.7.4 and 6.7.5) which have to be carried out in the presence of the interferer.
±3.2 dB, f ≤ 3.0 GHz
±3.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±3.5 dB, 4.2 GHz < f ≤ 6 GHz
(NOTE)

	NOTE: Fulfilling the criteria for CLTA selection and placement in subclause 4.12 is deemed sufficient for the test purposes. When these criteria are met, the measurement uncertainty related to the selection of the co-location test antenna and its alignment as specified in the appropriate measurement uncertainty budget in TR 37.843 [16], subclause 10.6 shall be used for evaluating the test system uncertainty.



Table 4.1.2.2-2: Maximum OTA Test System uncertainty for FR2 OTA transmitter tests
	Subclause
	Maximum OTA Test System uncertainty

	6.2 Radiated transmit power
	Normal condition:
±1.7 dB (24.25 – 29.5 GHz)
±2.0 dB (37 – 40 GHz)

	
	Extreme condition:
±3.1 dB (24.25 – 29.5 GHz)
±3.3 dB (37 – 40 GHz)

	6.3 OTA base station output power
	±2.1 dB (24.25 – 29.5 GHz)
±2.4 dB (37 – 40 GHz)

	6.4.2 OTA RE power control dynamic range
	N/A

	6.4.3 OTA total power dynamic range 
	±0.4 dB

	6.5.1 OTA transmitter OFF power
	±2.9 dB (24.25 – 29.5 GHz)
±3.3 dB (37 – 40 GHz)

	6.5.2 OTA transmitter transient period
	N/A

	6.6.2 OTA frequency error
	±12 Hz

	6.6.3 OTA modulation quality
	1%

	6.6.4 OTA time alignment error
	±25 ns

	6.7.2 OTA occupied bandwidth
	[600] kHz

	6.7.3 OTA ACLR
	Relative ACLR:
±2.3 dB (24.25 – 29.5 GHz)
±2.6 dB (37 – 40 GHz)

Absolute ACLR: 
±2.7 dB (24.25 – 29.5 GHz)
±2.7 dB (37 – 40 GHz)

	6.7.4 OTA operating band unwanted emissions
	±2.7 dB (24.25 – 29.5 GHz)
±2.7 dB (37 – 40 GHz)

	6.7.5.2 OTA transmitter spurious emissions, mandatory requirements
	±2.3 dB, 30 MHz ≤ f ≤ 6 GHz
±2.7 dB, 6 GHz < f ≤ 40 GHz
±5.0 dB, 40 GHz < f ≤ 60 GHz

	6.7.5.4 OTA transmitter spurious emissions, additional spurious emissions requirements
	FFS



[bookmark: _Toc21101021]4.1.2.3	Measurement of receiver

--------- end of changes -------
4.1.2.2	Measurement of transmitter
The maximum OTA Test System uncertainty for OTA transmitter tests minimum requirements are given in tables 4.1.2.2-1 and 4.1.2.2-2. Details for derivation of OTA Test System uncertainty are given in corresponding subclauses in TR 38.817-02 [17].
Table 4.1.2.2-1: Maximum OTA Test System uncertainty for FR1 OTA transmitter tests
	Subclause
	Maximum OTA Test System uncertainty

	6.2 Radiated transmit power
	Normal condition:
±1.1 dB, f ≤ 3 GHz
±1.3 dB, 3 GHz < f ≤ 6 GHz

	
	Extreme condition:
±2.5 dB, f ≤ 3 GHz
±2.6 dB, 3 GHz < f ≤ 6 GHz

	6.3 OTA base station output power
	±1.4 dB, f ≤ 3.0 GHz
±1.5 dB, 3.0 GHz < f ≤ 4.2 GHz
±1.5 dB, 4.2 GHz < f ≤ 6.0 GHz

	6.4.2 OTA RE power control dynamic range
	N/A

	6.4.3 OTA total power dynamic range 
	±0.4 dB

	6.5.1 OTA transmitter OFF power
	±3.4 dB, f ≤ 3.0 GHz
±3.6 dB, 3.0 GHz < f ≤ 6 GHz
(NOTE)

	6.5.2 OTA transmitter transient period
	N/A

	6.6.2 OTA frequency error
	±12 Hz

	6.6.3 OTA modulation quality
	±1 %

	6.6.4 OTA time alignment error
	±25 ns

	6.7.2 OTA occupied bandwidth
	±100 kHz, BWChannel 5 MHz, 10 MHz
±300 kHz, BWChannel 15 MHz, 20 MHz, 25 MHz, 30 MHz, 40 MHz, 50 MHz
±600 kHz, BWChannel 60 MHz, 70 MHz, 80 MHz, 90 MHz, 100 MHz 

	6.7.3 OTA ACLR/CACLR
	f ≤ 3.0 GHz
±1 dB, BW ≤ 20MHz
±1 dB, BW > 20MHz

3.0 GHz < f ≤ 6.0 GHz
±1.2 dB, BW ≤ 20MHz
±1.2 dB, BW > 20MHz

Absolute power ±2.2 dB, f ≤ 3.0 GHz
Absolute power ±2.7 dB, 3.0 GHz < f ≤ 4.2 GHz
Absolute power ±2.7 dB, 4.2 GHz < f ≤ 6.0 GHz

	6.7.4 OTA operating band unwanted emissions
	Absolute power ±1.8 dB, f ≤ 3.0 GHz
Absolute power ±2 dB, 3.0 GHz < f ≤ 4.2 GHz
Absolute power ±2 dB, 4.2 GHz < f ≤ 6.0 GHz

	6.7.5.2	OTA transmitter spurious emissions, mandatory requirements
	±2.3 dB, 30 MHz < f ≤ 6 GHz
±4.2 dB, 6 GHz < f ≤ 26 GHz

	6.7.5.3	OTA transmitter spurious emissions, protection of BS receiver
	±3.1 dB, f ≤ 3 GHz
±3.3 dB, 3 GHz < f ≤ 4.2 GHz
±3.4, 4.2 GHz < f ≤ 6 GHz
(NOTE)

	6.7.5.4 OTA transmitter spurious emissions, additional spurious emissions requirements
	±2.6 dB, f ≤ 3 GHz
±3.0, 3 GHz < f ≤ 4.2 GHz
±3.5, 4.2 GHz < f ≤ 6 GHz

	6.7.5.5	OTA transmitter spurious emissions, co-location
	±3.1 dB, f ≤ 3 GHz
±3.3 dB, 3 GHz < f ≤ 4.2 GHz
±3.4, 4.2 GHz < f ≤ 6 GHz
(NOTE)

	6.8 OTA transmitter intermodulation
	The value below applies only to the interfering signal and is unrelated to the measurement uncertainty of the tests (6.7.3, 6.7.4 and 6.7.5) which have to be carried out in the presence of the interferer.
±3.2 dB, f ≤ 3.0 GHz
±3.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±3.5 dB, 4.2 GHz < f ≤ 6 GHz
(NOTE)

	NOTE: Fulfilling the criteria for CLTA selection and placement in subclause 4.12 is deemed sufficient for the test purposes. When these criteria are met, the measurement uncertainty related to the selection of the co-location test antenna and its alignment as specified in the appropriate measurement uncertainty budget in TR 37.843 [16], subclause 10.6 shall be used for evaluating the test system uncertainty.



Table 4.1.2.2-2: Maximum OTA Test System uncertainty for FR2 OTA transmitter tests
	Subclause
	Maximum OTA Test System uncertainty

	6.2 Radiated transmit power
	Normal condition:
±1.7 dB (24.25 – 29.5 GHz)
±2.0 dB (37 – 40 GHz)

	
	Extreme condition:
±3.1 dB (24.25 – 29.5 GHz)
±3.3 dB (37 – 40 GHz)

	6.3 OTA base station output power
	±2.1 dB (24.25 – 29.5 GHz)
±2.4 dB (37 – 40 GHz)

	6.4.2 OTA RE power control dynamic range
	N/A

	6.4.3 OTA total power dynamic range 
	±0.4 dB

	6.5.1 OTA transmitter OFF power
	±2.9 dB (24.25 – 29.5 GHz)
±3.3 dB (37 – 40 GHz)

	6.5.2 OTA transmitter transient period
	N/A

	6.6.2 OTA frequency error
	±12 Hz

	6.6.3 OTA modulation quality
	1%

	6.6.4 OTA time alignment error
	±25 ns

	6.7.2 OTA occupied bandwidth
	[600] kHz

	6.7.3 OTA ACLR
	Relative ACLR:
±2.3 dB (24.25 – 29.5 GHz)
±2.6 dB (37 – 40 GHz)

Absolute ACLR: 
±2.7 dB (24.25 – 29.5 GHz)
±2.7 dB (37 – 40 GHz)

	6.7.4 OTA operating band unwanted emissions
	±2.7 dB (24.25 – 29.5 GHz)
±2.7 dB (37 – 40 GHz)

	6.7.5.2 OTA transmitter spurious emissions, mandatory requirements
	±2.3 dB, 30 MHz ≤ f ≤ 6 GHz
±2.7 dB, 6 GHz < f ≤ 40 GHz
±5.0 dB, 40 GHz < f ≤ 60 GHz

	6.7.5.4 OTA transmitter spurious emissions, additional spurious emissions requirements
	FFS



4.1.2.3	Measurement of receiver
--------- start of changes -------
[bookmark: _Toc21101068]4.11	Requirements for BS capable of multi-band operation
For multi-band RIB, the radiated test requirements in clause 6 and 7 apply separately to each supported operating band, unless otherwise stated. For some radiated test requirements, it is explicitly stated that specific additions or exclusions to the test requirement apply at multi-band RIB(s) as detailed in the requirement subclause.
BS type 1-O may be capable of supporting operation in multiple operating bands with one of the following implementations at the radiated interface boundary:
-	All RIBs are single-band RIBs.
-	All RIBs are multi-band RIBs.
-	A combination of single-band RIBs and multi-band RIBs provides support of the BS type 1-O capability of operation in multiple operating bands.
For multi-band RIBs supporting the bands for TDD, the radiated test requirements in the present specification assume no simultaneous uplink and downlink occur between the bands.
NOTE: The radiated test requirements for multi-band RIBs supporting bands for both FDD and TDD are FFS and are not covered by the present release of this specification.
[bookmark: _Toc21101069]4.12	Co-location requirements



--------- end of changes -------

--------- start of changes -------
[bookmark: _Toc21101071]4.12.2	Co-location test antenna
[bookmark: _Toc21101072]4.12.2.1	General
Co-location requirements are specified as power levels into or out of the conducted interface of the co-location reference antenna. For conformance testing the requirements are translated to the input or output of a co-location test antenna (CLTA).
A CLTA is a practical antenna which can be used to test conformance to the co-location requirements.
[bookmark: _Toc21101073]4.12.2.2	Co-location test antenna characteristics
A co-location test antenna is a practical passive antenna that is used for conformance testing of the co-location requirements and is based on the definition of the co-location reference antenna. A CLTA shall comply with the requirements specified in table 4.12.2.2-1.
Translation of the requirements to other test antennas are not precluded but suitable translations between the co-location reference antenna and test antenna must be provided to demonstrate that the method is within the specified MU.
[bookmark: _GoBack]NOTE: The currently defined CLTAs are suitable for testing BS type 1-O implemented with a planar antenna array. The method for testing BS with other antenna array implementations is FFS and not covered by the present release of this specification.
Table 4.12.2.2-1: CLTA characteristics
	Parameter
	In-band CLTA
	Out-of-band CLTAs

	Vertical radiating dimension (h)
	Test object vertical radiating length ±30%
	N/A

	Horizontal beam width
	65° ± 10°
	65° ± 10°

	Vertical beam width
	N/A
	The half-power vertical beam width of the CLTA equals the narrowest declared (D.3) vertical beamwidth ±3°

	Polarization
	Match
	Match to in-band

	Conducted interface return loss
	> 10 dB
	> 10 dB

	NOTE: If a multi-column or multi-band antenna is used the column closest to the NR BS shall be selected while other columns are terminated during testing.



[bookmark: _Toc21101074]4.12.2.3	Co-location test antenna alignment
--------- end of changes -------


