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1 Introduction
In this paper, we’d like to add some abbreviations for NR V2X based on draft TR 38.886 v0.4.0.
2 Reference
[1] R4-191xxxx, TR38.886 v0.4.0: TR update for NR V2X service with SL operation, LG

3 Text Proposal
<TP for TR 38.886 v0.4.0>
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

ACLR
Adjacent Channel Leakage Ratio

ACS
Adjacent Channel Selectivity
AGC
Automatic Gain Control
A-MPR
Additional Maximum Power Reduction
BLER
BLock Error Rate

BS
Base Station
CBW
Channel Bandwidth

CDF
Cumulative Distribution Function

CP-OFDM
Cyclic Prefix-OFDM
DMRS
Demodulation Reference Signal

DSRC
Dedicated Short-Range Communications

EIRP
Equivalent Isotropically Radiated Power
EVM
Error Vector Magnitude

FDD
Frequency Division Duplex

FDM
Frequency Division Multiplexing

FR1
Frequency Range 1

FR2
Frequency Range 2

ITS
Intelligent Transportation System

LDPC
Low Density Parity Check

LTE
Long Term Evolution

LOS
Line-Of-Sight

MPR
Maximum Power Reduction
NF
Noise Figure

NLOS
Non-Line-Of-Sight

NR
New Radio
OLPC
Open Loop Power Control

PC
Power Control

PRB
Physical Resource Block
PRR
Package Reception Ratio
PSCCH
Physical Sidelink Control CHannel

PSSCH
Physical Sidelink Shared CHannel

REFSENS
Reference Sensitivity
RF
Radio Frequency
SCS
Sub-Carrier Spacing
SINR
Signal to Interference plus Noise Ratio
SL
Sidelink

SNR
Signal-to-Noise Ratio
TDD
Time Division Duplex

TDM
Time Division Multiplexing

UE
User Equipment

UL
Uplink

V2V
Vehicle to Vehicle

V2X
Vehicle to Everything
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