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<< Unchanged sections skipped>>
6.2.2	Random access
[bookmark: _Toc5952581]6.2.2.1	Introduction
This clause contains requirements on the UE regarding random access procedure. The random access procedure is initiated to establish uplink time synchronization for a UE which either has not acquired or has lost its uplink synchronization, or to convey UE’s request Other SI, or for beam failure recovery. The random access is specified in clause 8 of TS 38.213 [3] and the control of the RACH transmission is specified in clause 5.1 of TS 38.321 [7].
[bookmark: _Toc5952582]6.2.2.2	Requirements
The UE shall have capability to calculate PRACH transmission power according to the PRACH power formula defined in TS 38.213 [3] and apply this power level at the first preamble or additional preambles. The absolute power applied to the first preamble shall have an accuracy as specified in Table 6.3.4.2-1 of TS 38.101-1 [18] for frequency range 1 and in Table 6.3.4.2-1 of TS 38.101-2 [19] for frequency range 2. The relative power applied to additional preambles shall have an accuracy as specified in Table 6.3.4.3-1 of TS 38.101-1 [18] for frequency range 1 and clause 6.3.4.3 of TS38.101-2 [19] for frequency range 2.
The UE shall indicate a Random Access problem to upper layers if the maximum number of preamble transmission counter has been reached for the random access procedure on PCell or PSCell as specified in clause 5.1.4 in TS 38.321 [7].
The requirements in this section apply for UE in SA operation mode or any MR-DC operation mode.
[bookmark: _Toc5952583]6.2.2.2.1	Contention based random access
6.2.2.2.1.1	Correct behaviour when transmitting Random Access Preamble
With the UE selected SSB with SS-RSRP above rsrp-ThresholdSSB, UE shall have the capability to select a Random Access Preamble randomly with equal probability from the Random Access Preambles associated with the selected SSB if the association between Random Access Preambles and SS blocks is configured, as specified in clause 5.1.2 in TS 38.321 [7].
With the UE selected SSB with SS-RSRP above rsrp-ThresholdSSB, UE shall have the capability to transmit Random Access Preamble on the next available PRACH occasion from the PRACH occasions corresponding to the selected SSB permitted by the restrictions given by the ra-ssb-OccasionMaskIndex if configured, if the association between PRACH occasions and SSBs is configured, and PRACH occasion shall be randomly selected with equal probability amongst the selected SSB associated PRACH occasions occurring simultaneously but on different subcarriers, as specified in clause 5.1.2 in TS 38.321 [7].
6.2.2.2.1.2	Correct behaviour when receiving Random Access Response
The UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure defined in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
6.2.2.2.1.3	Correct behaviour when not receiving Random Access Response
The UE shall again perform the Random Access Resource selection procedure defined in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window defined in clause 5.1.4 in TS 38.321 [7].
6.2.2.2.1.4	Correct behaviour when receiving an UL grant for msg3 retransmission
The UE shall re-transmit the msg3 upon the reception of anUL grant for msg3 retransmission.
6.2.2.2.1.5	SA: Correct behaviour when receiving a message over Temporary C-RNTI
The UE shall send ACK if the Contention Resolution is successful.
The UE shall again perform the Random Access Resource selection procedure defined in clause 5.1.2 in TS 38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires unless the received message includes a UE Contention Resolution Identity MAC control element and the UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.
6.2.2.2.1.6	Correct behaviour when contention Resolution timer expires
The UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if the Contention Resolution Timer expires.
<< Unchanged sections skipped >>
[bookmark: _Toc535476150]A.4.3.2.2.1	Contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in section A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.1.1-1. UE capble of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.1.1-2.
Table A.4.3.2.2.1.1-1: Supported test configurations for contention based random access test in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.1.1-2: General test parameters for contention based random access test in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 13 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 3,4
	
	SSB pattern 24 in FR1
	

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 2
	Config 1,2
	
	FDD
	

	
	Config 3,4
	
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.2.11.2
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1,2
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 3,4
	
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	
SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is setto be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	
SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98 
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1,2
	dBm
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 3,4
	
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 1
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.1.2	Test Requirements
Contention based random access is triggered by not explicitly assigning a random access preamble via dedicated signalling in the downlink.
A.4.3.2.2.1.2.1	Random Access Preamble Transmission
To test the UE behavior specified in Subclause 6.2.2.2.1.1 the System Simulator shall receive the Random Access Preamble which belongs to one of the Random Access Preambles associated with the SSB with index 0, which has SS-RSRP above the configured rsrp-ThresholdSSB.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.1.2.2	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.1.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.1.2.3	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.1.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.1.2.4	Receiving an UL grant for msg3 retransmission
To test the UE behavior specified in subclause 6.2.2.2.1.4, the System Simulator shall provide an UL grant for msg3 retransmission following a successful Random Access Response.
The UE shall re-transmit the msg3 upon the reception of an UL grant for msg3 retransmission..
A.4.3.2.2.1.2.5	VoidReception of an Incorrect Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires unless the received message includes a UE Contention Resolution Identity MAC control element and the UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.
A.4.3.2.2.1.2.6	VoidReception of a Correct Message over Temporary C-RNTI
To test the UE behavior specified in Subclause 6.2.2.2.1.5 the System Simulator shall send a message addressed to the temporary C-RNTI with a UE Contention Resolution Identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.
The UE shall send ACK if the Contention Resolution is successful.
A.4.3.2.2.1.2.7	Contention Resolution Timer expiry
To test the UE behavior specified in Subclause 6.2.2.2.1.6 the System Simulator shall not send a response to a msg3.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if the Contention Resolution Timer expires.
[bookmark: _Toc535476151]A.4.3.2.2.2	Non-contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in section A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.2.1-1. UE capble of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.2.1-2 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2).
Table A.4.3.2.2.2.1-1: Supported test configurations for non-contention based random access test in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 13 in FR1
	SSB pattern 13 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 3,4
	
	SSB pattern 24 in FR1
	SSB pattern 24 in FR1
	

	Number of SSBs per SS-burst
	
	2
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	0,1
	Different from the definition in A.3.10

	CSI-RS Configuration
	Config 1,2
	
	N/A
	CSI-RS.1.1 FDD
	As defined in  A.3.1.4

	
	Config 3,4
	
	
	CSI-RS.2.1 TDD
	

	Duplex Mode for Cell 2
	Config 1,2
	
	FDD
	FDD
	

	
	Config 3,4
	
	TDD
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.2.11.2
	[bookmark: _GoBack]TDDConf.2.11.2
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1,2
	
	SR.1.1 FDD
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 3,4
	
	SR.2.1 TDD
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	SSB with index 0
	

	dB
	3
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	-98
	

	
	
	Config 3,4
	
	-101
	-101
	

	
	

	dB
	3
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	-95
	

	SSB with index 1
	

	dB
	-17
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98 
	-98 
	

	
	
	Config 3,4
	
	-101
	-101
	

	
	

	dB
	-17
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	-115
	

	Io Note 2
	Config 1,2
	dBm
	-65.3/9.36MHz
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 3,4
	
	-62.2/38.16MHz
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 2
	FR1 PRACH configuration 3
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.2.2	Test Requirements
Non-Contention based random access is triggered by explicitly assigning a random access preamble via dedicated signalling in the downlink. In the test, the non-contention based random access procedure is not initialized for Other SI requested from UE or beam failure recovery.
A.4.3.2.2.2.2.1	SSB-based Random Access Preamble Transmission
In Test-1, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for SSB-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with SSBs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the SSB with index 0.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the SSB with index 0, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-ssb-OccasionMaskIndex.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2.. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.2.2.2	CSI-RS-based Random Access Preamble Transmission
In Test-2, to test the UE behavior specified in Subclause 6.2.2.2.2.1 for CSI-RS-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with CSI-RSs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the CSI-RS configured.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the CSI-RS configured, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-OccasionList.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.2.2.3	Random Access Response Reception
To test the UE behavior specified in Subclause 6.2.2.2.2.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.
A.4.3.2.2.2.2.4	No Random Access Response Reception
To test the UE behavior specified in subclause 6.2.2.2.2.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window configured in RACH-ConfigCommon.
In addition, the power applied to all preambles shall be in accordance with what is specified in Subclause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Subclause 7.1.2.

<< End of changes >>
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4> else:
5> set the TEMPORARY_C-RNTIto the value received in the Random Access Response;

5> if this s the first successfully received Random Access Response within this Random Access
procedure:

6> if the transmission is not being made for the CCCH logical channel:
7> indicate to the Multiplexing and assembly entity to include a C-RNTIMAC CE in the
subsequent uplink transmission.|

6> obtain the MAC PDU to transmit from the Multiplexing and assembly entity and store it in the
Msg3 buffer.
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515 Contention Resolution
Once Msg3 is transmitted, the MAC entity shall:

1> start the ra-ContentionResolutionTimer and restart the ra-ContentionResolutionTimer at each HARQ
retransmission in the first symbol after the end of the Msg3 transmission;

1> monitorthe PDCCH while the ra-ContentionResolutionTimer is running regardless of the possible occurrence of
ameasurement gap;

1> if notification of a reception of a PDCCH transmission of the SpCellis received from lower layers:
2> if the C-RNTIMAC CE was included in Msg3:

3> if the Random Access procedure was initiated for beam failure recovery (as specified in clause 5.17) and
the PDCCH transmission is addressed to the C-RNTI: or

3> if the Random Access procedure was initiated by a PDCCH order and the PDCCH transmission is
addressed to the C-RNTI: or

3> if the Random Access procedure was initiated by the MAC sublayer itself or by the RRC sublayer and the
PDCCH transmission is addressed to the C-RNTIand contains a UL grant for a new transmission:

4> consider this Contention Resolution successful;
4> stop ra-ContentionResolutionTimer:
4> discard the TEMPORARY_C-RNTI:

4> consider this Random Access procedure successfully completed.
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