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1 Introduction

In this contribution, we discuss measurement requirements for autonomous resource selection/reselection and congestion control in NR V2X.
2 Discussion
In last meeting, we discussed autonomous resource selection/reselection measurement and congestion control measurement. Related agreements are captured in WF [1].

	· Autonomous Resource Reselection measurement

· Evaluate only L1 SL-RSRP measurement for autonomous resource selection/reselection. For it, RAN4 need to wait RAN1 agreement for RS design related L1 SL-RSRP

· Congestion Control measurement

· Pending RAN1 discussion for whether to use S-RSSI based congestion control


Autonomous resource selection/reselection measurements
So far, RAN1 has been discussing RS design related to L1 SL-RSRP. In order to define L1 SL-RSRP measurement accuracy, RAN4 should evaluate it. Regarding RAN1#99 meeting is RAN1 completion for NR V2X, RAN4 should make an agreeable simulation assumption before RAN4#94meeting through e-mail discussion after RAN4#93 to align simulation results and define the measurement accuracy in RAN4#94.
Proposal 1: RAN4 makes an agreeable simulation assumption of L1 SL-RSRP measurement before RAN4#94 meeting through e-mail discussion and encourage interesting companies to provide simulation results in RAN4#94.
Congestion control measurements
RAN1 agreed to use SL-RSSI measurement for CBR estimation in RAN#98bis meeting. The SL-RSSI was used in LTE-V2X. Therefore, we think LTE V2X SL-RSSI measurement accuracy can be reused in NR V2X.
Proposal 2: Reuse LTE-V2X S-RSSI measurement accuracy for NR V2X congestion control measurement.

3 Conclusion

In this paper, we provided our view on autonomous resource selection/reselection measurements and congestion control measurements for NR V2X. The proposals are as follows.

Proposal 1: RAN4 makes an agreeable simulation assumption of L1 SL-RSRP measurement before RAN4#94 meeting through e-mail discussion and encourage interesting companies to provide simulation results in RAN4#94.
Proposal 2: Reuse LTE-V2X S-RSSI measurement accuracy for NR V2X congestion control measurement.
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