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<Start of change>
[bookmark: _Toc21099797][bookmark: _Toc21099805]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications"
[2]	3GPP TS 38.104: "NR Base Station (BS) radio transmission and reception"
[3]	3GPP TS 38.141-2: "NR, Base Station (BS) conformance testing, Part 2: Radiated conformance testing"
[4]	ITU-R Recommendation M.1545, "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000"
[5]	ITU-R Recommendation SM.329: "Unwanted emissions in the spurious domain"
[6]	IEC 60 721-3-3: "Classification of environmental conditions - Part 3-3: Classification of groups of environmental parameters and their severities - Stationary use at weather protected locations"
[7]	IEC 60 721-3-4: "Classification of environmental conditions - Part 3: Classification of groups of environmental parameters and their severities - Section 4: Stationary use at non-weather protected locations"
[8]	IEC 60 721: "Classification of environmental conditions"
[9]	IEC 60 068-2-1 (2007): "Environmental testing - Part 2: Tests. Tests A: Cold"
[10]	IEC 60 068-2-2: (2007): "Environmental testing - Part 2: Tests. Tests B: Dry heat"
[11]	IEC 60 068-2-6: (2007): "Environmental testing - Part 2: Tests - Test Fc: Vibration (sinusoidal)"
[12]	ITU-R Recommendation SM.328: "Spectra and bandwidth of emissions"
[13]	Federal Communications Commission: "Title 47 of the Code of Federal Regulations (CFR) "
[14]	ECC/DEC/(17)06: "The harmonised use of the frequency bands 1427-1452 MHz and 1492-1518 MHz for Mobile/Fixed Communications Networks Supplemental Downlink (MFCN SDL)"
[15]	3GPP TR 25.942: "RF system scenarios"
[16]	3GPP TS 38.212: "NR; Multiplexing and channel coding"
[17]	3GPP TS 38.211: "NR; Physical channels and modulation"
[18]	3GPP TS 38.214: "NR; Physical layer procedures for data"
[19]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification"
[20]	3GPP TR 38.901: "Study on channel model for frequencies from 0.5 to 100 GHz"
[21]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone"
[22]	3GPP TS 36.104: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception"
[23]	3GPP TS 36.141: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) conformance testing"
[24]	3GPP TS 36.211: " Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and modulation"
<Next change>
[bookmark: _Toc21099804][bookmark: _Toc21099806]4.1.1	General
The requirements of this clause apply to all applicable tests in part 1 of this specification, i.e. to all conducted tests defined for FR1. The frequency ranges FR1 and FR2 are defined in subclause 5.1 of TS 38.104 [2].
The minimum requirements are given in TS 38.104 [2] and the references therein. Test Tolerances for the conducted test requirements explicitly stated in the present document are given in annex C of the present document.
Test Tolerances are individually calculated for each test. The Test Tolerances are used to relax the minimum requirements to create test requirements.
When a test requirement differs from the corresponding minimum requirement, then the Test Tolerance applied for the test is non-zero. The Test Tolerance for the test and the explanation of how the minimum requirement has been relaxed by the Test Tolerance are given in annex C.
Unless otherwise stated, the Test Tolerances in annex C apply to the Test System for testing BS that supports NR or  NR with NB-IoT operation in NR in-band.
<Next change>
4.1.2.1	General
The maximum acceptable uncertainty of the Test System is specified below for each test defined explicitly in the present specification, where appropriate. The maximum acceptable uncertainty of the Test System for test requirements included by reference is defined in the respective referred test specification.
For BS type 1-H when a requirement is applied per TAB connector then the test uncertainty is applied to the measured value. When a requirement is applied for a group of TAB connectors then the test uncertainty is applied to sum of the measured power on each TAB connector in the group.
The Test System shall enable the stimulus signals in the test case to be adjusted to within the specified tolerance and the equipment under test to be measured with an uncertainty not exceeding the specified values. All tolerances and uncertainties are absolute values, and are valid for a confidence level of 95 %, unless otherwise stated.
A confidence level of 95 % is the measurement uncertainty tolerance interval for a specific measurement that contains 95 % of the performance of a population of test equipment.
For RF tests, it should be noted that the uncertainties in subclause 4.1.2 apply to the Test System operating into a nominal 50 ohm load and do not include system effects due to mismatch between the DUT and the Test System.
[bookmark: _Toc21099807]Unless otherwise stated, the uncertainties in subclause 4.1.2 apply to the Test System for testing BS that supports NR or NR with NB-IoT operation in NR in-band.
<Next change>
[bookmark: _Toc21099832]4.6	Manufacturer declarations
The following BS declarations listed in table 4.6-1, when applicable to the BS under test, are required to be provided by the manufacturer for the conducted requirements testing of the BS type 1-C and BS type 1-H.
For the BS type 1-H declarations required for the radiated requirements testing, refer to TS 38.141-2 [3].
Table 4.6-1 Manufacturer declarations for BS type 1-C and BS type 1-H conducted test requirements
	Declaration identifier
	Declaration
	Description
	Applicability

	
	
	
	BS type 1-C
	BS type 1-H

	D.1
	BS requirements set
	Declaration of one of the NR base station requirement's set as defined for BS type 1-C, or BS type 1-H.
	x
	x

	D.2
	BS class
	BS class of the BS, declared as Wide Area BS, Medium Range BS, or Local Area Bs.
	x
	x

	D.3
	Operating bands and frequency ranges
	List of NR operating band(s) supported by single-band connector(s) and/or multi-band connector(s) of the BS and if applicable, frequency range(s) within the operating band(s) that the BS can operate in. 
Declarations shall be made per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.4
	Spurious emission category
	Declare the BS spurious emission category as either category A or B with respect to the limits for spurious emissions, as defined in Recommendation ITU-R SM.329 [5]. 
	x
	x

	D.5
	Additional operating band unwanted emissions
	The manufacturer shall declare whether the BS under test is intended to operate in geographic areas where the additional operating band unwanted emission limits defined in subclause 6.6.4.5.6 apply. (Note 3).
	x
	x

	D.6
	Co-existence with other systems
	The manufacturer shall declare whether the BS under test is intended to operate in geographic areas where one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA, PHS and/or NR operating in another band are deployed. 
	x
	x

	D.7
	Co-location with other base stations
	The manufacturer shall declare whether the BS under test is intended to operate co-located with Base Stations of one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA and/or NR operating in another band. 
	x
	x

	D.8
	Single band connector or multi-band connector
	Declaration of the single band or multi-band capability of single band connector(s) or multi-band connector(s), declared for every connector.
	x
	x

	D.9
	Contiguous or non-contiguous spectrum operation support
	Ability to support contiguous or non-contiguous (or both) frequency distribution of carriers when operating multi-carrier. Declared per single band connector or multi-band connector, per operating band.
	x
	x

	D.10
	Maximum Radio Bandwidth 
	Maximum radio bandwidth that can be supported by the multi-band connector. May be different for transmit and receive.
Declared for each supported operating band and operating bands combination (D.27) supported for every multi-band connector.
	x
	x

	D.11
	Maximum Base Station RF Bandwidth
	Maximum Base Station RF Bandwidth in the operating band for single-band operation. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H. (Note 2)
	x
	x

	D.12
	Maximum Base Station RF Bandwidth for multi-band operation
	Maximum Base Station RF Bandwidth for multi-band operation. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.13
	Total RF bandwidth (BWtot)
	Total RF bandwidth BWtot of transmitter and receiver, declared per the band combinations (D.27). 
	x
	x

	D.14
	NR supported channel bandwidths and SCS
	NR supported SCS and channel bandwidths per supported SCS. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.15
	CA only operation
	Declaration of CA-only operation (with equal power spectral density among carriers) but not multiple carriers, declared per operating band per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.16
	Single or multiple carrier
	Capable of operating with a single carrier (only) or multiple carriers. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.17
	Maximum number of supported carriers per operating band
	Maximum number of supported carriers per supported operation band. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H. (Note 2)
	x
	x

	D.18
	Maximum number of supported carriers in multi-band operation
	Maximum number of supported carriers in multi-band operation.
	x
	x

	D.19
	Total maximum number of supported carriers 
	Maximum number of supported carriers for all supported operating bands. Declared for all connectors (D.18).
	x
	x

	D.20
	Other band combination multi-band restrictions
	Declare any other limitations under simultaneous operation in the declared band combinations (D.35) for each multi-band connector which have any impact on the test configuration generation.
Declared for every multi-band connector.
	x
	x

	D.21
	Rated carrier output power (Prated,c,AC, or Prated,c,TABC)
	Conducted rated carrier output power, per single band connector or multi-band connector.
Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H. (Note 1, 2)
	x
	x

	D.22
	Rated total output power (Prated,t,AC, or Prated,t,TABC)
	Conducted total rated output power.
Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
For multi-band connectors declared for each supported operating band in each supported band combination. (Note 1, 2)
	x
	x

	D.23
	Rated multi-band total output power, Prated,MB,TABC
	Conducted multi-band rated total output power.
Declared per supported operating band combinations, per multi-band connector. (Note 1)
	x
	x

	D.24
	Ncells
	Number corresponding to the minimum number of cells that can be transmitted by a BS in a particular operating band with transmission on all TAB connectors supporting the operating band. 
	
	x

	D.25
	Maximum supported power difference between carriers
	Maximum supported power difference between carriers. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.26
	Maximum supported power difference between carriers is different operating bands
	Supported power difference between any two carriers in any two different supported operating bands. Declared per supported operating band combination, per multi-band connector.
	x
	x

	D.27
	Operating band combination support
	List of operating bands combinations supported by single-band connector(s) and/or multi-band connector(s) of the BS. Declared per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.28
	Total number of supported carriers for the declared band combinations 
	Total number of supported carriers for the declared band combinations (D.27).
	x
	x

	D.29
	Intra-system interfering signal declaration list
	List of single band connector(s) or multi-band connector(s) for which an intra-system interfering signal level is required to be declared. Declaration is required if the intra-system interfering signal level is larger than the co-location interfering signal level.
	
	x

	D.30
	Intra-system interfering signal level
	The interfering signal level in dBm. Declared per supported operating band, per TAB connector for BS type 1-H covered by D.29.
	
	x

	D.31
	TAE groups
	Set of declared TAB connector beam forming groups on which the TAE requirements apply.
All TAB connectors belong to at least one TAB connector beam forming group (even if it's a TAB connector beam forming group consisting of one connector).
The smallest possible number of TAB connector beam forming groups need to be declared such that there is no TAB connector not contained in at least one of the declared TAB connector beam forming groups.
Declared per supported operating band.
	
	x

	D.32
	Equivalent connectors
	List of antenna connectors of BS type 1-C, or TAB connector of BS type 1-H, which have been declared equivalent.
Equivalent connectors imply that the antenna connector of BS type 1-C, or TAB connector of BS type 1-H, are expected to behave in the same way when presented with identical signals under the same operating conditions. All declarations made for the antenna connector of BS type 1-C, or TAB connector of BS type 1-H are identical and the transmitter unit and/or receiver unit driving the antenna connector of BS type 1-C or TAB connector of BS type 1-H are of identical design.
	x
	x

	D.33
	TAB connector RX min cell group

	Declared as a group of TAB connectors to which RX requirements are applied. This declaration corresponds to group of TAB connectors which are responsible for receiving a cell when the BS type 1-H setting corresponding to the declared minimum number of cells (Ncells) with transmission on all TAB connectors supporting an operating band.
	
	x

	D.34
	TAB connector TX min cell group
	Declared group of TAB connectors to which TX requirements are applied. This declaration corresponds to group of TAB connectors which are responsible for transmitting a cell when the BS type 1-H setting corresponding to the declared minimum number of cells (Ncells) with transmission on all TAB connectors supporting an operating band.
	
	x

	D.35
	Connecting network loss range for BS testing with ancillary RF amplifiers
	Declaration of the range of connecting network losses (in dB) for BS type 1-C testing with ancillary Tx RF amplifier only, or with Rx RF amplifier only, or with combined Tx/Rx RF amplifiers. (Note 4)
	x
	

	D.36
	Relation between supported maximum RF bandwidth, number of carriers and Rated total output power
	If the rated total output power and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:
-	The reduced number of supported carriers at the rated total output power;
-	The reduced total output power at the maximum number of supported carriers.
	x
	x

	D.37
	TAB connectors used for performance requirement testing
	To reduce test complexity, declaration of a representative (sub)set of TAB connectors to be used for performance requirement test purposes. At least one TAB connector mapped to each demodulation branch is declared.
	
	x

	D.38
	Inter-band CA 
	Band combinations declared to support inter-band CA (per CA capable multi-band connector(s), as in D.15).
Declared for every multi-band connector which support CA.
	x
	x

	D.39
	Intra-band contiguous CA 
	Bands declared to support intra-band contiguous CA (per CA capable single band connector(s) or multi-band connector(s), as in D.15).
Declared per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.40
	Intra-band non-contiguous CA
	Bands declared to support intra-band non-contiguous CA (per CA capable single band connector(s) or multi-band connector(s), as in D.15).
Declared per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.41
	NB-IoT operation
	Manufacturer shall declare the support of NB-IoT operation in NR in-band and the number of supported NB-IoT carriers in total and for each supported band, frequency range and channel bandwidth.
	x
	

	D.42
	NB-IoT sub-carrier spacing
	If the BS supports NB-IoT operation in NR in-band, manufacturer shall declare if it supports 15 kHz sub-carrier spacing, 3.75 kHz sub-carrier spacing, or both for NPUSCH.
	x
	

	D.43
	NB-IoT power dynamic range
	If the BS supports NB-IoT operation in NR in-band, manufacturer shall declare the maximum power dynamic range it could support with a minimum of +6dB or +3dB as specified in TS 38.104 [2].
	x
	

	D.100
	PUSCH mapping type
	Declaration of the supported PUSCH mapping type as specified in TS 38.211 [17], i.e., type A, type B or both.
	x
	x

	D.101
	PUSCH additional DM-RS positions 
	Declaration of the supported additional DM-RS position(s), i.e., pos0, pos1 or both.
	
	

	D.102
	PUCCH format
	Declaration of the supported PUCCH format(s) as specified in TS 38.211 [17], i.e., format 0, format 1, format 2, format 3, format 4.
	x
	x

	D.103
	PRACH format and SCS
	Declaration of the supported PRACH format(s) as specified in TS 38.211 [17], i.e., format: 0, A1, A2, A3, B4, C0, C2.
Declaration of the supported SCS(s) per supported PRACH format with short sequence, as specified in TS 38.211 [17], i.e., 15 kHz, 30 kHz or both.
	x
	x

	D.104
	Additional DM-RS for PUCCH format 3
	Declaration of the supported additional DM-RS for PUCCH format 3: without additional DM-RS, with additional DM-RS or both.
	x
	x

	D.105
	Additional DM-RS for PUCCH format 4
	Declaration of the supported additional DM-RS for PUCCH format 4: without additional DM-RS, with additional DM-RS or both.
	x
	x

	D.106
	PUCCH multi-slot 
	Declaration of multi-slot PUCCH support.
	x
	x

	NOTE 1:	If a BS is capable of 256QAM DL operation then two rated output power declarations may be made. One declaration is applicable when configured for 256QAM transmissions and the other declaration is applicable when not configured for 256QAM transmissions.
NOTE 2:	Parameters for contiguous or non-contiguous spectrum operation in the operating band are assumed to be the same unless they are separately declared.
NOTE 3:	If BS is declared to support Band n20 (D.3), the manufacturer shall declare if the BS may operate in geographical areas allocated to broadcasting (DTT). Additionally, related declarations of the emission levels and maximum output power shall be declared.
NOTE 4:	This manufacturer declaration is optional.



<Next change>
4.7.8	NRTC6: NR and NB-IoT operation in NR in-band
The purpose of the NRTC6 is to test NR and NB-IoT operation in NR in-band.
[bookmark: _Toc455154431]4.7.8.1	NRTC6 generation
NRTC6 is constructed using the following method:
●	The Base Station RF Bandwidth shall be the declared maximum Base Station RF Bandwidth.
●	Place a 5 MHz NR carrier with the lowest SCS supported by the BS adjacent to the lower Base Station RF Bandwidth edge. Place the power boosted NB-IoT PRB at the outermost RB within the NR transmission bandwidth configuration minus 15 kHz at the lower Base Station RF Bandwidth edge if it will not fall within the NR minimum guard band GBChannel, otherwise place it at the outermost RB within the NR transmission bandwidth configuration at the lower Base Station RF Bandwidth edge. Place a 5 MHz NR carrier with the lowest SCS supported by the BS adjacent to the upper Base Station RF Bandwidth edge. In the case of a BS supporting more than one NB-IoT carrier, place the power boosted NB-IoT PRB at the outermost RB within the NR transmission bandwidth configuration plus 15 kHz at the upper Base Station RF Bandwidth edge if it will not fall within the NR minimum guard band GBChannel, otherwise place it at the outermost RB within the NR transmission bandwidth configuration at the upper Base Station RF Bandwidth edge.
●	For transmitter tests, select as many 5 MHz NR carriers with the lowest SCS that the BS supports and that fit in the rest of the Base Station RF Bandwidth. Place the carriers adjacent to each other starting from the high Base Station RF Bandwidth edge. The nominal carrier spacing defined in TS 38.104 [2] shall apply.
●	If 5 MHz NR carriers are not supported by the BS, the narrowest supported channel BW shall be selected instead.
[bookmark: _Toc455154432]4.7.8.2	NRTC6 power allocation
Set the power of each carrier to the same level so that the sum of the carrier powers equals the rated total output power (Prated,t,AC, D.22) according to the manufacturer's declaration in subclause 4.6.
<Next change>
4.8.5	Applicability of test configurations for NB-IoT operation in NR in-band
For a BS supporting NB-IoT operation in NR in-band and declared to be capable of single NB-IoT carrier operation only, a single carrier (SCNI) shall be used for testing. 
For a BS supporting NB-IoT operation in NR in-band and declared to be capable of multi-carrier in contiguous spectrum operation in single band only, the test configurations in Table 4.8.5-1 shall be used for testing.

Table 4.8.5-1: Test configurations for a BS supporting NB-IoT operation in NR in-band and declared to be capable of multi-carrier in contiguous spectrum in single band only
	BS test case
	NB-IoT operating in-band

	Base station output power
	NRTC6

	RE Power control dynamic range
	Tested with Error Vector Magnitude

	Total power dynamic range
	SC (Note 1)

	NB-IoT RB power dynamic range for operation in NR in-band
	Tested with Unwanted Emission

	Transmit ON/OFF power (only applied for NR TDD BS)
	NRTC1 (Note 1)

	Frequency error
	Tested with Error Vector Magnitude

	Error Vector Magnitude
	NRTC1 (Note 1)

	Time alignment error
	NRTC1 (Note 1)

	Occupied bandwidth
	SC and SCNI

	Adjacent Channel Leakage power Ratio (ACLR)
	NRTC1, NRTC6

	Cumulative ACLR requirement in non-contiguous spectrum
	-

	Operating band unwanted emissions
	NRTC1, NRTC6, SC (Note 2)

	Transmitter spurious emissions
	NRTC6

	Transmitter intermodulation
	NRTC6

	Reference sensitivity level
	SC and SCNI

	Dynamic range
	SC and SCNI

	Adjacent Channel Selectivity (ACS)
	NRTC6

	In-band blocking
	NRTC6

	Out-of-band blocking
	NRTC6

	Receiver spurious emissions
	NRTC6

	Receiver intermodulation
	NRTC6

	In-channel selectivity
	SC and SCNI

	Note 1: There is no specific test with NB-IoT for those requirements, tests could be performed using NR signal only, without NB-IoT.
Note 2: OBUE SC shall be tested using the widest supported channel bandwidth and the highest supported sub-carrier spacing.



<Next change>
4.9.3	NB-IoT testing
[bookmark: OLE_LINK4][bookmark: OLE_LINK7][bookmark: OLE_LINK8][bookmark: OLE_LINK9][bookmark: OLE_LINK12]Unless otherwise stated, the NB-IoT operation in NR in-band test shall be performed by puncturing one NR PRB at the eligible (as specified in TS 38.104 [2]) in-band position closest to NR guard band; those are denoted LNB-IoT (Left) and RNB-IoT (Right).
Unless otherwise stated, the NB-IoT operation in NR in-band receiver tests shall be performed by using the tone located on the NB-IoT PRB’s edge, which is closest to NR guard band; those are denoted BNB-IoT for LNB-IoT and TNB-IoT for RNB-IoT.
Unless otherwise stated, a BS declared to be capable of NB-IoT operation in NR in-band is only required to pass the transmitter tests for NR with NB-IoT operation in NR in-band; it is not required to perform the transmitter tests again for NR only.
Unless otherwise stated, a BS declared to be capable of NB-IoT operation in NR in-band is only required to pass the receiver tests for NR with NB-IoT operation in NR in-band; it is not required to perform the receiver tests again for NR only.
The BS may be configured (in RRC signalling perspective) in the NB-IoT E-UTRA guard band operation mode during the tests when there is no hosting E-UTRA carrier in the test configuration. This can avoid the need to transmit the in-band E-UTRA control signals, as well as the constraints with the NB-IoT standalone operation (e.g. allowed NB-IoT carrier offsets and 100 kHz guard band) during the tests.
[bookmark: _Toc446631628]4.9.4	NB-IoT Test Model
The set-up of physical channels for transmitter tests shall be according to the NB-IoT Test Model (N-TM) defined in TS 36.141 [23]. 
[bookmark: _Toc446631637]4.9.5	Data content of Physical channels and Signals for N-TM
Data content of physical channels and signals for NB-IoT should be fully aligned with the specification statement in TS 36.211 [24]. Detailed configuration for the transmitter characteristic tests are defined in TS 36.141 [23],
4.9.6	Test Model for NB-IoT operation in NR in-band
The physical channels for transmitter tests shall be configured according to NR-FR1-TM1.1 on all NR carriers and N-TM on all NB-IoT carriers. 
For in-band transmitter tests, one NR PRB is punctured to make room for NB-IoT PRB.
The power for NR PRB and NB-IoT PRB is set by following procedures:
· The average power per PRB over all carriers (both NR and NB-IoT) is calculated according to manufacturer’s declared rated carrier output power (Prated,c,AC, D.21);

· The power of boosted NB-IoT carrier (PNB-IoT) is calculated according to manufacturer’s declared rated NB-IoT maximum power dynamic range (X dB >= 6 dB or 3 dB)

· The remaining power is allocated to NR PRBs.

<End of change>

