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[bookmark: _Toc13050412][bookmark: _Hlk506232216]5.10	In-band and out-of-band boundaries for FR1
Agreements of the boundary between OBUE and spurious emissions are summarized in tables 5.9-15.10-1 and 5.9-25.10-2. The boundary is valid regardless of whether it is single-RAT case or MSR case, and NR new band or refarming band (except Band 46). If wider band(s) than current maximum bandwidth is specified (i.e. wider than 900MHz for NR), the values of the boundary should be discussed.
Table 5.9-15.10-1: ΔfOBUE (NR single-RAT case)
	Applicable specification
	3GPP TS 38.104
3GPP TS 38.141-1
	3GPP TS 38.104
3GPP TS 38.141-1
3GPP TS 38.141-2

	Applicable BS type
	BS type 1-C
	BS type 1-H
BS type 1-O

	ΔfOBUE
	FDL_high – FDL_low < 100 MHz
	10 MHz
	10 MHz

	
	100 MHz  FDL_high – FDL_low  200 MHz
	10 MHz
	40 MHz

	
	200 MHz < FDL_high – FDL_low  900 MHz
	40 MHz
	40 MHz



Table 5.9-25.10-2: ΔfOBUE (NR MSR case)
	Applicable specification
	3GPP TS 37.104
3GPP TS 37.141
	3GPP TS 37.105
3GPP TS 37.145-1
3GPP TS 37.145-2

	Applicable BS type
	BS type 1-C
	BS type 1-H
BS type 1-O

	ΔfOBUE
	FDL_high – FDL_low < 100 MHz
	10 MHz
	10 MHz

	
	100 MHz  FDL_high – FDL_low  200 MHz
	10 MHz
	40 MHz

	
	200 MHz < FDL_high – FDL_low  900 MHz
	40 MHz
	40 MHz
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