[bookmark: _Hlt450039480][bookmark: _Hlt450051172][bookmark: _Hlt450066087][bookmark: _Hlt448930105][bookmark: _Hlt450066085][bookmark: _Hlt449016246][bookmark: _Ref465244136][bookmark: _GoBack]3GPP TSG-RAN WG4 Meeting #93	R4-1914214
Reno, USA, 18th-22nd Nov, 2019
Source: 	ZTE
Title:	TP to TR IAB EMC General part 
Agenda Item:	9.5.6
Document for:	Approval
Introduction
The TR skeleton of IAB back ground has been approved in [1]. The IAB EMC part discussion has been started in [2] since May, 2019 and lots of content has been discussed. This TP to TR is to capture the general part of the IAB EMC discussion.
Discussion
.
Conclusion
[bookmark: OLE_LINK1]The TP to TR of IAB EMC general discussion has been provided. It is proposed to approve the following text proposal.
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--------------Start of text proposal-------------
[bookmark: _Toc22280640]12	IAB EMC requirements
12.1	General
The IAB node is divided into two logical parts as DU and MT with respect to their functionality. The RF requirement will be different for DU and MT. To reflect this difference, RF requirements for DU and MT can be defined separately based on current base station and UE RF spec. This is true because the RF requirement are per antenna connector/TAB connector/RIB. However, when it comes to EMC requirement, different ports other than antenna port as well as the whole enclosure is the anchor point of specific EMC requirements. In this case, many EMC requirement needs to be revisited as some of the requirement can not be distinguished. 
The EMC requirements are based on the electromagnetic environment of the equipment works in. So the indoor and outdoor usage is a typical IAB EMC distinguish of requirements. An IAB scenario is IAB-DU and IAB-MT being placed indoor and outdoor, respectively. This is a specific scenario especially for FR2 in U.S. For outdoor use cases, the EMC environment is much more severe than indoor usecases with higher interfere to the EUT. In this time, a case by case study is needed to carefully investigate the precise requirement to both IAB-DU and IAB-MT.
. 
--------------End of text proposal-------------

