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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications"
[2]	3GPP TS 38.104: "NR Base Station (BS) radio transmission and reception"
[3]	3GPP TS 38.141-2: “NR, Base Station (BS) conformance testing, Part 2: Radiated conformance testing”
[4]	ITU-R Recommendation M.1545, “Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000”
[5]	ITU-R Recommendation SM.329: "Unwanted emissions in the spurious domain"
[6]	IEC 60 721-3-3: "Classification of environmental conditions - Part 3-3: Classification of groups of environmental parameters and their severities - Stationary use at weather protected locations"
[7]	IEC 60 721-3-4: "Classification of environmental conditions - Part 3: Classification of groups of environmental parameters and their severities - Section 4: Stationary use at non-weather protected locations"
[8]	IEC 60 721: "Classification of environmental conditions"
[9]	IEC 60 068-2-1 (2007): "Environmental testing - Part 2: Tests. Tests A: Cold"
[10]	IEC 60 068-2-2: (2007): "Environmental testing - Part 2: Tests. Tests B: Dry heat"
[11]	IEC 60 068-2-6: (2007): "Environmental testing - Part 2: Tests - Test Fc: Vibration (sinusoidal)"
[12]	ITU-R Recommendation SM.328: "Spectra and bandwidth of emissions"
[13]	Federal Communications Commission: “Title 47 of the Code of Federal Regulations (CFR)”
[14]	ECC/DEC/(17)06: “The harmonised use of the frequency bands 1427-1452 MHz and 1492-1518 MHz for Mobile/Fixed Communications Networks Supplemental Downlink (MFCN SDL)”
[15]	3GPP TR 25.942: "RF system scenarios"
[16]	3GPP TS 38.212: "NR; Multiplexing and channel coding"
[17]	3GPP TS 38.211: "NR; Physical channels and modulation"
[18]	3GPP TS 38.214: "NR; Physical layer procedures for data"
[19]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification"
[20]	3GPP TR 38.901: "Study on channel model for frequencies from 0.5 to 100 GHz"
[21]	3GPP TS 38.101-1: " NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone"
[22]	3GPP TS 36.104: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception"
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[bookmark: _Toc13084430]6.5.3.5	Test requirements
The EVM of each NR carrier for different modulation schemes on PDSCH shall be less than the limits in table 6.5.3.5-1.
Table 6.5.3.5-1 EVM requirements for BS type 1-C and BS type 1-H
	Modulation scheme for PDSCH
	Required EVM (%)

	QPSK
	18.5 %

	16QAM
	13.5 %

	64QAM
	9 %

	256QAM
	4.5 %



EVM shall be evaluated for each NR carrier over all allocated resource blocks and downlink slots. Different modulation schemes listed in table 6.5.3.5-1 shall be considered for rank 1.
For all bandwidths, the EVM measurement shall be performed for each NR carrier over all allocated resource blocks and downlink slots within 10 ms measurement periods. The boundaries of the EVM measurement periods need not be aligned with radio frame boundaries.
Table 6.5.3.5-2, 6.5.3.5-3, 6.5.3.5-4 below specify the EVM window length (W) for normal CP for BS type 1-C and BS type 1-H.
Table 6.5.3.5-2 EVM window length for normal CP for NR, FR1, 15 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length for symbols 1‑6 and 8-13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑6 and 8-13 (%)
(Note)

	5
	512
	36
	14
	40

	10
	1024
	72
	28
	40

	15
	1536
	108
	44
	40

	20
	2048
	144
	58
	40

	25
	2048
	144
	72
	50

	30
	3072
	216
	108
	50

	40
	4096
	288
	144
	50

	50
	4096
	288
	144
	50

	NoteNOTE:	These percentages are informative and apply to a slot’s symbols 1 to 6 and 8 to 13. Symbols 0 and 7 have a longer CP and therefore a lower percentage.



Table 6.5.3.5-3 EVM window length for normal CP for NR, FR1, 30 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length for symbols 1‑13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑13 (%)
(Note)

	5
	256
	18
	8
	40

	10
	512
	36
	14
	40

	15
	768
	54
	22
	40

	20
	1024
	72
	28
	40

	25
	1024
	72
	36
	50

	30
	1536
	108
	54
	50

	40
	2048
	144
	72
	50

	50
	2048
	144
	72
	50

	60
	3072
	216
	130
	60

	70
	3072
	216
	130
	60

	80
	4096
	288
	172
	60

	90
	4096
	288
	172
	60

	100
	4096
	288
	172
	60

	NoteNOTE:	These percentages are informative and apply to a slot’s symbols 1 through 13. Symbol 0 has a longer CP and therefore a lower percentage.



Table 6.5.3.5-4 EVM window length for normal CP for NR, FR1, 60 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length in FFT samples
	EVM window length W
	Ratio of W to total CP length (%)
(Note)

	10
	256
	18
	8
	40

	15
	384
	27
	11
	40

	20
	512
	36
	14
	40

	25
	512
	36
	18
	50

	30
	768
	54
	26
	50

	40
	1024
	72
	36
	50

	50
	1024
	72
	36
	50

	60
	1536
	108
	64
	60

	70
	1536
	108
	64
	60

	80
	2048
	144
	86
	60

	90
	2048
	144
	86
	60

	100
	2048
	144
	86
	60

	NoteNOTE:	These percentages are informative and apply to all OFDM symbols within subframe except for symbol 0 of slot 0 and slot 2. Symbol 0 of slot 0 and slot 2 has a longer CP and therefore a lower percentage.
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[bookmark: _Toc13084457]6.6.3.5.1	General requirements
The ACLR requirements in subclause 6.6.3.5.2 shall apply as described in subclauses 6.6.3.5.3 or 6.6.3.5.4.
[bookmark: _Toc13084458]6.6.3.5.2	Limits and basic limits
The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below.
For operation in paired and unpaired spectrum, the ACLR shall be higher than the value specified in table 6.6.3.5.2‑1.
Table 6.6.3.5.2-1: Base station ACLR limit
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	44.2 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	44.2 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	44.2 dB (NOTENote 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	44.2 dB (NOTENote 3)

	25, 30, 40, 50, 60, 70, 80, 90, 100
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	43.8 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	43.8 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	43.8 dB (NOTENote 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	43.8 dB (NOTENote 3)

	NOTE 1:	BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the lowest/highest NR carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.
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[bookmark: _Toc13084493]6.6.5.5.1.3	Additional spurious emissions requirements
These requirements may be applied for the protection of system operating in frequency ranges other than the BS downlink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the BS, or they may be set by local or regional regulation as a mandatory requirement for an NR operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in subclause 4.4.
Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM, CDMA, UTRA, E-UTRA, NR, etc.) as listed below.
The power of any spurious emission shall not exceed the basic limits of table 6.6.5.5.1.3-1 for a BS where requirements for co-existence with the system listed in the first column apply. For a multi-band connector, the exclusions and conditions in the Note column of table 6.6.5.5.1.3-1 apply for each supported operating band.
Table 6.6.5.5.1.3-1: BS spurious emissions limits for BS for co-existence with systems operating in other frequency bands
	System type for NR to co-exist with
	Frequency range for co-existence requirement
	Basic limit
	Measurement bandwidth
	Note

	GSM900

	921 – 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to BS operating in band n8

	
	876 – 915 MHz
	-61 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to BS operating in band n8, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	DCS1800

	1805 – 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to BS operating in band n3. 

	
	1710 – 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to BS operating in band n3, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	PCS1900
	1930 – 1990 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to BS operating in band n2, n25 or band n70.

	
	1850 – 1910 MHz

	-61 dBm
	100 kHz
	This requirement does not apply to BS operating in band n2 or n25 since it is already covered by the requirement in subclause 6.6.5.5.1.2.  

	GSM850 or CDMA850
	869 – 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to BS operating in band n5. 

	
	824 – 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to BS operating in band n5, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	UTRA FDD Band I or
E-UTRA Band 1 or NR Band n1
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n1

	
	1920 – 1980 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n1, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	UTRA FDD Band II or
E-UTRA Band 2 or NR Band n2
	1930 – 1990 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2 or n70.

	
	1850 – 1910 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	UTRA FDD Band III or
E-UTRA Band 3 or NR Band n3
	1805 – 1880 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3.

	
	1710 – 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3, since it is already covered by the requirement in subclause 6.6.5.5.1.2. 

	UTRA FDD Band IV or
E-UTRA Band 4
	2110 – 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66

	
	1710 – 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	UTRA FDD Band V or
E-UTRA Band 5 or NR Band n5
	869 – 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n5. 

	
	824 – 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n5, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	UTRA FDD Band VI, XIX or
E-UTRA Band 6, 18, 19
	860 – 890 MHz 
	-52 dBm
	1 MHz
	

	
	815 – 830 MHz 
	-49 dBm
	1 MHz
	

	
	830 – 845 MHz
	-49 dBm
	1 MHz
	

	
UTRA FDD Band VII or
E-UTRA Band 7 or NR Band n7
	2620 – 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n7.

	
	2500 – 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n7, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	
UTRA FDD Band VIII or
E-UTRA Band 8 or NR Band n8
	925 – 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n8.

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n8, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	
UTRA FDD Band IX or
E-UTRA Band 9
	1844.9 – 1879.9 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3.

	
	1749.9 – 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	UTRA FDD Band X or
E-UTRA Band 10
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66

	
	1710 – 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	UTRA FDD Band XI or XXI or
E-UTRA Band 11 or 21
	1475.9 – 1510.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n74 or n75.

	
	1427.9 – 1447.9 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n74, n75 or n76.

	
	1447.9 – 1462.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n74 or n75.

	UTRA FDD Band XII or
E-UTRA Band 12 or NR Band n12
	729 – 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n12.

	
	699 – 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n12, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	UTRA FDD Band XIII or
E-UTRA Band 13
	746 – 756 MHz
	-52 dBm
	1 MHz
	

	
	777 – 787 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XIV or
E-UTRA Band 14
	758 – 768 MHz
	-52 dBm
	1 MHz
	

	
	788 – 798 MHz
	-49 dBm
	1 MHz
	

	 E-UTRA Band 17
	734 – 746 MHz
	-52 dBm
	1 MHz
	

	
	704 – 716 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XX or E-UTRA Band 20 or NR Band n20
	791 – 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20 or n28.

	
	832 – 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n77 or n78.

	
	3410 – 3490 MHz
	-49 dBm
	1 MHz
	This is not applicable to BS operating in Band n77 or n78.

	E-UTRA Band 24
	1525 – 1559 MHz
	-52 dBm
	1 MHz
	

	
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XXV or
E-UTRA Band 25 or NR band n25
	1930 – 1995 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2, n25 or n70.

	
	1850 – 1915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n25 since it is already covered by the requirement in subclause 6.6.5.5.1.2. For BS operating in Band n2, it applies for 1910 MHz to 1915 MHz, while the rest is covered in subclause 6.6.5.5.1.2.

	UTRA FDD Band XXVI or
E-UTRA Band 26
	859 – 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n5. 

	
	814 – 849 MHz
	-49 dBm
	1 MHz
	For BS operating in Band n5, it applies for 814 MHz to 824 MHz, while the rest is covered in subclause 6.6.5.5.1.2.

	E-UTRA Band 27
	852 – 869 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n5.

	
	807 – 824 MHz
	-49 dBm
	1 MHz
	This requirement also applies to BS operating in Band n28, starting 4 MHz above the Band n28 downlink operating band (Note 5).

	E-UTRA Band 28 or NR Band n28
	758 – 803 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20 or n28.

	
	703 – 748 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n28, since it is already covered by the requirement in subclause 6.6.5.5.1.2. 

	E-UTRA Band 29
	717 – 728 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 30
	2350 – 2360 MHz
	-52 dBm
	1 MHz
	

	
	2305 – 2315 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 31
	462.5 -467.5 MHz
	-52 dBm
	1 MHz
	

	
	452.5 -457.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD band XXXII or E-UTRA band 32
	1452 – 1496 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n74 or n75.

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz

	-52 dBm
	1 MHz
	

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 – 2025 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n34.

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-52 dBm
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n2 or n25.

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band d) or E-UTRA Band 38 or NR Band n38
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n38. 

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 – 1920MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n39.

	UTRA TDD Band e) or E-UTRA Band 40 or NR Band n40
	2300 – 2400MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n40.

	E-UTRA Band 41 or NR Band n41
	2496 – 2690 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band n41.

	E-UTRA Band 42
	3400 – 3600 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band n77 or n78.

	E-UTRA Band 43
	3600 – 3800 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band n77 or n78.

	E-UTRA Band 44
	703 – 803 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band n28.

	E-UTRA Band 45
	1447 – 1467 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 46
	5150 – 5925 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 47
	5855 – 5925 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 48 
	3550 – 3700 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n77 and n78.

	E-UTRA Band 50 or NR band n50
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n74, n75 or n76.

	E-UTRA Band 51 or NR Band n51
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n75 or n76.

	E-UTRA Band 65
	2110 – 2200 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n1 

	
	1920 – 2010 MHz
	-49 dBm
	1 MHz
	For BS operating in Band n1, it applies for 1980 MHz to 2010 MHz, while the rest is covered in subclause 6.6.5.5.1.2.

	E-UTRA Band 66 or NR Band n66
	2110 – 2200 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66.

	
	1710 – 1780 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	E-UTRA Band 67
	738 – 758 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n28.

	E-UTRA Band 68
	753 -783 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n28.

	
	698-728 MHz
	-49 dBm
	1 MHz
	For BS operating in Band n28, this requirement applies between 698 MHz and 703 MHz, while the rest is covered in subclause 6.6.5.5.1.2.

	E-UTRA Band 69
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n38.

	E-UTRA Band 70 or NR Band n70
	1995 – 2020 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2, n25 or n70

	
	1695 – 1710 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n70, since it is already covered by the requirement in subclause 66.6.5.5.1.2.

	E-UTRA Band 71 or NR Band n71
	617 – 652 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n71

	
	663 – 698 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n71, since it is already covered by the requirement in subclause 6.6.5.5.1.2.

	E-UTRA Band 72
	461 – 466 MHz
	-52 dBm
	1 MHz
	

	
	451 – 456 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 74 or NR Band n74
	1475 – 1518 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n75 or n75.

	
	1427 – 1470 MHz
	-49 dBm
	1MHz
	This requirement does not apply to BS operating in Band n50, n51, n74, n75 or n76.

	E-UTRA Band 75 or NR Band n75
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n74, n75 or n76.

	E-UTRA Band 76 or NR Band n76
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n75 or n76.

	NR Band n77
	3.3 – 4.2 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n77 or n78

	NR Band n78
	3.3 – 3.8 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n77 or n78

	NR Band n79
	4.4 – 5.0 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n79

	NR Band n80
	1710 – 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3, since it is already covered by the requirement in subclause 6.6.5.2.2.

	NR Band n81
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n8, since it is already covered by the requirement in subclause 6.6.5.2.2.

	NR Band n82
	832 – 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20, since it is already covered by the requirement in subclause 6.6.5.2.2.

	NR Band n83
	703 – 748 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n28, since it is already covered by the requirement in subclause 6.6.5.2.2. 

	NR Band n84
	1920 – 1980 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n1, since it is already covered by the requirement in subclause 6.6.5.2.2.

	E-UTRA Band 85
	728 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n12.

	
	698 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n12, since it is already covered by the requirement in subclause 6.6.5.2.2.

	NR Band n86
	1710 – 1780 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66, since it is already covered by the requirement in subclause 6.6.5.2.2.



[bookmark: _Hlk497677260]NOTE 1:	As defined in the scope for spurious emissions in this subclause, except for the cases where the noted requirements apply to a BS operating in Band n28, the co-existence requirements in table 6.6.5.5.1.3-1do not apply for the ΔfOBUE frequency range immediately outside the downlink operating band (see TS 38.104 [2], table 5.2-1). Emission limits for this excluded frequency range may be covered by local or regional requirements.
NOTE 2:	Table 6.6.5.5.1.3-1 assumes that two operating bands, where the frequency ranges in TS 38.104 [2], table 5.2-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.
NOTE 3:	TDD base stations deployed in the same geographical area, that are synchronized and use the same or adjacent operating bands can transmit without additional co-existence requirements. For unsynchronized base stations, special co-existence requirements may apply that are not covered by the 3GPP specifications.
NOTE 4:	For Band n28 BS, specific solutions may be required to fulfil the spurious emissions limits for BS for co-existence with E-UTRA Band 27 UL operating band.
The following requirement may be applied for the protection of PHS. This requirement is also applicable at specified frequencies falling between ΔfOBUE below the lowest BS transmitter frequency of the downlink operating band and ΔfOBUE above the highest BS transmitter frequency of the downlink operating band. ΔfOBUE is defined in subclause 6.6.1.
The basic limits for this requirement is:
Table 6.6.5.5.1.3-2: BS spurious emissions basic limits for BS for co-existence with PHS
	Frequency range
	Basic limit
	Measurement bandwidth
	Note

	1884.5 – 1915.7 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in 1884.5 - 1915.7 MHz 



[bookmark: _Hlk12483995]Table 6.6.5.5.1.3-3: Void
In certain regions, the following requirement may apply to BS operating in Band n50 and n75 within 1432-1452 MHz, and in Band n51 and Band n76. The basic limits are specified in table 6.6.5.5.1.3-4. This requirement is also applicable at the frequency range from ΔfOBUE below the lowest frequency of the BS downlink operating band up to ΔfOBUE above the highest frequency of the BS downlink operating band.
Table 6.6.5.5.1.3-4: Additional operating band unwanted emission basic limits for BS operating in Band n50 and n75 within 1432-1452 MHz, and in Band 51 and 76
	Filter centre frequency, filter
	Basic limit
	Measurement bandwidth

	Ffilter = 1413.5 MHz
	-42 dBm
	27 MHz



In certain regions, the following requirement may apply to BS operating in NR Band n50 within 1492-1517 MHz. The maximum level of emissions, measured on centre frequencies Ffilter with filter bandwidth according to table 6.6.5.5.1.3-5, shall be defined according to the basic limits PEM,n50,a and PEM,B50,b declared by the manufacturer.
Table 6.6.5.5.1.3-5: Operating band n50, n74 and n75 declared emission above 1518 MHz
	Filter centre frequency, Ffilter
	Declared emission basic limit (dBm)
	Measurement bandwidth

	1518.5 MHz ≤ Ffilter ≤ 1519.5 MHz
	PEM, n50,a
	1 MHz

	1520.5 MHz ≤ Ffilter ≤ 1558.5 MHz
	PEM,n50,b
	1 MHz



NOTE:	The regional requirement, included in ECC/DEC/(17)06 [14], is defined in terms of EIRP, which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the base station needed to verify compliance with the regional requirement. The assessment of the EIRP level is described in TS 38.104 [2] annex E.
[bookmark: _Toc13084494]6.6.5.5.1.4	Co-location with other base stations
These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD, E-UTRA and/or NR BS are co-located with a BS.
The requirements assume a 30 dB coupling loss between transmitter and receiver and are based on co-location with base stations of the same class.
The basic limits are in table 6.6.5.5.1.4-1 for a BS where requirements for co-location with a BS type listed in the first column apply, depending on the declared BS class (D.2). For a multi-band connector, the exclusions and conditions in the Note column of table 6.6.5.5.1.4-1 shall apply for each supported operating band.
Table 6.6.5.5.1.4-1: BS spurious emissions basic limits for BS co-located with another BS
	Type of co-located BS
	Frequency range for co-location requirement
	Basic limit
	Measurement bandwidth
	Note

	
	
	WA BS
	MR BS
	LA BS
	
	

	GSM900
	876-915 MHz
	-98 dBm
	-91 dBm
	-70 dBm
	100 kHz
	

	DCS1800
	1710 – 1785 MHz
	-98 dBm
	-91 dBm
	-80 dBm
	100 kHz
	

	PCS1900
	1850 – 1910 MHz
	-98 dBm
	-91 dBm
	-80 dBm
	100 kHz
	

	GSM850 or CDMA850
	824 – 849 MHz
	-98 dBm
	-91 dBm
	-70 dBm
	100 kHz
	

	UTRA FDD Band I or E-UTRA Band 1 or NR Band n1
	1920 – 1980 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band II or E-UTRA Band 2 or NR Band n2
	1850 – 1910 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band III or E-UTRA Band 3 or NR Band n3
	1710 – 1785 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band IV or E-UTRA Band 4
	1710 – 1755 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band V or E-UTRA Band 5 or NR Band n5
	824 – 849 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 – 845 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VII or E-UTRA Band 7 or NR Band n7
	2500 – 2570 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VIII or E-UTRA Band 8 or NR Band n8
	880 – 915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band IX or E-UTRA Band 9
	1749.9 – 1784.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band X or E-UTRA Band 10
	1710 – 1770 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XI or E-UTRA Band 11
	1427.9 –1447.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n50, n74 or n75

	UTRA FDD Band XII or
E-UTRA Band 12 or NR Band n12
	699 – 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XIII or
E-UTRA Band 13
	777 – 787 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XIV or
E-UTRA Band 14
	788 – 798 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 17
	704 – 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 18
	815 – 830 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XX or E-UTRA Band 20 or NR Band n20
	832 – 862 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n50, n74 or n75

	UTRA FDD Band XXII or E-UTRA Band 22
	3410 – 3490 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n77 or n78

	E-UTRA Band 23
	2000 – 2020 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 24
	1626.5 – 1660.5 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXV or
E-UTRA Band 25 or NR Band n25
	1850 – 1915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXVI or
E-UTRA Band 26
	814 – 849 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 27
	807 – 824 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 28 or NR Band n28
	703 – 748 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 30
	2305 – 2315 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 31
	452.5 -457.5 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 – 2025 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n34

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n2 or band n25

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band d) or E-UTRA Band 38 or NR Band n38
	2570 – 2620 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n38.

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 – 1920MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n39

	UTRA TDD Band e) or E-UTRA Band 40 or NR Band n40
	2300 – 2400MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n40.

	E-UTRA Band 41 or NR Band n41
	2496 – 2690 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n41

	E-UTRA Band 42
	3400 – 3600 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n77 or n78

	E-UTRA Band 43
	3600 – 3800 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n77 or n78

	E-UTRA Band 44
	703 – 803 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n28

	E-UTRA Band 45
	1447 – 1467 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 46
	5150 – 5925 MHz
	N/A
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 48 
	3550 – 3700 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n77 or n78

	E-UTRA Band 50 or NR band n50
	1432 – 1517 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n50, n74or n75

	E-UTRA Band 51 or NR Band n51
	1427 – 1432 MHz
	N/A
	N/A
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n50, n74, n75 or n76

	E-UTRA Band 65
	1920 – 2010 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 66 or NR Band n66
	1710 – 1780 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 68
	698 – 728 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 70 or NR Band n70
	1695 – 1710 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 71 or NR Band n71
	663 – 698 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 72
	451 – 456 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 74 or NR Band n74
	1427 – 1470 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n50 and n51

	NR Band n77
	3.3 – 4.2 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n77 or n78

	NR Band n78
	3.3 – 3.8 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n77 or n78

	NR Band n79
	4.4 – 5.0 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n80
	1710 – 1785 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n81
	880 – 915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n82
	832 – 862 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n83
	703 – 748 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n84
	1920 – 1980 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 85
	698 - 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n86
	1710 – 1780 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	


NOTE 1:	As defined in the scope for spurious emissions in this subclause, the co-location requirements in table 6.6.5.5.1.4-1 do not apply for the frequency range extending ΔfOBUE immediately outside the BS transmit frequency range of a downlink operating band (see TS 38.104 [2] table 5.2-1). The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [15].
NOTE 2:	Table 6.6.5.5.1.4-1 assumes that two operating bands, where the corresponding BS transmit and receive frequency ranges in TS 38.104 [2] table 5.2-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.
NOTE 3:	Co-located TDD base stations that are synchronized and using the same or adjacent operating band can transmit without special co-locations requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.
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[bookmark: _Toc13084539]7.4.1.5	Test requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For BS, the wanted and the interfering signal coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector are specified in table 7.4.1.5-1 and the frequency offset between the wanted and interfering signal in table 7.4.1.5-2 for ACS. The reference measurement channel for the wanted signal is identified in table 7.2.5-1, 7.2.5-2 and 7.2.5-3 for each channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E.
The ACS requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base station RF Bandwidth edges or Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum within any operating band, the ACS requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the NR interfering signal in table 7.4.1.5-2. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the ACS requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 7.4.1.5‑2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap
Conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
Table 7.4.1.5-1: Base station ACS requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	5, 10, 15, 20, 
25, 30, 40, 50, 60, 70, 80, 90, 100 
(Note 1)
	PREFSENS + 6 dB
	Wide Area: -52
Medium Range: -47
Local Area: -44

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that bandwidth.
NOTE 2:	PREFSENS depends on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3.



Table 7.4.1.5-2: Base Station ACS interferer frequency offset values
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5
	±2.5025
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 25 RBs

	10
	±2.5075
	

	15
	±2.5125
	

	20
	±2.5025
	

	25
	±9.4675
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	30
	±9.4725
	

	40
	±9.4675
	

	50
	±9.4625
	

	60
	±9.4725
	

	70
	±9.4675
	

	80
	±9.4625
	

	90
	±9.4725
	

	100
	±9.4675
	



<< Next of change >>
[bookmark: _Toc13084548]7.4.2.5	Test requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1‑H TAB connector using the parameters in tables 7.4.2.5-1, 7.4.2.5-2 and 7.4.2.5-3 for general blocking and narrowband blocking requirements. The reference measurement channel for the wanted signal is identified in subclause 7.2.5 for each channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E.
The in-band blocking requirements apply outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For BS type 1-C and BS type 1-H, the in-band blocking requirement applies from FUL_low - ΔfOOB to FUL_high + ΔfOOB, excluding the downlink frequency range of the operating band. The ΔfOOB for BS type 1-C and BS type 1-H is defined in table 7.4.2.5-0.
Minimum conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
Table 7.4.2.5-0: ΔfOOB offset for NR operating bands
	BS type
	Operating band characteristics
	ΔfOOB (MHz)

	BS type 1-C
	FUL_high – FUL_low ≤ 200 MHz
	20

	
	200 MHz < FUL_high – FUL_low ≤ 900 MHz
	60

	BS type 1-H
	FUL_high – FUL_low < 100 MHz
	20

	
	100 MHz ≤ FUL_high – FUL_low ≤ 900 MHz 
	60



For a BS operating in non-contiguous spectrum within any operating band, the in-band blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in table 7.4.2.5-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the blocking requirements apply in the in-band blocking frequency ranges for each supported operating band. The requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as twice the interfering signal minimum offset in table 7.4.2.5-1.
For a BS operating in non-contiguous spectrum within any operating band, the narrowband blocking requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the channel bandwidth of the NR interfering signal in table 7.4.2.5-3. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the narrowband blocking requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 7.4.2.5-3. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.4.2.5-1: Base station general blocking requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Interfering signal centre frequency minimum offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5, 10, 15, 20
	PREFSENS + 6 dB
	Wide Area: -43
Medium Range: -38
Local Area: -35
	±7.5
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 25 RBs

	25, 30, 40, 50, 60, 70, 80, 90, 100
	PREFSENS + 6 dB
	Wide Area: -43
Medium Range: -38
Local Area: -35
	±30
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	NOTE:	PREFSENS depends on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3.



Table 7.4.2.5-2: Base station narrowband blocking requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
(Note 1)
	PREFSENS + 6 dB
	Wide Area: -49
Medium Range: -44
Local Area: -41

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that BS channel bandwidth
NOTE 2:	PREFSENS depends on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3.
NOTE 3:	7.5 kHz shift is not applied to the wanted signal.



Table 7.4.2.5-3: Base station narrowband blocking interferer frequency offsets
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz)
(Note 2)
	Type of interfering signal

	5
	±([350]+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB

	10
	±([355]+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	15
	±([360]+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	20
	±([350]+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	25
	±([565]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB

	30
	±([570]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	40
	±([565]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	50
	±([560]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	60
	±([570]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	70
	±([565]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	80
	±([560]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	90
	±([570]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	100
	±([565]+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap.
NOTE 2:	The centre of the interfering RB refers to the frequency location between the two central subcarriers.
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[bookmark: _Toc13084556]7.5.5	Test requirements
[bookmark: _Toc13084557]7.5.5.1	General requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1-H TAB connector using the parameters in table 7.5.5.1-1. The reference measurement channel for the wanted signal is identified in subclause 7.2.2 for each channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E.
For BS type 1-C and BS type 1-H the out-of-band blocking requirement apply from 1 MHz to FUL_low - ΔfOOB and from FUL_high + ΔfOOB up to 12750 MHz, including the downlink frequency range of the FDD operating band for BS supporting FDD. The ΔfOOB for or BS type 1-C and BS type 1-H is defined in table 7.4.2.5-0.
Minimum conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
[For a BS capable of multi-band operation, the requirement in the out-of-band blocking frequency ranges apply for each operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands according to subclause 7.4.2.5 shall be excluded from the out-of-band blocking requirement.]
Table 7.5.5.1-1: Out-of-band blocking performance requirement 
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	PREFSENS +6 dB
(Note)
	-15 
	CW carrier 

	NOTE:	PREFSENS depends on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3.



[bookmark: _Toc13084558]7.5.5.2	Co-location requirements
This additional blocking requirement may be applied for the protection of NR BS receivers when GSM, CDMA, UTRA, E-UTRA BS or NR BS operating in a different frequency band are co-located with a NR BS. The requirement is applicable to all channel bandwidths supported by the NR BS.
The requirements in this clause assume a 30 dB coupling loss between interfering transmitter and NR BS receiver and are based on co-location with base stations of the same class.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS antenna input using the parameters in table 7.5.5.2-1 for all the BS classes. The reference measurement channel for the wanted signal is identified in tables 7.2.5-1, 7.2.5-2 and 7.2.5-3 for each channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E.
 For BS type 1-C and BS type 1-H blocking requirement for co-location with BS in other bands is applied for all operating bands for which co-location protection is provided.
Minimum conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
Table 7.5.5.2-1: Blocking performance requirement for NR BS when co-located with BS in other frequency bands.
	Frequency range of interfering signal
	Wanted signal mean power for WA BS (dBm)
	Interfering signal mean power for WA BS (dBm)
	Interfering signal mean power for MR BS (dBm)
	Interfering signal mean power for LA BS (dBm)
	Type of interfering signal

	Frequency range of co-located downlink operating band
	PREFSENS +6dB
(Note 1)
	+16
	+8
	x (Note 2)
	CW carrier

	NOTE 1:	PREFSENS depends on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3.
NOTE 2:	x = -7 dBm for NR BS co-located with Pico GSM850 or Pico CDMA850
x = -4 dBm for NR BS co-located with Pico DCS1800 or Pico PCS1900
x = -6 dBm for NR BS co-located with UTRA bands or E-UTRA bands or NR bands
NOTE 3:	The requirement does not apply when the interfering signal falls within any of the supported uplink operating band(s) or in ΔfOOB immediately outside any of the supported uplink operating band(s).
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[bookmark: _Toc13084577]7.7.5	Test requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector, with the conditions specified in tables 7.7.5-1 and 7.7.5-2 for intermodulation performance and in tables 7.7.5-3, and 7.7.5-4 for narrowband intermodulation performance. The reference measurement channel for the wanted signal is identified in tables 7.2.5-1 to 7.2.5-3 for each channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E.
The subcarrier spacing for the modulated interfering signal shall in general be the same as the subcarrier spacing for the wanted signal, except for the case of wanted signal subcarrier spacing 60 kHz and BS channel bandwidth <=20MHz, for which the subcarrier spacing of the interfering signal should be 30 kHz.
The receiver intermodulation requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth edges. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum within any operating band, the narrowband intermodulation requirement applies in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the NR interfering signal in table 7.7.5-2 or 7.7.5-4. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
[For a multi-band connectors, the intermodulation requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least twice as wide as the NR interfering signal centre frequency offset from the Base Station RF Bandwidth edge.]
[For a multi-band connectors, the narrowband intermodulation requirement applies in addition inside any Inter RF Bandwidth gap in case the gap size is at least as wide as the NR interfering signal in tables 7.7.5-2 and 7.7.5-4. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.]
Table 7.7.5-1: General intermodulation requirement
	Base Station type
	Wanted Signal mean power (dBm)
	Mean power of interfering signals (dBm)
	Type of interfering signal

	Wide Area BS
	PREFSENS + 6 dB 
	-52
	See table 7.7.5-2

	Medium Range BS
	PREFSENS + 6 dB 
	-47
	

	Local Area BS
	PREFSENS + 6 dB 
	-44
	

	NOTE:	PREFSENS depends on the BS class and on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3. 



Table 7.7.5-2: Interfering signals for intermodulation requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge (MHz)
	Type of interfering signal

	5
	±7.5
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, (Note 1)

	10
	±7.45
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, (Note 1)

	15
	±7.43
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, (Note 1)

	20
	±7.38
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, (Note 1)

	25
	±7.45
	CW

	
	±25
	20MHz DFT-s-OFDM NR signal, (Note 2)

	30
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	40
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	50
	±7.35
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	60
	±7.49
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	70
	±7.42
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	80
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	[bookmark: _Hlk515811830]90
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	100
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	NOTE 1: For the 15 kHz subcarrier spacing, the number of RB is 25. For the 30 kHz subcarrier spacing, the number of RB is 10.
NOTE 2: For the 15 kHz subcarrier spacing, the number of RB is 100. For the 30 kHz subcarrier spacing, the number of RB is 50. For the 60 kHz subcarrier spacing, the number of RB is 24.



Table 7.7.5-3: Narrowband intermodulation performance requirement in FR1
	BS type
	Wanted signal mean power (dBm)
(NOTE)
	Interfering signal mean power (dBm)
	Type of interfering signal

	Wide Area BS
	PREFSENS + 6 dB
	-52
	See table 7.7.5-4

	Medium Range BS
	PREFSENS + 6 dB
	-47
	

	Local Area BS
	PREFSENS + 6 dB
	-44
	

	NOTE:	PREFSENS depends on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3.
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[bookmark: _Toc13084585]7.8.5	Test requirements
For BS type 1-C and BS type 1-H, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.8.5-1 for Wide Area BS, in table 7.8.5-2 for Medium Range BS and in table 7.8.5-3 for Local Area BS. The characteristics of the interfering signal is further specified in annex E.
Table 7.8.5-1: Wide Area BS in-channel selectivity
	NR channel bandwidth (MHz)
	Subcarrier spacing
(kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz
	
	

	5
	15
	G-FR1-A1-7
	-99.2
	-98.8
	-98.5
	-81.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 10 RBs

	10, 15, 20, 25, 30
	15
	G-FR1-A1-1
	-97.3
	-96.9
	-96.6
	-77.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 25 RBs

	40, 50
	15
	G-FR1-A1-4
	-90.9
	-90.5
	-90.2
	-71.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	5
	30
	G-FR1-A1-8
	-99.9
	-99.5
	-99.2
	-81.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 5 RBs

	10, 15, 20, 25, 30
	30
	G-FR1-A1-2
	-97.4
	-97
	-96.7
	-78.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 10 RBs

	40, 50, 60, 70, 80, 90, 100
	30
	G-FR1-A1-5
	-91.2
	-90.8
	-90.5
	-71.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 50 RBs

	10, 15, 20, 25, 30
	60
	G-FR1-A1-9
	-96.8
	-96.4
	-96.1
	-78.4
	DFT-s-OFDM NR signal, 60 kHz SCS, 5 RBs

	40, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6
	-91.3
	-90.9
	-90.6
	-71.6
	DFT-s-OFDM NR signal, 60 kHz SCS, 24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.



Table 7.8.5-2: Medium Range BS in-channel selectivity
	NR channel bandwidth (MHz)
	Subcarrier spacing
(kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz
	
	

	5
	15
	G-FR1-A1-7
	-94.2
	-93.8
	-93.5
	-76.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 10 RBs

	10, 15, 20, 25, 30
	15
	G-FR1-A1-1
	-92.3
	-91.9
	-91.6
	-72.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 25 RBs

	40, 50
	15
	G-FR1-A1-4
	-85.9
	-85.5
	-85.2
	-66.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	5
	30
	G-FR1-A1-8
	-94.9
	-94.5
	-94.2
	-76.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 5 RBs

	10, 15, 20, 25, 30
	30
	G-FR1-A1-2
	-92.4
	-92
	-91.7
	-73.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 10 RBs

	40, 50, 60, 70, 80, 90, 100
	30
	G-FR1-A1-5
	-86.2
	-85.8
	-85.5
	-66.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 50 RBs

	10, 15, 20, 25, 30
	60
	G-FR1-A1-9
	-91.8
	-91.4
	-91.1
	-73.4
	DFT-s-OFDM NR signal, 60 kHz SCS, 5 RBs

	40, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6
	-86.3
	-85.9
	-85.6
	-66.6
	DFT-s-OFDM NR signal, 60 kHz SCS, 24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.



Table 7.8.5-3: Local area BS in-channel selectivity
	NR channel bandwidth (MHz)
	Subcarrier spacing
(kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signal

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz
	
	

	5
	15
	G-FR1-A1-7
	-91.2
	-90.8
	-90.5
	-73.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 10 RBs

	10, 15, 20, 25, 30
	15
	G-FR1-A1-1
	-89.3
	-88.9
	-88.6
	-69.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 25 RB

	40, 50
	15
	G-FR1-A1-4
	-82.9
	-82.5
	-82.2
	-63.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	5
	30
	G-FR1-A1-8
	-91.9
	-91.5
	-91.2
	-73.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 5 RBs

	10, 15, 20, 25, 30
	30
	G-FR1-A1-2
	-89.4
	-89
	-88.7
	-70.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 10 RBs

	40, 50, 60, 70, 80, 90, 100
	30
	G-FR1-A1-5
	-83.2
	-82.8
	-82.5
	-63.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 50 RBs

	10, 15, 20, 25, 30
	60
	G-FR1-A1-9
	-88.8
	-88.4
	-88.1
	-70.4
	DFT-s-OFDM NR signal, 60 kHz SCS, 5 RBs

	40, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6
	-83.3
	-82.9
	-82.6
	-63.6
	DFT-s-OFDM NR signal, 60 kHz SCS, 24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.



<< End of change >>

3GPP
