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	Reason for change:
	In last RAN3 meeting 92bis the draft CR in R4-1912769 relsted to adding QCL applicability in 38.133 was endorsed. 

The CR introduced the term TCI chain which is not clearly defined in the new section and the concept of TCI chain is not defined in RAN1 either. This leads to unclear specification and risk of misaligned specifications between RAN4 and RAN1.

This CR corrects the unclarity introduced by introducing the use of TCI chain wording in 38.133. 

Clarification is done by making referring to QCL chain instead of TCI chain and refer to the already defined QCL rules (and QCL chains) as defined in the RAN1 specification 38.214 section 5.1.5. This also ensures the basic principle that RAN4 specification shall not define or specify what is already defined or specified in antoher specification (here RAN1 38.214)

Additionally, last line is removed as this is already specified in RAN1 and shall not be dublicated in RAN4 specification due to maintanence reasons.
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	Clarification and update to applicability of QCL.
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	It is unclear how to determine two RS-es or one channel and one RS are QCL-ed with each other.
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[bookmark: _Hlk24026175]3.6.7	Applicability of QCL
For the requirements specified in this version of the specification, the total number of associated TCI states for the reception of a reference signal can be at most 4. This applies to reference signals as specificed in TS 38.214, sect 5.1.5, e.g. DMRS of PDCCH, DMRS of PDSCH, CSI-RS for tracking.
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