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1 Introduction
A new WI [1] was approved during RAN#85 meeting, aiming to add wider channel bandwidth in band n28. In this paper, we would like to add UE Tx requirements for 30MHz channel bandwidth in band n28.
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3 Text proposal
----- < Unchanged sections omitted > -----TR 38.888
5.1.2
Tx requirements

5.1.1.1
MPR requirements
5.1.1.2
AMPR requirements
There are two network signalling labels for n28 in current spec. For 30MHz channel bandwidth, as announced by Japanese operators, it is concluded that NS_17 extension is not needed at this stage because allocation of such wider CBWs won't be foreseen in the near future in Japan. 
In China, the TV system has own standard based on 8MHz bandwidth instead of NS_18/NS_17’s 6MHz MBW. Furthermore, Chinese spectrum regulations for 700MHz haven’t been specified at this stage. So NS_17 and NS_18 aren’t applicable to China.
It’s possible for n28 30MHz deployment in EU.
5.1.1.3
MPR/AMPR assumption

The MPR/AMPR simulation assumptions for 30MHz in band n28 are listed below.

· PA calibrated to deliver -30dBc ACLR for a fully allocated QPSK DFT-S-OFDM waveform at 1 dB MPR,
· -28 dBc image and carrier rejection,
· 30 MHz channel bandwidth located at the lowermost channel (703~733) (Center frequency is 718 MHz.)
CIM3: 60 dBc
< End of change >
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