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1	Introduction
In this contribution we provide simulation results on A-MPR for n1 25 MHz co-existence.
2	Discussion
Simulation assumptions

· CIM3: 60 dBc.
· IQ image: 28 dB.
· LO leakage: 28 dBc.
· PA calibration point was 20 MHz, 15 kHz, QPSK, DFT-S-OFDM, 100 RB at lower channel edge with 1 dB MPR
· Filter rejection for B34 protection: 11 dB.
· Channel bandwidth: 
· 25 MHz located at the 1932.5 MHz (Centre frequency)


1st NS to protect bands 39 and 34
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Simulation results are shown in the following Figures 
Figure 2-1: A-MPR for 25 MHz CBW DFT-s-OFDM
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Figure 2-2: A-MPR for 25 MHz CBW CP-OFDM) 
Will be provided next meeting
2nd NS to protect bands 33 and 34
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Simulation results are shown in Figure 
Figure 2-1: A-MPR for 25 MHz CBW DFT-s-OFDM
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Figure 2-2: A-MPR for 25 MHz CBW CP-OFDM) 
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3	Conclusions
[bookmark: OLE_LINK3]In this contribution we provide simulation results on protection of band 33/39 and band 34 for channel bandwidth 25 MHz of band n1.
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image5.emf
Protected band  Frequency range  (MHz)  Maximum Level  (dBm)  MBW  (MHz)  NOTE  

E - UTRA band 34  F DL_low  -  F DL_high  - 50  1   

Frequency range  1900  -  1915  - 15.5  5  1, 2  

Frequency range  1915  -  1920  +1.6  5  1, 2  

NOTE 1:      The requirement also applies for the frequency ranges that are less than FOOB  (MHz) in Table 6.6.3.1 - 1 and Table 6.6.3.1A - 1 from the edge of the  channel  bandwidth.   NOTE 2:      For these adjacent bands, the emission limit could imply ri sk of harmful  interference to UE(s) operating in the protected operating band.  

 


image6.png
n1a 25MHz DFT-S-OFDM QPSK

RB,

start

35

25

05




image7.png
Lers

120

100

80

60

n1a 25MHz DFT-S-OFDM 16QAM

s
T T
e
eemaiasemassssmatasmsseasmssissmssenssmesina
e
eesasssscassssemisessisseossRsseas s s e e e e

RB,

start

35

25

05




image8.png
n1a 25MHz DFT-S-OFDM 64QAM

120

RB,

start

35

25




image1.emf
Protected band  Frequency range  (MHz)  Maximum Level  (dBm)  MBW  (MHz)  NOTE  

E - UTRA band 34  F DL_low  -  F DL_high  - 50  1   

Frequency range  1880  -  1895  - 40  1   

Frequency range  1895  -  1915  - 15.5  5  1, 2  

Frequency range  1915  -  1920  +1.6  5  1, 2  

NOTE 1:      The requirement also  applie s for the frequency ranges that are less than FOOB  (MHz) in Table 6.6.3.1 - 1 and Table 6.6.3.1A - 1 from the edge of the channel  bandwidth.   NOTE 2:      For these adjacent bands, the emission limit could imply risk of harmful  interference to UE(s) operatin g in t he protected operating band.  

 


