[bookmark: _Ref399006623][bookmark: _Toc92513360][bookmark: _GoBack]3GPP TSG-RAN WG4 Meeting #93	R4-1914691
Reno, Nevada, USA, 18 November – 22 November 2019

Source:	Ericsson
Title:	TP for TR 37.716-31-11: Removing ∆TIB and ∆RIB values from FR2 combinations
Agenda item:	10.5.3
Document for:	Approval
Background
It has been agreed during Rel-16 to not specify ∆TIB and ∆RIB values in FR2 combinations, this contribution remove them in v080 of TR 37.716-31-11.
Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc523818684][bookmark: _Toc527980834][bookmark: _Toc531771372][bookmark: _Toc19190973][bookmark: _Toc22820145][bookmark: _Toc527980891][bookmark: _Toc527982050]5.2.1.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1-3-18-n257
	1
	0.3

	
	3
	0.3

	
	18
	0.3

	
	n257
	0



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_1-3-18-n257
	1
	0

	
	3
	0

	
	18
	0

	
	n257
	0


---Test omitted---
[bookmark: _Toc523818688][bookmark: _Toc527980838][bookmark: _Toc531771376][bookmark: _Toc19190977][bookmark: _Toc22820149]5.2.2.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1-3-41-n257
	1
	0.5

	
	3
	0.5

	
	41
	0.31/0.82

	
	n257
	0

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:   The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_1-3-41-n257
	1
	0

	
	3
	0

	
	41
	01/0.52

	
	n257
	0

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:   The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


---Test omitted---
[bookmark: _Toc523818692][bookmark: _Toc527980842][bookmark: _Toc531771380][bookmark: _Toc19190981][bookmark: _Toc22820153]5.2.3.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3-41-42-n257
	3
	1

	
	41
	0.31/0.82

	
	42
	0.8

	
	n257
	0

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:   The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_3-41-42-n257
	3
	0.5

	
	41
	01/0.52

	
	42
	0.5

	
	n257
	0

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:   The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


---Test omitted---
[bookmark: _Toc460338151][bookmark: _Toc521068532][bookmark: _Toc527980846][bookmark: _Toc531771384][bookmark: _Toc19190985][bookmark: _Toc22820157]5.2.4.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-3A-5A_n257
	1
	0.3

	
	3
	0.3

	
	5
	0.3

	
	n257
	0



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-3A-5A_n257
	1
	0

	
	3
	0

	
	5
	0

	
	n257
	0


---Test omitted---
[bookmark: _Toc527980850][bookmark: _Toc531771388][bookmark: _Toc19190989][bookmark: _Toc22820161]5.2.5.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-3A-7A_n257
	1
	0.6

	
	3
	0.6

	
	7
	0.6

	
	n257
	0



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-3A-7A_n257
	1
	0

	
	3
	0

	
	7
	0

	
	n257
	0


---Test omitted---
[bookmark: _Toc527980854][bookmark: _Toc531771392][bookmark: _Toc19190993][bookmark: _Toc22820165]5.2.6.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-3A-7A-7A_n257
	1
	0.6

	
	3
	0.6

	
	7
	0.6

	
	n257
	0



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-3A-7A-7A_n257
	1
	0

	
	3
	0

	
	7
	0

	
	n257
	0


---Test omitted---
[bookmark: _Toc527980858][bookmark: _Toc531771396][bookmark: _Toc19190997][bookmark: _Toc22820169]5.2.7.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-5A-7A_n257
	1
	0.5

	
	5
	0.3

	
	7
	0.6

	
	n257
	0



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-5A-7A_n257
	1
	0

	
	5
	0

	
	7
	0

	
	n257
	0


---Test omitted---
[bookmark: _Toc527980862][bookmark: _Toc531771400][bookmark: _Toc19191001][bookmark: _Toc22820173]5.2.8.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-5A-7A-7A_n257
	1
	0.5

	
	5
	0.3

	
	7
	0.6

	
	n257
	0



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-5A-7A-7A_n257
	1
	0

	
	5
	0

	
	7
	0

	
	n257
	0


---Test omitted---
[bookmark: _Toc527980866][bookmark: _Toc531771404][bookmark: _Toc19191005][bookmark: _Toc22820177]5.2.9.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3A-5A-7A_n257
	3
	0.5

	
	5
	0.3

	
	7
	0.5

	
	n257
	0



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3A-5A-7A_n257
	3
	0

	
	5
	0

	
	7
	0

	
	n257
	0


---Test omitted---
[bookmark: _Toc527980870][bookmark: _Toc531771408][bookmark: _Toc19191009][bookmark: _Toc22820181]5.2.10.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3A-5A-7A-7A_n257
	3
	0.5

	
	5
	0.3

	
	7
	0.5

	
	n257
	0



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3A-5A-7A-7A_n257
	3
	0

	
	5
	0

	
	7
	0

	
	n257
	0


---Test omitted---
[bookmark: _Toc527980874][bookmark: _Toc531771412][bookmark: _Toc19191013][bookmark: _Toc22820185]5.2.11.3	∆TIB and ∆RIB values
Table 6.2B.4.2.3.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1-18-42_n257
	1
	0.3

	
	18
	0.3

	
	42
	0.8

	
	n257
	0



Table 7.3B.3.3.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_1-18-42_n257
	1
	0

	
	18
	0

	
	42
	0.5

	
	n257
	0


---Test omitted---
[bookmark: _Toc527980878][bookmark: _Toc531771416][bookmark: _Toc19191017][bookmark: _Toc22820189]5.2.12.3	∆TIB and ∆RIB values
Table 6.2B.4.2.3.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3-18-42_n257
	3
	0.3

	
	18
	0.3

	
	42
	0.8

	
	n257
	0



Table 7.3B.3.3.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_3-18-42_n257
	3
	0

	
	18
	0

	
	42
	0.5

	
	n257
	0


---Test omitted---
[bookmark: _Toc527980882][bookmark: _Toc531771420][bookmark: _Toc19191021][bookmark: _Toc22820193]5.2.13.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1-3-41-n257
	1
	0.5

	
	3
	0.5

	
	41
	0.31/0.82

	
	n257
	0

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:   The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_1-3-41-n257
	1
	0

	
	3
	0

	
	41
	01/0.52

	
	n257
	0

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:   The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


---Test omitted---
[bookmark: _Toc527980886][bookmark: _Toc531771424][bookmark: _Toc19191025][bookmark: _Toc22820197]5.2.14.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1-41-42-n257
	1
	0.5

	
	41
	0.5

	
	42
	0.8

	
	n257
	0



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_1-41-42-n257
	1
	0

	
	41
	0

	
	42
	0.5

	
	n257
	0


---Test omitted---
[bookmark: _Toc527980890][bookmark: _Toc531771428][bookmark: _Toc19191029][bookmark: _Toc22820201]5.2.15.3	∆TIB and ∆RIB values
Table 6.2B.4.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3-41-42-n257
	3
	1

	
	41
	0.31/0.82

	
	42
	0.8

	
	n257
	0

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:   The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_3-41-42-n257
	3
	0.5

	
	41
	01/0.52

	
	42
	0.5

	
	n257
	0

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:   The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


---Test omitted---
[bookmark: _Toc527980894][bookmark: _Toc531771432][bookmark: _Toc19191033][bookmark: _Toc22820205]5.2.16.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-12-30_n260
	2
	0.5

	
	12
	0.3

	
	30
	0.3

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-12-30_n260
	2
	0.4

	
	12
	0

	
	30
	0.5

	
	n260
	0


---Test omitted---
[bookmark: _Toc527980898][bookmark: _Toc531771436][bookmark: _Toc19191037][bookmark: _Toc22820209]5.2.17.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-5-30_n260
	2
	0.5

	
	5
	0.3

	
	30
	0.3

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-5-30_n260
	2
	0.4

	
	5
	0

	
	30
	0.5

	
	n260
	0


---Test omitted---
[bookmark: _Toc527980902][bookmark: _Toc531771440][bookmark: _Toc19191041][bookmark: _Toc22820213]5.2.18.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-12-66_n260
	2
	0.5

	
	12
	0.8

	
	66
	0.5

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-12-66_n260
	2
	0.3

	
	12
	0.5

	
	66
	0.3

	
	n260
	0


---Test omitted---
[bookmark: _Toc527980906][bookmark: _Toc531771444][bookmark: _Toc19191045][bookmark: _Toc22820217]5.2.19.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-5-66_n260
	2
	0.5

	
	5
	0.3

	
	66
	0.5

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-5-66_n260
	2
	0.3

	
	5
	0

	
	66
	0.3

	
	n260
	0


---Test omitted---
[bookmark: _Toc527980910][bookmark: _Toc531771448][bookmark: _Toc19191049][bookmark: _Toc22820221]5.2.20.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_5-30-66_n260
	5
	0.3

	
	30
	0.3

	
	66
	0.5

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_5-30-66_n260
	5
	0

	
	30
	0.5

	
	66
	0.4

	
	n260
	0


---Test omitted---
[bookmark: _Toc527980914][bookmark: _Toc531771452][bookmark: _Toc19191053][bookmark: _Toc22820225]5.2.21.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-30-66_n260
	2
	0.5

	
	30
	0.3

	
	66
	0.5

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-30-66_n260
	2
	0.4

	
	30
	0.5

	
	66
	0.4

	
	n260
	0


[bookmark: _Toc527980918][bookmark: _Toc531771456][bookmark: _Toc19191057][bookmark: _Toc22820229]---Test omitted---
5.2.22.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-29-30_n260
	2
	0.5

	
	30
	0.3

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-29-30_n260
	2
	0.4

	
	30
	0.5

	
	n260
	0


[bookmark: _Toc527980922][bookmark: _Toc531771460][bookmark: _Toc19191061][bookmark: _Toc22820233]---Test omitted---
5.2.23.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_12-30-66_n260
	12
	0.8

	
	30
	0.3

	
	66
	0.5

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_12-30-66_n260
	12
	0.5

	
	30
	0.5

	
	66
	0.4

	
	n260
	0


[bookmark: _Toc19191065][bookmark: _Toc22820237]---Test omitted---
5.2.24.3	∆TIB and ∆RIB values
Table 6.2B.X.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-3A-8A_n257
	1
	0.3

	
	3
	0.3

	
	8
	0.3

	
	n257
	0



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-3A-8A_n257
	1
	0

	
	3
	0

	
	8
	0

	
	n257
	0


[bookmark: _Toc19191069][bookmark: _Toc22820241]---Test omitted---
5.2.25.3	∆TIB and ∆RIB values
Table 6.2B.X.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-3C-8A_n257
	1
	0.3

	
	3
	0.3

	
	8
	0.3

	
	n257
	0



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-3C-8A_n257
	1
	0

	
	3
	0

	
	8
	0

	
	n257
	0


[bookmark: _Toc19191073][bookmark: _Toc22820245]---Test omitted---
5.2.26.3	∆TIB and ∆RIB values
For DC_1A-8A-11A_n257A, the TIB,c and RIB,c values are given in the tables below.
Table 5.2.26.3-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1-8-11_n257
	1
	0.3

	
	8
	0.3

	
	11
	0.4

	
	n257
	0



Table 5.2.26.3-2: ΔRIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_1-8-11_n257
	1
	0

	
	8
	0

	
	11
	0

	
	n257
	0


[bookmark: _Toc19191078][bookmark: _Toc22820250]---Test omitted---
5.2.27.3	∆TIB and ∆RIB values
Table 6.2B.X.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1-3-42_n257
	1
	0.6

	
	3
	0.6

	
	42
	0.8



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1-3-42_n257
	1
	0.2

	
	3
	0.2

	
	42
	0.5


[bookmark: _Toc22820254]---Test omitted---
5.2.28.3	∆TIB and ∆RIB values
Table 6.2B.X.2.4.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-46-66_n261
	2
	0.5

	
	66
	0.5



Table 7.3B.3.4.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-46-66_n261
	2
	0.5

	
	66
	0.5


[bookmark: _Toc22820258]---Test omitted---
5.2.29.3	∆TIB and ∆RIB values
Table 6.2B.4.2.3.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3-28-41_n257
	3
	1

	
	28
	0.5

	
	41
	0.31/0.82

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545 - 2690 MHz.
NOTE 2:	The requirement is applied for UE transmitting on the frequency range of 2496 - 2545 MHz.



Table 7.3B.3.3.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_3-28-41_n257
	3
	0.5

	
	28
	0.2

	
	41
	0.41/0.52

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545 - 2690 MHz.
NOTE 2:	  The requirement is applied for UE transmitting on the frequency range of 2496 - 2545 MHz.


[bookmark: _Toc22820262]---Test omitted---
5.2.30.3	∆TIB and ∆RIB values
Table 6.2B.4.2.3.3-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_28-41-42_n257
	28
	0.5

	
	41
	0.3

	
	42
	0.8



Table 7.3B.3.3.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_28-41-42_n257
	28
	0.2

	
	41
	0.4

	
	42
	0.5
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5.2.31.3	∆TIB and ∆RIB values
For DC_2-13-66_n260 the TIB,c and RIB,c values are given in the tables below.
Table 5.2.31.3-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-13-66_n260
	2
	0.5

	
	13
	0.3

	
	66
	0.5

	
	n260
	0



Table 5.2.31.3-2: ΔRIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-13-66_n260
	2
	0.3

	
	13
	0

	
	66
	0.3

	
	n260
	0


[bookmark: _Toc22820269]---Test omitted---
5.2.32.3	∆TIB and ∆RIB values
For DC_2-13-66_n261 the TIB,c and RIB,c values are given in the tables below.
Table 5.2.32.3-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-13-66_n261
	2
	0.5

	
	13
	0.3

	
	66
	0.5

	
	n261
	0



Table 5.2.32.3-2: ΔRIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-13-66_n261
	2
	0.3

	
	13
	0

	
	66
	0.3

	
	n261
	0


---End of changes---

