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1 Introduction
During TSG-RAN WG4 Meeting #93 meeting, a way forward [1] was approved, in which no objection was raised to introducing a footnote in the channel bandwidth Table 5.3.5-1 (TS 38.101-1) to clarify the restrictions inherent to legacy Band 28 UE RF-Front-end dual duplexer architectures. This paper provides a text proposal for the associated TR 38.888 [3].
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3 Text proposal
----- < Unchanged sections omitted > -----TR 38.888
5.1.1
UE channel bandwidth

Legacy RF Front-End architecture for band 28 UEs is based on dual duplexer approach, with B28A duplexer covering the range from 703 to 733 MHz, and B28B duplexer covering the range from 718 to 748 MHz. Since each duplexer bandwidth is 30MHz, only two carrier frequencies can be supported when cell is configured for 30MHz CBW operation: 718 MHz for “28A” low duplexer, and 733 MHz for “28B” high duplexer. These restrictions are captured in footnote 7 in Table 5.1.1-1. The channel bandwidths in Table 5.1.1-1 are specified for both the TX and RX path.
Table 5.1.1-1 Channel bandwidths for band n28
	NR band / SCS / UE Channel bandwidth

	NR Band
	SCS

kHz
	5 MHz
	101,2 MHz
	152 MHz
	202 MHz
	252 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	904 MHz
	100 MHz

	n28
	15
	Yes
	Yes
	Yes
	Yes7
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	30
	
	Yes
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	NOTE 1:
90% spectrum utilization may not be achieved for 30kHz SCS.
NOTE 2:
90% spectrum utilization may not be achieved for 60kHz SCS.
NOTE 3:
This UE channel bandwidth is applicable only to downlink.

NOTE 4:
This UE channel bandwidth is optional in this release of the specification.

NOTE 5:
For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.

NOTE 6:
For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an downlink SCell part of CA configuration.

NOTE 7:
For the 20 MHz bandwidth, the minimum requirements are specified for NR UL carrier frequencies confined to either 713-723 MHz or 728-738 MHz.For the 30MHz bandwidth, the minimum requirements are specified for NR UL transmission bandwidth configuration confined to either 703-733 or 718-748 MHz.
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