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<< Start of changes >>

7.5.3	Minimum Requirements for intra-band EN-DC
For intra-band EN-DC, only co-located deployment is applied.
The UE shall be capable of handling a maximum uplink transmission timing difference between E-UTRA PCell and PSCell as shown in Table 7.5.2-1 for E-UTRA FDD-NR FDD intra-band EN-DC provided the UE indicates that it is capable of asynchronous EN-DC operation [16].
The UE shall be capable of handling a maximum uplink transmission timing difference between E-UTRA PCell and PSCell as shown in Table 7.5.3-1 for E-UTRA TDD-NR TDD and E-UTRA FDD-NR FDD intra-band EN-DC provided the UE indicates that it is only capable of synchronous EN-DC operation [16].
Table 7.5.3-1: Maximum uplink transmission timing difference requirement for intra-band synchronous EN-DC
	Sub-carrier spacing in E-UTRA PCell (kHz)
	UL Sub-carrier spacing for data in PSCell (kHz)
	Maximum uplink transmission timing difference (µs)

	15
	15
	5.21Note1,Note 2

	15
	30
	5.21Note 2

	15
	60
	5.21 Note 2

	NOTE 1:	This is not applicable for a UE which indicates the capability of only supporting single UL timing (ul-TimingAlignmentEUTRA-NR is signalled). Single UL timing for E-UTRA and NR cell is assumed for this UE.  
NOTE 2:   If the transmission timing difference exceeds half of the cyclic prefix length of that SCS, NR UE Tx EVM degradation is expected for the symbol that is overlapping the LTE subframe boundary



Editot’s Note: UE transmit signal quality degradation could be expected if the maximum transmit time difference exceeds a certain threshold. The threshold and how to specify corresponding requirements is FFS.
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