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	Reason for change:
	The interruptions shall be allowed when UE is required to perform one-shot timing adjustment, and the corresponding interruption requirements have not been defined in TS38.133.


	
	

	Summary of change:
	1. To introduce the interruption requirements due to one-shot timing adjustment for EN-DC in new section 8.2.1.2.8.
2. To introduce the interruption requirements due to one-shot timing adjustment for NR SA in new section 8.2.2.2.7.
3. To introduce the interruption requirements due to one-shot timing adjustment for NE-DC in new section 8.2.3.2.8.
4. To introduce the interruption requirements due to one-shot timing adjustment for NR-DC in new section 8.2.4.2.8.
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<Start of Change 1>
8.2.1.2.8	Interruption due to one-shot timing adjustment requirement
When UE is required to perform one-shot timing adjustment on a serving cell as defined in section 7.1.2.2, the UE is allowed to cause an interruption of up to 1 symbol to the serving cell due to one-shot timing adjustment.
When intra-band carrier aggregation in FR1 is performed, the interruption of up to 1 symbol due to one-shot timing adjustment is to any other activated serving cell in the same band.
When intra-band carrier aggregation in FR2 is performed, the interruption of up to 1 symbol due to one-shot timing adjustment is to any activated serving cell in FR2.
<End of Change 1>

<Start of Change 2>
8.2.2.2.7	Interruption due to one-shot timing adjustment requirement
When UE is required to perform one-shot timing adjustment on a serving cell as defined in section 7.1.2.2, the UE is allowed to cause an interruption of up to 1 symbol to the serving cell due to one-shot timing adjustment.
When intra-band carrier aggregation in FR1 is performed, the interruption of up to 1 symbol due to one-shot timing adjustment is to any other activated serving cell in the same band.
When intra-band carrier aggregation in FR2 is performed, the interruption of up to 1 symbol due to one-shot timing adjustment is to any other activated serving cell in FR2.
<End of Change 2>

<Start of Change 3>
[bookmark: _Toc5952642]8.2.3.2.8	Interruption due to one-shot timing adjustment requirement
When UE is required to perform one-shot timing adjustment on a serving cell as defined in section 7.1.2.2, the UE is allowed to cause an interruption of up to 1 symbol to the serving cell due to one-shot timing adjustment.
When intra-band carrier aggregation in FR1 is performed, the interruption of up to 1 symbol due to one-shot timing adjustment is to any other activated serving cell in the same band.
When intra-band carrier aggregation in FR2 is performed, the interruption of up to 1 symbol due to one-shot timing adjustment is to any other activated serving cell in FR2.
<End of Change 3>

<Start of Change 4>
[bookmark: _Toc5952649]8.2.4.2.8	Interruption due to one-shot timing adjustment requirement
When UE is required to perform one-shot timing adjustment on a serving cell as defined in section 7.1.2.2, the UE is allowed to cause an interruption of up to 1 symbol to the serving cell due to one-shot timing adjustment.
When intra-band carrier aggregation in FR1 is performed, the interruption of up to 1 symbol due to one-shot timing adjustment is to any other activated serving cell in the same band.
When intra-band carrier aggregation in FR2 is performed, the interruption of up to 1 symbol due to one-shot timing adjustment is to any other activated serving cell in FR2.
<End of Change 4>

