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For the configuration of DRB type of Split bearer, the TB success rate across CGs is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks. All the above numbers of transmitted, retransmitted or correctly received DL transport blocks are calculated as the sum of the numbers of DL transport blocks across all the CGs used for DC transmission or reception.
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[bookmark: _Toc13090857]<Start of the change>

9.4B	SDR test for DC
[bookmark: _Toc13090858]9.4B.1	EN-DC                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                      
<Editor note: which NR SDR test case(s) will be selected for EN-DC test need FFS.>
[bookmark: _Toc13090859]9.4B.1.1	EN-DC within FR1
[bookmark: _Hlk11311706][bookmark: _Toc13090860]9.4B.1.1.1	SDR test
The Sustained Data Rate (SDR) requirements in this clause are applicable to the EN-DC within FR1.
The purpose of the test is to verify that the Layer 1 and Layer 2 correctly process in a sustained manner the received packets corresponding to the maximum data rate indicated by UE capabilities. The sustained downlink data rate shall be verified in terms of the success rate of delivered PDCP SDU(s) by Layer 2.
The test case below specifies the RF conditions and the required success rate of delivered TB by Layer 1 to meet the sustained data rate requirement.
The test parameters are determined by the following procedure:
-	Select one EN-DC bandwidth combination among all supported EN-DC configurations and set of per component carrier (CC) UE capabilities among all supported UE capabilities that provides the largest data rate [in accordance with clause 4.1.2 of TS 38.306 [14]].
-	Set of per NR CC UE capabilities includes channel bandwidth, subcarrier spacing, number of PDSCH MIMO layers, modulation format and scaling factor in accordance with clause 4.1.2 of TS 38.306 [14].
-	Set of per E-UTRA CC UE capabilities includes channel bandwidth, number of PDSCH MIMO layers and modulation format in accordance with clause 4.1.2 of TS 38.306 [14].
-	When there are multiple sets of EN-DC bandwidth combinations and UE capabilities with same largest data rate, select one among sets with the smallest aggregated channel bandwidth.
-	For each NR FR1 CC in EN-DC bandwidth combination, use Table 5.5A-5 in Section 5.5A to determine MCS based on test parameters and indicated UE capabilities.
-	For each E-UTRA CC in EN-DC bandwidth combination, use Table 9.4B.1.1.1-2 and Table 9.4B.1.1.1-3 to determine FRC based on test parameters and indicated UE capabilities.
The test setup for E-UTRA Pcell is specified in Section 9.1.2 and Table 9.4B.1.1.1-1. The NR SDR tests setup is specified in Section 5.5A. During the test, the PDSCH performance on both the NR cell(s) and LTE cell(s) shall be verified.
The TB success rate shall be higher than 85% when NR PDSCH is scheduled with MCS defined for the selected EN-DC bandwidth combination and with the downlink physical channel setup according to Annex C.3.1 and when E-UTRA PDSCH is scheduled with FRC defined for the selected EN-DC bandwidth combination and with the downlink physical channel setup according to Annex C.3.2 from TS 36.101 [4]. The TB success rate of delivered PDCP SDU(s) by Layer2 is defined according to the different DRB type: Split bearer, MCG or SCG bearer.
· For the configuration of DRB type of Split bearer, the TB success rate across CGs is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks. All the above numbers of transmitted, retransmitted or correctly received DL transport blocks are calculated as the sum of the numbers of DL transport blocks across all the CGs used for DC transmission or reception.
· For the configuration of DRB type of MCG or SCG bearer, the TB success rate across CGs is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and DL_correct_rx is the number of correctly received DL transport blocks. All the above numbers of transmitted, retransmitted or correctly received DL transport blocks are calculated as the sum of the numbers of DL transport blocks per CG used for DC.
[bookmark: _Hlk11311588]Table 9.4B.1.1.1-1: Additional test setup for E-UTRA CC
	Parameter
	Unit
	Value 

	Inter-TTI Distance
	
	1

	Number of OFDM symbols for PDCCH per component carrier
	OFDM symbols
	1

	Cross carrier scheduling
	
	Not configured

	Propagation condition
	
	Static propagation condition
No external noise sources are applied

	[image: ] at antenna port
	dBm/15kHz
	-85

	Antenna configuration
	2 layer CC
	2x2 or 2x4

	
	4 layer CC
	4x4

	Codebook subset
restriction
	2 layer CC
	10

	
	4 layer CC
	1000

	Downlink power
allocation
	2 layer CC
	

 = -3dB,  = -3dB,  = 0dB

	
	4 layer CC
	

 = -6dB,  = -6dB,  = 3dB



Table 9.4B.1.1.1-2: E-UTRA FRC for SDR test (FDD)
	MIMO layer
	Bandwidth
	Reference channel

	
	
	64QAM
	256QAM
	1024QAM

	2 layer
	5
	R.PDSCH.4-1.1 FDD
	R.PDSCH.4-3.1 FDD
	R.PDSCH.4-5.1 FDD

	
	10
	R.PDSCH.4-1.2 FDD
	R.PDSCH.4-3.2 FDD
	R.PDSCH.4-5.2 FDD

	
	15
	R.PDSCH.4-1.3 FDD
	R.PDSCH.4-3.3 FDD
	R.PDSCH.4-5.3 FDD

	
	20
	R.PDSCH.4-1.4 FDD
	R.PDSCH.4-3.4 FDD
	R.PDSCH.4-5.4 FDD

	4 layer
	5
	R.PDSCH.4-2.1 FDD
	R.PDSCH.4-4.1 FDD
	R.PDSCH.4-6.1 FDD

	
	10
	R.PDSCH.4-2.2 FDD
	R.PDSCH.4-4.2 FDD
	R.PDSCH.4-6.2 FDD

	
	15
	R.PDSCH.4-2.3 FDD
	R.PDSCH.4-4.3 FDD
	R.PDSCH.4-6.3 FDD

	
	20
	R.PDSCH.4-2.4 FDD
	R.PDSCH.4-4.4 FDD
	R.PDSCH.4-6.4 FDD



Table 9.4B.1.1.1-3: E-UTRA FRC for SDR test (TDD)
	MIMO layer
	Bandwidth
	Reference channel

	
	
	64QAM
	256QAM
	1024QAM

	2 layer
	10
	R.PDSCH.6-1.1 TDD
	R.PDSCH.6-3.1 TDD
	R.PDSCH.6-5.1 TDD

	
	15
	R.PDSCH.6-1.2 TDD
	R.PDSCH.6-3.2 TDD
	R.PDSCH.6-5.2 TDD

	
	20
	R.PDSCH.6-1.3 TDD
	R.PDSCH.6-3.3 TDD
	R.PDSCH.6-5.3 TDD

	4 layer
	10
	R.PDSCH.6-2.1 TDD
	R.PDSCH.6-4.1 TDD
	R.PDSCH.6-6.1 TDD

	
	15
	R.PDSCH.6-2.2 TDD
	R.PDSCH.6-4.2 TDD
	R.PDSCH.6-6.2 TDD

	
	20
	R.PDSCH.6-2.3 TDD
	R.PDSCH.6-4.3 TDD
	R.PDSCH.6-6.3 TDD



<end of the change>
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