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1	Introduction
During the 3GPP RAN4 #93 meeting, contributions [1][2] identified discrepancies and errors in the MU tables for FR1/FR2 in-band and out-of-band TRP requirements in TR 37.843 and TR 38.817-02.

This way forward aims at capturing any agreements and the next steps in an attempt to clean up each of the MU tables.
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[bookmark: _Hlk24033722]Referring to TR 37.843, MU for in-band and out-of-band TRP requirements is given in Section 10.4 and 10.5, respectively. The MU for the frequency range 4.2 GHz < f ≤ 6 GHz is assumed to be the same as for 3 – 4.2 GHz range. 
From TR 38.817-02, MU for in-band and out-of-band TRP requirements is given in Section 12.6 for FR2. 
[bookmark: _GoBack][1] pointed out errors in the OTA ACLR MU evaluation for CATR. [2] identified some uncertainty source errors and discrepancies in the MU tables for CATR and anechoic chambers.

3	Way forward
The following agreements can be made:

Proposal 1: MU tables and calculations for in-band and out-of-band TRP requirements (FR1 and FR2) will be examined to identify errors for CATR and anechoic chamber.  

Proposal 2: The final test system specific MU value (already agreed) should not be changed for each of the in-band and out-of-band TRP requirements.
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