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1	Introduction
 This TP captures the requirements for CA_n29A-n66A-n70A, CA_n29A-n66B-n70A, and CA_n29A-n66(2A)-n70A.

2	TP for TR38.716-03-01
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Table 6.X.1-1: 3DL Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_n29-n66-n70
	n29
	N/A
	             717
	–
	728
	SDL

	
	n66
	           1710
	 –
	1780
	             2110
	–
	2200
	FDD

	
	n70
	           1695
	 –
	1710
	             1995
	–
	2020
	FDD
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Table 6.X.2-1: Supported channel bandwidths per CA combination for 3DL Inter-band CA
	CA operating / channel bandwidth [MHz]

	NR CA Configuration
	UL Configuration
	NR Band
	SCS [kHz]
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	Bandwidth combination set

	CA_n29A-n66A-n70A
	-
	n29
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	CA_n29A-n66B-n70A
	-
	n29
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1 in TS38.101-1
	

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	CA_n29A-n66(2A)-n70A
	-
	n29
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0


	
	
	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1 in TS38.101-1
	

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	NOTE 1: This UE channel bandwidth is applicable only to downlink
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Table 6.X..3-1/2 summarizes frequency ranges where harmonics and/or harmonics mixing occur for CA_n29-n66-n70.
Table 6.X.3-1: Impact of UL/DL Harmonic 
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	nth Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	n29
	N/A
	N/A
	717
	728
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	n66
	1710
	1780
	2110
	2200
	3420
	3560
	5130
	5340
	
	

	n70
	1695
	1710
	1995
	2020
	3390
	3420
	5085
	5130
	
	



Based on the table above, there is no harmonic relation
Table 6.X.3-2: Impact of UL/DL Harmonic mixing
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	mth Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	n29
	N/A
	N/A
	717
	728
	1434
	1456
	2151
	2184
	N/A
	N/A

	1710
	1780
	2110
	2200
	4220
	4400
	6330
	6600
	1710
	
	

	n70
	1695
	1710
	1995
	2020
	3990
	4040
	5985
	6060
	
	



Based on the table above, the is no harmonic mixing relation.
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For CA_n29-n66-n70, the TIB,c and RIB,c values are given in the tables below.
Table 6.4.1.4-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n29-n66-n70
	n29
	0

	
	n66
	0.5

	
	n70
	0.5



Table 6.1.x.4-2: ΔRIB,c
	Inter-band CA Configuration
	NR Band
	ΔRIB,c [dB]

	CA_n29-n66-n70
	n29
	0

	
	n66
	0

	
	n70
	0
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REFSENS is defined in TS38.101-1 Table 7.3A.2.4-1, because n29A is an SDL band.

Table 6.x.1.5-1: Reference sensitivity for SDL bands
	NR Band/Channel bandwidth

	NR CA Configuration
	NR band
	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	CA_n29A-n66A-n70A
	n29
	15
	-97.0
	-93.8
	
	
	
	
	
	
	
	
	
	

	
	
	30
	
	-94.1
	
	
	
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	-90.1
	
	
	
	
	

	
	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	-90.2
	
	
	
	
	

	
	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	-90.4
	
	
	
	
	

	
	n70
	15
	-100
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	
	
	

	
	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	
	
	

	
	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	
	
	

	CA_n29A-n66B-n70A
	n29
	15
	-97.0
	-93.8
	
	
	
	
	
	
	
	
	
	

	
	
	30
	
	-94.1
	
	
	
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	-90.1
	
	
	
	
	

	
	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	-90.2
	
	
	
	
	

	
	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	-90.4
	
	
	
	
	

	
	n70
	15
	-100
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	
	
	

	
	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	
	
	

	
	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	
	
	

	CA_n29A-n66(2A)-n70A
	n29
	15
	-97.0
	-93.8
	
	
	
	
	
	
	
	
	
	

	
	
	30
	
	-94.1
	
	
	
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	-90.1
	
	
	
	
	

	
	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	-90.2
	
	
	
	
	

	
	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	-90.4
	
	
	
	
	

	
	n70
	15
	-100
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	
	
	

	
	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	
	
	

	
	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	
	
	

	NOTE 1:	The transmitter shall be set to PUMAX, as defined in subclause 6.2.4.
NOTE 2:	Four Rx antenna ports shall be the baseline for this operating band, except for two Rx vehicular UE.
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