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1. Introduction
This contribution is a text proposal for TR 37.716-21-11 to include DC_2-13_n260 according to the request in [1].
2. Reference
[1] RP-192815, Revised WID on Dual Connectivity (EN-DC) of 2 bands LTE inter-band CA (2DL/1UL) and 1 NR band (1DL/1UL).
3. Text Proposal
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5.2.40.1	Operating bands for DC
Table 5.2.40.1-1: Band combinations EN-DC (three bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_2-13_n2601
	CA_2-13
	n260
	No

	NOTE 1:	 Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability



5.2.40.2	Configurations for DC
Table 5.2.40.2-1: Inter-band EN-DC configurations (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_2A-13A_n260G
DC_2A-13A_n260H
DC_2A-13A_n260I
DC_2A-13A_n260J
DC_2A-13A_n260K
DC_2A-13A_n260L
DC_2A-13A_n260M
	DC_2A_n260A 
DC_13A_n260A

	DC_2A-13A_n260(2A)
DC_2A-13A_n260(3A)
DC_2A-13A_n260(4A)
DC_2A-13A_n260(5A)
DC_2A-13A_n260(6A)
DC_2A-13A_n260(2G)
DC_2A-13A_n260(2H)
DC_2A-13A_n260(A-G)
DC_2A-13A_n260(A-H)
DC_2A-13A_n260(A-2G)
DC_2A-13A_n260(2A-G)
DC_2A-13A_n260(2A-2G)
DC_2A-13A_n260(3A-G)
DC_2A-13A_n260(G-H)
	DC_2A_n260A 
DC_13A_n260A

	DC_2A-13A_n260I
DC_2A-13A_n260J
DC_2A-13A_n260K
DC_2A-13A_n260L
DC_2A-13A_n260M
	DC_2A_n260I 
DC_13A_n260I



5.2.40.3	∆TIB and ∆RIB values
The TIB,c and RIB,c values of DC_2-13_n260 have been given in TR37.863-02-01 as the below tables.
Table 5.2.40.3-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-13_n260
	2
	0.3

	
	13
	0.3

	
	n260
	0



Table 5.2.40.3-2: ΔRIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_2-13_n260
	2
	0

	
	13
	0

	
	n260
	0
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