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	Reason for change:
	The TX spurious emission requirement step frequency is only for band n258 now while for RX spurious emission all the FR2 bands has been finalized. The principle is for cat B spurious limit, RX and TX share the same requirement. So the table for other bands for TX spurious emission has been added based on RX table.
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	The TX spurious emission table 9.7.5.3.2.3-2 has been updated with band n257, n260, n261 requirement.
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[bookmark: _Toc17336][bookmark: _Toc16090][bookmark: _Toc16758][bookmark: _Toc6033][bookmark: _Toc5038][bookmark: _Toc788][bookmark: _Toc10103][bookmark: _Toc19201][bookmark: _Toc497395449][bookmark: _Toc478463326][bookmark: _Toc28897]--------------Start of text change-------------
[bookmark: _Toc13079848][bookmark: _Toc29811337][bookmark: _Toc29811788]9.7.5.3	Minimum requirement for BS type 2-O
[bookmark: _Toc29811789][bookmark: _Toc13079849][bookmark: _Toc29811338]9.7.5.3.1	General
In FR2, the OTA transmitter spurious emission limits apply from 30 MHz to 2nd harmonic of the upper frequency edge of the downlink operating band, excluding the frequency range from ΔfOBUE below the lowest frequency of the downlink operating band, up to ΔfOBUE above the highest frequency of the downlink operating band, where the ΔfOBUE is defined in table 9.7.1-1.
[bookmark: _Toc13079850][bookmark: _Toc29811790][bookmark: _Toc29811339]9.7.5.3.2	General OTA transmitter spurious emissions requirements
[bookmark: _Toc13079851][bookmark: _Toc29811791][bookmark: _Toc29811340]9.7.5.3.2.1	General
The requirements of either clause 9.7.5.3.2.2 (Category A limits) or clause 9.7.5.3.2.3 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for Operating band unwanted emissions in clause 9.7.4.3.
Table 9.7.5.3.2-1: Void
NOTE:	Table 9.7.5.3.2-1 is moved to clause 9.7.5.3.2.2 as Table 9.7.5.3.2.2-1.
[bookmark: _Toc29811792][bookmark: _Toc13079852][bookmark: _Toc29811341]9.7.5.3.2.2	OTA transmitter spurious emissions (Category A)
The power of any spurious emission shall not exceed the limits in table 9.7.5.3.2-1
Table 9.7.5.3.2.2-1: BS radiated Tx spurious emission limits in FR2
	Frequency range
	Limit
	Measurement Bandwidth
	Note

	30 MHz – 1 GHz
	-13 dBm
	100 kHz
	Note 1

	1 GHz – 2nd harmonic of the upper frequency edge of the DL operating band
	
	1 MHz
	Note 1, Note 2

	NOTE 1:	Bandwidth as in ITU-R SM.329 [2], s4.1
NOTE 2:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.



[bookmark: _Toc29811342][bookmark: _Toc13079853][bookmark: _Toc29811793]9.7.5.3.2.3	OTA transmitter spurious emissions (Category B)
The power of any spurious emission shall not exceed the limits in table 9.7.5.3.2.3-1.
Table 9.7.5.3.2.3-1: BS radiated Tx spurious emission limits in FR2 (Category B)
	Frequency range 
(Note 4)
	Limit
	Measurement Bandwidth
	Note

	30 MHz    1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz    18 GHz
	-30 dBm
	1 MHz
	Note 1

	18 GHz    Fstep,1
	-20 dBm
	10 MHz
	Note 2

	Fstep,1    Fstep,2
	-15 dBm
	10 MHz
	Note 2

	Fstep,2    Fstep,3  
	-10 dBm
	10 MHz
	Note 2

	Fstep,4    Fstep,5
	-10 dBm
	10 MHz
	Note 2

	Fstep,5    Fstep,6
	-15 dBm
	10 MHz
	Note 2

	Fstep,6    2nd harmonic of the upper frequency edge of the DL operating band
	-20 dBm
	10 MHz
	Note 2, Note 3

	NOTE 1:	Bandwidth as in ITU-R SM.329 [2], s4.1
NOTE 2:	Limit and bandwidth as in ERC Recommendation 74-01 [19], Annex 2.
NOTE 3:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.
NOTE 4:	The step frequencies Fstep,X are defined in Table 9.7.5.3.2.3-2. 



Table 9.7.5.3.2.3-2: Step frequencies for defining the BS radiated Tx spurious emission limits in FR2 (Category B)
	Operating band
	Fstep,1
(GHz)
	Fstep,2
(GHz)
	Fstep,3
(GHz) (Note 2)
	Fstep,4
(GHz) (Note 2)
	Fstep,5
(GHz)
	Fstep,6
(GHz)

	n257
	18
	23.5
	25
	31
	32.5
	41.5

	n258
	18
	21
	22.75
	29
	30.75
	40.5

	n260
	25
	34
	35.5
	41.5
	43
	52

	n261
	18
	25.5
	26.0
	29.85
	30.35
	38.35

	NOTE 1:	Fstep,X are based on ERC Recommendation 74-01 [19], Annex 2.
NOTE 2:	Fstep,3 and Fstep,4 are aligned with the values for ΔfOBUE in Table 9.7.1-1.
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