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1. [bookmark: _Ref124589665][bookmark: _Ref71620620][bookmark: _Ref124671424]Introduction
	In the last RAN4 #93 meetings, RAN4 agreed the NR V2X operating scenarios and priorities for 5G V2X service. 
Based on the 1st priority of NR V2X service, we provide how to specify the LTE SL and NR SL TDM operation at n47.

****************** Start of the TP in clause 8 of TR38.886 ************************

[bookmark: _Toc20818243]8	Transmitter characteristics
[bookmark: _Toc22648722]8.1	NR V2X UE Tx requirements in FR1
When a NR V2X UE is TDM operating between NR SL and LTE SL at n47, the NR V2X UE need to satisfy the individual V2X Tx requirements of each RAT.
<Unchanged sections are omitted>

[bookmark: _Toc463997767]8.1.7	ON/OFF time mask for NR V2X UE
For NR V2X service, additional requirements on ON/OFF time masks for V2X physical channels and signals are specified in this clause.
The existing general time mask requirements of NR UE in sub-clause 6.3.3.2 in TS38.101-1 apply for NR V2X sidelink UE.
8.1.7.4		Additional Time mask for TDM operation between NR SL and LTE SL at n47

When a NR V2X UE is operated with TDM between NR SL and LTE SL at n47 without dual PA capability, the maximum UL switching time is defined as [TBD] us and SL reception interruption is allowed during UL switching time masks in Figure 8.1.7.4-1 and Figure 8.1.7.4-2 shall apply. 
The switched time will be decided in candidate option as [140, 150 and 210 us]. And RAN4 will not specify the RF specific requirements during the switched period.

[bookmark: _GoBack][Editor Notes]: The Switched period position will be further discussed. Based on the discussion results, the figure can be changed or added.
[image: ]
Figure 8.1.7.4-1: E-UTRA V2X to NR V2X switching time mask at n47 without dual PA capability 
[image: ]
Figure 8.1.7.4-2: NR V2X to E-UTRA V2X switching time mask at n47 without dual PA capability

<Unchanged sections are omitted>



[bookmark: _Toc461002576][bookmark: _Toc20818246]9	Receiver characteristics 
[bookmark: _Toc20818247]9.1	NR V2X UE Rx requirements in FR1
When a NR V2X UE is TDM operating between NR SL and LTE SL at n47, the NR V2X UE need to satisfy the individual V2X Rx requirements of each RAT.

<End of Changes>
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