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	Reason for change:
	Table 5.2A.1-2 has some band combinations with incorrect notation, and Note 1 is missing from some TDD band combinations. 
Rev1: CA_40B should be CA_n40B in Table 5.5A.1-1.

	
	

	Summary of change:
	Corrects the notation for CA_n41, CA_n48 and CA_n66 in Table 5.2A.1-2 and changes Table 5.2A.1-1 Table 5.2A.1-2 to say that Note 1 applies to all TDD bands. 
Rev 1 uses the format CA_nX(*)  in Table 5.2A.1-2 and adds a note to explain the format. This is a merger between R4-2000418, R4-2000328 and R4-2001074. Also adds CA_n40B to Table 5.2A.1-1 and corrects CA_40B to CA_n40B in Table 5.5A.1-1

	
	

	Consequences if not approved:
	Table 5.2A.1-2 would continue to have inconsistent notation and some of the TDD bands would not reference Note 1. CA_n40B would be missing from Table 5.2A.1-1 and Table 5.5A.1-1 would have CA_40B instead of CA_n40B.
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	This CR's revision history:
	Rev 1 uses the format CA_XX(*)  in Table 5.2A.1-2 and adds a note. This is a merger between R4-2000418, R4-2000328 and R4-2001074.
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<Start of changes>
[bookmark: _Toc21344189][bookmark: _Toc29801673][bookmark: _Toc29802097][bookmark: _Toc29802722]5.2A.1	Intra-band CA
NR intra-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1-1 and Table 5.2A.1-2, where all operating bands are within FR1.
Table 5.2A.1-1: Intra-band contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1
	n1

	CA_n7
	n7

	CA_n40
	n40

	CA_n411
	n41

	CA_n48
	n48

	CA_n66
	n66

	CA_n71
	n71

	CA_n771
	n77

	CA_n781
	n78

	CA_n791
	n79

	NOTE 1:	The minimum requirements only apply for non simultaneous Tx/Rx between all carriers for TDD combinations.



Table 5.2A.1-2: Intra-band non-contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n3(*)
	n3

	CA_n7(*)
	n7

	CA_n25(*)
	n25

	CA_n41(*)-n411
	n41

	CA_n48(*)-n481
	n48

	CA_n66(*)-n66
	n66

	CA_n77(*)
	n77

	CA_n78(*)
	n78

	NOTE 1:	The minimum requirements only apply for non simultaneous Tx/Rx between all carriers for TDD combinations.
[bookmark: _Hlk34152838]NOTE 2:	The notation CA_nX(*) in this table indicates intra-band non-contiguous CA for band nX. The configurations for each band are in 5.5A.2. 


<Next changed section>
[bookmark: _Toc29801708][bookmark: _Toc29802132][bookmark: _Toc29802757]5.5A.1	Configurations for intra-band contiguous CA
Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA for fallback group 1
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	CA_n1B
	-
	10
	10,15
	
	
	
	40
	0

	
	
	15
	15,20
	
	
	
	
	

	
	
	20
	20
	
	
	
	
	

	CA_n7B
	CA_n7B
	10, 15, 20
	10, 15, 20, 30, 35, 40
	
	
	
	50
	0

	CA_n40B
	-
	20
	80
	
	
	
	100
	0

	
	
	50
	50
	
	
	
	
	

	CA_n41C
	-
	40
	80, 100
	
	
	
	180
	0

	
	
	50, 60, 80
	60, 80, 100
	
	
	
	
	

	
	
	10, 15, 20, 40, 50, 60, 80, 90
	15, 20, 40, 50, 60, 80, 90, 100
	
	
	
	190
	1

	CA_n48B
	CA_n48B
	51, 10
	10, 15, 20
	
	
	
	40
	0

	
	
	15, 20
	5, 10, 15, 20
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	-
	10
	50, 60, 80, 90
	
	
	
	100
	1

	
	
	15, 20
	40, 50, 60, 80
	
	
	
	
	

	
	
	40
	40, 50, 60
	
	
	
	
	

	
	
	50
	50
	
	
	
	
	

	CA_n48C
	-
	10, 15
	90, 100
	
	
	
	150
	0

	
	
	20
	80, 90, 100
	
	
	
	
	

	
	
	40
	60, 80, 90, 100
	
	
	
	
	

	
	
	50
	50, 60, 80, 90, 100
	
	
	
	
	

	
	
	60
	40, 50, 60, 80, 90
	
	
	
	
	

	
	
	80
	20, 40, 50, 60
	
	
	
	
	

	
	
	90
	10, 15, 20, 40, 50, 60
	
	
	
	
	

	
	
	100
	10, 15, 20, 40, 50
	
	
	
	
	

	CA_n66B
	-
	5 2
	20, 40
	
	
	
	50
	0

	
	
	10
	15, 20, 40
	
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	5 2, 10, 15
	
	
	
	
	

	
	
	40
	5 2, 10
	
	
	
	
	

	CA_n71B
	
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	15
	10
	
	
	
	
	

	
	
	20
	5
	
	
	
	
	

	CA_n77C
CA_n78C
CA_n79C
	-
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	CA_n78B
	-
	20
	50
	
	
	
	70
	0

	NOTE 1:	Unless otherwise stated, minimum requirements are applicable irrespective of the order of the component carriers.
NOTE 2:	5 MHz is not applicable for 30/60 kHz SCS.



Table 5.5A.1-2: Void
<End of changes>
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