
3GPP TSG-RAN WG4 Meeting #94-e	R4-2000098
Electronic Meeting, 24 Feb. – 6 Mar., 2020


[bookmark: _GoBack]Source:	Verizon, Nokia, Qualcomm, Samsung, Ericsson
Title:	TP for TR 37.716-11-11: DC_13A_n48B
Agenda item:	9.3.2 
Document for:	Approval

1. Introduction

In RAN#86 meeting, the revised WID on Rel-16 NR Inter-band Carrier Aggregation/Dual Connectivity for 1 band DL with 1 band UL [1]. This contribution is a text proposal for TR 37.716-11-11 to include DC_13A_n48B referring the approved text proposal [2]. 

2. Reference 

[1] 	RP-192742, Revised WID on EN-DC for 2 bands DL with 2 bands UL (1 LTE band + 1 NR band), CHTTL
[2]	R4-1912575, TP for TR 37.716-11-11: DC_2A_n48A, DC_5A_n48A, DC_13A_n48A, DC_66A_n48A, Verizon, Nokia, Ericsson, Samsung, Qualcomm


3. Text Proposal

<Start of Text Proposal>
6.1.77	DC_13_n48
6.1.77.1	Operating bands for DC
Table 6.1.77.1-1: DC band combination of 1 LTE band + 1 NR band
	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_13_n483
	13
	n48
	No

	NOTE 3:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability



6.1.77.2	Configuration for DC
Table 6.1.77.2-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_13A_n48A
DC_13A_n48B 
	DC_13A_n48A
	13A
	n48A
CA_n48B
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