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	Reason for change:
	SCell beam failure recovery request is introduced in Rel-16 MIMO enhancement work item. Accordingly, beam failure recovery requirement on SCell needs to be defined. 

	
	

	Summary of change:
	The following changes are made to introduce SCell BFRQ procedure requirement: 
· For SCells with DL only, RAN4 requirement is defined for two step BFRQ mechanism, 
· Step-1: UE reports beam failure event through a dedicated SR like PUCCH resource;
· Step-2: UE conveys new beam information (if identified) and failed CC index(es) via MAC-CE.
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>>>>>Start of Change 1<<<<<
8.5.9	Requirements for Link Recovery with Link Recovery Request (LLR)  
8.5.9.1	Introduction
For the UE provided with a configuration of PUCCH transmission with a link recovery request (LLR) as described in clause 9.2.4 in TS 38.213 [3], if beam failure is detected in any of SCells, the UE shall ttransmit MAC CE providing one index for at least one corresponding SCell with radio link quialty worse than Qout,LR,  and the index  for a periodic CSI-RS configuration or for a SSB provided by higher layer, as described in clause X.X.X of TS38.321 [7], if any, for a corresponding SCell.
 8.5.9.2	Requirement
Editor’s note: detailed requirement is captured after the counterpart in TS38.321 is completed.
[bookmark: _GoBack]>>>>>End of Change 1<<<<<

