

	
3GPP TSG-RAN WG4 Meeting # 94-e	R4-2000669
Online, 24 February – 6 March 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.141-2
	CR
	0111
	rev
	-
	Current version:
	16.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR to TS 38.141-2: Corrections on generation of test configurations

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Perf
	
	Date:
	[bookmark: _GoBack]2020-03-04

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	1) For power allocation for all test configurations, it is stated that ‘For all other requirements ensure the total radiated power is set to rated carrier TRP PRated,c,TRP (D.37)’. It is not clear how to set the power of each carrier, and (D.37) is declared as TRP OTA power per carrier but not total radiated power per supported operating band.
2) For NRTC1 generation, inter-band CA bands declared to be supported by the beam points to (D.59) which should indeed be (D.60).
3) For NRTC2 power allocation, CA-only operation (D.20) should not be used, as this test configuration is used to test CA occupied bandwidth and thus the power spectral density of each carrier should be set to the same level regardlss of (D.20).
4) For NRTC4, the term ‘active electronic components(s)’ is used, while the the term ‘active RF components’ is used in the definition of ‘multi-band RIB’.
5) For NRTC5 power allocation, it is stated ‘If the EIRP allocated for a carrier exceeds the declared rated TRP, the exceeded power shall, if possible, be reallocated into the other carriers’, where the EIRP is compared with the declared rated TRP which is not clearly specified.

	
	

	Summary of change:
	1) For power allocation for all test configurations except NRTC2, set the power of each carrier to the same level, and use rated transmitter TRP,Prated,t,TRP (D.38) instead of rated carrier TRP,PRated,c,TRP (D.37) for the total radiated power.
2) For NRTC1 generation, points to (D.60) instead of (D.59) for inter-band CA bands declared to be supported by the beam.
3) For NRTC2 power allocation, remove the condition of CA-only operation (D.20).
4) For NRTC4, change the term ‘active electronic components(s)’ to ‘active RF components’ to match the definition of ‘multi-band RIB’.
5) For NRTC5 power allocation, change the ‘EIPR’ to ‘TRP’, and clarify the declared rated TRP as the rated carrier OTA BS power, PRated,c,TRP (D.37).
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<Start of change>
[bookmark: _Toc21101035][bookmark: _Toc29810074]4.7.2	Test signal configurations
[bookmark: _Toc21101036][bookmark: _Toc29810075]4.7.2.1	Test signal used to build Test Configurations
The signal's BS channel bandwidth and subcarrier spacing used to build NR Test Configurations shall be selected according to tables 4.7.2.1-1 and 4.7.2.1-2.
[bookmark: _Ref516750404]Table 4.7.2.1-1: Signal to be used to build NR TCs for BS type 1-H and BS type 1-O
	Operating band characteristics
	FDL_high – FDL_low < 100 MHz
	FDL_high – FDL_low ≥ 100 MHz

	TC signal characteristics
	BWchannel
	5 MHz (Note)
	20 MHz (Note)

	
	Subcarrier spacing
	Smallest supported subcarrier spacing declared per operating band (D.7)

	Note: If this BS channel bandwidth is not supported, the narrowest supported BS channel bandwidth declared per operating band (D.7) shall be used.



Table 4.7.2.1-2: Signal to be used to build NR TCs for BS type 2-O
	Operating band characteristics
	FDL_high – FDL_low ≤ 3250 MHz

	TC signal characteristics
	BWchannel
	100 MHz (Note 1, Note 2)

	
	Subcarrier spacing
	Smallest supported subcarrier spacing declared per operating band (D.7)

	Note 1: BS vendor can decide to test with 50 MHz BS channel bandwidth and smallest supported SCS declared per operating band (D.7) instead of 100 MHz BS channel bandwidth in certain regions, where spectrum allocation and regulation require testing with 50 MHz.
Note 2: If this BS channel bandwidth is not supported, the narrowest supported BS channel bandwidth declared per operating band (D.7) shall be used.



[bookmark: _Toc21101037][bookmark: _Toc29810076][bookmark: _Hlk517255432]4.7.2.2	NRTC1: Contiguous spectrum operation
The purpose of test configuration NRTC1 is to test all BS requirements excluding CA occupied bandwidth.
For NRTC1 used in receiver tests only the two outermost carriers within each supported operating band need to be generated by the test equipment.
[bookmark: _Toc21101038][bookmark: _Toc29810077]4.7.2.2.1	NRTC1 generation
NRTC1 shall be constructed on a per band basis using the following method:
-	The Base Station RF Bandwidth of each supported operating band shall be the declared maximum radiated Base Station RF Bandwidth for contiguous operation (D.17).
-	Select the carrier to be tested according to 4.7.2.1 and place it adjacent to the lower Base Station RF Bandwidth edge. Place same signal adjacent to the upper Base Station RF Bandwidth edge.
-	For transmitter tests, select as many carriers (according to 4.7.2.1) that the beam supports within a band and that fit in the rest of the declared maximum Base Station RF Bandwidth. Place the carriers adjacent to each other starting from the upper Base Station RF Bandwidth edge. The nominal carrier spacing defined in TS 38.104 [2] clause 5.4.1 shall apply;
The test configuration should be constructed on a per band basis for all component carriers of the inter-band CA bands declared to be supported by the beam (D.5960). All configured component carriers are transmitted simultaneously in the tests where the transmitter should be on.
[bookmark: _Toc21101039][bookmark: _Toc29810078]4.7.2.2.2	NRTC1 power allocation
Set the number of carriers to the number of carriers at maximum TRP (D.15).
For EIRP accuracy requirements set each beam to rated beam EIRP (D.11) for the tested beam direction pair.
For all other requirements ensure the total radiated power is set the power of each carrier to the same level so that the sum of the carrier powers equals theto rated carriertransmitter TRP PRated,ct,TRP (D.3738).
For a beam declared to support CA-only operation (D.20), set the power spectral density of each carrier to the same level so that the sum of the carrier power equals the same value as above.
[bookmark: _Toc21101040][bookmark: _Toc29810079]4.7.2.3	NRTC2: Contiguous CA occupied bandwidth
NRTC2 in this clause is used to test CA occupied bandwidth.
[bookmark: _Toc21101041][bookmark: _Toc29810080]4.7.2.3.1	NRTC2 generation
NRTC2 shall be constructed on a per band basis using the following method:
[bookmark: OLE_LINK18]-	All component carrier combinations supported by the beam, which have different sum of channel bandwidths of component carrier, shall be tested. For all component carrier combinations which have the same sum of channel bandwidths of component carriers, only one of the component carrier combinations shall be tested.
-	Of all component carrier combinations which have same sum of channel bandwidths of component carrier, select those with the narrowest carrier with the smallest supported subcarrier spacing declared per operating band (D.7) at the lower Base Station RF Bandwidth edge.
-	Of the combinations selected in the previous step, select one with the narrowest carrier with the smallest supported subcarrier spacing declared per operating band (D.7) at the upper Base Station RF Bandwidth edge.
-	If there are multiple combinations fulfilling previous steps, select the one with the smallest number of component carrier.
-	If there are multiple combinations fulfilling previous steps, select the one with the widest carrier with the smallest supported subcarrier spacing declared per operating band (D.7) being adjacent to the lowest carrier.
-	If there are multiple combinations fulfilling previous steps, select the one with the widest carrier with the smallest supported subcarrier spacing declared per operating band (D.7) being adjacent to the highest carrier.
-	If there are multiple combinations fulfilling previous steps, select the one with the widest carrier with the smallest supported subcarrier spacing declared per operating band (D.7) being adjacent to the carrier which has been selected in the previous step.
-	If there are multiple combinations fulfilling previous steps, repeat the previous step until there is only one combination left.
-	The nominal channel spacing defined in TS 38.104 [2] clause 5.4.1 shall apply.
[bookmark: _Toc21101042][bookmark: _Toc29810081]4.7.2.3.2	NRTC2 power allocation
Set the number of carriers to the number of carriers at maximum TRP (D.15).
For EIRP accuracy requirements set each beam to rated beam EIRP (D.11) for the tested beam direction pair.
For all other requirements ensure the total radiated power is set to rated carrier TRP PRated,c,TRP (D.37).
For a beam declared to support CA-only operation (D.20), sSet the power spectral density of each carrier to the same level so that the sum of the carrier powers equals the rated transmitter TRP PRated,t,TRP (D.38)same value as above.
[bookmark: _Toc21101043][bookmark: _Toc29810082]4.7.2.4	NRTC3: Non-contiguous spectrum operation
The purpose of NRTC3 is to test NR multicarrier non-contiguous aspects.
For NRTC3 used in receiver tests, outermost carriers for each sub-block need to be generated by the test equipment; other supported carriers are optional to be generated.
[bookmark: _Toc21101044][bookmark: _Toc29810083]4.7.2.4.1	NRTC3 generation
NRTC3 is constructed on a per band basis using the following method:
-	The Base Station RF Bandwidth of each supported operating band shall be the declared maximum radiated Base Station RF Bandwidth for non-contiguous operation (D.17). The Base Station RF Bandwidth consists of one sub-block gap and two sub-blocks located at the edges of the declared maximum radiated Base Station RF Bandwidth for non-contiguous operation (D.17).
-	Select the carrier to be tested according to 4.7.2.1. Place it adjacent to the upper Base Station RF Bandwidth edge and another similar carrier adjacent to the lower Base Station RF Bandwidth edge.
-	For single-band operation receiver tests, if the remaining gap is at least 15 MHz (or 60 MHz if channel bandwidth of the carrier to be tested is 20 MHz) for FR1 or 150 MHz for FR2 plus two times the channel bandwidth used in the previous step and the beam supports at least 4 carriers, place a NR carrier of this channel bandwidth adjacent to each already placed carrier for each sub-block. The nominal channel spacing defined in TS 38.104 [2] clause 5.4.1 shall apply.
-	The sub-block edges adjacent to the sub-block gap shall be determined using the specified FOffset_high and FOffset_low for the carriers adjacent to the sub-block gap.
[bookmark: _Toc21101045][bookmark: _Toc29810084]4.7.2.4.2	NRTC3 power allocation
Set the number of carriers to the number of carriers at maximum TRP (D.15).
For EIRP accuracy requirements set each beam to rated beam EIRP (D.11) for the tested beam direction pair.
[bookmark: _Toc21101046][bookmark: _Toc29810085]For all other requirements ensure the total radiated power is set the power of each carrier to the same level so that the sum of the carrier powers equals theto rated carriertransmitter TRP PRated,ct,TRP (D.3738).
4.7.2.5	NRTC4: Multi-band test configuration for full carrier allocation
The purpose of NRTC4 is to test beams which have been generated using transceiver units supporting operation in multiple operating bands through common active electronicRF components(s), considering maximum supported number of carriers.
[bookmark: _Toc21101047][bookmark: _Toc29810086]4.7.2.5.1	NRTC4 generation
NRTC4 is based on re-using the existing test configuration applicable per band on beams generated using Multi-band transceiver units and hence have declared multi-band dependencies (D.16). It is constructed using the following method:
-	The Base Station RF Bandwidth of each supported operating band shall be the declared maximum radiated Base Station RF Bandwidth (D.17).
-	The number of carriers of each supported operating band shall be the declared total number of supported carriers for operating bands with multi-band dependencies in each band (D.21). Carriers shall be selected according to 4.7.2.1 and shall first be placed at the outermost edges of the declared maximum radiated Radio Bandwidth (D.18). Additional carriers shall next be placed at the edges of Base Station RF Bandwidth, if possible.
-	The allocated Base Station RF Bandwidth of the outermost bands shall be located at the outermost edges of the declared maximum radiated Radio Bandwidth (D.18).
-	Each concerned band shall be considered as an independent band and the corresponding test configuration shall be generated in each band. The mirror image of the single band test configuration shall be used in the highest band being tested for the beam.
--	If an operating band with multi-band dependencies supports three carriers only, two carriers shall be placed in one band according to the relevant test configuration while the remaining carrier shall be placed at the edge of the maximum Radio Bandwidth in the other band.
-	If the sum of the maximum base station RF bandwidths of each of the supported operating bands is greater than the declared total RF bandwidth BWtot (D.19) of transmitter and receiver for the declared band combinations of the BS, then repeat the steps above for test configurations where the Base Station RF Bandwidth of one of the operating band shall be reduced so that the declared total RF bandwidth is not exceeded and vice versa.
-	If the sum of the maximum number of supported carrier of each supported operating bands with multi-band dependencies (D.16) is larger than the declared total number of supported carriers for operating bands with multi-band dependencies (D.21), repeat the steps above for test configurations where in each test configuration the number of carriers of one of the operating band shall be reduced so that the total number of supported carriers is not be exceeded and vice versa.
[bookmark: _Toc21101048][bookmark: _Toc29810087]4.7.2.5.2	NRTC4 power allocation
Set the number of carriers to the total number of supported carriers for operating bands with multi-band dependencies (D.21).
For EIRP accuracy requirements set each beam to rated beam EIRP (D.11) for the tested beam direction pair.
For all other requirements ensure the total radiated power is set the power of each carrier to the same level so that the sum of the carrier powers equals theto rated carriertransmitter TRP PRated,ct,TRP (D.3738).
If the allocated number of carriers in an operating band exceeds the declared number of carriers at maximum TRP in an operating band (D.15) the carriers should if possible be allocated to a different operating band.
[bookmark: _Toc21101049][bookmark: _Toc29810088]4.7.2.6	NRTC5: Multi-band test configuration with high PSD per carrier
The purpose of NRTC5 is to test multi-band operation aspects considering higher PSD cases with reduced number of carriers and non-contiguous operation (if supported) in multi-band mode.
[bookmark: _Toc21101050][bookmark: _Toc29810089]4.7.2.6.1	NRTC5 generation
NRTC5 is based on re-using the existing test configuration applicable for operating bands using multi-band transceiver units and hence have declared multi-band dependencies (D.16). It is constructed using the following method:
-	The Base Station RF Bandwidth of each supported operating band shall be the declared maximum radiated Base Station RF Bandwidth (D.17).
-	The allocated Radio Bandwidth of the outermost bands shall be located at the outermost edges of the declared maximum Radio Bandwidth of the operating band with multi-band dependencies (D.18).
-	The maximum number of carriers is limited to two per band. Carriers shall be selected according to 4.7.2.1 and shall be placed at the outermost edges of the declared maximum Radio Bandwidth of the operating band with multi-band dependencies (D.18).
-	Each concerned band shall be considered as an independent band and the carrier placement in each band shall be according to NRTC3, where the declared parameters for multi-band operation shall apply. Narrowest supported BS channel bandwidth with the smallest subcarrier spacing declared per operating band (D.7) shall be used in the test configuration.
-	If an operating band with multi-band dependencies supports three carriers only, two carriers shall be placed in one band according to the relevant test configuration while the remaining carrier shall be placed at the edge of the maximum Radio Bandwidth in the other band.
-	If the sum of the maximum base station RF bandwidths of each of the supported operating bands is greater than the declared total RF bandwidth BWtot (D.19) of transmitter and receiver for the declared band combinations of the BS, then repeat the steps above for test configurations where the Base Station RF Bandwidth of one of the operating band shall be reduced so that the declared total RF bandwidth BWtot of the operating band with multi-band dependencies (D.18) is not exceeded and vice versa.
[bookmark: _Toc21101051][bookmark: _Toc29810090]4.7.2.6.2	NRTC5 power allocation
Set the number of carriers to the total number of supported carriers for operating bands with multi-band dependencies (D.21).
For EIRP accuracy requirements set each beam to rated beam EIRP (D.11) for the tested beam direction pair.
For all other requirements ensure the total radiated power is set the power of each carrier to the same level so that the sum of the carrier powers equals theto rated carriertransmitter TRP PRated,ct,TRP (D.3738).
If the sum of the TRP for all carriers in an operating band(s) exceeds the sum of the rated carrier TRP output power PRated,c,TRP (D.37) for the number of carriers at maximum TRP (D.15) in multi-band operation, the exceeded part shall, if possible, be reallocated into the other band(s). If the EITRP allocated for a carrier exceeds the declared rated TRPcarrier OTA BS power, PRated,c,TRP, the exceeded power shall, if possible, be reallocated into the other carriers.
<End of change>

