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[bookmark: _Toc526338484][bookmark: _Toc518423074][bookmark: _Toc535320561]------------------------------ Modified section ------------------------------
[bookmark: _Toc13080138][bookmark: _Toc29811634][bookmark: _Toc21127429]5.3.2	Transmission bandwidth configuration
The transmission bandwidth configuration NRB for each BS channel bandwidth and subcarrier spacing is specified in table 5.3.2.-1 for FR1 and table 5.3.2-2 for FR2.
[bookmark: _Hlk497144372]Table 5.3.2-1: Transmission bandwidth configuration NRB for FR1
	SCS (kHz)
	5
MHz
	10
MHz
	15
MHz
	20 MHz
	25 MHz
	30
MHz
	40 MHz
	50 MHz
	60 MHz
	70
MHz
	80 MHz
	90
MHz
	100 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	106
	133
	160
	216
	270
	N/A
	N/A
	N/A
	N/A
	N/A

	30
	11
	24
	38
	51
	65
	78
	106
	133
	162
	189
	217
	245
	273

	60
	N/A
	11
	18
	241 
252
	31
	38
	51
	65
	79
	93
	107
	121
	135

	Note 1:	It is not applied for Band n46.
Note 2:	It is only applied for Band n46.



Table 5.3.2-2: Transmission bandwidth configuration NRB for FR2
	SCS (kHz)
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	
	NRB
	NRB
	NRB
	NRB

	60
	66
	132
	264
	N/A

	120
	32
	66
	132
	264



[bookmark: _GoBack]NOTE:	All Tx and Rx requirements are defined based on transmission bandwidth configuration specified in table 5.3.2-1 for FR1 and table 5.3.2-2 for FR2.
The transmission bandwidth configuration for NB-IoT is specified in TS 36.104 [13] clause 5.6.

------------------------------ End of modified section ------------------------------

