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1 Introduction
In last RAN4, CLI has agreed the core part CRs, and the scheduling availability section has captured 

Editor’s note: for UE capability, RAN4 will capture detail description after RAN1 decision.

In this contribution, we provide our views scheduling availability for CLI measurements based on CLI capabilities.
2 Discussion
RAN2 has agreed CLI capability for FDMed DL signal/channel with CLI resource [1] as following
	Definitions for parameters
	Per
	M
	FDD-TDD

DIFF
	FR1-FR2

DIFF

	cli-RSSI-FDM-DL-r16

Indicates whether serving cell DL signal/channel (e.g. PDSCH/PDCCH) and CLI-RSSI FDMed reception is supported as specified in 38.215 [13].
	UE
	No
	TDD only
	Yes

	cli-SRS-RSRP-FDM-DL-r16

Indicates whether serving cell DL signal/channel (e.g. PDSCH/PDCCH) and SRS-RSRP FDMed reception is supported as specified in 38.215 [13].
	UE
	No
	TDD only
	Yes


Based on these capability, the scheduling availability for CLI measurements should be updated, and we propose 
· Proposal: Update scheduling availability for CLI measurement based on CLI capabilities.
	9.7.4.1
Scheduling availability of UE performing measurement on FR1

The following scheduling restriction applies due to CLI measurements.

· The UE is not expected to transmit PUCCH/PUSCH/SRS on OFDM symbols on which the UE performs CLI measurements, and on 1 data symbol before an OFDM symbol used for CLI measurements for 15 kHz and 30 kHz subcarrier spacing.

· For the UE which does not support cli-SRS-RSRP-FDM_DL or cli-RSSI-FDM-DL, the UE is not expected to receive PDCCH/PDSCH on OFDM symbols on which the UE performs CLI measurements, and on 1 data symbol before an OFDM symbol used for CLI measurements for 15 kHz and 30 kHz subcarrier spacing.

· The UE is not expected to transmit PUCCH/PUSCH/SRS on OFDM symbols on which the UE performs CLI measuerments, and on 2 data symbols before an OFDM symbol used for CLI measurements for 60 kHz subcarrier spacing.

· For the UE which does not support cli-SRS-RSRP-FDM_DL or cli-RSSI-FDM-DL, the UE is not expected to receive PDCCH/PDSCH on OFDM symbols on which the UE performs CLI measuerments, and on 2 data symbols before an OFDM symbol used for CLI measurements for 60 kHz subcarrier spacing.

When TDD intra-band carrier aggregation is configured, the scheduling restrictions on serving cell where CLI measurements are performed apply on all serving cells in the same band on the symbols that fully or partially overlap with restricted symbols.
9.7.4.2
Scheduling availability of UE performing measurement on FR2

The following scheduling restriction applies due to CLI measurements.

· The UE is not expected to transmit PUCCH/PUSCH/SRS on OFDM symbols on which the UE performs CLI measurements, and on 1 data symbol before an OFDM symbol used for CLI measurements for 60 kHz subcarrier spacing.

· For the UE which does not support cli-SRS-RSRP-FDM_DL or cli-RSSI-FDM-DL, the UE is not expected to receive PDCCH/PDSCH on OFDM symbols on which the UE performs CLI measurements, and on 1 data symbol before an OFDM symbol used for CLI measurements for 60 kHz subcarrier spacing.

· The UE is not expected to transmit PUCCH/PUSCH/SRS on OFDM symbols on which the UE performs CLI measurements, and on 2 data symbols before an OFDM symbol used for CLI measurements for 120 kHz subcarrier spacing.

· For the UE which does not support cli-SRS-RSRP-FDM_DL or cli-RSSI-FDM-DL, the UE is not expected to receive PDCCH/PDSCH on OFDM symbols on which the UE performs CLI measurements, and on 2 data symbols before an OFDM symbol used for CLI measurements for 120 kHz subcarrier spacing.

When TDD intra-band carrier aggregation is configured, the scheduling restrictions on serving cell where CLI measurements are performed apply on all serving cells in the same band on the symbols that fully or partially overlap with restricted symbols.




3 Conclusion 
In this contribution, we provide our views on scheduling availability for CLI measurements based on CLI capabilities, we propose
· Proposal: Update scheduling availability for CLI measurement based on CLI capabilities.
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