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[bookmark: _Toc535443149]<< Start of changes >>
[bookmark: _Toc535476142]A.4	EN-DC tests with all NR cells in FR1
[bookmark: _Toc535476143]A.4.1	Void
[bookmark: _Toc535476144]A.4.2	Void
[bookmark: _Toc535476145]A.4.3	RRC_CONNECTED state mobility
[bookmark: _Toc535476146]A.4.3.1	Void
[bookmark: _Toc535476147]A.4.3.2	RRC Connection Mobility Control
[bookmark: _Toc535476148]A.4.3.2.1	Void
[bookmark: _Toc535476149][bookmark: _Toc535476152]A.4.3.2.2	Random Access
[bookmark: _Toc535476150]A.4.3.2.2.1	Contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in clause A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.1.1-1. UE capble of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.1.1-2.
Table A.4.3.2.2.1.1-1: Supported test configurations for contention based random access test in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.1.1-2: General test parameters for contention based random access test in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 3 in FR1
	As defined in A.3.10

	
	Config 3,4
	
	SSB pattern 4 in FR1
	

	Duplex Mode for Cell 2
	Config 1,2
	
	FDD
	

	
	Config 3,4
	
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.2.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1,2
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 3,4
	
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	
SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is setto be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	
SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98 
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1,2
	dBm
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 3,4
	
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 1
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.1.2	Test Requirements
Contention based random access is triggered by not explicitly assigning a random access preamble via dedicated signalling in the downlink.
A.4.3.2.2.1.2.1	Random Access Preamble Transmission
To test the UE behavior specified in Clause 6.2.2.2.1.1 the System Simulator shall receive the Random Access Preamble which belongs to one of the Random Access Preambles associated with the SSB with index 0, which has SS-RSRP above the configured rsrp-ThresholdSSB.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.1.2.2	Random Access Response Reception
To test the UE behavior specified in Clause 6.2.2.2.1.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.1.2.3	No Random Access Response Reception
To test the UE behavior specified in clause 6.2.2.2.1.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.1.2.4	Receiving an UL grant for msg3 retransmission
To test the UE behavior specified in clause 6.2.2.2.1.4, the System Simulator shall provide an UL grant for msg3 retransmission following a successful Random Access Response.
The UE shall re-transmit the msg3 upon the reception of an UL grant for msg3 retransmission..
A.4.3.2.2.1.2.5	void

A.4.3.2.2.1.2.6	void

A.4.3.2.2.1.2.7	Contention Resolution Timer expiry
To test the UE behavior specified in Clause 6.2.2.2.1.6 the System Simulator shall not send a response to a msg3.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if the Contention Resolution Timer expires.
[bookmark: _Toc535476151]A.4.3.2.2.2	Non-contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in clause A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.2.1-1. UE capble of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.2.1-2 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2).
Table A.4.3.2.2.2.1-1: Supported test configurations for non-contention based random access test in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 3 in FR1
	SSB pattern 3 in FR1
	As defined in A.3.10

	
	Config 3,4
	
	SSB pattern 4 in FR1
	SSB pattern 4 in FR1
	

	CSI-RS Configuration
	Config 1,2
	
	N/A
	CSI-RS.1.1 FDD
	As defined in  A.3.1.4

	
	Config 3,4
	
	
	CSI-RS.2.1 TDD
	

	Duplex Mode for Cell 2
	Config 1,2
	
	FDD
	FDD
	

	
	Config 3,4
	
	TDD
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.2.1
	TDDConf.2.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1,2
	
	SR.1.1 FDD
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 3,4
	
	SR.2.1 TDD
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	SSB with index 0
	

	dB
	3
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	-98
	

	
	
	Config 3,4
	
	-101
	-101
	

	
	

	dB
	3
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	-95
	

	SSB with index 1
	

	dB
	-17
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98 
	-98 
	

	
	
	Config 3,4
	
	-101
	-101
	

	
	

	dB
	-17
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	-115
	

	Io Note 2
	Config 1,2
	dBm
	-65.3/9.36MHz
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 3,4
	
	-62.2/38.16MHz
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 2
	FR1 PRACH configuration 3
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.2.2	Test Requirements
Non-Contention based random access is triggered by explicitly assigning a random access preamble via dedicated signalling in the downlink. In the test, the non-contention based random access procedure is not initialized for Other SI requested from UE or beam failure recovery.
A.4.3.2.2.2.2.1	SSB-based Random Access Preamble Transmission
In Test-1, to test the UE behavior specified in Clause 6.2.2.2.2.1 for SSB-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with SSBs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the SSB with index 0.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the SSB with index 0, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-ssb-OccasionMaskIndex.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2.. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.2.2.2	CSI-RS-based Random Access Preamble Transmission
In Test-2, to test the UE behavior specified in Clause 6.2.2.2.2.1 for CSI-RS-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with CSI-RSs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the CSI-RS configured.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the CSI-RS configured, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-OccasionList.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.2.2.3	Random Access Response Reception
To test the UE behavior specified in Clause 6.2.2.2.2.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.2.2.4	No Random Access Response Reception
To test the UE behavior specified in clause 6.2.2.2.2.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window configured in RACH-ConfigCommon.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.

A.4.3.2.3	Void
[bookmark: _Toc535476153]A.4.4	Timing
[bookmark: _Toc535476158]A.4.4.1	UE transmit timing
[bookmark: _Toc535476155]A.4.4.1.1	NR UE Transmit Timing Test for FR1
[bookmark: _Toc535476156]A.4.4.1.1.1	Test Purpose and environment
The purpose of this test is to verify that the UE can follow frame timing change of the connected gNodeb and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2. Supported test configurations are shown in Table 4.4.1.1.1-1.
Table A.4.4.1.1.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	2
	LTE FDD, NR TDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	3
	LTE FDD, NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	4
	LTE TDD, NR FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	5
	LTE TDD, NR TDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	6
	LTE TDD, NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	Note:	The UE is only required to be tested in one of the supported test configurations 



[bookmark: _Hlk16710631][bookmark: _Hlk16710640]The test consists of E-UTRA PCell and NR PSCell. The configuration for E-UTRA is given in A.3.7.2.1. Table A.4.4.1.1.1-2 defines the parameters to be configured and strength of the transmitted signals. The transmit timing is verified by the UE transmitting SRS using the configuration defined in Table A.4.4.1.1.1-3.
Table A.4.4.1.1.1-2: Cell Specific Test Parameters for UL Transmit Timing test
	Parameter
	Unit
	Config
	Test1
	Test2
	Band Group

	SSB ARFCN
	
	1,2,3,4,5,6
	Freq1
	Freq1
	

	Duplex Mode
	
	1,4
	FDD
	

	
	
	2,3,5,6
	TDD
	

	TDD configuration
	
	1,4
	Not Applicable
	

	
	
	2,5
	TDDConf.1.1
	

	
	
	3,6
	TDDConf.1.2
	

	BWchannel
	MHz
	1,4
	10: NRB,c = 52
	

	
	
	2,5
	10: NRB,c = 52
	

	
	
	3,6
	40: NRB,c = 106
	

	Initial BWP Configuration
	
	1,2,3,4,5,6
	DLBWP.0.1
ULBWP.0.1
	

	Dedicated BWP Configuration
	
	1,2,3,4,5,6
	DLBWP.1.1
ULBWP.1.1
	

	DRx Cycle
	ms
	1,2,3,4,5,6
	N/A
	DRX.5Note5
	

	PDSCH Reference measurement channel
	
	1,4
	SR.1.1 FDD
	

	
	
	2,5
	SR.1.1 TDD
	

	
	
	3,6
	SR.2.1 TDD
	

	CORESET Reference Channel
	
	1,4
	CR.1.1 FDD
	

	
	
	2,5
	CR.1.1 TDD
	

	
	
	3,6
	CR.2.1 TDD
	

	OCNG Patterns
	
	1,2,3,4,5,6
	OCNG pattern 1
	

	SSB configuration
	
	1,4
	SSB.1 FR1
	

	
	
	2,5
	SSB.1 FR1
	

	
	
	3,6
	SSB.2 FR1
	

	SMTC configuration
	
	1,2,3,4,5,6
	SMTC.2
	

	TRS configuration
	
	1,4
	TRS.1.1 FDD
	

	
	
	2,5
	TRS.1.1 TDD
	

	
	
	3,6
	TRS.1.2 TDD
	

	PDSCH/PDCCH subcarrier spacing
	kHz
	1,2,4,5
	15
	

	
	
	3,6
	30
	

	EPRE ratio of PSS to SSS
	dB
	1,2,3,4,5,6
	0
	0
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	dBm/15 kHz
	1,2,3,4,5,6
	-98
	-98
	

	
Note2
	dBm/SCS
	1,2,4,5
	-98
	-98
	

	
	
	3,6
	-95
	-95
	

	

	
	1,2,3,4,5,6
	3
	3
	

	

	
	1,2,3,4,5,6
	3
	3
	

	SS-RSRPNote3
	dBm/SCS
	1,2,4,5
	-95
	-95
	

	
	
	3,6
	-92
	-92
	

	IoNote3
	dBm/9.36MHz
	1,2,4,5
	-65.2
	-65.2
	

	
	dBm/38.1MHz
	3,6
	-59.2
	-59.2
	

	Propagation condition
	
	1,2,3,4,5,6
	AWGN
	

	SRS Config
	
	1,2,4,5
	SRSConf.1Note6
	SRSConf.3Note6
	

	
	
	3, 6
	SRSConf.1Note6
	SRSConf.2Note6
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	DRx related parameters are given in Table A.3.3.5-1
Note 6:	SRS configs are given in Table A.4.4.1.1.1-3



Table A.4.4.1.1.1-3: SRS Configuration for Timing Accuracy Test
	[bookmark: _Toc535476157]
	Field
	SRSConf.1
	SRSConf.2
	SRSConf.3
	Comments

	SRS-ResourceSet
	srs-ResourceSetId
	0
	0
	0
	

	
	srs-ResourceIdList
	0
	0
	0
	

	
	resourceType
	Periodic
	Periodic
	Periodic
	

	
	Usage
	Codebook
	Codebook
	Codebook
	

	SRS-Resource
	SRS-ResourceId
	0
	0
	0
	

	
	nrofSRS-Ports
	Port1
	Port1
	Port1
	

	
	transmissionComb 
	n2
	n2
	n2
	

	
	combOffset-n2
	0
	0
	0
	

	
	cyclicShift-n2
	0
	0
	0
	

	
	resourceMapping
startPosition
	0
	0
	0
	

	
	resourceMapping
nrofSymbols	
	n1
	n1
	n1
	

	
	resourceMapping
repetitionFactor
	n1
	n1
	n1
	

	
	freqDomainPosition
	0
	0
	0
	

	
	freqDomainShift
	0
	0
	0
	

	
	freqHopping
c-SRS
	14 for test configuration 1,2,4,5
25 for test configuration 3,6
	25
	14
	Matches NRB,c

	
	freqHopping
b-SRS
	0
	0
	0
	

	
	freqHopping
b-hop
	0
	0
	0
	

	
	groupOrSequenceHopping
	Neither
	Neither
	Neither
	

	
	resourceType
	Periodic
	Periodic
	Periodic
	

	
	periodicityAndOffset-p
	sl1, 0
	sl640, 0
	sl320, 0
	Offset to align with DRx periodicity 

	
	sequenceId
	0
	0
	0
	Any 10 bit number



A.4.4.1.1.2	Test requirements
The test sequence shall be carried out in RRC_CONNECTED for every test case.
Following will be the test sequence for this test
1)	Set up E-UTRA PCell according to parameters given in Table A.3.7.2.1-1 and setup NR PSCell according to parameters given in Table A.4.4.1.1.1-1.
[bookmark: _Hlk521604672]2)	After connection set up with the cell, the test equipment will verify that the timing of the NR cell is within (NTA + NTA_offset)×Tc ± Te of the first detected path of DL SSB.
a.	The NTA offset value (in Tc units) is 25600 
b.	The Te values depend on the DL and UL SCS for which the test is being run and are given in Table 7.1.2-1
3)	The test system shall adjust the timing of the DL path by values given in Table A.4.4.1.1.2-1
Table A.4.4.1.1.2-1: Adjustment Value for DL Timing
	SCS of SSB signals (kHz)
	Adjustment Value

	
	Test1
	Test2

	15
	+64*64Tc
	+32*64Tc

	30
	+32*64Tc
	+16*64Tc



4)	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in Clause 7.1.2 Table 7.1.2-3 until the UE transmit timing offset is within (NTA + NTA_offset) ×Tc ± Te respective to the first detected path (in time) of DL SSB. Skip this step for test 2 with DRX configured.
5)	The test system shall verify that the UE transmit timing offset stays within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB. For Test 2 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment.
A.4.4.2	UE timer accuracy
[bookmark: _Toc535476164]A.4.4.3	Timing advance
[bookmark: _Toc535476160]A.4.4.3.1	EN-DC FR1 timing advance adjustment accuracy
[bookmark: _Toc535476161]A.4.4.3.1.1	Test Purpose and Environment
The purpose of the test is to verify UE Timing Advance adjustment delay and accuracy requirement defined in clause 7.3.
[bookmark: _Toc535476162]A.4.4.3.1.2	Test Parameters
[bookmark: _Hlk16630075]Supported test configurations are shown in table A.4.4.3.1.2-1. Both timing advance adjustment delay and accuracy are tested by using the parameters in table A.4.4.3.1.2-2, A.4.4.3.1.2-3 and A.4.4.3.1.2-4. The configuration of Cell 1 (LTE PCell) is specified in clause A.3.7.2.1.
In all test cases, two cells are used. Cell 1 is the PCell in the primary Timing Advance Group (pTAG) and cell 2 is the PSCell is in the secondary Timing Advance Group (sTAG). Each test consists of two successive time periods, with time duration of T1 and T2 respectively. In each time period, timing advance commands for sTAG are sent to the UE and Sounding Reference Signals (SRS), as specified in table A.4.4.3.1.2-3, are sent from the UE and received by the test equipment. By measuring the reception of the SRS, the transmit timing, and hence the timing advance adjustment accuracy, can be measured for PSCell in sTAG.
During time period T1, the test equipment shall send one message with a Timing Advance Command MAC Control Element for sTAG, as specified in clause 6.1.3.4 in TS 38.321 [7]. The Timing Advance Command value shall be set to 31, which according to clause 4.2 in TS 38.213 [3] results in zero adjustment of the Timing Advance. In this way, a reference value for the timing advance for sTAG used by the UE is established.
During time period T2, the test equipment shall send a sequence of messages with Timing Advance Command MAC Control Elements for sTAG, with Timing Advance Command value specified in table A.4.4.3.1.2-2. This value shall result in changes of the timing advance for sTAG used by the UE, and the accuracy of the change shall then be measured, using the SRS sent from the UE.
As specified in clause 7.3.2.1, the UE adjusts its uplink timing at slot n+k for a timing advance command received in slot n. This delay must be taken into account when measuring the timing advance adjustment accuracy, via the SRS sent from the UE.
The UE Time Alignment Timer, described in clause 5.2 in TS 38.321, shall be configured so that it does not expire in the duration of the test.
Table A.4.4.3.1.2-1: Timing advance supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.4.4.3.1.2-2: General test parameters for timing advance
	Parameter
	Unit
	Value
	Comment

	RF channel number
	
	Cell 1: 1
Cell 2: 2
	1 for E-UTRAN PCell
2 for NR PSCell

	Initial DL BWP
	
	DLBWP.0.1
	As specified in Table A.3.9.2.1-1

	Dedicated DL BWP
	
	DLBWP.1.1
	As specified in Table A.3.9.2.2-1

	Initial UL BWP
	
	ULBWP.0.1
	As specified in Table A.3.9.3.1-1

	Dedicated UL BWP
	
	ULBWP.1.1
	As specified in Table A.3.9.3.2-1

	Timing Advance Command (TA) value during T1
	
	31
	NTA_new = NTA_old  for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	For 15 kHz SCS NTA_new = NTA_old  + 8192*Tc 
For 30 kHz SCS NTA_new = NTA_old  + 4096*Tc 
(based on equation in clause 4.2 of TS 38.213 [3])

	T1
	s
	5
	

	T2
	s
	5
	



Table A.4.4.3.1.2-3: Cell specific test parameters for timing advance
	Parameter
	Unit
	Test1

	
	
	T1
	T2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	BWP BW
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	Config 1,2,4,5
	
	SMTC.1 FR1

	
	Config 3,6
	
	SMTC.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 kHz

	
	Config 3,6
	
	30 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 kHz

	
	Config 3,6
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2,4,5
	
dBm/SCS
	-98

	
	Config 3,6
	
	-95

	

	dB
	3

	

	dB
	3

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-67.57

	
	Config 3,6
	dBm/
38.16MHz
	-62.58

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.4.4.3.1.2-4: Sounding Reference Symbol Configuration for timing advance
	Field
	Value
	Comment

	c-SRS
	Config 1,2,4,5
	12
	Frequency hopping is disabled

	
	Config 3,6
	24
	

	b-SRS
	0
	

	b-hop
	0
	

	freqDomainPosition
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	

	groupOrSequenceHopping
	neither
	No group or sequence hopping

	SRS-PeriodicityAndOffset
	sl5=0
	Once every 5 slots

	pathlossReferenceRS
	ssb-Index=0
	SSB #0 is used for SRS path loss estimation

	usage
	Codebook
	Codebook based UL transmission

	startPosition
	0
	resourceMapping setting. SRS on last symbol of slot, and 1symbols for SRS without repetition.

	nrofSymbols
	n1
	

	repetitionFactor
	n1
	

	combOffset-n2
	0
	transmissionComb setting

	cyclicShift-n2
	0
	

	nrofSRS-Ports
	port1
	Number of antenna ports used for SRS transmission

	Note:	For further information see clause 6.3.2 in TS 38.331 [2].



[bookmark: _Toc535476163]A.4.4.3.1.3	Test Requirements
The UE shall apply the signalled Timing Advance value for PSCell in sTAG to the transmission timing at the designated activation time i.e. k+1 slots after the reception of the timing advance command, where k=5.
The Timing Advance adjustment accuracy for PSCell in sTAG shall be within the limits specified in clause 7.3.2.2.
The rate of correct Timing Advance adjustments observed during repeated tests shall be at least 90%.
A.4.5	Signaling characteristics
[bookmark: _Toc535476166]A.4.5.1	Radio link Monitoring
In the following clause, any uplink signal transmitted by the UE is used for detecting the In-/Out-of-Sync state of the UE. In terms of measurement, the uplink signal is verified on the basis of the UE output power:
For intra-band contiguous carrier aggregation, transmit OFF power is measured as the mean power per component carrier.
For UE with multiple transmit antennas, transmit OFF power is measured as the mean power at each transmit connector.
-	UE output power higher than Transmit OFF power -50 dBm (as defined in TS 38.101-3 [20]) means uplink signal
-	UE output power equal to or less than Transmit OFF power -50 dBm (as defined in TS 38.101-3 [20]) means no uplink signal.
A.4.5.1.1	Radio Link Monitoring Out-of-sync Test for FR1 PSCell configured with SSB-based RLM RS in non-DRX mode
[bookmark: _Toc535476167]A.4.5.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell. This test will partly verify the FR1 PSCell radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.4.5.1.1.1-1. The test parameters are given in Tables A.4.5.1.1.1-2, A.4.5.1.1.1-3, and A.4.5.1.1.1-4 below. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-1. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.4.5.1.1.1-1 shows the variation of the downlink SNR in the active Cell 2 to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. The UE is configured to perform inter-frequency measurements using Gap Pattern ID #0 (40ms) in test 1.
Table A.4.5.1.1.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.1.1-2: General test parameters for FR1 out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2, 5
	
	10: NRB,c = 52

	
	Config 3, 6
	
	40: NRB,c = 106 

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 kHz

	
	Config 3, 6
	
	30 kHz

	PRACH Configuration 
	Config 1, 2, 4, 5
	
	Table A.3.8.2.4-1

	
	Config 3, 6
	
	Table A.3.8.2.4-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1, 4
	
	CSI-RS.1.1 FDD

	
	Config 2, 5
	
	CSI-RS.1.1 TDD

	
	Config 3, 6
	
	CSI-RS.2.1 TDD

	CSI-RS for tracking
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	T1
	s
	0.2

	T2
	s
	0.48

	T3
	s
	0.48

	D1
	s
	0.44

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.1.1.1-3: Cell specific test parameters for FR1 (Cell 2) for out-of-sync radio link monitoring tests in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	


0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS
	Config 1, 4
	dB
	1
	-7
	-15

	
	Config 2, 5
	
	1
	-7
	-15

	
	Config 3, 6
	
	1
	-7
	-15

	SNR on other channels and signals
	Config 1, 2, 3, 4, 5, 6
	dB
	1

	

	Config 1, 4
	dBm/15 kHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	

	Config 1, 4
	dBm/SCS
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-95

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.




Table A.4.5.1.1.1-4: Measurement gap configuration for out-of-sync tests in non-DRX mode
	Field
	Test 1

	
	Value

	gapOffset
	0

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap).



[image: ]
Figure A.4.5.1.1.1-1: SNR variation for out-of-sync testing

[bookmark: _Toc535476168]A.4.5.1.1.2	Test Requirements
The UE behaviour in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The UE shall stop transmitting uplink signal in Cell 2 no later than time point C (D1 second after the start of the time duration T3).
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476169]A.4.5.1.2	Radio Link Monitoring In-sync Test for FR1 PSCell configured with SSB-based RLM RS in non-DRX mode
[bookmark: _Toc535476170]A.4.5.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell. This test will partly verify the FR1 PSCell radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.4.5.1.2.1-1. The test parameters are given in Tables A.4.5.1.2.1-2, and A.4.5.1.2.1-3 below. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-1. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.1.2.1-1 shows the variation of the downlink SNR in the active Cell 2 to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms.
Table A.4.5.1.2.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.2.1-2: General test parameters for FR1 in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2, 5
	
	10: NRB,c = 52

	
	Config 3, 6
	
	40: NRB,c = 106 

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 kHz

	
	Config 3, 6
	
	30 kHz

	PRACH Configuration 
	Config 1, 2, 4, 5
	
	Table A.3.8.2.4-1

	
	Config 3, 6
	
	Table A.3.8.2.4-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	1000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting 
	Config 1, 4
	
	CSI-RS.1.1 FDD

	
	Config 2, 5
	
	CSI-RS.1.1 TDD

	
	Config 3, 6
	
	CSI-RS.2.1 TDD

	CSI-RS for tracking
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	0.24

	T4
	s
	0.2

	T5
	s
	0.88

	D1
	s
	0.84

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.1.2.1-3: Cell specific test parameters for FR1 (Cell 2) for in-sync radio link monitoring tests in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	


0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS
	Config 1, 4
	dB
	1
	-7
	-15
	-4.5
	1

	
	Config 2, 5
	
	1
	-7
	-15
	-4.5
	1

	
	Config 3, 6
	
	1
	-7
	-15
	-4.5
	1

	SNR on other channels and signals
	Config 1, 2, 3, 4, 5, 6
	dB
	1

	

	Config 1, 4
	dBm/15 kHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	

	Config 1, 4
	dBm/SCS
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-95

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in Figure A.4.5.1.2.1-1.
Note 5:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 and T4 is modified as specified in clause A.3.6.



Table A.4.5.1.2.1-4: Void
[image: ]
Figure A.4.5.1.2.1-1: SNR variation for in-sync testing

[bookmark: _Toc535476171]A.4.5.1.2.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476172]A.4.5.1.3	Radio Link Monitoring Out-of-sync Test for FR1 PSCell configured with SSB-based RLM RS in DRX mode
[bookmark: _Toc535476173]A.4.5.1.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell when DRX is used. This test will partly verify the FR1 radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.4.5.1.3.1-1. The test parameters are given in Tables A.4.5.1.3.1-2 and A.4.5.1.3.1-3. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-1. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.4.5.1.3.1-1 shows the variation of the downlink SNR in the active Cell 2 to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CSI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.4.5.1.3.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.3.1-2: General test parameters for FR1 out-of-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2, 5
	
	10: NRB,c = 52

	
	Config 3, 6
	
	40: NRB,c = 106 

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 kHz

	
	Config 3, 6
	
	30 kHz

	PRACH Configuration 
	Config 1, 2, 4, 5
	
	Table A.3.8.2.4-1

	
	Config 3, 6
	
	Table A.3.8.2.4-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX Configuration
	
	DRX.3

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1, 4
	
	CSI-RS.1.1 FDD

	
	Config 2, 5
	
	CSI-RS.1.1 TDD

	
	Config 3, 6
	
	CSI-RS.2.1 TDD

	CSI-RS for tracking
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	T1
	s
	0.2 

	T2
	s
	0.68 

	T3
	s
	0.68 

	D1
	s
	 0.64

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.1.3.1-3: Cell specific test parameters for FR1 (Cell 2) for out-of-sync radio link monitoring tests in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	

0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS
	Config 1, 4
	dB
	1
	-7
	-15

	
	Config 2, 5
	
	1
	-7
	-15

	
	Config 3, 6
	
	1
	-7
	-15

	SNR on other channels and signals
	Config 1, 2, 3, 4, 5, 6
	dB
	1

	

	Config 1, 4
	dBm/15kHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	

	Config 1, 4
	dBm/SCS
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-95

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in Figure A.4.5.1.3.1-1.
Note 5:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.



Table A.4.5.1.3.1-4: Void
Table A.4.5.1.3.1-5: Void
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Figure A.4.5.1.3.1-1: SNR variation for out-of-sync testing

[bookmark: _Toc535476174]A.4.5.1.3.2	Test Requirements
The UE behaviour in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The UE shall stop transmitting uplink signal in Cell 2 no later than time point C (D1 second after the start of the time duration T3).
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Hlk531780891][bookmark: _Toc535476175]A.4.5.1.4	Radio Link Monitoring In-sync Test for FR1 PSCell configured with SSB-based RLM RS in DRX mode
[bookmark: _Toc535476176]A.4.5.1.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell when DRX is used. This test will partly verify the FR1 radio link monitoring requirements in clause 8.1.
Supported test configurations are shown in table A.4.5.1.4.1-1. The test parameters are given in Tables A.4.5.1.4.1-2, and A.4.5.1.4.1-3. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-1. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.1.4.1-1 shows the variation of the downlink SNR in the active Cell 2 to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CSI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.4.5.1.4.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.4.1-2: General test parameters for FR1 in-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2, 5
	
	10: NRB,c = 52

	
	Config 3, 6
	
	40: NRB,c = 106 

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 kHz

	
	Config 3, 6
	
	30 kHz

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.4-1

	
	Config 3, 6
	
	Table A.3.8.2.4-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	In sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	Out of sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX Configuration 
	
	DRX.3

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	1000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting 
	Config 1, 4
	
	CSI-RS.1.1 FDD

	
	Config 2, 5
	
	CSI-RS.1.1 TDD

	
	Config 3, 6
	
	CSI-RS.2.1 TDD

	CSI-RS for tracking
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	T1
	s
	0.2 

	T2
	s
	0.2 

	T3
	s
	0.64

	T4
	s
	0.2 

	T5
	s
	0.88 

	D1
	s
	0.84 

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test. 



Table A.4.5.1.4.1-3: Cell specific test parameters for FR1 (Cell 2) for in-sync radio link monitoring tests in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	

0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS
	Config 1, 4
	dB
	1
	-7
	-15
	-4.5
	1

	
	Config 2, 5
	
	1
	-7
	-15
	-4.5
	1

	
	Config 3, 6
	
	1
	-7
	-15
	-4.5
	1

	SNR on other channels and signals
	Config 1, 2, 3, 4, 5, 6
	dB
	1

	

	Config 1, 4
	dBm/15 kHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	

	Config 1, 4
	dBm/SCS
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-95

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in Figure A.4.5.1.4.1-1.
Note 5:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 and T4 is modified as specified in clause A.3.6.



Table A.4.5.1.4.1-4: Void
Table A.4.5.1.4.1-5: Void
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Figure A.4.5.1.4.1-1: SNR variation for in-sync testing

[bookmark: _Toc535476177]A.4.5.1.4.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.1.5	EN-DC Radio Link Monitoring Out-of-sync Test for FR1 PSCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476179]A.4.5.1.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR1 PSCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.4.5.1.5.1-1, A.4.5.1.5.1-2, A.4.5.1.5.1-3, and A.4.5.1.5.1-3A below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.4.5.1.5.1-1 shows the variation of the downlink SNR in the E-UTRAN PCell and the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity defined in CSI-RS configuration. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms). In the test, SSB0 is configured as the BFD-RS.
Table A.4.5.1.5.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



[bookmark: _Hlk525055934]Table A.4.5.1.5.1-2: General test parameters for FR1 PSCell for CSI-RS out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	RMC CORESET Reference Channel
	Config 1, 4
	
	CCR.1.1 FDD

	
	Config 2, 5
	
	CCR.1.1 TDD

	
	Config 3, 6
	
	CCR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	CSI-RS for RLM
	Config 1, 4
	
	Resource #4 in TRS.1.1 FDD

	
	Config 2, 5
	
	Resource #4 in TRS.1.1 TDD

	
	Config 3, 6
	
	Resource #4 in TRS.1.2 TDD

	TCI configuration for PDCCH/PDSCH
	
	TCI.State.0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	 gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for reporting
	Config 1, 4
	
	CSI-RS1.1 FDD

	
	Config 2, 5
	
	CSI-RS.1.1 TDD

	
	Config 3, 6
	
	CSI-RS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	0.48

	T3
	s
	0.48

	D1
	s
	0.44

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test. 



[bookmark: _Hlk4426050]Table A.4.5.1.5.1-3: Cell specific test parameters for FR1 for CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR on RLM-RS
	Config 1, 4
	dB
	1
	-7
	-15

	
	Config 2, 5
	
	1
	-7
	-15

	
	Config 3, 6
	
	1
	-7
	-15

	SNR on other channels and signals
	Config 1, 4
	dB
	1

	
	Config 2, 5
	
	1

	
	Config 3, 6
	
	1

	

	Config 1, 4
	dBm/15KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.1.5.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



[bookmark: _Hlk4426067]Table A.4.5.1.5.1-3A: Measurement gap configuration for FR1 CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Field
	Test 1

	
	Value

	gapOffset
	0

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. 



[bookmark: _Hlk4426855]Table A.4.5.1.5.1-4: Void



Figure A.4.5.1.5.1-1: SNR variation for CSI-RS out-of-sync testing

[bookmark: _Toc535476180]A.4.5.1.5.2	Test Requirements
The UE behaviour during time durations T1, T2, and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 (PSCell) at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
The UE shall stop transmitting uplink signal in Cell 2 (PSCell) no later than time point C (D1 after the start of the time duration T3) on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476181]A.4.5.1.6	EN-DC Radio Link Monitoring In-sync Test for FR1 PSCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476182]A.4.5.1.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR1 PSCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.4.5.1.6.1-1, A.4.5.1.6.1-2, and A.4.5.1.6.1-3 below. There are two cells, cell 1which is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.1.6.1-1 shows the variation of the downlink SNR in the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity defined in CSI-RS configuration. In the test, DRX configuration is not enabled. In the test, SSB0 is configured as the BFD-RS.
Table A.4.5.1.6.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.6.1-2: General test parameters for FR1 PSCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	RMC CORESET Reference Channel
	Config 1, 4
	
	CCR.1.1 FDD

	
	Config 2, 5
	
	CCR.1.1 TDD

	
	Config 3, 6
	
	CCR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	CSI-RS for RLM
	Config 1, 4
	
	Resource #4 in TRS.1.1 FDD

	
	Config 2, 5
	
	Resource #4 in TRS.1.1 TDD

	
	Config 3, 6
	
	Resource #4 in TRS.1.2 TDD

	TCI configuration for PDCCH/PDSCH
	
	TCI.State.0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	

Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	

In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	1000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for reporting
	Config 1, 4
	
	CSI-RS.1.1 FDD

	
	Config 2, 5
	
	CSI-RS.1.1 TDD

	
	Config 3, 6
	
	CSI-RS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	0.44

	T4
	s
	0.2

	T5
	s
	0.88

	T6
	s
	0.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.1.6.1-3: Cell specific test parameters for FR1 for CSI-RS in-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR on RLM-RS
	Config 1, 4
	dB
	1
	-7
	-15
	-4.5
	1

	
	Config 2, 5
	
	1
	-7
	-15
	-4.5
	1

	
	Config 3, 6
	
	1
	-7
	-15
	-4.5
	1

	SNR on other channels and signals
	Config 1, 4
	dB
	1

	
	Config 2, 5
	
	1

	
	Config 3, 6
	
	1

	

	Config 1, 4
	dBm/15KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.4.5.1.6.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.4.5.1.6.1-3A: Void
Table A.4.5.1.6.1-4: Void

[image: ]
Figure A.4.5.1.6.1-1: SNR variation for CSI-RS in-sync testing

[bookmark: _Toc535476183]A.4.5.1.6.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (T6 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476184]A.4.5.1.7	EN-DC Radio Link Monitoring Out-of-sync Test for FR1 PSCell configured with CSI-RS-based RLM in DRX mode
[bookmark: _Toc535476185]A.4.5.1.7.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR1 PSCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.4.5.1.7.1-1, A.4.5.1.7.1-2, and A.4.5.1.7.1-3 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.4.5.1.7.1-1 shows the variation of the downlink SNR in the E-UTRAN PCell and the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity defined in CSI-RS configuration. In the test, DRX configuration is enabled in PSCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. In the test, SSB0 is configured as the BFD-RS.
Table A.4.5.1.7.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.7.1-2: General test parameters for FR1 PSCell for CSI-RS out-of-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	RMC CORESET Reference Channel
	Config 1, 4
	
	CCR.1.1 FDD

	
	Config 2, 5
	
	CCR.1.1 TDD

	
	Config 3, 6
	
	CCR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	CSI-RS for RLM
	Config 1, 4
	
	Resource #4 in TRS.1.1 FDD

	
	Config 2, 5
	
	Resource #4 in TRS.1.1 TDD

	
	Config 3, 6
	
	Resource #4 in TRS.1.2 TDD

	TCI configuration for PDCCH/PDSCH
	
	TCI.State.0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	DRX.3

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for reporting
	Config 1, 4
	
	CSI-RS.1.1 FDD

	
	Config 2, 5
	
	CSI-RS.1.1 TDD

	
	Config 3, 6
	
	CSI-RS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	1.28

	T3
	s
	1.28

	D1
	s
	1.24

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.1.7.1-3: Cell specific test parameters for FR1 for CSI-RS out-of-sync radio link monitoring in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR
	Config 1, 4
	dB
	1
	-7
	-15

	
	Config 2, 5
	
	1
	-7
	-15

	
	Config 3, 6
	
	1
	-7
	-15

	SNR on other channels and signals
	Config 1, 4
	dB
	1

	
	Config 2, 5
	
	1

	
	Config 3, 6
	
	1

	

	Config 1, 4
	dBm/15KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.1.7.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



[bookmark: _Hlk4420408]Table A.4.5.1.7.1-3A: Void
Table A.4.5.1.7.1-4: Void
Table A.4.5.1.7.1-5: Void
Table A.4.5.1.7.1-6: Void



Figure A.4.5.1.7.1-1: SNR variation for CSI-RS out-of-sync testing

[bookmark: _Toc535476186]A.4.5.1.7.2	Test Requirements
The UE behaviour during time durations T1, T2, and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 (PSCell) at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
The UE shall stop transmitting uplink signal in Cell 2 (PSCell) no later than time point C (D1 after the start of the time duration T3) on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476187]A.4.5.1.8	EN-DC Radio Link Monitoring In-sync Test for FR1 PSCell configured with CSI-RS-based RLM in DRX mode
[bookmark: _Toc535476188]A.4.5.1.8.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR1 PSCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.4.5.1.8.1-1, A.4.5.1.8.1-2, A.4.5.1.8.1-3 and A.4.5.1.8.1-3A below. There are two cells, cell 1which is the E-UTRAN PCell, and cell 2 is the NR PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.1.8.1-1 shows the variation of the downlink SNR in the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity defined in CSI-RS configuration. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms). In the test, SSB0 is configured as the BFD-RS.
Table A.4.5.1.8.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.1.8.1-2: General test parameters for FR1 PSCell for CSI-RS in-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	RMC CORESET Reference Channel
	Config 1, 4
	
	CCR.1.1 FDD

	
	Config 2, 5
	
	CCR.1.1 TDD

	
	Config 3, 6
	
	CCR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	CSI-RS for RLM
	Config 1, 4
	
	Resource #4 in TRS.1.1 FDD

	
	Config 2, 5
	
	Resource #4 in TRS.1.1 TDD

	
	Config 3, 6
	
	Resource #4 in TRS.1.2 TDD

	TCI configuration for PDCCH/PDSCH
	
	TCI.State.0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	DRX.3

	Gap pattern ID 
	
	gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	2000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for reporting
	Config 1, 4
	
	CSI-RS.1.1 FDD

	
	Config 2, 5
	
	CSI-RS.1.1 TDD

	
	Config 3, 6
	
	CSI-RS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	1.24

	T4
	s
	0.2

	T5
	s
	1.88

	T6
	s
	1.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test. 



Table A.4.5.1.8.1-3: Cell specific test parameters for FR1 for CSI-RS in-sync radio link monitoring in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	PDCCH_beta
	dB
	4

	PDCCH_DMRS_beta
	dB
	4

	PBCH_beta
	dB
	0

	PSS_beta
	dB
	

	SSS_beta
	dB
	

	PDSCH_beta
	dB
	

	OCNG_beta
	dB
	

	SNR on RLM-RS
	Config 1, 4
	dB
	1
	-7
	-15
	-4.5
	1

	
	Config 2, 5
	
	1
	-7
	-15
	-4.5
	1

	
	Config 3, 6
	
	1
	-7
	-15
	-4.5
	1

	SNR on other channels and signals
	Config 1, 4
	dB
	1

	
	Config 2, 5
	
	1

	
	Config 3, 6
	
	1

	

	Config 1, 4
	dBm/15KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.4.5.1.8.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is [A.3.6].



Table A.4.5.1.8.1-3A: Measurement gap configuration for FR1 CSI-RS in-sync radio link monitoring in DRX mode
	Field
	Test 1

	
	Value

	gapOffset
	0

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. 



Table A.4.5.1.8.1-4: Void
Table A.4.5.1.8.1-5: Void
Table A.4.5.1.8.1-6: Void

[image: ]
Figure A.4.5.1.8.1-1: SNR variation for CSI-RS in-sync testing

[bookmark: _Toc535476189]A.4.5.1.8.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (T6 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting on the PSCell.
The rate of correct events observed during repeated tests shall be at least 90%.
<< End of changes >>
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