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[bookmark: _Toc29813565][bookmark: _Toc29814036][bookmark: _Toc29814384]7.5	Out-of-band blocking	
[bookmark: _Toc29813566][bookmark: _Toc29814037][bookmark: _Toc21020869][bookmark: _Toc29814385]7.5.1	General
The out-of-band blocking characteristics is a measure of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer out of the operating band, which is a CW signal for out-of-band blocking.
The conducted out-of-band blocking requirements are reused from E-UTRA and MSR BS.
 For a BS capable of multi-band operation, the requirement in the out-of-band blocking frequency ranges apply for each operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands shall be excluded from the out-of-band blocking requirement.
[bookmark: _Toc21020870][bookmark: _Toc29813567][bookmark: _Toc29814038][bookmark: _Toc29814386]7.5.2	Non-AAS conducted out-of-band blocking
The blocking requirements apply in the out-of-band blocking frequency range, for FR1 non-AAS BS which is more than 20 MHz below the lowest frequency of the uplink operating band or more than 20 MHz above the highest frequency of the uplink operating band for an operating band less than or equal to 200 MHz wide, or is more than 60MHz below the lowest frequency of the uplink operating band or more than 60 MHz above the highest frequency of the uplink operating band for an operating band more than 200 MHz wide, but includes the downlink frequency range of the operating band.
 If wider band(s) than current maximum bandwidth is specified (i.e. wider than 900MHz for NR), the values of the boundary should be discussed.
[bookmark: _Toc29814039][bookmark: _Toc21020871][bookmark: _Toc29813568][bookmark: _Toc29814387]7.5.3	AAS conducted out-of-band blocking
The blocking requirements apply in the out-of-band blocking frequency range, for FR1 AAS BS which is more than 20 MHz below the lowest frequency of the uplink operating band or more than 20 MHz above the highest frequency of the uplink operating band for an operating band less than 100 MHz wide, or is more than 60MHz below the lowest frequency of the uplink operating band or more than 60 MHz above the highest frequency of the uplink operating band for an operating band more than or equal to 100 MHz wide, but includes the downlink frequency range of the operating band.
 If wider band(s) than current maximum bandwidth is specified (i.e. wider than 900MHz for NR), the values of the boundary should be discussed.

-------------End of change-------------

