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	Reason for change:
	Introduce the Annex on ModifiedMPR-behaviour into this NR SA specification TS 38.101-1 (moved from the NSA specification TS 38.101-3). The modifiedMPRbehavior is a field of the NR band capability in the supported NR band list that is part of the UE-NR-Capability IE. Hence this field is intended for MPR modification in an NR band, but can also be used for the said band if part of an EN-DC band combination. The table of the NR band-specific modified MPR behaviour should therefore be moved from 38.101-3 to 38.101-1.



	
	

	Summary of change:
	Annex G: the Annex on ModifiedMPR-behaviour moved from TS 38.101-3 v15.7.0 and introduced here. The description of its applicability is modified to include changes that are NR band-specific and changes for an NR band part of an EN-DC configuration.

In this version of the specification the UE shall set the bits to ‘one’ for Band n41 and Band n71 (a UE compliant with Rel-15 may set them to ‘one’). 
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< start of changes >
[bookmark: _Toc21343237][bookmark: _Toc29770203][bookmark: _Toc29799702]Annex G (norinformative): Void                                       ModifiedMPR-Behaviour
[bookmark: _Toc21345705][bookmark: _Toc29806554]G.1	Indication of modified MPR behavior
This annex contains the definitions of the bits in the field modifiedMPR-Behavior indicated per supported NR band in the IE RF-Parameters [7] by a UE supporting an MPR or A-MPR modified in a later release of this specification. A modified MPR or A-MPR behaviour can apply to a supported NR band in stand-alone operation (including CA and NN-DC operation) or in non-standalone operation with the said NR band as part of an EN-DC or NE-DC band combination. 
NOTE:	In the present release, the modifiedMPR-Behavior is indicated [7] by an 8-bit bitmap per supported NR band. 
Table G.1-1: Definitions of the bits in the field modifiedMPRbehavior
	NR Band
	Index of field
(bit number)
	Definition
(description of the supported functionality if indicator set to one)
	Notes

	n41
	0 (leftmost bit)
	- EN-DC contiguous intraband MPR as defined in clausue 6.2B.2.1 of 38.101-3 v15.5.0
	- This bit shall be set to 1 by a UE supporting DC_(n)41AA UE EN-DC 

	
	1
	- EN-DC non-contiguous intraband MPR as defined in clause 6.2B.2.2 of 38.101-3 v15.5.0
	- This bit shall be set to 1 by a UE supporting DC_41A_n41A EN-DC 

	n71
	0 (leftmost bit)
	- EN-DC contiguous intraband MPR as defined in clausue 6.2B.2.1 of 38.101-3 v15.5.0
	- This bit shall be set to 1 by a UE supporting DC_(n)71AA UE EN-DC 





[bookmark: _Toc21343238][bookmark: _Toc29770204][bookmark: _Toc29799703]Annex H (informative): Void

< end of changes >

