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Change #1
8.1.2	Requirements for SSB based radio link monitoring
8.1.2.1	Introduction
The requirements in this clause apply for each SSB based RLM-RS resource configured for PCell or PSCell, provided that the SSB configured for RLM is actually transmitted within UE active DL BWP during the entire evaluation period specified in clause 8.1.2.2.
Table 8.1.2.1-1: PDCCH transmission parameters for out-of-sync evaluation
	Attribute
	Value for BLER Configuration #0

	DCI format
	1-0

	Number of control OFDM symbols
	2

	Aggregation level (CCE)
	8

	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	4dB

	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	4dB

	Bandwidth (PRBs)
	24

	Sub-carrier spacing (kHz)
	SCS of the active DL BWP

	DMRS precoder granularity
	REG bundle size

	REG bundle size
	6

	CP length
	Normal

	Mapping from REG to CCE
	Distributed



[bookmark: _GoBack]Table 8.1.2.1-2: PDCCH transmission parameters for in-sync evaluation
	Attribute
	Value for BLER Configuration #0

	DCI payload size
	1-0

	Number of control OFDM symbols
	2

	Aggregation level (CCE)
	4

	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	0dB

	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	0dB

	Bandwidth (PRBs)
	24

	Sub-carrier spacing (kHz)
	SCS of the active DL BWP

	DMRS precoder granularity
	REG bundle size

	REG bundle size
	6

	CP length
	Normal

	Mapping from REG to CCE
	Distributed



8.1.2.2	Minimum requirement
UE shall be able to evaluate whether the downlink radio link quality on the configured RLM-RS resource estimated over the last TEvaluate_out_SSB [ms] period becomes worse than the threshold Qout_SSB within TEvaluate_out_SSB [ms] evaluation period.
UE shall be able to evaluate whether the downlink radio link quality on the configured RLM-RS resource estimated over the last TEvaluate_in_SSB [ms] period becomes better than the threshold Qin_SSB within TEvaluate_in_SSB [ms] evaluation period.
TEvaluate_out_SSB and TEvaluate_in_SSB are defined in Table 8.1.2.2-1 for FR1.
[bookmark: _Hlk513850659]TEvaluate_out_SSB and TEvaluate_in_SSB are defined in Table 8.1.2.2-2 for FR2 with scaling factor N=8.
For FR1,
[bookmark: _Hlk16676113]-	, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, and these measurement gaps are overlapping with some but not all occasions of the SSB; and
-	P = 1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the SSB.
For FR2, P is defined as follows
-	, when RLM-RS resource is not overlapped with measurement gap and the RLM-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod).
-	P is Psharing factor, when the RLM-RS resource is not overlapped with measurement gap and RLM-RS resource is fully overlapped with SMTC period (TSSB = TSMTCperiod).
-	, when the RLM-RS resource is partially overlapped with measurement gap and the RLM-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TSSB < 0.5 × TSMTCperiod
-	, when the RLM-RS resource is partially overlapped with measurement gap and the RLM-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP  and TSSB = 0.5 × TSMTCperiod
-	, when the RLM-RS resource is partially overlapped with measurement gap and the RLM-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap
-	, when the RLM-RS resource is partially overlapped with measurement gap and the RLM-RS resource is fully overlapped with SMTC occasion (TSSB = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
Psharing factor = 1
if all of the reference signals configured for RLM outside measurement gap are not fully overlapped by intra-frequency SMTC occasions, or 
if all of the reference signal configured for RLM outside measurement gap and fully-overlapped by intra-frequency SMTC occasions are not overlapped by with the SSB symbols indicated by SSB-ToMeasure and 1 symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured;
Psharing factor = 3, otherwise.
If the high layer in TS 38.331 [2] signaling of smtc2 is present, TSMTCperiod follows smtc2; Otherwise TSMTCperiod follows smtc1.
· Define T as the number of configured RLM-RS measurement opportunities during a time period max(SMTC_period, MGRP,TSSB) without consideration of any overlapping FR2 SMTC occasion or measurement gap, where:
· SMTC_period is the largest FR2 SMTC periodicity, considering all configured serving frequencies on FR2 and considering smtc2 if smtc2 is configured for a serving frequency, otherwise considering smtc1 for the frequency.
· MGRP is defined as 
· the measurement gap repetition period (MGRP) of per-FR gaps for FR2 if configured,
· or the measurement gap repetition period (MGRP) of per-UE gaps if configured,
· or 0 otherwise.
· Define S as the number of configured RLM-RS measurement opportunities during a time period max(SMTC_period, MGRP) which are overlapped with either a measurement gap or FR2 SMTC occasion, or both. If the same configured RLM-RS measurement opportunity overlaps both a measurement gap and an FR2 SMTC occasion it is only counted once. S=0 if no configured RLM-RS measurement opportunity is overlapped with a measurement gap or SMTC occasion.
· If S=T then P=3, otherwise P=T/(T-S)
Longer evaluation period would be expected if the combination of RLM-RS resource, SMTC occasion and measurement gap configurations does not meet previous conditions.
Table 8.1.2.2-1: Evaluation period TEvaluate_out_SSB and TEvaluate_in_SSB for FR1
	[bookmark: _Hlk513850563]Configuration
	TEvaluate_out_SSB (ms) 
	TEvaluate_in_SSB (ms) 

	no DRX
	Max(200, Ceil(10  P)  TSSB)
	Max(100, Ceil(5  P)  TSSB)

	DRX cycle≤320ms
	Max(200, Ceil(15  P)  Max(TDRX,TSSB))
	Max(100, Ceil(7.5  P)  Max(TDRX,TSSB))

	DRX cycle>320ms
	Ceil(10  P)  TDRX
	Ceil(5  P)  TDRX

	NOTE:	TSSB is the periodicity of the SSB configured for RLM. TDRX is the DRX cycle length.



Table 8.1.2.2-2: Evaluation period TEvaluate_out_SSB and TEvaluate_in_SSB for FR2
	[bookmark: _Hlk513850590]Configuration
	TEvaluate_out_SSB (ms) 
	TEvaluate_in_SSB (ms) 

	no DRX
	Max(200, Ceil(10  P  N)  TSSB)
	Max(100, Ceil(5  P  N)  TSSB)

	DRX cycle≤320ms
	Max(200, Ceil(15  P  N)  Max(TDRX,TSSB))
	Max(100, Ceil(7.5  P  N)  Max(TDRX,TSSB))

	DRX cycle>320ms
	Ceil(10  P  N)  TDRX
	Ceil(5  P  N)  TDRX

	NOTE:	TSSB is the periodicity of the SSB configured for RLM. TDRX is the DRX cycle length.



8.1.2.3	Measurement restrictions for SSB based RLM
The UE is required to be capable of measuring SSB for RLM without measurement gaps. The UE is required to perform the SSB measurements with measurement restrictions as described in the following clauses.
For FR1, when the SSB for RLM is in the same OFDM symbol as CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, 
-	If SSB and CSI-RS have same SCS, UE shall be able to measure the SSB for RLM without any restriction;
-	If SSB and CSI-RS have different SCS,
-	If UE supports simultaneousRxDataSSB-DiffNumerology, UE shall be able to measure the SSB for RLM without any restriction;
-	If UE does not support simultaneousRxDataSSB-DiffNumerology, UE is required to measure one of but not both SSB for RLM and CSI-RS. Longer measurement period for SSB based RLM is expected, and no requirements are defined.
For FR2, when the SSB for RLM is in the same OFDM symbol as CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, UE is required to measure one of but not both SSB for RLM and CSI-RS. Longer measurement period for SSB based RLM is expected, and no requirements are defined.
8.1.3	Requirements for CSI-RS based radio link monitoring
8.1.3.1	Introduction
The requirements in this clause apply for each CSI-RS based RLM-RS resource configured for PCell or PSCell, provided that the CSI-RS configured for RLM is actually transmitted within UE active DL BWP during the entire evaluation period specified in clause 8.1.3.2. UE is not expected to perform radio link monitoring measurements on the CSI-RS configured as RLM-RS if the CSI-RS is not in the active TCI state of any CORESET configured in the UE active BWP.
Table 8.1.3.1-1: PDCCH transmission parameters for out-of-sync evaluation
	Attribute
	Value for BLER Configuration #0

	DCI format
	1-0

	Number of control OFDM symbols
	2

	Aggregation level (CCE)
	8

	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	4dB

	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	4dB

	Bandwidth (PRBs)
	48

	Sub-carrier spacing (kHz)
	SCS of the active DL BWP

	DMRS precoder granularity
	REG bundle size

	REG bundle size
	6

	CP length
	Normal

	Mapping from REG to CCE
	Distributed



Table 8.1.3.1-2: PDCCH transmission parameters for in-sync evaluation
	Attribute
	Value for BLER Configuration #0

	DCI payload size
	1-0

	Number of control OFDM symbols
	2

	Aggregation level (CCE)
	4

	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	0dB

	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	0dB

	Bandwidth (PRBs)
	48

	Sub-carrier spacing (kHz)
	SCS of the active DL BWP

	DMRS precoder granularity
	REG bundle size

	REG bundle size
	6

	CP length
	Normal

	Mapping from REG to CCE
	Distributed



[bookmark: _Hlk521596955]8.1.3.2	Minimum requirement
UE shall be able to evaluate whether the downlink radio link quality on the configured RLM-RS resource estimated over the last TEvaluate_out_CSI-RS [ms] period becomes worse than the threshold Qout_CSI-RS within TEvaluate_out_CSI-RS [ms] evaluation period.
UE shall be able to evaluate whether the downlink radio link quality on the configured RLM-RS resource estimated over the last TEvaluate_in_CSI-RS [ms] period becomes better than the threshold Qin_CSI-RS within TEvaluate_in_CSI-RS [ms] evaluation period.
-	TEvaluate_out_CSI-RS and TEvaluate_in_CSI-RS are defined in Table 8.1.3.2-1 for FR1.
-	TEvaluate_out_CSI-RS and TEvaluate_in_CSI-RS are defined in Table 8.1.3.2-2 for FR2 with scaling factor N=1. 
The requirements of TEvaluate_out_CSI-RS and TEvaluate_in_CSI-RS apply provided that the CSI-RS for RLM is not in a resource set configured with repetition ON. The requirements do not apply when the CSI-RS resource in the active TCI state of CORESET is the same CSI-RS resource for RLM and the TCI state information of the CSI-RS resource is not given, wherein the TCI state information means QCL Type-D to SSB for L1-RSRP or CSI-RS with repetition ON.
For FR1,
[bookmark: _Hlk16676673]-	, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, and these measurement gaps are overlapping with some but not all occasions of the CSI-RS; and
-	P = 1, when in the monitored cell there are no measurement gaps overlapping with any occasion of the CSI-RS.
For FR2, P is defined as follows:
-	P = 1, when the RLM-RS resource is not overlapped with measurement gap and also not overlapped with SMTC occasion.
-	, when the RLM-RS resource is partially overlapped with measurement gap and the RLM-RS resource is not overlapped with SMTC occasion (TCSI-RS < MGRP)
-	, when the RLM-RS resource is not overlapped with measurement gap and the RLM-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P = 3, when the RLM-RS resource is not overlapped with measurement gap and RLM-RS resource is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
-	, when the RLM-RS resource is partially overlapped with measurement gap and the RLM-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TCSI-RS < 0.5 × TSMTCperiod
-	, when the RLM-RS resource is partially overlapped with measurement gap and the RLM-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP  and TCSI-RS = 0.5 × TSMTCperiod
-	, when the RLM-RS resource is partially overlapped with measurement gap and the RLM-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap
-	, when the RLM-RS resource is partially overlapped with measurement gap and the RLM-RS resource is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
If the high layer in TS 38.331 [2] signaling of smtc2 is present, TSMTCperiod follows smtc2; Otherwise TSMTCperiod follows smtc1.
· Define T as the number of configured RLM-RS measurement opportunities during a time period max(SMTC_period, MGRP,TCSI-RS) without consideration of any overlapping FR2 SMTC occasion or measurement gap, where:
· SMTC_period is the largest FR2 SMTC periodicity, considering all configured serving frequencies on FR2 and considering smtc2 if smtc2 is configured for a serving frequency, otherwise considering smtc1 for the frequency.
· MGRP is defined as 
· the measurement gap repetition period (MGRP) of per-FR gaps for FR2 if configured,
· or the measurement gap repetition period (MGRP) of per-UE gaps if configured,
· or 0 otherwise.
· Define S as the number of configured RLM-RS measurement opportunities during a time period max(SMTC_period, MGRP) which are overlapped with either a measurement gap or FR2 SMTC occasion, or both. If the same configured RLM-RS resource measurement opportunity overlaps both a measurement gap and an FR2 SMTC occasion it is only counted once. S=0 if no configured RLM-RS resource is overlapped with a measurement gap or SMTC occasion.
· If S=T then P=3, otherwise P=T/(T-S)

[bookmark: _Hlk521596941]Note:	The overlap between CSI-RS for RLM and SMTC means that CSI-RS based RLM is within the SMTC window duration.
Longer evaluation period would be expected if the combination of RLM-RS resource, SMTC occasion and measurement gap configurations does not meet previous conditions.
The values of Mout and Min used in Table 8.1.3.2-1 and Table 8.1.3.2-2 are defined as:
-	Mout = 20 and Min = 10, if the CSI-RS resource configured for RLM is transmitted with higher layer CSI-RS parameter density [6, clause 7.4.1] set to 3 and over the bandwidth ≥ 24 PRBs.
Table 8.1.3.2-1: Evaluation period TEvaluate_out_CSI-RS and TEvaluate_in_CSI-RS for FR1
	Configuration
	TEvaluate_out_CSI-RS (ms) 
	TEvaluate_in_CSI-RS (ms) 

	no DRX
	Max(200, Ceil(Mout×P)×TCSI-RS)
	Max(100, Ceil(Min×P) × TCSI-RS)

	DRX ≤ 320ms
	Max(200, Ceil(1.5×Mout×P)× Max(TDRX, TCSI-RS))
	Max(100, Ceil(1.5×Min×P)× Max(TDRX, TCSI-RS))

	DRX > 320ms
	Ceil(Mout×P) × TDRX
	Ceil(Min×P) × TDRX

	NOTE:	TCSI-RS is the periodicity of the CSI-RS resource configured for RLM. The requirements in this table apply for TCSI-RS equal to 5 ms, 10ms, 20 ms or 40 ms. TDRX is the DRX cycle length.



Table 8.1.3.2-2: Evaluation period TEvaluate_out_CSI-RS and TEvaluate_in_CSI-RS for FR2
	Configuration
	TEvaluate_out_CSI-RS (ms) 
	TEvaluate_in_CSI-RS (ms) 

	no DRX
	Max(200, Ceil(Mout×P×N)×TCSI-RS)
	Max(100, Ceil(Min×P×N) × TCSI-RS)

	DRX ≤ 320ms
	Max(200, Ceil(1.5×Mout×P×N)× Max(TDRX, TCSI-RS))
	Max(100, Ceil(1.5×Min×P×N)× Max(TDRX, TCSI-RS))

	DRX > 320ms
	Ceil(Mout×P×N) × TDRX
	Ceil(Min×P×N) × TDRX

	NOTE:	TCSI-RS is the periodicity of the CSI-RS resource configured for RLM. The requirements in this table apply for TCSI-RS equal to 5 ms, 10 ms, 20 ms or 40 ms. TDRX is the DRX cycle length.



8.1.3.3	Measurement restrictions for CSI-RS based RLM
The UE is required to be capable of measuring CSI-RS for RLM without measurement gaps. The UE is required to perform the CSI-RS measurements with measurement restrictions as described in the following clauses.
For both FR1 and FR2, when the CSI-RS for RLM is in the same OFDM symbol as SSB for RLM, BFD, CBD or L1-RSRP measurement, UE is not required to receive CSI-RS for RLM in the PRBs that overlap with an SSB.
For FR1, when the SSB for RLM, BFD, CBD, or L1-RSRP measurement is within the active BWP and has same SCS than CSI-RS for RLM, the UE shall be able to perform CSI-RS measurement without restrictions.
For FR1, when the SSB for RLM, BFD, CBD or L1-RSRP measurement is within the active BWP and has different SCS than CSI-RS for RLM, the UE shall be able to perform CSI-RS measurement with restrictions according to its capabilities:
-	If the UE supports simultaneousRxDataSSB-DiffNumerology the UE shall be able to perform CSI-RS for RLM measurement without restrictions.
-	If the UE does not support simultaneousRxDataSSB-DiffNumerology, UE is required to measure one of but not both CSI-RS for RLM and SSB. Longer measurement period for CSI-RS based RLM is expected, and no requirements are defined.
For FR1, when the CSI-RS for RLM is in the same OFDM symbol as another CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, UE shall be able to measure the CSI-RS for RLM without any restriction.
For FR2, when the CSI-RS for RLM is in the same OFDM symbol as SSB for RLM, BFD, or L1-RSRP measurement, or in the same symbol as SSB for CBD when beam failure is detected, UE is required to measure one of but not both CSI-RS for RLM and SSB. Longer measurement period for CSI-RS based RLM is expected, and no requirements are defined.
For FR2, when the CSI-RS for RLM is in the same OFDM symbol as another CSI-RS for RLM, BFD, CBD or L1-RSRP measurement,
-	In the following cases, UE is required to measure one of but not both CSI-RS for RLM and the other CSI-RS. Longer measurement period for CSI-RS based RLM is expected, and no requirements are defined.
-	The CSI-RS for RLM or the other CSI-RS in a resource set configured with repetition ON, or 
-	The other CSI-RS is configured in q1 and beam failure is detected, or
-	The two CSI-RS-es are not QCL-ed w.r.t. QCL-TypeD, or the QCL information is not known to UE,
-	Otherwise, UE shall be able to measure the CSI-RS for RLM without any restriction.
Change #2
8.5.2	Requirements for SSB based beam failure detection
8.5.2.1	Introduction

The requirements in this clause apply for each SSB resource in the set  configured for a serving cell, provided that the SSB configured for beam failure detection is actually transmitted within the UE active DL BWP during the entire evaluation period specified in clause 8.5.2.2.
Table 8.5.2.1-1: PDCCH transmission parameters for beam failure instance
	Attribute
	Value for BLER

	DCI format
	1-0

	Number of control OFDM symbols
	2

	Aggregation level (CCE)
	8

	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	0dB

	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	0dB

	Bandwidth (PRBs)
	24

	Sub-carrier spacing (kHz)
	Same as the SCS of RMSI CORESET

	DMRS precoder granularity
	REG bundle size

	REG bundle size
	6

	CP length
	Normal

	Mapping from REG to CCE
	Distributed



8.5.2.2	Minimum requirement

UE shall be able to evaluate whether the downlink radio link quality on the configured SSB resource in set  estimated over the last TEvaluate_BFD_SSB ms period becomes worse than the threshold Qout_LR_SSB within TEvaluate_BFD_SSB ms period.
The value of TEvaluate_BFD_SSB is defined in Table 8.5.2.2-1 for FR1.
The value of TEvaluate_BFD_SSB is defined in Table 8.5.2.2-2 for FR2 with scaling factor N=8
For FR1,
-	, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the SSB.
-	P = 1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the SSB.
For FR2, P is defined as follows:
· Define T as the number of configured BFD-RS measurement opportunities during a time period max(SMTC_period, MGRP,TSSB) without consideration of any overlapping FR2 SMTC occasion or measurement gap, where:
· SMTC_period is the largest FR2 SMTC periodicity, considering all configured serving frequencies on FR2 and considering smtc2 if smtc2 is configured for a serving frequency, otherwise considering smtc1 for the frequency.
· MGRP is defined as 
· the measurement gap repetition period (MGRP) of per-FR gaps for FR2 if configured,
· or the measurement gap repetition period (MGRP) of per-UE gaps if configured,
· or 0 otherwise.
· Define S as the number of configured BFD-RS measurement opportunities during a time period max(SMTC_period, MGRP) which are overlapped with either a measurement gap or FR2 SMTC occasion, or both. If the same configured BFD-RS measurement opportunity overlaps both a measurement gap and an FR2 SMTC occasion it is only counted once. S=0 if no configured BFD-RS measurement opportunity is overlapped with a measurement gap or SMTC occasion.
· If S=T then P=3, otherwise P=T/(T-S)
, when BFD-RS resource is not overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod).
-	P = Psharing factor, when the BFD-RS resource is not overlapped with measurement gap and the BFD-RS resource is fully overlapped with SMTC period (TSSB = TSMTCperiod).
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TSSB < 0.5 × TSMTCperiod
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP  and TSSB = 0.5 × TSMTCperiod
-	, when the BFD-RS resource is partially overlapped with measurement gap (TSSB <MGRP) and the BFD-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap.
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is fully overlapped with SMTC occasion (TSSB = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
Psharing factor = 1
if all of the reference signals configured for BFD outside measurement gap are not fully overlapped by intra-frequency SMTC occasions, or 
if all of the reference signal configured for BFD outside measurement gap and fully-overlapped by intra-frequency SMTC occasions are not overlapped by with the SSB symbols indicated by SSB-ToMeasure and 1 symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured;
Psharing factor = 3, otherwise.
If the high layer in TS 38.331 [2] signaling of smtc2 is configured, TSMTCperiod corresponds to the value of higher layer parameter smtc2; Otherwise TSMTCperiod corresponds to the value of higher layer parameter smtc1.
Longer evaluation period would be expected if the combination of BFD-RS resource, SMTC occasion and measurement gap configurations does not meet pervious conditions.
Table 8.5.2.2-1: Evaluation period TEvaluate_BFD_SSB for FR1
	Configuration
	TEvaluate_BFD_SSB (ms) 

	no DRX
	Max(50, Ceil(5  P)  TSSB)

	DRX cycle ≤ 320ms
	Max(50, Ceil(7.5  P)  Max(TDRX,TSSB))

	DRX cycle > 320ms
	Ceil(5  P)  TDRX

	Note:	TSSB is the periodicity of SSB in the set [image: ]. TDRX is the DRX cycle length.



Table 8.5.2.2-2: Evaluation period TEvaluate_BFD_SSB for FR2
	Configuration
	TEvaluate_BFD_SSB (ms) 

	no DRX
	Max(50, Ceil(5  P  N)  TSSB)

	DRX cycle ≤ 320ms
	Max(50, Ceil(7.5  P  N)  Max(TDRX,TSSB))

	DRX cycle > 320ms
	Ceil(5  P  N)  TDRX

	Note:	TSSB is the periodicity of SSB in the set [image: ]. TDRX is the DRX cycle length.



8.5.2.3	Measurement restriction for SSB based beam failure detection
The UE is required to be capable of measuring SSB for BFD without measurement gaps. The UE is required to perform the SSB measurements with measurement restrictions as described in the following clauses.
For FR1, when the SSB for BFD measurement is in the same OFDM symbol as CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, 
-	If SSB and CSI-RS have same SCS, UE shall be able to measure the SSB for BFD measurement without any restriction;
-	If SSB and CSI-RS have different SCS,
-	If UE supports simultaneousRxDataSSB-DiffNumerology, UE shall be able to measure the SSB for BFD measurement without any restriction;
-	If UE does not support simultaneousRxDataSSB-DiffNumerology, UE is required to measure one of but not both SSB for BFD measurement and CSI-RS. Longer measurement period for SSB based BFD measurement is expected, and no requirements are defined.
For FR2, when the SSB for BFD measurement is in the same OFDM symbol as CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, UE is required to measure one of but not both SSB for BFD measurement and CSI-RS. Longer measurement period for SSB based BFD measurement is expected, and no requirements are defined.
8.5.3	Requirements for CSI-RS based beam failure detection
8.5.3.1	Introduction
The requirements in this clause apply for each CSI-RS resource in the set [image: ] of resource configurations for a serving cell, provided that the CSI-RS resource(s) in set [image: ]for beam failure detection are actually transmitted within the UE active DL BWP during the entire evaluation period specified in clause 8.5.3.2. UE is not expected to perform beam failure detection measurements on the CSI-RS configured for BFD if the CSI-RS is not QCL-ed, with QCL-TypeD when applicable, with the RS in the active TCI state of any CORESET configured in the UE active BWP.
Table 8.5.3.1-1: PDCCH transmission parameters for beam failure instance
	Attribute
	Value for BLER

	DCI format
	1-0

	Number of control OFDM symbols
	2

	Aggregation level (CCE)
	8

	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	0dB

	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	0dB

	Bandwidth (PRBs)
	48

	Sub-carrier spacing (kHz)
	SCS of the active DL BWP

	DMRS precoder granularity
	REG bundle size

	REG bundle size
	6

	CP length
	Normal

	Mapping from REG to CCE
	Distributed



8.5.3.2	Minimum requirement

UE shall be able to evaluate whether the downlink radio link quality on the CSI-RS resource in set  estimated over the last TEvaluate_BFD_CSI-RS ms period becomes worse than the threshold Qout_LR_CSI-RS within TEvaluate_BFD_CSI-RS ms period.
The value of TEvaluate_BFD_CSI-RS is defined in Table 8.5.3.2-1 for FR1.
The value of TEvaluate_BFD_CSI-RS is defined in Table 8.5.3.2-2 for FR2 with N=1. The requirements of TEvaluate_BFD_CSI-RS apply provided that the CSI-RS for BFD is not in a resource set configured with repetition ON. The requirements shall not apply when the CSI-RS resource in the active TCI state of CORESET is the same CSI-RS resource for BFD and the TCI state information of the CSI-RS resource is not given, wherein the TCI state information means QCL Type-D to SSB for L1-RSRP or CSI-RS with repetition ON.
For FR1,
-	, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the CSI-RS.
-	P = 1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the CSI-RS.
For FR2, P is defined as follows:
· Define T as the number of configured BFD-RS measurement opportunities during a time period max(SMTC_period, MGRP,TCSI-RS) without consideration of any overlapping FR2 SMTC occasion or measurement gap, where:
· SMTC_period is the largest FR2 SMTC periodicity, considering all configured serving frequencies on FR2 and considering smtc2 if smtc2 is configured for a serving frequency, otherwise considering smtc1 for the frequency.
· MGRP is defined as 
· the measurement gap repetition period (MGRP) of per-FR gaps for FR2 if configured,
· or the measurement gap repetition period (MGRP) of per-UE gaps if configured,
· or 0 otherwise.
· Define S as the number of configured BFD-RS measurement opportunities during a time period max(SMTC_period, MGRP) which are overlapped with either a measurement gap or FR2 SMTC occasion, or both. If the same configured BFD-RS measurement opportunity overlaps both a measurement gap and an FR2 SMTC occasion it is only counted once. S=0 if no configured BFD-RS measurement opportunity is overlapped with a measurement gap or SMTC occasion.
· If S=T then P=3, otherwise P=T/(T-S)

-	P = 1, when the BFD-RS resource is not overlapped with measurement gap and also not overlapped with SMTC occasion.
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is not overlapped with SMTC occasion (TCSI-RS < MGRP)
-	, when the BFD-RS resource is not overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P = Psharing factor, when the BFD-RS resource is not overlapped with measurement gap and the BFD-RS resource is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TCSI-RS < 0.5 × TSMTCperiod
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP  and TCSI-RS = 0.5 × TSMTCperiod
-	, when the BFD-RS resource is partially overlapped with measurement gap (TCSI-RS < MGRP) and the BFD-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap.
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
-	Psharing factor = 3.
If the high layer in TS 38.331 [2] signaling of smtc2 is configured, TSMTCperiod corresponds to the value of higher layer parameter smtc2; Otherwise TSMTCperiod corresponds to the value of higher layer parameter smtc1.
Note:	The overlap between CSI-RS for BFD and SMTC means that CSI-RS for BFD is within the SMTC window duration.
Longer evaluation period would be expected if the combination of the BFD-RS resource, SMTC occasion and measurement gap configurations does not meet pervious conditions.
The values of MBFD used in Table 8.5.3.2-1 and Table 8.5.3.2-2 are defined as
-	MBFD = 10, if the CSI-RS resource(s) in set [image: ] used for BFD is transmitted with Density = 3.
Table 8.5.3.2-1: Evaluation period TEvaluate_BFD_CSI-RS for FR1
	Configuration
	TEvaluate_BFD_CSI-RS (ms) 

	no DRX
	Max(50, [MBFD  P]  TCSI-RS)

	DRX cycle ≤ 320ms
	Max(50, [1.5 × MBFD  P]  Max(TDRX, TCSI-RS))

	DRX cycle > 320ms
	[MBFD  P]  TDRX

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ]. TDRX is the DRX cycle length.



Table 8.5.3.2-2: Evaluation period TEvaluate_BFD_CSI-RS for FR2
	Configuration
	TEvaluate_BFD_CSI-RS (ms) 

	no DRX
	Max(50, [MBFD  P  N]  TCSI-RS)

	DRX cycle ≤ 320ms
	Max(50, [1.5 × MBFD  P  N]  Max(TDRX, TCSI-RS))

	DRX cycle > 320ms
	[MBFD  P  N]  TDRX

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ]. TDRX is the DRX cycle length.



8.5.3.3	Measurement restrictions for CSI-RS beam failure detection
The UE is required to be capable of measuring CSI-RS for BFD without measurement gaps. The UE is required to perform the CSI-RS measurements with measurement restrictions as described in the following clauses.
[bookmark: _Hlk9028608]For both FR1 and FR2, when the CSI-RS for BFD measurement is in the same OFDM symbol as SSB for RLM, BFD, CBD or L1-RSRP measurement, UE is not required to receive CSI-RS for BFD measurement in the PRBs that overlap with an SSB.
For FR1, when the SSB for RLM, BFD, CBD or L1-RSRP measurement is within the active BWP and has same SCS than CSI-RS for BFD measurement, the UE shall be able to perform CSI-RS measurement without restrictions.
For FR1, when the SSB for RLM, BFD, CBD or L1-RSRP measurement is within the active BWP and has different SCS than CSI-RS for BFD measurement, the UE shall be able to perform CSI-RS measurement with restrictions according to its capabilities:
-	If the UE supports simultaneousRxDataSSB-DiffNumerology the UE shall be able to perform CSI-RS measurement without restrictions.
-	If the UE does not support simultaneousRxDataSSB-DiffNumerology, UE is required to measure one of but not both CSI-RS for BFD measurement and SSB. Longer measurement period for CSI-RS based BFD measurement is expected, and no requirements are defined.
For FR1, when the CSI-RS for BFD measurement is in the same OFDM symbol as another CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, UE shall be able to measure the CSI-RS for BFD measurement without any restriction.
For FR2, when the CSI-RS for BFD measurement is in the same OFDM symbol as SSB for RLM, BFD or L1-RSRP measurement, or in the same symbol as SSB for CBD when beam failure is detected, UE is required to measure one of but not both CSI-RS for BFD measurement and SSB. Longer measurement period for CSI-RS based BFD measurement is expected, and no requirements are defined.
For FR2, when the CSI-RS for BFD measurement is in the same OFDM symbol as another CSI-RS for RLM, BFD, CBD or L1-RSRP measurement,
-	In the following cases, UE is required to measure one of but not both CSI-RS for BFD measurement and the other CSI-RS. Longer measurement period for CSI-RS based BFD measurement is expected, and no requirements are defined.
-	The CSI-RS for BFD measurement or the other CSI-RS in a resource set configured with repetition ON, or 
-	The other CSI-RS is configured in set [image: ] and beam failure is detected, or
-	The two CSI-RS-es are not QCL-ed w.r.t. QCL-TypeD, or the QCL information is not known to UE,
-	Otherwise, UE shall be able to measure the CSI-RS for BFD measurement without any restriction.
8.5.4	Minimum requirement for L1 indication

When the radio link quality on all the RS resources in set  is worse than Qout_LR, layer 1 of the UE shall send a beam failure instance indication to the higher layers. A layer 3 filter may be applied to the beam failure instance indications as specified in TS 38.331 [2].

The beam failure instance evaluation for the RS resources in set  shall be performed as specified in clause 6 in TS 38.213 [3]. Two successive indications from layer 1 shall be separated by at least TIndication_interval_BFD.



When DRX is not used, TIndication_interval_BFD is max(2ms, TSSB-RS,M) ) or max(2ms, TCSI-RS,M), where TSSB-RS,M and TCSI-RS,M is the shortest periodicity of all RS resources in set  for the accessed cell, corresponding to either the shortest periodicity of the SSB  in the set  or CSI-RS resource in the set .
When DRX is used, for SSB based link quality measurement,
-	TIndication_interval_BFD = Max(1.5 × DRX_cycle_length, 1.5 × TSSB-RS,M), if DRX_cycle_length ≤ 320ms,
-	TIndication_interval_BFD = DRX_cycle_length, if DRX_cycle_length > 320ms.
When DRX is used, for CSI-RS based link quality measurement,
-	TIndication_interval_BFD = Max(1.5 × DRX_cycle_length, 1.5 × TCSI-RS,M), if DRX_cycle_length ≤ 320ms,
-	TIndication_interval_BFD = DRX_cycle_length, if DRX_cycle_length > 320ms.
8.5.5	Requirements for SSB based candidate beam detection
8.5.5.1	Introduction
The requirements in this clause apply for each SSB resource in the set [image: ] configured for a serving cell, provided that the SSBs configured for candidate beam detection are actually transmitted within UE active DL BWP during the entire evaluation period specified in clause 8.5.5.2.
8.5.5.2	Minimum requirement
Upon request the UE shall be able to evaluate whether the L1-RSRP measured on the configured SSB resource in set [image: ] estimated over the last TEvaluate_CBD_SSB ms period becomes better than the threshold Qin_LR provided SSB_RP and SSB Ês/Iot are according to Annex Table B.2.4.1 for a corresponding band.
The UE shall monitor the configured SSB resources using the evaluation period in table 8.5.5.2-1 and 8.5.5.2-2 corresponding to the non-DRX mode, if the configured DRX cycle ≤ 320ms.
The value of TEvaluate_CBD_SSB is defined in Table 8.5.5.2-1 for FR1.
The value of TEvaluate_CBD_SSB is defined in Table 8.5.5.2-2 for FR2 with scaling factor N=8.
Where,
For FR1,
-	, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the SSB,
-	P = 1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the SSB.
For FR2, P is defined as follows:
-	, when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod).
-	P is Psharing factor, when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC period (TSSB = TSMTCperiod).
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TSSB < 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP  and TSSB = 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC occasion (TSSB = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP) 
· Psharing factor = 1
· if all of the reference signals configured for CBD outside measurement gap are not fully overlapped by intra-frequency SMTC occasions, or 
· if all of the reference signal configured for CBD outside measurement gap and fully-overlapped by intra-frequency SMTC occasions are not overlapped by with the SSB symbols indicated by SSB-ToMeasure and 1 symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured;
· Psharing factor = 3, otherwise.
· Define T as the number of configured CBD-RS measurement opportunities during a time period max(SMTC_period, MGRP,TSSB) without consideration of any overlapping FR2 SMTC occasion or measurement gap, where:
· SMTC_period is the largest FR2 SMTC periodicity, considering all configured serving frequencies on FR2 and considering smtc2 if smtc2 is configured for a serving frequency, otherwise considering smtc1 for the frequency.
· MGRP is defined as 
· the measurement gap repetition period (MGRP) of per-FR gaps for FR2 if configured,
· or the measurement gap repetition period (MGRP) of per-UE gaps if configured,
· or 0 otherwise.
· Define S as the number of configured CBD-RS measurement opportunities during a time period max(SMTC_period, MGRP) which are overlapped with either a measurement gap or FR2 SMTC occasion, or both. If the same configured CBD-RS measurement opportunity overlaps both a measurement gap and an FR2 SMTC occasion it is only counted once. S=0 if no configured CBD-RS measurement opportunity is overlapped with a measurement gap or SMTC occasion.
· If S=T then P=3, otherwise P=T/(T-S)

Table 8.5.5.2-1: Evaluation period TEvaluate_CBD_SSB for FR1
	Configuration
	TEvaluate_CBD_SSB (ms) 

	non-DRX, DRX cycle ≤ 320ms
	Ceil(3  P)  TSSB

	DRX cycle > 320ms
	Ceil(3  P)  TDRX

	Note:	TSSB is the periodicity of SSB in the set [image: ]. TDRX is the DRX cycle length.



Table 8.5.5.2-2: Evaluation period TEvaluate_CBD_SSB for FR2
	Configuration
	TEvaluate_CBD_SSB (ms) 

	non-DRX, DRX cycle ≤ 320ms
	Ceil(3  P  N)  TSSB

	DRX cycle > 320ms
	Ceil(3  P  N)  TDRX

	Note:	TSSB is the periodicity of SSB in the set [image: ]. TDRX is the DRX cycle length.



8.5.5.3	Measurement restriction for SSB based candidate beam detection
For FR1, when the SSB for CBD measurement is in the same OFDM symbol as CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, 
-	If SSB and CSI-RS have same SCS, UE shall be able to measure the SSB for CBD measurement without any restrictions;
-	If SSB and CSI-RS have different SCS-es,
-	If UE supports simultaneousRxDataSSB-DiffNumerology, UE shall be able to measure the SSB for CBD measurement without any restriction;
-	If UE does not support simultaneousRxDataSSB-DiffNumerology, UE is required to measure one of but not both SSB for CBD measurement and CSI-RS. Longer measurement period for SSB based CBD measurement is expected, and no requirements are defined.
For FR2, when the SSB for CBD measurement is in the same OFDM symbol as CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, UE is required to measure one of but not both SSB for CBD measurement and CSI-RS. Longer measurement period for SSB based CBD measurement is expected, and no requirements are defined.
8.5.6	Requirements for CSI-RS based candidate beam detection
8.5.6.1	Introduction
The requirements in this clause apply for each CSI-RS resource in the set [image: ] configured for a serving cell, provided that the CSI-RS resources configured for candidate beam detection are actually transmitted within UE active DL BWP during the entire evaluation period specified in clause 8.5.6.2.
8.5.6.2	Minimum requirement
Upon request the UE shall be able to evaluate whether the L1-RSRP measured on the configured CSI-RS resource in set [image: ] estimated over the last TEvaluate_CBD_CSI-RS [ms] period becomes better than the threshold Qin_LR within TEvaluate_CBD_CSI-RS [ms] period provided CSI-RS Ês/Iot is according to Annex Table B.2.4.2 for a corresponding band.
The UE shall monitor the configured CSI-RS resources using the evaluation period in table 8.5.6.2-1 and 8.5.6.2-2 corresponding to the non-DRX mode, if the configured DRX cycle ≤ 320ms.
The value of TEvaluate_CBD_CSI-RS is defined in Table 8.5.6.2-1 for FR1.
The value of TEvaluate_CBD_CSI-RS is defined in Table 8.5.6.2-2 for FR2 with scaling factor N=8.
For FR1,
-	, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the CSI-RS; and
-	P = 1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the CSI-RS.
For FR2, P is defined as follows:
· Define T as the number of configured CBD-RS measurement opportunities during a time period max(SMTC_period, MGRP,TCSI-RS) without consideration of any overlapping FR2 SMTC occasion or measurement gap, where:
· SMTC_period is the largest FR2 SMTC periodicity, considering all configured serving frequencies on FR2 and considering smtc2 if smtc2 is configured for a serving frequency, otherwise considering smtc1 for the frequency.
· MGRP is defined as 
· the measurement gap repetition period (MGRP) of per-FR gaps for FR2 if configured,
· or the measurement gap repetition period (MGRP) of per-UE gaps if configured,
· or 0 otherwise.
· Define S as the number of configured CBD-RS measurement opportunities during a time period max(SMTC_period, MGRP) which are overlapped with either a measurement gap or FR2 SMTC occasion, or both. If the same configured CBD-RS measurement opportunity overlaps both a measurement gap and an FR2 SMTC occasion it is only counted once. S=0 if no configured CBD-RS measurement opportunity is overlapped with a measurement gap or SMTC occasion.
· If S=T then P=3, otherwise P=T/(T-S)

-	P = 1, when candidate beam detection RS is not overlapped with measurement gap and also not overlapped with SMTC occasion.
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is not overlapped with SMTC occasion (TCSI-RS < MGRP)
-	, when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P = 3, when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TCSI-RS < 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP  and TCSI-RS = 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP) 
Longer evaluation period would be expected if the CSI-RS is on the same OFDM symbols with RLM, BFD, BM-RS, or other CBD-RS, according to the measurement restrictions defined in clause 8.5.6.3.
The values of MCBD used in Table 8.5.6.2-1 and Table 8.5.6.2-2 are defined as
-	MCBD = 3, if the CSI-RS resource configured in the set [image: ] is transmitted with Density = 3.
Table 8.5.6.2-1: Evaluation period TEvaluate_CBD_CSI-RS for FR1
	Configuration
	TEvaluateC_CBD_CSI-RS (ms) 

	non-DRX, DRX cycle ≤ 320ms
	Max(25, Ceil(MCBD  P)  TCSI-RS)

	DRX cycle > 320ms
	Ceil(MCBD  P)  TDRX

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ]. TDRX is the DRX cycle length.



Table 8.5.6.2-2: Evaluation period TEvaluate_CBD_CSI-RS for FR2
	Configuration
	TEvaluate_CBD_CSI-RS (ms) 

	non-DRX, DRX cycle ≤ 320ms
	Max(25, Ceil(MCBD  P  N)  TCSI-RS)

	DRX cycle > 320ms
	Ceil(MCBD  P  N)  TDRX

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ]. TDRX is the DRX cycle length.



8.5.6.3	Measurement restriction for CSI-RS based candidate beam detection
For both FR1 and FR2, when the CSI-RS for CBD measurement is in the same OFDM symbol as SSB for RLM, BFD, CBD or L1-RSRP measurement, UE is not required to receive CSI-RS for CBD measurement in the PRBs that overlap with an SSB.
For FR1, when the SSB for RLM, BFD, CBD or L1-RSRP measurement is within the active BWP and has same SCS than CSI-RS for CBD measurement, the UE shall be able to perform CSI-RS based CBD measurement without restrictions.
For FR1, when the SSB for RLM, BFD, CBD or L1-RSRP measurement is within the active BWP and has different SCS than CSI-RS for CBD measurement, the UE shall be able to perform CSI-RS based CBD measurement with restrictions according to its capabilities:
-	If the UE supports simultaneousRxDataSSB-DiffNumerology the UE shall be able to perform CSI-RS based CBD measurement for without restrictions.
-	If the UE does not support simultaneousRxDataSSB-DiffNumerology, UE is required to measure one of but not both CSI-RS for CBD measurement and SSB. Longer measurement period for CSI-RS based CBD measurement is expected, and no requirements are defined.
For FR1, when the CSI-RS for CBD measurement is in the same OFDM symbol as another CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, UE shall be able to measure the CSI-RS for CBD measurement without any restriction.
For FR2, when the CSI-RS for CBD measurement is in the same OFDM symbol as SSB for RLM, BFD, CBD or L1-RSRP measurement, UE is required to measure one of but not both CSI-RS for CBD measurement and SSB. Longer evaluation period for CSI-RS based CBD measurement is expected, and no requirements are defined.
For FR2, when the CSI-RS for CBD measurement is in the same OFDM symbol as another CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, UE is required to measure one of but not both CSI-RS for CBD measurement and the other CSI-RS. Longer evaluation period for CSI-RS based CBD measurement is expected, and no requirements are defined.
Change #3
[bookmark: _Toc5952686]9.1.5.1	Monitoring of multiple layers outside gaps
The carrier-specific scaling factor CSSFoutside_gap,i for measurement object i derived in this chapter is applied to following measurement types:
-	Intra-frequency measurement with no measurement gap in clause 9.2.5, when none of the SMTC occasions of this intra-frequency measurement object are overlapped by the measurement gap.
-	Intra-frequency measurement with no measurement gap in clause 9.2.5, when part of the SMTC occasions of this intra-frequency measurement object are overlapped by the measurement gap.
UE is expected to conduct the measurement of this measurement object i only outside the measurement gaps.
If the higher layer signaling in TS 38.331 [2] signaling of smtc2 is present and smtc1 is fully overlapping with measurement gaps and smtc2 is partially overlapping with measurement gaps, CSSFoutside_gap,i and requirements derivied from CSSFoutside_gap,i are not specified.
The UE cell identification and measurement periods derived based on CSSFoutside_gap,i in clauses 9.2.5.1, 9.2.5.2 may be extended for measurement objects of which the cell identification and measurement periods are overlapped with Tmeasure_SFTD1 specified in clause 9.3.8 when no measurement gaps are provided.
The requirements in this clause for FR2 measurement objects apply provided that the following conditions are met
Either:
	There are only SCells configured for FR2 
Or:
- The same SMTC offset is used for different CC on FR2 and:
-If smtc2 is configured on any FR2 CC, all CCs have the same periodicity for smtc1, and all CCs configured with smtc2 have the same periodicity for smtc2
-If smtc2 is not configured on any FR2 CC, the total number of different SMTC periodicities on all CCs does not exceed 2
Change #4
9.2.5	Intrafrequency measurements without measurement gaps
9.2.5.1	Intrafrequency cell identification
The UE shall be able to identify a new detectable intra frequency cell within Tidentify_intra_without_index if UE is not indicated to report SSB based RRM measurement result with the associated SSB index(reportQuantityRsIndexes or maxNrofRSIndexesToReport is not configured), or the UE is indicated that the neighbour cell is synchronous with the serving cell (deriveSSB-IndexFromCell is enabled). Otherwise UE shall be able to identify a new detectable intra frequency cell within Tidentify_intra_with_index. The UE shall be able to identify a new detectable intra frequency SS block of an already detected cell within Tidentify_intra_without_index. It is assumed that deriveSSB-IndexFromCell is always enabled for FR1 TDD and FR2.
Tidentify_intra_without_index = (TPSS/SSS_sync_intra + T SSB_measurement_period_intra) ms
Tidentify_intra_with_index = (TPSS/SSS_sync_intra + T SSB_measurement_period_intra + TSSB_time_index_intra) ms
Where:
	TPSS/SSS_sync_intra: it is the time period used in PSS/SSS detection given in table 9.2.5.1-1, 9.2.5.1-2, 9.2.5.1-4 (deactivated Scell) or 9.2.5.1-5 (deactivated SCell)
	TSSB_time_index_intra: it is the time period used to acquire the index of the SSB being measured given in table 9.2.5.1-3 or  9.2.5.1-6 (deactivated SCell)
	T SSB_measurement_period_intra: equal to a measurement period of SSB based measurement given in table 9.2.5.2-1, table 9.2.5.2-2 table 9.2.5.2-3 (deactivated Scell) or 9.2.5.2-4(deactivated SCell)
	CSSFintra: it is a carrier specific scaling factor and is determined
according to CSSFoutside_gap,i in clause 9.1.5.1 for measurement conducted outside measurement gaps, i.e. when intrafrequency SMTC is fully non overlapping or partially overlapping with measurement gaps,  or according to CSSFwithin_gap,i in clause 9.1.5.2 for measurement conducted within measurement gaps, i.e. when intrafrequency SMTC is fully overlapping with measurement gaps.
if the high layer in TS 38.331 [2] signalling of smtc2 is configured, the assumed periodicity of intrafrequency SMTC occasions corresponds to the value of higher layer parameter smtc2; Otherwise the assumed periodicity of intrafrequency SMTC occasions corresponds to the value of higher layer parameter smtc1.
Mpss/sss_sync_w/o_gaps : For a UE supporting FR2 power class 1, Mpss/sss_sync_w/o_gaps=40. For a UE supporting power class 2, Mpss/sss_sync_w/o_gaps =24.  For a UE supporting FR2 power class 3, Mpss/sss_sync_w/o_gaps =24. For a UE supporting FR2 power class 4, Mpss/sss_sync_w/o_gaps =24
Mmeas_period_w/o_gaps : For a UE supporting power class 1, Mmeas_period_w/o_gaps =40. For a UE supporting FR2 power class 2, Mmeas_period_w/o_gaps =24. For a UE supporting power class 3, Mmeas_period_w/o_gaps =24. For a UE supporting power class 4, Mmeas_period_w/o_gaps =24.	
	When intrafrequency SMTC is fully non overlapping with measurement gaps or intrafrequency SMTC is fully overlapping with MGs, Kp=1
	When intrafrequency SMTC is partially overlapping with measurement gaps, Kp =  1/(1- (SMTC period /MGRP)), where SMTC period < MGRP
	If the higher layer signaling in TS38.331 [2] signalling of smtc2 is present and smtc1 is fully overlapping with measurement gaps and smtc2 is partially overlapping with measurement gaps, requirements are not specified for Tidentify_intra_without_index or Tidentify_intra_with_index
For FR2, 
Klayer1_measurement=1, 
-	if all of the reference signals configured for RLM, BFD, CBD or L1-RSRP for beam reporting on any FR2 serving frequency outside measurement gap are not fully overlapped by intra-frequency SMTC occasions, or 
-	if all of the reference signal configured for RLM, BFD, CBD or L1-RSRP for beam reporting on any FR2 serving frequency outside measurement gap and fully-overlapped by intra-frequency SMTC occasions are not overlapped by with the SSB symbols indicated by SSB-ToMeasure and 1 symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured;
Klayer1_measurement=1.5, otherwise.
If SCG DRX is in use, intrafrequency cell identification requirements specified in Table 9.2.5.1-1, Table 9.2.5.1-2, Table 9.2.5.1-3, Table 9.2.5.1-4, Table 9.2.5.1-5 and Table 9.2.5.1-6 shall depend on the SCG DRX cycle. Otherwise, the requirements for when DRX is not in use shall apply.
Table 9.2.5.1-1: Time period for PSS/SSS detection, (Frequency range FR1)
	DRX cycle
	TPSS/SSS_sync_intra

	No DRX
	max( 600ms, ceil( 5 x Kp) x SMTC period )Note 1 x CSSFintra

	DRX cycle≤ 320ms
	max( 600ms, ceil(1.5x 5 x Kp) x max(SMTC period,DRX cycle)) x CSSFintra

	DRX cycle>320ms
	ceil(5] x Kp) x DRX cycle x CSSFintra

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified



Table 9.2.5.1-2: Time period for PSS/SSS detection, (Frequency range FR2)
	DRX cycle
	TPSS/SSS_sync_intra

	No DRX
	max(600ms, ceil(Mpss/sss_sync_w/o_gaps  x Kp x Klayer1_measurement)  x SMTC period)Note 1 x CSSFintra

	DRX cycle≤ 320ms
	max(600ms, ceil(1.5 x Mpss/sss_sync_w/o_gaps  x Kp x Klayer1_measurement) x max(SMTC period,DRX cycle)) x CSSFintra

	DRX cycle>320ms
	ceil(Mpss/sss_sync_w/o_gaps  x Kp x Klayer1_measurement)  x DRX cycle x CSSFintra

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified



Table 9.2.5.1-3: Time period for time index detection (Frequency range FR1)
	DRX cycle
	TSSB_time_index_intra

	No DRX
	max(120ms, ceil( 3 x Kp ) x SMTC period)Note 1 x CSSFintra

	DRX cycle≤ 320ms
	max(120ms, ceil (1.5 x 3 x Kp) x max(SMTC period,DRX cycle)) x CSSFintra

	DRX cycle>320ms
	Ceil(3 x Kp) x DRX cycle x CSSFintra

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified



Table 9.2.5.1-4: Time period for PSS/SSS detection, deactivated SCell (Frequency range FR1)
	DRX cycle
	TPSS/SSS_sync_intra

	No DRX
	5 x measCycleSCell x CSSFintra

	DRX cycle≤ 320ms
	 5 x max(measCycleSCell, 1.5xDRX cycle) x CSSFintra

	DRX cycle> 320ms
	5 x max(measCycleSCell, DRX cycle) x CSSFintra



Table 9.2.5.1-5: Time period for PSS/SSS detection, deactivated SCell (Frequency range FR2)
	DRX cycle
	TPSS/SSS_sync_intra

	No DRX
	Mpss/sss_sync_w/o_gaps x measCycleSCell x CSSFintra

	DRX cycle≤ 320ms
	 Mpss/sss_sync_w/o_gaps x max(measCycleSCell, 1.5xDRX cycle) x CSSFintra

	DRX cycle> 320ms
	Mpss/sss_sync_w/o_gaps x max(measCycleSCell, DRX cycle) x CSSFintra



Table 9.2.5.1-6: Time period for time index detection, deactivated SCell (Frequency range FR1)
	DRX cycle
	TSSB_time_index_intra

	No DRX
	3 x measCycleSCell x CSSFintra

	DRX cycle≤ 320ms
	 3 x max(measCycleSCell, 1.5xDRX cycle) x CSSFintra

	DRX cycle> 320ms
	3 x max(measCycleSCell, DRX cycle) x CSSFintra



Table 9.2.5.1-7: Void
Table 9.2.5.1-8: Void


Change #5
9.5.4	L1-RSRP measurement requirements
9.5.4.1	SSB based L1-RSRP Reporting
The UE shall be capable of performing L1-RSRP measurements based on the configured SSB resource for L1-RSRP computation, and the UE physical layer shall be capable of reporting L1-RSRP measured over the measurement period of TL1-RSRP_Measurement_Period_SSB.
The value of TL1-RSRP_Measurement_Period_SSB is defined in Table 9.5.4.1-1 for FR1 and Table 9.5.4.1-2 for FR2, where 
-	M=1 if higher layer parameter timeRestrictionForChannelMeasurement is configured, and M=3 otherwise 
-	N= 8.
For FR1,
-	P=, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the SSB; and
-	P=1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the SSB.
For FR2, P is defined as follows:
· -	
· Define T as the number of configured L1-RSRP measurement opportunities during a time period max(SMTC_period, MGRP,TSSB) without consideration of any overlapping FR2 SMTC occasion or measurement gap, where:
· SMTC_period is the largest FR2 SMTC periodicity, considering all configured serving frequencies on FR2 and considering smtc2 if smtc2 is configured for a serving frequency, otherwise considering smtc1 for the frequency.
· MGRP is defined as 
· the measurement gap repetition period (MGRP) of per-FR gaps for FR2 if configured,
· or the measurement gap repetition period (MGRP) of per-UE gaps if configured,
· or 0 otherwise.
· Define S as the number of configured L1-RSRP measurement opportunities during a time period max(SMTC_period, MGRP) which are overlapped with either a measurement gap or FR2 SMTC occasion, or both. If the same configured L1-RSRP measurement opportunity overlaps both a measurement gap and an FR2 SMTC occasion it is only counted once. S=0 if no configured L1-RSRP measurement opportunity is overlapped with a measurement gap or SMTC occasion.
· If S=T then P=3, otherwise P=T/(T-S)
P=, when SSB is not overlapped with measurement gap and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod).
-	P is Psharing factor, when SSB is not overlapped with measurement gap and SSB is fully overlapped with SMTC period (TSSB = TSMTCperiod).
-	P=, when SSB is partially overlapped with measurement gap and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TSSB < 0.5*TSMTCperiod
-	P is * Psharing factor, when SSB is partially overlapped with measurement gap and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP and TSSB = 0.5*TSMTCperiod
-	P=, when SSB is partially overlapped with measurement gap (TSSB <MGRP) and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap.
-	P is * Psharing factor, when SSB is partially overlapped with measurement gap and SSB is fully overlapped with SMTC occasion (TSSB = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)Psharing factor = 1
if all of the reference signals configured for L1-RSRP reporting outside measurement gap are not fully overlapped by intra-frequency SMTC occasions, or 
if all of the reference signal configured for L1-RSRP reporting outside measurement gap and fully-overlapped by intra-frequency SMTC occasions are not overlapped by with the SSB symbols indicated by SSB-ToMeasure and 1 symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured;
Psharing factor = 3, otherwise.

Where:
	TSSB = ssb-periodicityServingCell
	TSMTCperiod = the configured SMTC1 period or SMTC2 period if configured
If the high layer in TS 38.331 [2] signaling of smtc2 is configured, TSMTCperiod corresponds to the value of higher layer parameter smtc2; Otherwise TSMTCperiod corresponds to the value of higher layer parameter smtc1.
Longer evaluation period would be expected if the combination of SSB, SMTC occasion and measurement gap configurations does not meet pervious conditions.
Table 9.5.4.1-1: Measurement period TL1-RSRP_Measurement_Period_SSB for FR1
	Configuration
	TL1-RSRP_Measurement_Period_SSB (ms) 

	non-DRX
	max(TReport, ceil(M*P)*TSSB)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P)*max(TDRX,TSSB))

	DRX cycle > 320ms
	ceil(M*P)*TDRX

	Note:	TSSB = ssb-periodicityServingCell is the periodicity of the SSB-Index configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.



Table 9.5.4.1-2: Measurement period TL1-RSRP_Measurement_Period_SSB for FR2
	Configuration
	TL1-RSRP_Measurement_Period_SSB (ms) 

	non-DRX
	max(TReport, ceil(M*P*N)*TSSB)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P*N)*max(TDRX,TSSB))

	DRX cycle > 320ms
	ceil(1.5*M*P*N)*TDRX

	Note:	TSSB = ssb-periodicityServingCell is the periodicity of the SSB-Index configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.



9.5.4.2	CSI-RS based L1-RSRP Reporting
The UE shall be capable of performing L1-RSRP measurements based on the configured CSI-RS resource for L1-RSRP computation, and the UE physical layer shall be capable of reporting L1-RSRP measured over the measurement period of TL1-RSRP_Measurement_Period_CSI-RS.
The value of TL1-RSRP_Measurement_Period_CSI-RS is defined in Table 9.5.4.2-1 for FR1 and in Table 9.5.4.2-2 for FR2, where
-	For periodic and semi-persistent CSI-RS resources, M=1 if higher layer parameter timeRestrictionForChannelMeasurement is configured, and M=3 otherwise
-	For aperiodic CSI-RS resources M=1 
-	For periodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply if qcl-InfoPeriodicCSI-RS is configured for all the resources in the resource set and for each resource one  RS has QCL-TypeD with 
-	SSB for L1-RSRP measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For periodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to ON, N=ceil(maxNumberRxBeam / Nres_per_set), where Nres_per_set is number of resources in the resource set. The requirements apply provided qcl-InfoPeriodicCSI-RS is configured for all resources in the resource set.
-	For semi-persistent CSI-RS resources in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply provided TCI state is provided for all resources in the resource set in the MAC CE activating the resource set and for each resource one  RS has QCL-TypeD with 
-	SSB for L1-RSRP measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For semi-persistent CSI-RS resources in a resource set configured with higher layer parameter repetition set to ON, N=ceil(maxNumberRxBeam / Nres_per_set), where Nres_per_set is number of resources in the resource set. The requirements apply provided TCI state is provided for all resources in the resource set in the MAC CE activating the resource set.
-	For aperiodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requriements apply provided qcl-info is configured for all resources in the resource set and for each resource one RS has QCL-TypeD with 
-	SSB for L1-RSRP measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For aperiodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to ON, N=1. UE is not required to meet the accuracy requirements in clause 10.1.19.2 and 10.1.20.2 if number of resources in the resource set is smaller than maxNumberRxBeam. The requriements apply provided qcl-info is configured for all resources in the resource set.
For FR1,
-	P=, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the CSI-RS; and
-	P=1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the CSI-RS.
For FR2, P is defined as follows:
-	P=1, when CSI-RS is not overlapped with measurement gap and also not overlapped with SMTC occasion.
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is not overlapped with SMTC occasion (TCSI-RS < MGRP)
-	P=, when CSI-RS is not overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P=3, when CSI-RS is not overlapped with measurement gap and CSI-RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TCSI-RS < 0.5*TSMTCperiod
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP and TCSI-RS = 0.5*TSMTCperiod
-	P=, when CSI-RS is partially overlapped with measurement gap (TCSI-RS < MGRP) and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap.
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
Where:
	TSMTCperiod = the configured SMTC1 period or SMTC2 period if configured.
	TCSI-RS = the periodicity of CSI-RS configured for L1-RSRP measurement
If the high layer in TS 38.331 [2] signaling of smtc2 is configured, TSMTCperiod corresponds to the value of higher layer parameter smtc2; Otherwise TSMTCperiod corresponds to the value of higher layer parameter smtc1.
· Define T as the number of configured L1-RSRP measurement opportunities during a time period max(SMTC_period, MGRP,TCSI-RS) without consideration of any overlapping FR2 SMTC occasion or measurement gap, where:
· SMTC_period is the largest FR2 SMTC periodicity, considering all configured serving frequencies on FR2 and considering smtc2 if smtc2 is configured for a serving frequency, otherwise considering smtc1 for the frequency.
· MGRP is defined as 
· the measurement gap repetition period (MGRP) of per-FR gaps for FR2 if configured,
· or the measurement gap repetition period (MGRP) of per-UE gaps if configured,
· or 0 otherwise.
· Define S as the number of configured L1-RSRP measurement opportunities during a time period max(SMTC_period, MGRP) which are overlapped with either a measurement gap or FR2 SMTC occasion, or both. If the same configured L1-RSRP measurement opportunity overlaps both a measurement gap and an FR2 SMTC occasion it is only counted once. S=0 if no configured L1-RSRP measurement opportunity is overlapped with a measurement gap or SMTC occasion.
· If S=T then P=3, otherwise P=T/(T-S)

Note: The overlap between CSI-RS for L1-RSRP measurement and SMTC means that CSI-RS for L1-RSRP measurement is within the SMTC window duration.
Longer evaluation period would be expected if the combination of CSI-RS, SMTC occasion and measurement gap configurations does not meet pervious conditions.
Table 9.5.4.2-1: Measurement period TL1-RSRP_Measurement_Period_CSI-RS for FR1
	Configuration
	TL1-RSRP_Measurement_Period_CSI-RS (ms) 

	non-DRX
	max(TReport, ceil(M*P)*TCSI-RS)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P)*max(TDRX,TCSI-RS))

	DRX cycle > 320ms
	ceil(M*P)*TDRX

	Note 1:	TCSI-RS is the periodicity of CSI-RS configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	the requirements are applicable provided that the CSI-RS resource configured for L1-RSRP measurement is transmitted with Density = 3.



Table 9.5.4.2-2: Measurement period TL1-RSRP_Measurement_Period_CSI-RS for FR2
	Configuration
	TL1-RSRP_Measurement_Period_CSI-RS (ms) 

	non-DRX
	max(TReport, ceil(M*P*N)*TCSI-RS)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P*N)*max(TDRX,TCSI-RS))

	DRX cycle > 320ms
	ceil(M*P*N)*TDRX

	Note 1:	TCSI-RS is the periodicity of CSI-RS configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	the requirements are applicable provided that the CSI-RS resource configured for L1-RSRP measurement is transmitted with Density = 3.



9.5.5	Measurement restriction for CSI-RS and SSB for L1-RSRP measurement
The UE is required to be capable of measuring SSB and CSI-RS for L1-RSRP without measurement gaps. The UE is required to perform the SSB and CSI-RS measurements with measurement restrictions as described in the following clauses.
9.5.5.1	Measurement restriction for SSB based L1-RSRP
For FR1, when the SSB for L1-RSRP measurement is in the same OFDM symbol as CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, 
-	If SSB and CSI-RS have same SCS, UE shall be able to measure the SSB for L1-RSRP measurement without any restriction;
-	If SSB and CSI-RS have different SCS,
-	If UE supports simultaneousRxDataSSB-DiffNumerology, UE shall be able to measure the SSB for L1-RSRP measurement without any restriction;
-	If UE does not support simultaneousRxDataSSB-DiffNumerology, UE is required to measure one of but not both SSB for L1-RSRP measurement and CSI-RS. Longer measurement period for SSB based L1-RSRP measurement is expected, and no requirements are defined.
For FR2, when the SSB for L1-RSRP measurement is in the same OFDM symbol as CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, UE is required to measure one of but not both SSB for L1-RSRP measurement and CSI-RS. Longer measurement period for SSB based L1-RSRP measurement is expected, and no requirements are defined.
9.5.5.2	Measurement restriction for CSI-RS based L1-RSRP
For both FR1 and FR2, when the CSI-RS for L1-RSRP measurement is in the same OFDM symbol as SSB for RLM, BFD, CBD or L1-RSRP measurement, UE is not required to receive CSI-RS for L1-RSRP measurement in the PRBs that overlap with an SSB.
For FR1, when the SSB for RLM, BFD, CBD or L1-RSRP measurement is within the active BWP and has same SCS than CSI-RS for L1-RSRP measurement, the UE shall be able to perform CSI-RS measurement without restrictions.
For FR1, when the SSB for RLM, BFD, CBD or L1-RSRP measurement is within the active BWP and has different SCS than CSI-RS for L1-RSRP measurement, the UE shall be able to perform CSI-RS measurement with restrictions according to its capabilities:
-	If the UE supports simultaneousRxDataSSB-DiffNumerology the UE shall be able to perform CSI-RS measurement without restrictions.
-	If the UE does not support simultaneousRxDataSSB-DiffNumerology, UE is required to measure one of but not both CSI-RS for L1-RSRP measurement and SSB. Longer measurement period for CSI-RS based L1-RSRP measurement is expected, and no requirements are defined.
For FR1, when the CSI-RS for L1-RSRP measurement is in the same OFDM symbol as another CSI-RS for RLM, BFD, CBD or L1-RSRP measurement, UE shall be able to measure the CSI-RS for L1-RSRP measurement without any restriction.
For FR2, when the CSI-RS for L1-RSRP measurement is in the same OFDM symbol as SSB for RLM, BFD or L1-RSRP measurement, or in the same symbol as SSB for CBD when beam failure is detected, UE is required to measure one of but not both CSI-RS for L1-RSRP measurement and SSB. Longer measurement period for CSI-RS based L1-RSRP measurement is expected, and no requirements are defined.
For FR2, when the CSI-RS for L1-RSRP measurement is in the same OFDM symbol as another CSI-RS for RLM, BFD, CBD or L1-RSRP measurement,
-	In the following cases, UE is required to measure one of but not both CSI-RS for L1-RSRP measurement and the other CSI-RS. Longer measurement period for CSI-RS based L1-RSRP measurement is expected, and no requirements are defined.
-	The CSI-RS for L1-RSRP measurement or the other CSI-RS in a resource set configured with repetition ON, or 
-	The other CSI-RS is configured in q1 and beam failure is detected, or
-	The two CSI-RS-es are not QCL-ed w.r.t. QCL-TypeD, or the QCL information is not known to UE,
-	Otherwise, UE shall be able to measure the CSI-RS for L1-RSRP measurement without any restriction.

9.5.6	Scheduling availability of UE during L1-RSRP measurement
Scheduling availability restrictions when the UE is performing L1-RSRP measurement are described in the following clauses.
9.5.6.1	Scheduling availability of UE performing L1-RSRP measurement with a same subcarrier spacing as PDSCH/PDCCH on FR1
There are no scheduling restrictions due to L1-RSRP measurement performed on SSB and CSI-RS configured as RS for L1-RSRP measurement with the same SCS as PDSCH/PDCCH in FR1.
9.5.6.2	Scheduling availability of UE performing L1-RSRP measurement with a different subcarrier spacing than PDSCH/PDCCH on FR1
For UEs which support simultaneousRxDataSSB-DiffNumerology [14] there are no restrictions on scheduling availability due to L1-RSRP measurement based on SSB as RS for L1-RSRP measurement. For UEs which do not support simultaneousRxDataSSB-DiffNumerology [14] the following restrictions apply due to L1-RSRP measurement based on SSB configured for L1-RSRP measurement.
-	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/CSI-RS for tracking /CSI-RS for CQI on SSB symbols to be measured for L1-RSRP measurement.
When intra-band carrier aggregation in FR1 is configured, the scheduling restrictions on serving cell where L1-RSRP measurement is performed apply to all serving cells in the same band on the symbols that fully or partially overlap with restricted symbols. When inter-band carrier aggregation within FR1 is configured, there are no scheduling restrictions on FR1 serving cell(s) configured in other bands than the bands in which the serving cell where L1-RSRP measurement is performed is configured.
9.5.6.3	Scheduling availability of UE performing L1-RSRP measurement on FR2
The following scheduling restriction applies due to L1-RSRP measurement.
-	For the case where RS for L1-RSRP measurement is CSI-RS which is QCLed with active TCI state for PDCCH/PDSCH and not in a CSI-RS resource set with repetition ON, and N=1 applies as specified in clause 9.4.5.2
-	There are no scheduling restrictions due to L1-RSRP measurement performed based on the CSI-RS.
-	Otherwise
-	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/CSI-RS for tracking/CSI-RS for CQI on RS for L1-RSRP measurement symbols to be measured for L1-RSRP measurement.
When intra-band carrier aggregation is performed, the scheduling restrictions on serving cell where L1-RSRP measurement is performed apply to all serving cells in the band on the symbols that fully or partially overlap with restricted symbols.
If following conditions are met,
-	UE has been notified about system information update through paging,
-	The gap between UE’s reception of PDCCH that UE monitors in the Type 2-PDCCH CSS set and that notifies system information update, and the PDCCH that UE monitors in the Type0-PDCCH CSS set, is greater than [2] slots,
For the SSB and CORESET for RMSI scheduling multiplexing patterns 3, UE is expected to receive the PDCCH that UE monitors in the Type0-PDCCH CSS set, and the corresponding PDSCH, on SSB symbols to be measured for L1-RSRP measurement; and 
For the SSB and CORESET for RMSI scheduling multiplexing patterns 2, UE is expected to receive PDSCH that corresponds to the PDCCH that UE monitors in the Type0-PDCCH CSS set, on SSB symbols to be measured for L1-RSRP measurement.
9.5.6.4	Scheduling availability of UE performing L1-RSRP measurement on FR1 or FR2 in case of FR1-FR2 inter-band CA
There are no scheduling restrictions on FR1 serving cell(s) due to L1-RSRP measurement performed on FR2 serving cell(s).
There are no scheduling restrictions on FR2 serving cell(s) due to L1-RSRP measurement performed on FR1 serving cell(s).
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