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< Start of changes >

[bookmark: _Toc29811903][bookmark: _Toc21127694]9.7.5.3.3	Additional OTA transmitter spurious emissions requirements
Editor's note: Additional spurious emissions requirement for protecting specific services are ffs.
These requirements may be applied for the protection of systems operating in frequency ranges other than the BS downlink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the BS, or they may be set by local or regional regulation as a mandatory requirement for an NR operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in clause 4.5.
9.7.5.3.3.1	Protection of Earth Exploration Satellite Service
This requirement applies for BS operating in frequency range 24.25 – 27.5 GHz.
Table 9.7.5.3.3.1-1: Earth Exploration Satellite Service protection limits
	Frequency range for emission requirement
	Limit
	Measurement bandwidth

	23.6 – 24 GHz
	-3 dBm (NOTE 1)
	200 MHz

	23.6 – 24 GHz
	-9 dBm (NOTE 2)
	200 MHz

	NOTE 1: This limit applies to BS manufactured before 1 September 2027.
NOTE 2: This limit applies to BS manufactured on or after 1 September 2027.



[bookmark: _Toc29811904][bookmark: _Toc21127695]9.8	OTA transmitter intermodulation

< End of changes >

