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=== start of change 1 ===
[bookmark: _Toc5952535]4.X	Measurements for Early Measurement Reporting
[bookmark: _Toc5952536]4.X.1	Introduction
A UE indicating its support for [TBD reference to RAN2] shall be able to perform in RRC_IDLE measurements for early measurement reporting on the serving cell, overlapping, and non-overlapping carriers. 
An overlapping carrier is defined as a carrier frequency which the UE is actively measuring for mobility and early measurement reporting. A non-overlapping carrier is a carrier frequency which the UE is actively measuring for early measurement reporting only.
4.X.2	Requirements
4.X.2.1	UE Measurement Capability
Editor’s note: Requirements are TBD.
4.X.2.2	Detected Cell Requirements
Editor’s note: Requirements are TBD.
4.X.2.3	Serving Cell Measurement Requirements
The requirements in this section apply for measurements on the serving cell.
The UE shall measure the SS-RSRP and SS-RSRQ level of the serving cell and evaluate the cell selection criterion S defined in section 4.2.2.2 and the UE physical layer shall be capable of reporting SS-RSRP and SS-RSRQ measurements of the serving cell to higher layers, with the measurement accuracy specified in TBD.
4.X.2.4	Inter-Frequency Measurement Requirements on Overlapping Carriers
The requirements in this section apply for inter-frequency measurements on one or more overlapping carriers.
Editor’s note: Requirements are TBD.
4.X.2.5	Inter-Frequency Measurement Requirements on Non-Overlapping Carriers
The requirements in this section apply for inter-frequency measurements on one or more non-overlapping carriers.
Editor’s note: Requirements are TBD.
4.X.2.6	Measurement Requirements at Cell Change
Editor’s note: Requirements are TBD.
4.X.2.7	Measurements after T331 Expiry

=== end of change 1 ===
=== start of change 2 ===
5.Y	Measurements for Early Measurement Reporting
5.Y.1	Introduction
A UE indicating its support for [TBD reference to RAN2] shall be able to perform in RRC_INACTIVE measurements for early measurement reporting on the serving cell, overlapping, and non-overlapping carriers. 
An overlapping carrier is defined as a carrier frequency which the UE is actively measuring for mobility and early measurement reporting. A non-overlapping carrier is a carrier frequency which the UE is actively measuring for early measurement reporting only.
5.Y.2	Requirements
5.Y.2.1	UE Measurement Capability
The requirements specified for RRC_IDLE in section 4.X.2.1 shall also apply for this section.
5.Y.2.2	Detected Cell Requirements
The requirements specified for RRC_IDLE in section 4.X.2.2 shall also apply for this section.
5.Y.2.3	Serving Cell Measurement Requirements
The requirements specified for RRC_IDLE in section 4.X.2.3 shall also apply for this section.
5.Y.2.4	Inter-Frequency Measurement Requirements on Overlapping Carriers
The requirements specified for RRC_IDLE in section 4.X.2.4 shall also apply for this section.
5.Y.2.5	Inter-Frequency Measurement Requirements on Non-Overlapping Carriers
The requirements specified for RRC_IDLE in section 4.X.2.5 shall also apply for this section.
5.Y.2.6	Measurement Requirements at Cell Change
The requirements specified for RRC_IDLE in section 4.X.2.6 shall also apply for this section.
5.Y.2.7	Measurements after T331 Expiry
The requirements specified for RRC_IDLE in section 4.X.2.7 shall also apply for this section.

=== end of change 2 ===


