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1 Introduction
In last RAN4 meeting, SRS-RSRP measurement accuracy was discussed and agreed with square bracket. However, SRS-RSRP for FR2 is TBD for 120kHz SCS. In this contribution, we provide the simulation results and our views on the accuracy levels for SRS-RSRP measurement.
2 SRS-RSRP measurement accuracy
In the WF [1], the measurement accuracy for SRS-RSRP was agreed as follows:

	FR
	SCS
	Accuracy Requirement ( ±[ ]dB)

	FR1
	15kHz
	[3]

	
	30kHz
	[4]

	
	60kHz
	[5.5]

	FR2
	60kHz
	[6.5]

	
	120kHz
	TBD


As shown in Table 2‑2, without RF margin, the measurement accuracy is ~2.4dB and ~4.8dB for 60kHz and 120kHz in FR2, respectively. Considering RF margin, SRS-RSRP measurement accuracy could be defined as follows: (The simulation results for FR1 are the same as our previous Tdoc [2])
Table 2‑1 Proposed measurement accuracy for SRS-RSRP

	Accuracy [dB]
	SRS Ês/Iot

[dB]

	FR1
	FR2
	

	SCSSRS (kHz)
	SCSSRS (kHz)
	

	15
	30
	60
	60
	120
	

	(3
	(4
	(5.5
	(6.5
	(9
	(1


· Proposal: Use SRS-RSRP measurement accuracy of Table 2-1.
2.1 Simulation results
General simulation assumptions are in [3], and following agreed reference SNR and the number of samples are used.
· Reference SNR point for side condition is SNR with zero timing error : 1dB

· The number of sample for measurement accuracy : 3
The SNR for simulation results is lower than above reference SNR due to residual timing error.
Table 2‑2 Delta SRS-RSRP for FR2

	Propagation model
	SCS = 60kHz
	SCS = 120kHz

	
	5%
	50%
	95%
	Accuracy
	5%
	50%
	95%
	Accuracy

	AWGN
	-2.17
	-1.77
	-1.38
	2.17
	-4.17
	-3.60
	-3.05
	4.17

	TDL-A
	-2.30
	-1.84
	-1.33
	2.30
	-4.75
	-3.96
	-3.04
	4.75

	TDL-C
	-2.39
	-1.93
	-1.47
	2.39
	-4.76
	-3.99
	-3.23
	4.76
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Figure 1 Delta SRS-RSRP for FR2
3 Conclusion 
In this contribution, we provide simulation results and measurement accuracy for SRS-RSRP, and we propose
· Proposal: Use SRS-RSRP measurement accuracy of Table 2-1.
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