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[bookmark: _Toc5952723]10.1.X	UE Rx-Tx time difference
10.1. X.Y1 UE Rx-Tx time difference measurement accuracy requirement	
10.1. X.Y2 UE Rx-Tx time difference measurement report mapping
The reporting range of UE Rx-Tx time difference is defined from - 983040Tc to 983040Tc with resolution Tc for FR2 and 4Tc for FR1. 
The mapping of measured quantity is defined in Table 10.1. X1.Y2-1 and Table 10.1. X1.Y2-2 respectively.
Table 10.1. X1.Y2-1: UE Rx-Tx time difference report mappingfor FR1
	Reported Value
	Measured Quantity Value
	Unit

	UE Rx-Tx _000000
	-983040> UE Rx-Tx
	Tc

	UE Rx-Tx _000001
	-983040 UE Rx-Tx < -983036
	Tc

	UE Rx-Tx _000002
	-983036 UE Rx-Tx < -983032
	Tc

	
	
	…

	UE Rx-Tx _245758
	-12  UE Rx-Tx  -8
	Tc

	UE Rx-Tx _245759
	-8  UE Rx-Tx  -4
	Tc

	UE Rx-Tx _245760
	-4  UE Rx-Tx  0
	Tc

	UE Rx-Tx _245761
	0 < UE Rx-Tx  4
	Tc

	UE Rx-Tx _245762
	4 < UE Rx-Tx  8
	Tc

	UE Rx-Tx _245763
	8 < UE Rx-Tx  12
	Tc

	…
	…
	…

	UE Rx-Tx _491519
	983032< UE Rx-Tx  983036
	Tc

	UE Rx-Tx _491520
	983036< UE Rx-Tx  983040
	Tc

	UE Rx-Tx _491521
	983040< UE Rx-Tx
	Tc



Table 10.1. X1.Y2-2: UE Rx-Tx time difference report mapping for FR2
	Reported Value
	Measured Quantity Value
	Unit

	UE Rx-Tx _000000
	-983040> UE Rx-Tx
	Tc

	UE Rx-Tx _000001
	-983040 UE Rx-Tx < -983039
	Tc

	UE Rx-Tx _000002
	-983039 UE Rx-Tx < -983038
	Tc

	
	
	…

	UE Rx-Tx _983038
	-3  UE Rx-Tx  -2
	Tc

	UE Rx-Tx _983039
	-2  UE Rx-Tx  -1
	Tc

	UE Rx-Tx _983040
	-1  UE Rx-Tx  0
	Tc

	UE Rx-Tx _983041
	0 < UE Rx-Tx  1
	Tc

	UE Rx-Tx _983042
	1 < UE Rx-Tx  2
	Tc

	UE Rx-Tx _983043
	2 < UE Rx-Tx  3
	Tc

	…
	…
	…

	UE Rx-Tx _1966079
	983038< UE Rx-Tx  983039
	Tc

	UE Rx-Tx _1966080
	983039< UE Rx-Tx  983040
	Tc

	UE Rx-Tx _1966081
	983040< UE Rx-Tx
	Tc



