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<< Start of change >>
[bookmark: _Toc21351623][bookmark: _Toc29807205][bookmark: _Toc36648919][bookmark: _Toc36651644][bookmark: _Toc37256578][bookmark: _Toc37256919][bookmark: _Toc21351625][bookmark: _Toc29807207]6.3B.1	Output power dynamics for EN-DC with UL sharing from UE perspective
[bookmark: _Toc21351624][bookmark: _Toc29807206][bookmark: _Toc36648920][bookmark: _Toc36651645][bookmark: _Toc37256579][bookmark: _Toc37256920]6.3B.1.1	E-UTRA and NR switching time mask for TDM based UL sharing from UE perspective without uplink transmission timing difference
The E-UTRA and NR switching time mask is applicable for non-simultaneous transmissions between E-UTRA and NR in TDM based UL sharing from the UE perspective in the same channel, which is shared by E-UTRA and NR.
For UEs reporting E-UTRA and NR switching time capability of type 1 with switching time < 0.5 us for TDM based UL sharing from UE perspective within FR1 time masks in Figure 6.3B.1.1-1 and Figure 6.3B.1.1-2 shall apply. For UEs reporting E-UTRA and NR switching time capability of type 2 with switching time < 20 us for TDM based UL sharing from UE perspective within FR1, time masks in Figure 6.3B.1.1-3 and Figure 6.3B.1.1-4 shall apply.
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Figure 6.3B.1.1-1: E-UTRA to NR switching time mask for type 1 for TDM based UL sharing from UE perspective within FR1
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Figure 6.3B.1.1-2: NR to E-UTRA switching time mask for type 1 for TDM based UL sharing from UE perspective within FR1
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Figure 6.3B.1.1-3: E-UTRA to NR switching time mask for type 2 for TDM based UL sharing from UE perspective within FR1
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Figure 6.3B.1.1-4: NR to E-UTRA switching time mask for type 2 for TDM based UL sharing from UE perspective within FR1
6.3B.1.2	E-UTRA and NR switching time mask for TDM based UL sharing from UE perspective with uplink timing difference up to 3us
The E-UTRA and NR switching time mask is applicable for non-simultaneous transmissions between E-UTRA and NR in TDM based UL sharing from the UE perspective in the same channel, which is shared by E-UTRA and NR with uplink transmission timing difference up to 3us.
For UEs reporting E-UTRA and NR switching time capability of type 1 with switching time < 0.5 us for TDM based UL sharing from UE perspective within FR1 time masks in Figure 6.3B.1.2-1 and Figure 6.3B.1.2-2 shall apply. When there is any uplink transmission timing misalignment between E-UTRA subframe and NR slot, the additional 3us is allowed for the transient period for the succeeding NR slot or E-UTRA subframe.
For UEs reporting E-UTRA and NR switching time capability of type 2 with switching time < 20 us for TDM based UL sharing from UE perspective within FR1, time masks in Figure 6.3B.1.2-3 and Figure 6.3B.1.2-4 shall apply. When there is any uplink transmission timing misalignment between E-UTRA subframe and NR slot, the additional 3us is allowed for the transient period for the succeeding NR slot or E-UTRA subframe.
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Figure 6.3B.1.2-1: E-UTRA to NR switching time mask for type 1 for TDM based UL sharing from UE perspective within FR1
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Figure 6.3B.1.2-2: NR to E-UTRA switching time mask for type 1 for TDM based UL sharing from UE perspective within FR1
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Figure 6.3B.1.2-3: E-UTRA to NR switching time mask for type 2 for TDM based UL sharing from UE perspective within FR1
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Figure 6.3B.1.2-4: NR to E-UTRA switching time mask for type 2 for TDM based UL sharing from UE perspective within FR1
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