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1 	Introduction
In this paper, we discuss the possible impact on RAN1 specification due to the latest agreements in RAN4. In RAN4 # 93 and #94-e meeting, it’s agreed that the UE is allowed to take any active SCell in the cell group as timing reference cell [1][2] if the SSB from SpCell is blocked by DL LBT failure in NR-U.
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2 Discussion
[bookmark: DocumentFor][bookmark: Title]In previous meetings, it’s agreed that the UE is allowed to take any active SCell in the cell group as timing reference cell if the SSB from SpCell is blocked by DL LBT failure in NR-U. However, in RAN1 specification, clause 4.1 in TS 38.213 [2] in particular, it says:
“For a serving cell without transmission of SS/PBCH blocks, a UE acquires time and frequency synchronization with the serving cell based on receptions of SS/PBCH blocks on the PCell, or on the PSCell, of the cell group for the serving cell.”
This shows that the latest RAN4 agreement is conflicted to the current RAN1 specification. To support this new feature allowing the UE to change timing reference cell, an LS needs to be sent to RAN1 and 38.213 needs to be mended accordingly.
[bookmark: _Ref32606436][bookmark: _Ref21077807]Observation 1: The latest RAN4 agreement is conflicted to the current RAN1 specification TS 38.213.
We prepare a draft LS provided in [4].
[bookmark: _Ref24003456][bookmark: _Ref21077829]Proposal 1: Approve LS [4] and send LS to RAN1 to inform them the latest RAN4 agreements on timing reference cell.
Note that in the WF [1], only Scenario B and C are listed. This is because band combinations and RF requirements haven’t been made for Scenario D and E, so they are not mentioned in the WF.
3 Summary
Observation 1: The latest RAN4 agreement is conflicted to the current RAN1 specification TS 38.213.
Proposal 1: Approve LS [4] and send LS to RAN1 to inform them the latest RAN4 agreements on timing reference cell.
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* Scenario B and C: if the current reference cell (i.e. PCell in Scenairo C or
PSCell in Scenario B) is unavailable to UE after certain number of DL SSB
detection attempts, then the UE can take any activated SCell with SSB
available at the UE within this CG as the new reference cell

* FFS: The UE applies one shot timing adjustment
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* One shot timing adjustment is not allowed when UE changes its DL
timing reference cell to any activated SCell if SpCell is unavailable to
UE for a certain number of DL SSB detection attempts.

« deriveSSB-IndexFromCell is optional on unlicensed band




