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<Start of Change 1>
10.1	NR measurements
[bookmark: _Toc5952723]10.1.1	Introduction
The requirements in clause 10.1 apply as follows:
-	intra-frequency requirements apply for PCell measurements in SA, NR-DC, or NE-DC operaion mode, 
-	intra-frequency requirements apply for PSCell measurements in NR-DC or EN-DC operaion mode,
-	intra-frequency requirements apply for SCell measurements in SA operation mode with NR CA or any MR-DC operaion mode with NR CA,
-	inter-frequency requirements apply for non-serving cell measurements on NR carrier frequencies,
-    inter-frequency requirements apply for measurements from one cell on a frequency compared to the measurement from another cell on a different frequency.
In the requirements of clause 10.1, the exceptions for side conditions apply as follows:
-	for the UE capable of CA but not configured with any SCell, the applicable exceptions for side conditions are specified in Annex B, clause B.3.2.1 for UE supporting CA in FR1, and clause B.3.2.3 for UE supporting CA in FR2, respectively;
-	for the UE capable of CA and configured with at least one SCell, the applicable exceptions for side conditions are specified in Annex B, clause B.3.2.2 for UE configured with CA in FR1, and clause B.3.2.4 for UE supporting CA in FR2 respectively;
-	for the UE capable of SUL but not configured with SUL, the applicable exceptions for side conditions are specified in Annex B, clause B.3.4.1 for UE supporting SUL in FR1;
-	for the UE capable of SUL and configured with at least one SUL, the applicable exceptions for side conditions are specified in Annex B, clause B.3.4.2 for UE configured with SUL in FR1.
<End of Change 1>
