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[bookmark: _Toc368026310]<< Start of changes >>
[bookmark: _Toc29802816][bookmark: _Toc29802191][bookmark: _Toc29801767][bookmark: _Toc21344281]5.2D	 Operating bands for UL MIMO
NR is designed to support UL MIMO where all of the operating bands are in FR1 defined in Table 5.2D-1.  
Table 5.2D-1: NR operating bands for UL MIMO in FR1
	NR operating band
	Uplink (UL) operating band
BS receive / UE transmit
FUL_low   –  FUL_high
	Downlink (DL) operating band
BS transmit / UE receive
FDL_low   –  FDL_high
	Duplex Mode

	n1
	1920 MHz – 1980 MHz
	2110 MHz – 2170 MHz
	FDD

	n2
	1850 MHz – 1910 MHz
	1930 MHz – 1990 MHz
	FDD

	n3
	1710 MHz – 1785 MHz
	1805 MHz – 1880 MHz
	FDD

	n7
	2500 MHz – 2570 MHz
	2620 MHz – 2690 MHz
	FDD

	n301
	2305 MHz – 2315 MHz
	2350 MHz – 2360 MHz
	FDD

	n34
	2010 MHz – 2025 MHz
	2010 MHz – 2025 MHz
	TDD

	n38
	2570 MHz – 2620 MHz
	2570 MHz – 2620 MHz
	TDD

	n39
	1880 MHz – 1920 MHz
	1880 MHz – 1920 MHz
	TDD

	n40
	2300 MHz – 2400 MHz
	2300 MHz – 2400 MHz
	TDD

	n41
	2496 MHz – 2690 MHz
	2496 MHz – 2690 MHz
	TDD

	n48
	3550 MHz – 3700 MHz
	3550 MHz – 3700 MHz
	TDD

	n66
	1710 MHz – 1780 MHz
	2110 MHz – 2200 MHz
	FDD

	n70
	1695 MHz – 1710 MHz
	1995 MHz – 2020 MHz
	FDD

	n77
	3300 MHz – 4200 MHz
	3300 MHz – 4200 MHz
	TDD

	n78
	3300 MHz – 3800 MHz
	3300 MHz – 3800 MHz
	TDD

	n79
	4400 MHz – 5000 MHz
	4400 MHz – 5000 MHz
	TDD

	NOTE 1:	Uplink transmission is not allowed at this band for UE with external vehicle-mounted antennas.





<< Start of changes >>

<< Start of changes >>
6.2D	Transmitter power for UL MIMO
[bookmark: _Toc29802817][bookmark: _Toc29802192][bookmark: _Toc29801768][bookmark: _Toc21344282]6.2D.1	UE maximum output power for UL MIMO
For power class 2 UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the maximum output power for any transmission bandwidth within the channel bandwidth is specified in Table 6.2D.1-1. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1-2. For UE supporting UL MIMO, the maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1 ms).
The requirements shall be met with the UL MIMO configurations of using 2-layer UL MIMO transmission with codebook of[image: ]. DCI Format for UE configured in PUSCH transmission mode for uplink single-user MIMO shall be used.
Table 6.2D.1-1: UE Power Class for UL MIMO in clo1sed loop spatial multiplexing scheme
	[bookmark: OLE_LINK9]NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	23
	[±2]
	
	

	n2
	
	
	
	
	23
	[±21]
	
	

	n3
	
	
	
	
	23
	[±21]
	
	

	n7
	
	
	
	
	23
	[±21]
	
	

	n30
	
	
	
	
	23
	[±2]
	
	

	n34
	
	
	
	
	23
	[±2]
	
	

	n38
	
	
	
	
	23
	[±2]
	
	

	n39
	
	
	
	
	23
	[±2]
	
	

	n40
	
	
	
	
	23
	[±2]
	
	

	n41
	
	
	26
	+2/-31
	23
	+2/-31
	
	

	n48
	
	
	
	
	23
	[+2/-3]
	
	

	n66
	
	
	
	
	23
	[±2]
	
	

	n70
	
	
	
	
	23
	[bookmark: _GoBack][±2]
	
	

	n77
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n78
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n79
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	NOTE 1:	The transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	Power class 3 is the default power class unless otherwise stated



Table 6.2D.1-2: UL MIMO configuration in closed-loop spatial multiplexing scheme
	Transmission scheme
	DCI format
	Codebook Index

	 Codebook based uplink
	DCI format 0_1
	Codebook index 0



If UE is configured for transmission on single-antenna port, the requirements in clause 6.2.1 apply.

<< End of changes >>
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